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CERTIFICATE OF AUTHENTICITY

THIS IS TO CERTIFY THAT THE FOLLOWING ELECTRONIC RECORDS ARE
TRUE AND ACCURATE REPRODUCTIONS OF THE ORIGINAL RECORDS OF
JAMES CITY COUNTY GENERAL SERVICES DEPARTMENT- STORMWATER
DIVISION; WERE SCANNED IN THE REGULAR COURSE OF BUSINESS
PURSUANT TO GUIDELINES ESTABLISHED BY THE LIBRARY OF VIRGINIA AND

ARCHIVES; AND HAVE BEEN VERIFIED IN THE CUSTODY OF THE INDIVIDUAL

LISTED BELOW.

BMP NUMBER: WC004

DATE VERIFIED: September 19, 2012

QUALITY ASSURANCE TECHNICIAN: Leah Hardenbergh

Leal A,[cuﬁuéﬂx_géj

LOCATION: WILLIAMSBURG, VIRGINIA
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Stormwater Division

MEMORANDUM

DATE: March 12,2010

TO: Michael J. Gillis, Virginia Correctional Enterprises Document Management Services
FROM: Tina Cantwell, Stormwater |

PO: 270712

RE: Files Approved for Scanning

General File ID or BMP ID: WC004
PIN: 1240100016E
Subdivision, Tract, Business or Owner

Name (if known): Wright Sign Service, Inc.

Property Description: Engineering Building

Site Address: ' 8008 Hankins Industrial Park Road
Box 13 : Drawer: 4 &

Agreements: (in file as of scan date) N Book or Docit: ; Page:

Comments
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THE PURPOSE OF THE EROSION CONTROL MEASURES SHOWN ON THESE PLANS
SHALL BE TO PRECLUDE THE TRANSPORT OF ALL WATERBORNE SEDIMENTS
RESULTING FROM CONSTRUCTION ACTIVITIES FROM ENTERING ONTO

ADJACENT PROPERTIES OR STATE WATERS. IF FIELD INSPECTION REVEALS
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SHALL CONSIST OF MULCHING IN ACCORDANCE WITH SPECIFICATION
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6. THE TERM SEEDING, FINAL VEGETATIVE COVER OR STABLIZATION,
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RUNOFF ANALYSIS
ENGINEERED BUILDING STRUCTURES OF VIRGINIA
SITE PLAN

James City County, Virginia
June 21, 1989

INTRODUCTION

This runoff analysis report has been prepared in accordance
with the James City County, James City Service Authority
Design Manual for Runoff Analysis Reservoir Protection
Overlay District (R.P.0.D.). This report is a supplement to
the design documents for the referenced project which
indicates the design details and 1locations of reservoir
protection features. ’

DESCRIPTION

Engineered Building Structures of Virginia Site is located
on a 1.8 acre site off of Hankins 1Industrial Park Road, in
the Hankins 1Industrial -Park in Toano, Virginia. The entire
parcel is located in the R.P.0.D. and is currently zoned
M-2.

The project consists of the erection of a 4,588 square foot
warehouse and storage building, 7,208 square feet of gravel
parking area, sidewalk, and miscellaneous site improvements.
Approximately 27% of the site will be developed. Clearing
will be kept to a minimum. '

At present the area drains to a low spot in the center of
the property. After development, the area will drain
southwesterly towards a ditch which runs along Hankins
Industrial Park Road. The topography of the area consists
of gentle slopes of 2 - 5%. The soils on the site are
classified as Kempsville Emporia fine sand and Slagle fine
sandy loam as indicated in the USDA Soil Conservation
Service and VPI and SU. Permeability in these Slagle soils
is moderate in the upper regions of the subsoil and
moderately slower in the lower regions. The erosion hazard
in these classification of soils is moderate.

WQQO4_ENGINEERED_BLDG - 005



RUNOFF CHARACTERISTICS

The method used for estimating peak runoff rates and volumes
is the "Rational Method"”. The loading volumes for sediment
and phosphorous were based on the rates tabulated in the
Design Manual for Runoff Analysis.

RUNOFF AND POLLUTION CONTROL

A detention pond designed to hold the one inch of runoff
from the impervious surfaces and the predeveloped runoff
from the 2 year storm will be constructed on site. '?his
pond will be used for temporary storage, infiltration, and
settling of the runoff pollutants. A removal efficiency of
75% reduction for suspended soils (sediment) and phosphorous
will be anticipated. ‘

All erosion and sediment control measures will be employed
during the construction of the detention pond. The control
measures will be installed in accordance with the 1988
Virginia Erosion and Sediment Control Handbook and the James
City County Code Compliance Department.

The runoff from the . roof will drain into 4" black plastic
pipes that lead to the detention pond.
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