
 
 

 
 

 
 

CERTIFICATE OF AUTHENTICITY 
 

THIS IS TO CERTIFY THAT THE FOLLOWING ELECTRONIC RECORDS ARE 

TRUE AND ACCURATE REPRODUCTIONS OF THE ORIGINAL RECORDS OF 

JAMES CITY COUNTY GENERAL SERVICES DEPARTMENT- STORMWATER 

DIVISION; WERE SCANNED IN THE REGULAR COURSE OF BUSINESS 

PURSUANT TO GUIDELINES ESTABLISHED BY THE LIBRARY OF VIRGINIA AND 

ARCHIVES; AND HAVE BEEN VERIFIED IN THE CUSTODY OF THE INDIVIDUAL 

LISTED BELOW. 

 

BMP NUMBER:  WC055, WC056, WC057, WC058 

 

DATE VERIFIED:  January 27, 2017 

 

QUALITY ASSURANCE TECHNICIAN: Natalie Prevette  

 

LOCATION:  WILLIAMSBURG, VIRGINIA 
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Stormwater Division 

MEMORANDUM 

DATE: March 12, 2010 

TO: Michael J. Gillis, Virginia Correctional Enterprises Document Management Services 

FROM: Jo Anna Ripley, Stormwater 

PO: 270712 

RE: Files Approved for Scanning 

General File ID or BMP ID: WC055 

PIN: 1210100045 

Subdivision, Tract, Business or Owner 
Name (if known): 

Property Description: 

Site Address: 
Box 15 

Agreements: (in me as of scan date) Book or Doc#: 

Comments 
WC055, WC056, WC057, WC058 are combined in one folder 

Stonehouse Commerce Park 

Parcel A Section C Stonehouse Commerce Park 

3000 John Deere Road 

Drawer: 8 

990011799 
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Page: 

712 
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Typewritten Text
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DECLARATION OF COVENANTS 

INSPECTION/MAINTENANCE OF DRAINAGE SYSTEM 

TIIlS DECLARATION, made this 24 day of May 19 99 
between John Deere Vehicle Group and all successors in interest, hereinafter referred to as the 
"COVENANTOR(S), 11 owner(s) of thlPo1fowinJl oroperty: -----------

3000 Meadowview Circle, Toano, VA 2:no8 . 

. , Deed Book 't~ Q Page No. ?I PL or Instrument No. 
---· and James City County, Virginia, hereinafter referred to as the "COUNTY. 11 

WITNESSETH: 

We, the COVENANTOR(S), with full authority to ~ute deeds, mortgages, other 
covenants, and all rights, titles and interests in the property described above, do hereby covenant with 
the COUNTY as follows: 

I. The COVENANTOR(S) shall provide maintenance for the drainage system including 
any runoff control facilities, conveyance systems and associated easements, hereinafter referred to as 
the "SYSTEM, 11 located on and serving the above-described property to ensure that the SYSTEM 
is and remains in proper working condition in accordance with approved design standards, and with 
the law and applicable executive regulations. The SYSTEM shall not include any elements located · 
within any Virginia Department of Transportation rights-of-way. 

2. If necessary, the COVENANTOR(S) shall levy regular or special assessments against 
all present or subsequent owners of property served by the SYSTEM to ensure that the SYSTEM 
is properly maintained. 

3. The COVENANTOR(S) shall provide and maintain perpetual access from public 
right-of-ways to the SYSTEM for the COUNTY, its agent and its contractor. 

4. The COVENANTOR(S) shall grant the COUNTY, its agent and its contractor a right 
of entry to the SYSTEM for the purpose of inspecting, operating, installing, constructing, 
reconstructing, maintaining or repairing the SYSTEM. 

5. If, after reasonable notice by the COUNTY, the COVENANTOR(S) shall fail to 
maintain the SYSTEM in accordance with the approved design standards and with the law and 
applicable executive regulations, the COUNTY may perform all necessary repair or maintenance 
work, and the COUNTY may assess the COVENANTOR(S) and/or all property served by the 
SYSTEM for the cost of the work and any applicable penalties. 

6. The COVENANTOR(S) shall indemnify and save the COUNTY harmless from any 
and all claims for damages to persons or property arising from the installation, construction, 
maintenance, repair, operation or use of the SYSTEM. 

7. The COVENANTOR(s) shall promptly notify the COUNTY when the 
COVENANTOR(S) legally transfers any of the COVENANTOR(S)' responsibilities for the 
SYSTEM. The COVENANTOR(S)' shall supply the COUNTY with a copy of any document of 
transfer, executed by both parties. 

8. J'he covenants contained herein shall run with the land and shall bind the 
COVENANTOR(S) and the COVENANTOR(S)' heirs, executors, administrators~ successors and 
assignees, and shall bind all present and subsequent owners of property served by the SYSTEM. 

9. This COVENANT shall be recorded in the County Land Records. 
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4. • 
IN WITNESS WHEREOF, the COVENANTOR(S) have "?'ecuted this DECLARATION OF 

COVENANTS as of this 24 day of May 19~. 

COVENANTOR(S) 

John Deere Vehicle Group Inc. 

ATTEST: 
By:~a..~ 

Assistant Secretary .~ d 
COVENANTOR(S) 

ATTEST: 

' ' 

~~'" CITY/couNTY o;; ~ 
I hereby certify that on this ~ day of ~ , 19_1.t before the,rubscrlbed, a 

NotaryPublicoftheState~~and orth~~ of X'~Jklaa4. ,afore~d 
personally appeared 1i1 '--_. _ and did acknowledge the aforegomg 
instrument to be their Act. 

IN WITNESS WHEREOF, I have hereunto set my hand and official seal this ~ay of 
'1J'leµA ' 19 ~ 9:~ •;·; . ~ ' er . , . , ·.', ,·r '·'./ ~4 '·: r 

''-'.'(:'::~::·,,·' ; ~ d;; 
N'otary Public · f-

My Commission expires: _ ___.t/......_/L..._...f£? .... ft.__6....::Qi:.-___ _ 

This Declaration of Covenants prepared by: 

drainage. pre 
Revised 2/97 

Page 2 of2 

Tom Park 

(Pr.int Name} 

Construction Agent 

(Title) 

One John Deere Plac.~ 

(Address) 

Moline, IL 

. (City) (State) 

61265 

(Zip) 
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1. THE AREA OF UNDISTURBED OPEN SPACE ¥MICH IS TO BE DISTURBED WILL 
BE REPLACED BY AN EQUAL AMOUNT DEDICA TEO IN ANOTHER AREA ON THE SllE. 
2. ALL EARTHWORK SHALL BE COMPLETED IN ACCORDANCE WITH THE GEOTECHNICAL 
REPORT. 
3. REFER TO THE SEQUENCE OF CONSTRUCTION ON DETAIL SHEET 09. 
4. ALL WORK IN HIGHWAY RIGHT Of WAY SHALL BE COMPLETED IN ACCORDANCE WITH 
THE APPROVED VDOT ENCROACHMENT PERMIT. 
5. FOR GRADING OF PROPOSED CUL-DE-SAC SEE PLAN PREPARED BY LANGLEY AND 
McDONALD. P.C. 
6. PARTIAL WEn.ANOS DELINEATION WAS COMPLETED BY LANGLEY & MCDONALD, ANO 
ONLY REPRESENT THE UPPER REACHES OF THE WETLANDS. ANY AREA OF' SUSPECTED 
WETLANDS SHALL REMAIN UNDISTURBED UNTIL AN EVALUATION CAN BE COMPLETED. 
7. UPON COMLPETION, THE CONSTRUCTION OF THE DAMS WILL BE CERTIFIED BY A 
PROFESSIONAL ENGINEER WHO HAS INSPECTED THE STRUCTURES DURING CONSTRUCTION. 
8. ALL FILL SLOPES WILL BE STABILIZED IN 10 FOOT VERTICAL INCREMENTS AS THEY 

\ AR\ CONSTRUClED. 
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LOW l£\fl. OUn..ET 'TRASH 
RAO< SEE DETAIL lHIS SHEET 

-+-------+--+----+-, (SEE NOTE 2) 

PLAN VIEW' 
TOP REMOVED 
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OUn.ET DIA "D" 
IN CONC. BOX 
(SEE NOTE 2) 
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1/-4' ~TAR COAT 
~ INSIDE AND EXPOSElJ 

REBAR CAGE DETAIL 
ND SCALE 

OUTLET BOX DIMENSIONS 

OUltET ElEVATIONS 

BAS1N S1RUC. DIA. 
NO. NO. "D" INWRT TOP 
A OB fl SIN. 81.00 88.5C 
B OB #'li 3 IN. 01.00 97.12 
c OB #3~ JIN. 89.00 94.80 
D OB .0 4 IN. 71.00 77.63 

NOTES: 1. 1EMPORARY DEWA~ OU1lET IS TO BE IHSTAU.ED WHILE SITE IS Ufl>Ef 
COHSTRUCTIClt, AND REMme> Vf4EM SITE IS STABlJZED. 

2. LOW l..E'tU OUTI.£T IS lO REMAIN a.osED ouaNG ~ AFTER 
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NO SCALE 

SUMMARY PONO •p• 
DRAINAGE AREA = 11.5 AC. 
STORAGE TYPE REO'D(cy.) 
CLEAN OUT 380 
\YET STORAGE 770 
TOTAL STORAGE 1,540 
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PROVIDEQ(cy.) 
380 
834 
3,611 

LOW lE:\B. Olin.ET 
TRASH RAO< SEE 
DETAIL 'MS SHEET 
(SEE NOTE 2) 

TEMPORARY 
DEWATERING OUllET 
SEE DETAIL lHIS 
SHEET. 
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(SEE NOTE 1) 
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ND SCALE 
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R ANY STORM EVENT 

Erosion and Sediment Control Notes 

The purpose of the erosion control measures shown on these plons sholl be to preclude the 
transport of all waterborne sediments resulting from construction acthlftfes from entering onto 
adjacent properties or State waters. If field inspection reveals the Jnodequocy of the pion to 
confine sediment to the project site, opproprlote modifications will be mode to correct any pion 
deficiencies. In addition to these notes. all provisions of the Vlrglnlo Erosion and Sediment 
Control Regulations shall apply to this project. 

1. All erosion and sediment control measures shall be Installed and maintained ln accordance 
with the "Virginia Erosion and Sediment Control Handbook." The contractor shall be 
thoroughly fomntor with all applicable measures contained therein which may be pertinent 
to this project. 

2. All points of construction ingress and egress shall be protected by o temporary construction 
entronc"' to prevent tracking of mud onto public right-of-ways. An entrance permit from 
VDOT Is required prior to any construction activities within S<Jte rlght-of-woys. Where 
sediment is transported onto G public road surface, the rood shall be thoroughly cleaned at 
the end of each day. 

3. A preconstruction meeting shall be held on stte between the County, the Oe't'eloper, the 
Project Engineer, and the Controctor prior to Issuance of the Land Dtsturbing Pennit. The 
Contractor shall submtt a Sequence of Construction to the County for approval prior to the 
preconstructfon meeting. The Contractor wnl supply the Environmental Dlvfslon with the 
name of the Individual who will be responsible for ensuring maintenance of installed 
measures on a dally basis. 

4. Sediment basins and traps, perimeter dikes, sediment barriers and other measures Intended 
to trap sediment on-site must be constructed os o first step In grading and be mode 
functional before upslope land disturbance tokes place. Earthen structures such as dams, 
dikes, and diversions must be seeded and mulched tmmedlately ofter lnstollotfon. Periodic 
lnspectrons of the erosion control measures shall be made to asseas their condltlon. Any 
necessary maintenance of the measures shall be accomplished Jmmedlately upon 
notlflcotlan by the County and shall Include the repatr of measures domaged by any 
subcontractor Including those of the publtc utility companies. 

5. Surface flows over cut and flll slopes shall be controlled by either redlrecttng flows from 
transversing the slopes or by installing mechanical devices to safely lower water downslope 
without causing erosion. A temporary fDI diversion (Std. & Spec. 3.10) shall be installed 
prior to the end of each working day. 

6. Sediment control measures may require minor field odj.latments ot a time of construction to 
insure their Intended purpose fs occompllshed. Env1ronmental Division approval wnt be 
required for other deviations from the approved plans. 

7. The contractor shall place son stockpUes at the locations shown on this pion or as directed 
by 1ct1e engin~er. Soil stockplles shall be stabtl!zed « protected with sediment trapping 
measures. Off-site waste or borrow areas shall be approved by the Environmental Otviston 
prior to the import of any borrow or export of any waste to or from the project site. 

ANED OUT WHEN SEDIMENT 
.S NECESSARY, AND 8. The contractor shall complete drainage facilities within 30 do)'& following completion of 

rough grading at any point within the project. The Installation of drainage focllltles shall 
toke precedence over all underground utilities. Outfall ditches from drainage structures 
shall be stabUtzed tmmedlotely ofter construction of some. This Includes installation of 
erosion control stone or paved ditches where required. Any drainage outfalls required for a 
street must be completed before street grading or utility tnstollatlon begins. 

CHES. 
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RY. AFTER 
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AS SOON 
RTH. 

~ENT FROM 
f\TlON AND 

)() STANO OF 
BE REGRADED AS 

9. Permanent or temporary soil stobllzat1on must be applied to all denuded areas within 7 
days after final grade ls reached on any portion of the site. Soll stabilization must also be 
opplted to denuded areas which may not be ot final grade but wlll remain dormant 
(undisturbed) for longer than 30 days. Son stobUlzotlon measures include vegetative 
estobllshment, mulching and the eorly oppllcotlon of gravel base material on areos to be 
paved. 

1 O. No more than 300 feet of sanitary sewer, storm sewer, wotertlnes, or underground utUlty 
lines are to be open at one time. Following lnstollatlon of any portion of these items, oil 
disturbed areas ore to be lmmedlatety stoblllzed (Le.. the some day). 

11. If disturbed area stablllzatton is to be occompllshed during the months of December, 
January, or February, stobUfzatlon shall consist of mulching in accordance with 
Specification 3.35. Seeding wnl then toke place os soon as the season permits. 

12. The term Seeding, Final Vegetative Cover Ot' Stobntzatlon, on this pion shall mean the 
successful germination ond establishment of a stable gross cover from a property prepared 
seedbed contatnlng the specified amounts of seed, Ume, and ferttllzer in accordance with 
Specification 3.32. Permanent Seeding. Irrigation shall be required as necessary to ensure 
establishment of gross cover. 

13. All slopes steeper than 3:1 shall require the use of eroston control blankets such as excelsior 
blankets to old tn the establishment of a vegetative cover. Installation shall be in 
accordance with Specification J.35, Mulchlng and Manufacturer's Instructions. No slopes 
shall be created steeper than 2: 1. 

14. Inlet protection tn accordance with Specification 3.07 shall be provided for all storm drain 
inlets as soon as practical following construction of some. 

15. Temporary ttners, such as polyeth)4ene sheets. shall be provided for all paved ditches until 
the pennanent concrete ltner ts installed. 

16. Paved ditches shall be required wherever erosion ts evident. Portlculor attention shall be 
paid to those areas where grades exceed 3 percent. 

17. Temporary erosion control measures ore not to be removed until all disturbed areas ore 
stabftlzed. After stabmzatlon Is complete, all measures shall be removed within 30 doys. 
Trapped sediment shall be spread and seeded. 

18. As-bunt drawings must be provided for all detentlon/BMP facnttles. Also upon 
completion, the construction of oll detentl0t.,/8MP focmttes shall be certtfled by a 
professional engineer who inspected the structure during construction. The certification 
shall state that to the best of his/her )Jdgment. knowledge, and belief, the structure was 
constructed 1n accordance with the approval plans and specifications. 

TABLE 3.35-A 

o~c·Mm.ca MA~ AN!> APPlJCAnON RATES 
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" -~2 tons:Cor 
l'iater.· CD,JCI') . 
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NO SCALE 

OUTLET BOX DIMENSIONS 
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TOP RISER = 77.63 
TOTAL STORAGE = 3.611 cy. 
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Engineering, Surveying and Planning 

5248 Olde Towne Road, Suite 1 
WILLIAMSBURG, VIRGINIA 23188 

(757) 253-0040 
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?(Plans D Samples 
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~oJ.,.J \\) 6€(2.E:, 

\:1?-~' ~&€. Cp.LD->vbi.\pc-...ls, 

THESE ARE TRANSMITTED as checked below: 

D For approval D Approved as submitted D Resubmit ___ copies for approval 

D For your use D Approved as noted D Submit ___ copies for distribution 

D As requested D Returned for corrections D Return ___ corrected prints 

D For review and comment D 

D FOR BIDS DUE __________ _ 0 PRINTS RETURNED AFTER LOAN TO US 

REMARKS 

COPYTQ _______________ SIGNED: ~s 
If enclosures are not as noted, kindly notify us at once. 
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A. INTRODUCTION 

Project Columbia consists of a new manufacturing facility in Stonehouse Commerce Park, a planned 
industrial park in James City County, Vu-ginia. The site is located on Virginia State Route 30, 
approximately one mile south of the interchange with Interstate 64. The site is shown on a vicinity map 
and is highlighted on the USGS topographic map in Appendix A The total area of the site is 74.4 
acres, of which, approximately 44 acres will be disturbed during the construction. The facility will 
include approximately 228,000 sf of manufacturing space, 32,000 sf of office space, and a 32,000 sf 
paint building with associated loading, parking and drives. 

B. SITE CONDffiONS 

Topography and Watershed Data 

The site topography varies greatly through the site, with grades ranging from 2 percent to as 
much as 67 percent in some of the ravines in the northern portion of the site. The majority of the 
construction will be occurring in the area where slopes are 10 percent or less. However, in some 
areas, the slopes for the detention basin embankments are on slopes as great as 3 3 percent. The 
site is almost entire wooded, except for areas near the roadway where a temporary sediment basin 
was constructed, and a borrow area in the northwest area of the property. The majority of the site 
drains to the north, through three well defined ravines. These ravines drain into Bird Swamp, 
which in tum drains to Richardson Millpond, a regional Best Management Practices, (BMP) 
pond. From Richardson Millpond, it drains into Ware Creek, then on to the York River. 

Approximately 15 acres of the site drains to the south to France Swamp. France Swamp also 
drains to Ware Creek. Approximately 4.2 acres of this watershed passes through a BMP pond, 
which was constructed as part of the overall Stonehouse Commerce Park BMP Plan. The pond 
has been designed to accommodate this area of the property. 

The onsite pre-development drainage divides, and the offsite divides to the Stonehouse BMP 
porid included in Appendix C for reference. 

The predominant soil types on the site are Kempsville-Emporia, (19B), Slagle, (29A. & 29B), 
Craven-Uchee, (11C), Emporia, (14B, 15E, & 15F), Johnston, (17), Undorthents, (35). Ofthese, 
only the Kempsville is a hydrologic group B soil, with all of the remaining being group C or D. A 
copy of the soils map is included in Appendix B, along with general descriptions of the soils and 
Table 15 from the Soils Survey of James City and York Counties and the City of Wtlliamsburg, 
Virginia. 

PROJECT COLUMBIA, JAMES CITY COUN1Y. VIRGINIA 
STORMWATER. EROSION & SEDIMENT CONTROL PLAN 

1 



WC055_STONEHOUSE_COMMERCE_PARK - 019

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

Wetlands. 

The site is known to contain wetland areas. Due to the nature of the project, all of the wetland 
areas on the site have not been delineated. Rather, only the upper reaches of the wetland areas 
have been delineated by Langley & McDonald, Inc., and are shown on the drawings. The intent 
of the plan is not to disturb any wetland areas, and any grading proposed does not impact any 
known wetland areas. 

C. STORMWATERMANAGEMENT 

1. General. For the purposes of the stormwater management design, the site has been broken 
down into five watersheds, 'A' through 'E'. Watersheds 'A' through 'D' drain through 
attenuation basins designed in accordance with James City County requirements, and are sized to 
retain the 1 year, 24 hour storm, and release that volume over a 24 hour period. Watershed 'E' 
drains through an existing attenuation basin/BMP pond designed by Langley & McDonald, Inc. It 
is understood from that firm, that all BMP requirements of the Cheasapeake Bay Ordinance are 
met for the Stonehouse Commerce Park. Therefore, none of the new attenuation basins are 
designed as BMP ponds, and no BMP calculations are included in this report. 

2. Attenuation Basin Design. To determine the volume for each of the four attenuation basins, 
drainage calculations were completed for the 1 year, 24 hour storm. The computer program, 
'Drain:Edge', which uses an SCS synthetic hydrograph, based upon the TR-55 method. The 
output from the analysis is included in Appendix D and the results are summarized in Table 1 
below. 

Table 1. Summary of 1 Year, 24 Hour Storm 

Basin Area (ac) RunotT(in) Volume Reg'd (c!} 
A 16.0 1.85 107,448 
B 5.9 2.30 49,259 
c 5.1 2.25 41,654 
D 11.5 2.34 97,683 

Using this data, and the area of the two foot interval contours for the proposed attenuation basins, 
the water surface elevation for the 1 year, 24 hour storm was established, and the outlet structure 
was designed with a low level orifice, to release this water over a 24 hour period. Detailed 
calculations for the pond volumes and discharges are included in Appendix D, with the results 
summarized in Table 2 on page 2. 

The outlet structures are designed as concrete risers, with temporary dewatering devices. These 
will be used during the construction period, and removed when the site has stabilized. The low 

PROJECT COLUMBIA, JAMES CITY COUNTY, VIRGINIA 
STORMWATER, EROSION & SEDIMENT CONTROL PLAN 
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level orifice will be blocked during construction to allow for wet storage in the basin. Once 
construction is complete, they will be opened, with a screen trash rack installed on the side of the 
riser to reduce the opportunity for clogging. Details of the trash rack are shown on sheet 0 l 0 of 
the construction drawings. 

Table 2. Summary of Attenuation Basin Design 

Basin 
A 
B 
c 
D 

Volume 
ldl 

107,448 
49,259 
41,654 
97,683 

Top of Riser 
Elevation 

88.50 
97.12 
94.51 
77.63 

Average Discharge 
Rate (cfs) 

1.24 
0.57 
0.48 
1.13 

Size of Orifices 
5" Dia 
3" Dia. 
3" Dia. 
4" Dia. 

3. Stormwater Collection System. The collection system for the site drainage is designed for the 
25 Year, 24 Hour Storm. The attenuation basins have been designed to route this design storm 
through the outlet riser and outfall pipe. The outfall pipe for each pond is also sized to handle the 
25 year flow from the outlet structure. Larger storms will pass through the riser structure and the 
emergency spillway. 

The computer program 'Drain:Edge' was once again used to design the storm drainage system, 
and route the runoff through the detention basins. Curve numbers were selected based upon the 
type soil and the land use proposed. For areas where future expansion is planned, or possible, a 
curve number of 98 is used to ensure that the drainage system is adequate to handle the future 
flow. Post-development drainage divides are shown on the drawings, and a drainage link-node 
schematic is included in Appendix C. 

The complete output from the 25 year storm routing is included in Appendix E. A summary is 
shown in Table 3 below: 

Table 3. Summary of 25 Year Storm Routing Calculations 

A 
B 
c 
D 

Top of Riser 25 Year Flow 
Elevation Out (cfs) 

88.50 75.7 
97.12 32.l 
94.51 30.8 
77.63 54.8 

25Year 
Water Surface 

Elev. 
89.86 
97.88 
95.28 
78.72 

PROJECT COLUMBIA, JAMES CITY COUNTY, VIRGINIA 
STORMWAIBR, EROSION & SEDIMENT CONTROL PLAN 

Emergency 
Spillway Elevation 

89.90 
97.90 
95.50 
78.75 

3 
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4. 100 Year Storm Routing. The ensure that the embankments are not overtopped, the 100 year 
storm was routed through the attenuation basins. Emergency spillways have been graded in cut 
areas to prevent water from flowing over the embankment. The computer program 'Drain:Edge' 
automatically upsizes the pipes in the drainage model to cany the flow. This is a conservative 
approach, as there will be some storage provided onsite in the parking lot and open areas when 
the storm system surcharges. 

The complete output from the 100 year storm routing is included in Appendix F. A summary is 
shown in Table 4 below: 

Table 4. Summary of 100 Year Storm Routing Calculations 

Emergency 
Spillway 

Basin Elevation 
A 89.90 
B 97.90 
c 95.50 
D 78.75 

Outlet Ditch Velocity 

100 Year 
Flow Out 

WU 
111.1 
50.1 
40.7 
89.10 

100 Year Water 
Surface Elev. 

90.13 
98.06 
95.49 
79.03 

Top of Bank 
Elevation 

92.20 
100.20 
98.20 
80.20 

Freeboard 
2.07 
2.14 
2.71 
1.17 

Stormwater flow velocities were checked for the 25 year storm at the detention basin outlets. All 
outfall ditches are protected by rip rap aprons, and the velocities are shown to be non-erosive. 
These calculations are included in Appendix G. 

D. Sediment Control 

The four attenuation basins are to function as temporary sediment basins during the construction 
period. The outlets have been siz.ed to allow 67 cy/ acre of watershed wet storage. The dry storage 
varies based on the final riser elevation, but total storage for all of the basins exceed 134 cy/ acre of 
watershed. 

The Temporary Sediment Basin Design Data Sheets are contained in Appendix H for reference. 

Erosion and Sediment Control Narrative 

NOTE: All erosion and sediment control devices should be installed as the first item of construction 
and remain in place and maintained until the areas above them are completely stabilized. 

Sediment will be controlled throughout the life of the project through a number of different methods 
depending upon the stage of construction. The principal means of controlling sediment will be the 
attenuation basins. In addition, the various stages and methods of control are outlined below: 

PROJECT COLUMBIA, JAMES CITY COUNTY, VIRGINIA 
STORMWATER. EROSION & SEDIMENT CONTROL PLAN 

4 
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Rough Grading 

Perimeter controls, silt fencing or straw bales shall be installed as the first item of construction. The 
sediment basins shall then be constructed and a gravel outlet weir placed at the outlet to control 
sediment. These controls will remain in place until the site is paved and stabiliz.ed. 

Basin 'A' and the storm drainage system draining to it will be constructed prior to disturbance of the 
total watershed draining to the wetlands in that area. This will reduce the watershed area draining to 
the temporary sediment traps to less than 3 acres and reduce the poSSloility of damaging the wetland 
area which is not protected by a sediment basin. 

Seeding 

All areas will receive permanent seeding after the area is brought to grade. The seeding schedule is 
shown on the plan sheet. Temporary seeding will be provided on disturbed areas which will not be 
worked on for more than 14 days as prescribed in the seeding schedule shown on the plan sheet. 

Maintenance 

Erosion and sediment control devices shall be inspected during construction on a weekly basis and after 
any rainfall greater than 0.5". Any devices which are not functioning properly shall be repaired and/or 
replaced as soon as poSSlole to prevent sediment from leaving the site. If sediment has accumulated off 
site, it shall be removed and any eroded areas repaired. 

Sediment accumulated in the sediment basin shall be removed and spread on site when it reaches a 
depth of 6 inches. 

Sediment accumulated behind silt fencing shall be removed and spread on site when it reaches a depth 
of 6" behind the fence .. Any tears or breaks in silt fencing will be repaired immediately after it is 
disc<>vered. 

Construction Seauence 

· Install perimeter controls and construction entrance/exit pad(s). 

·~ Construction of stormwater attenuation bas~ and temporary sediment traps. 

. Construct drainage system to attenuation basin 'A' before disturbing watershed area directly above 
wetland areas. 

· '\. Install remainder of storm drainage system, and underground utilities. Roof drains should be installed 

PROJECT COLUMBIA.JAMES CI1Y COUN1Y, VIRGINIA 
STORMWATER, EROSION & SEDIMENT CONTROL PLAN 
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as soon as poSSI"ble to reduce high runoff :from roof areas over disturbed soil. Controls at storm 
drainage structures shall be installed as the system is built. 

Bring paved.areas to final grade. Install stone base as soon as poSStole after grading. 

Topsoil, seed and mulch slopes as soon as possible after grading. 

Maintain all erosion and sediment control measures and seeded areas. 

PROJECT COLUMBIA.JAMES CITY COUNTY, VIRGINIA 
STORMWAIBR, EROSION & SEDIMENT CONTROL PLAN 
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Appendix A 

Location Map 
USGS Topography Map 

PROJECT COLUMBIA, JAMES CITY COUNrY, VIRGINIA 
STORMW ATER, EROSION & SEDIMENT CONTROL PLAN 
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Project Columbia 
Location Map 

-' '/, 

....... 
TotelA 

f~·~·· ...... 

·" .\. 

Q 

A ·t 



WC055_STONEHOUSE_COMMERCE_PARK - 026

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 



WC055_STONEHOUSE_COMMERCE_PARK - 027

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

AppendixB 

Soils Map and Data 

PROJECT COLUMBIA, JAMES CITY COUNTY, VIRGINIA 
STORMWATER, EROSION & SEDIMENT CONTROL PLAN 
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James City and York Counties and the City of Williamsburg, Virginia 12 

TABLE 15.--SOIL AND WATER FEATURES 

["Flooding" and "water table" and terms such as "rare," "brief," "apparent," and "perched" are explained in th£ 
text. The symbol > means more than. Absence of an entry indicates that the feature is not a concern] 

Soll name anll 
mcip :iymuo l 

• , ________ flo9_9Ji:i.g _________ L_ __ J!_!_g!:i__21~!,~r._!_a!!J_~ ____ l_ __ ~_ed.rock. 
: flydro-: : : : : : : : 
: logie: F1·c11ucncy l>ur·allon :Ho11U1" : ll1·pU1•: Kind :Mont.Ii:• :1>.,pt.11:ll;fftl-
: group : ________ : _____ L ___ . __ J_ ________ __J________ ness 

: : Ft : In 
' ' ' ' ' ' ' ' 1----------------- c :None--------: :1.5-2.5 Apparent'Dec-Har >60 

Altavista ' I 
' ' ' I I I 

2----------------- c 'None-------- :1.0-2.0 Apparent Jan-May >60 
Augus ta ' I 

I 
I 

3----------------- D Frequent---- Very brief I Jan-Dec +1-1.0'Apparent Jan-Dec >60 
Ax is 

11••. 
Beaches 

5----------------- D None--------
Bethera 

' I I 

' I 
+1-1.5 ApparentiDec-Apr >60 

' I I 

6----------------- D Frequent---- Very urief:Jan-Dec: +2-0 Apparent I Jan-Dec I >60 
Boh icket 

7-----------------Bojac 

SB----------------
C arol i ne 

9-----------------: 
Chickahominy : 

' I 

10B, 10C----------: 
Craven 

I 

' I 
' I 

12----------------: 
Dogue : 

' I 
13----------------: 

Drags ton 

14B, 14C, 15D11 , 

1sE••, 1sF••---
Em oria 

' ' 16----------------: 
Izagora 

18B---------------
Kempsville 

' ' 

[l 

c 

D 

c 

c 

A 

c 

c 

c 

c 

D 

B 

None--------

None--------

None--------

I 

,None--------: 

' ' None--------: 
' ' None--------: 
' ' None--------: 

' I 
None---,~----: 

' ' None--------: 

I 

' None--------: 

' ' Frequent----IBrief to 
: long. 
I 

' None--------: 

I 
I 

B None--------: 
I 
I 

c None--------: 
I 

' 20B---------------: A None--------: 
Kenansville : 

' ' 21---------------- l D 
Levy 

I 

' Frequent----lVery long 
' ' 

See footnotes at end of table. 

I I 
I I 

' ' ' ' >4. 0 ,Apparent'Nov-Apr! 

>6.0 

0-0.5 Apparent Nov-Apr 

' ' 12.0-3.0 Apparent'Dec-Apr 

' ' ' ' :2.0-3.o:Apparent 
' ' I ' :3.5-5.0IPerched 
' ' ' ' : 1.5-J.o:Apparent 
' ' ' ' 
' ' ' ' :1.0-2.51Apparent 

' I 
' ' ' ' ' ' ' ' 

Dec-Apr 

Jan-Apr 

Jan-Mcir 

Nov-Apr 

13.0-'t.51Perched INov-Apr 
I I 

' ' I I I 
I I I 

:2.0-1.o:ApparentlDec-Mar 

I 

' 

I I 
I I 
I I 
I I 

' 
>60 

>60 

>60 

>60 

>60 

>60 

>60 

>60 

>60 

>60 

Nov-Jul: +1-1.~IApparentiNov-Jun: >60 

I 
I 

I Jan-Dec 

I I 

' ' 
>6.0 >60 

>6.0 >60 
' I 

3. 0-11. •; Perched Nov-Apr: >60 
' ' 4.0-6.0 Apparent Dec-Aprl >60 

I ' ' I 

+2-+ I I Apparent Jan-Dec: >60 
I 
I 

. 
I 

Risk of corro~ 

: lJru;of1t.t•d CtJflCJ 

steel 

Moderate Hoder 

High----- Moder 

I 

High-----'High 

High----- High 

:High----- High 
I 
I 
I 
I 

!Low------ High 
I 
I 
I 

lHigh----- High 

I 

High-----:High 

' I 
I 

High----- High 

1 High----- High 

Low------ High 

High----- High 

Low------ High 

Moderate Higr 

Hollerate Higt 

High----- Higt 

Low------,Hod£ 

I 
I 

Low------lModt 
I 

' Moderate : Hi gt 
' ' , Low------: Hi gt 
I 

' ' ' I I 

l High----- I lligt 
' ' ' ' ' I 
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Soil name and 
map symbol 

22----------------
Munden 

23----------------
Newflat 

24----------------
Nimmo 

' I 
25B---------------I 

Norfolk 

26B••-------------
Pamunkey 

27----------------
Peawick 

28----------------
Seabrook 

~A, 29B-----~-Slagle 

30----------------
State 

.31B---------------. 
Suffolk 

32----------------
Tetotum 

33----------------
Tomotley 

34B, 34C----------
Uchee 

l 
I 
I 
I 

Dumps.+ I 
' I 

37n. I 
Urban land I 

I 
I 

Hydro-
logic 

grou2 

B 

1) 

D 

B 

B 

D 

c 

c 

B 

B 

c 

B/D 

A 

38----------------1 c 
Yemassee I 

I 
I 

TABLE 15.--SOIL 

Flood in 

Frequency 

None--------
I 
I 

I None--------
I 
I 

' I 
I None--------
I 
I 

I None--------
' I 
I 
I 

I None--------
I 
I 

' I 
I None--------
I 
I 

' I 
I None--------
I 
I 

' I 
I None--------
I 
I 
I 
I 

I None--------
I 
I 
I 
I 

I None--------
' I 
' I 
'None--------

None--------

None--------

I 

,None--------1 

Duration 

Soil Survey 

AND WATER FEATURES--Continued 

Hi h water table Bedrock I Risk or corroslo I 

I I I I I I 

'Months Depth•! Kind I Months IOepthlHard- I Uncoated I Concret 
I I I I ness steel I 
I I I I I 

Ft I I I In I I 
I I I I I 
I I I I I 

I I I I I I I 

l1.5-2.51Apparentl0ec-Aprl >60 I ILow------IHigh. I 
I I I I I ' I 
I I I I I I I 
I I I I ' I I I I I I I I 

I0.5-1.51Apparent1Nov-Aprl >60 I IHigh-----IHigh. I 
I I I ' I I I 
I I I I I I 

' I I I I ' I I I I I I 

' 0-0.51Apparent'Dec-Apr >60 I ILow------IHigh. I 

' I I I 
I I I I 
I I I ' I I I I 

4.0-6.0lPerched Jan-Mar >60 ' I Moderate I High. I 
I I ' I I I 
I I ' I I I 

>6.0 >60 I I Moderate I Moder al I 
I I 
I I 
I I 
I I I 

1.5-3.0 Perched Nov-Mar >60 IHigh-----IHigh. 
I I 
I I 
I I 
I I 

2.0-4.0 Apparent,Dec-Mar >60 I Low------ I Moder a' 
' I I 
I I I 
I I I 
I I I 

1.5-3.0 Perched I Nov-Apr >60 I Moderate I High. 
I ' I 
I I I 
I I I 
I I I 

4.0-6.0,ApparentlDec-Jun >60 l"loderate I High. 
' I I 
I I I 
I ' I 
I I I 

>6.0 I >60 I Moderate I High. I 
I I 
I I 

' I 
I I I 

1.5-2.5 Apparent I Dec-Apr >60 IHigh-----IHigh. 
I I ' I I I 
I I I 
I I I I 

0-1.0 Apparent I Dec-Mar >60 IHigh-----IHigh. 
' ' I 
I I I 

' ' ' I I I 

3.5-5.0 Perched 'Jan-Apr >60 ILow------'High. 
I 

' ' I I 

1.0-1.51Apparent,Dec-Mar >60 
I I I 
I I I 

1High-----1High. 
I I 
I I 

I I I 
I I I 

I I 
I I 

• A plus sign preceding the range in depth indicates that the water table is above the surface of the soil. 
first numeral in the range indicates how high the water rises above the surface. The second numeral indicates tt 
below the surface. 

•• See description of the map unit for composition and behavior characteristics of the map unit. 
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~ lroline soils in this survey area are taxadjuncts 
! Caroline series because they have a thinner 

f um and less mottling in the subsoil than is 
the range for the series. These differences, 

• do not affect the use and management of the 

:klominy Series 

O to 2 inche • dark grayish rown (2.SY 4/2) silt 
~1; m~ ate medium an fine granular structure; 
·n le, st1 y, plastic; many f1 e medium and coarse 
roots; fe very fine tubular po s; extremely acid; 
i pt mooth boundary. 
2 inches; grayish brown (2. Y S/2) silt loam; 

on fine faint light olive bro n {2.SY S/ 4) 
rn les and common fine distinct '!tlery dark grayish 
orln (1 OYA 3/2) mottles; moder te medium 
~~ ular ~nd weak fine subangular blocky structure; 
fn le, sticky, plastic; many fine medium and coarse 
roots; common very fine tubular pores; few fine 

s of mica; extremely acid; clear smooth 
dary. -

'J-7 to 13 inches; gray (N 6/0) silty clay loam; 
:Ion medium prominent yellowish brown (1 OYA 
>I mottles; strong medium and fine subangular 
~I y st_ructure; very firm, sticky, plastic; common 
me medium and coarse roots; few very fine tubular 

i s; few ~hin continuou~ clay films on faces of 
; few fine flakes of mica; extremely acid; 

~ ual smooth boundary. 
~-13 to 33 i~ches; gray (N 6/0) silty clay; common 
~ .. and medium prominent yellowish brown (1 OYA 
>'9 mottles; weak medium prismatic structure 
Jartin~ to s~rong fine and medium angular blocky; 
'lf1rm, sticky, plastic; common fine and medium 
·o along primary structural faces; few very fine 
tu lar pores; common thick continuous clay films 
on faces o~ peds; few fine flakes of mica; very 
st,gly acid; gradual smooth boundary. 
g 3 to 47 inches; gray (SY 6/1) silty clay; 
:;ommon medium prominent yellowish brown (1 OYA 

I 

S/8) mottles; moderate coarse prismatic structure 
partin~ to st_rong med~um and fine angular blocky; 
very firm, sticky, plastic; common fine and few 
medium roots along primary structural faces; 
common thick continuous clay films on faces of 
peds; few fine flakes of mica; extremely acid; 
gradual smooth boundary. 

B24tg-47 to 61 inches; gray (SY S/1) silty clay; 
common medium prominent yellowish brown {10YA 
5/8) mottles; strong medium and fine subangular 
~nd angular blocky structure; firm, sticky, plastic; few 
f~ne and medium roots; few thick continuous clay 
films on fa~es of peds; few fine flakes of mica; very 
strongly acid; gradual smooth boundary. 

825tg-61 to 8S inches; gray (SY 6/1) clay loam; 
common medium prominent yellowish brown (1 OYA 
S/8) mottles; strong medium and fine subangular 
~nd angular blocky structure; firm, sticky, plastic; few 
fine roots; few very fine tubular pores; few thick 
continuous clay films on faces of peds· few fine 
flakes of mica; very strongly acid. ' 

The solum thickness is more than 60 inches The soil 
is extremely acid or '!tlery strongly acid unless li~ed. 
Quartz pebbles make up O to 2 percent of the solum. 

The A horizon has hue of 1 OYA or 2.SY, value of 3 
through S, and chroma of 1 or 2. It is loam or silt loam. 

Some pedons have a B 1 horizon that has no hue or 
hue of 10YA through SY, value of 4 through 6, and 
chroma of O through 2. Mottles with high chroma are in 
s?me pedons. Texture is loam, silt loam, clay loam, or 
silty clay loam. · 

The 82t horizon has no hue or hue of 1 OYA through 
SY, valu~ of 4 through_?. and chroma of O through 2. 
Texture 1s clay loam, silty clay loam, silty clay, or clay. 

(Cra:en Serie]'~ 
Soils ?f the Craven serie_s are deep and moderately 

well drained. They formed 1n clayey fluvial and marine 
sediments. Craven soils are on upland ridges and side 
slopes on the Coastal Plain. Slopes range from 2 to 1 O 
percent. 

Craven soils commonly are near Caroline, Emporia, 
Slagle, and Uchee soils. Craven soils are not as well 
drained as Caroline, Emporia, and Uchee soils. They 
have mor~ clay in the subsoil than Emporia, Slagle, and 
Uchee soils and do not have the thick sandy surface 
layer characteristic of Uchee soils. 

Typical pedon of Craven fine sandy loam in an area of 
Craven_-Uchee complex, 6 to 1 O percent slopes, 
approximately 2, 700 feet east of Skimino Creek bridge 
on VA-602, 7SO feet east of pond on Skimino Girl Scout 
Camp, York County: 

A 1-0 to 4 inches; dark grayish brown (1 OYA 4/2) fine 
sandy loam; weak fine granular structure; friable, 

i ,, 
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brown (1 OYR 5/6) mottles; massive; friable, 
nonsticky, nonplastic; few fine roots; few fine and 
medium pores; few pebbles up to 3/ 4 inch in 
diameter; few fine flakes of mica; slightly acid; 
gradual wavy boundary. 

llC2-47 to 54 inches; yellowish brown (10YR 5/6) fine 
sandy loam; common medium prominent olive gray 
(SY S/2) mottles; massive; friable, slightly sticky, 
slightly plastic; few fine roots; common fine and 
medium pores; few pebbles up to 3/ 4 inch in 
diameter; iron stains on 15 percent of sand grains; 
few fine flakes of mica; very strongly acid; gradual 
wavy boundary. 

llC3g-54 to 72 inches; gray (5Y 6/1) loamy fine sand; 
common medium prominent yellowish brown (1 OYR 
S/6) and strong brown (7.5YR S/8) mottles; 
massive; very friable, nonsticky, nonplastic; few fine 
flakes of mica; very strongly acid. 

The solum thickness ranges from 2S to 50 inches. The 
soil is very strongly acid or strongly acid in the A horizon 
and upper part of the 8 horizon unless limed. It ranges 
from very strongly acid through slightly acid in the lower 
part of the 8 horizon and in the C horizon. Quartz . 
pebbles make up O to 2 percent of the solum and O to 
1 O percent of the C horizon. 

The A 1 or Ap horizon has hue of 1 OYR through SY, 
value of 3 through 5, and chroma of 2 through 4. The A2 
horizon has hue of 10YR through SY, value of 4 through 
7, and chroma of 2 through 4. The A horizon is loamy 
fine sand or fine sandy loam. 

The 81 horizon has hue of 10YR through SY, value of 
4 through 6, and chroma of 3 through 8. It has few or 
common mottles. The 82t horizon has no hue or hue of 
1 OYA through 5Y, value of 4 through 6, and chroma of O 
through 8. The 82t horizon has high or low chroma 
mottles. The 81 and 82t horizons are sandy loam or fine 
sandy loam. 

Some pedons have a 83 horizon that has colors and 
mottles similar to those of the 82t horizon. This horizon 
is loamy fine sand, sandy loam, or fine sandy loam. 

The C horizon has no hue or has hue of 1 OYR through 
SY. It has value of 4 through 7 and chroma of O through 
8. This horizon has high or low chroma mottles. It is 
sand, fine sand, loamy sand, loamy fine sand, fine sandy 
loam, or sandy loam. 

Gmporla se.:ie"s ) .. ~ ...... -
Soils of the Emporia series are deep and well drained. 

They formed in stratified loamy and clayey fluvial and 
marine sediments. Emporia soils are on uplands on the 
Coastal Plain. Slopes range from 2 to SO percent. 

Emporia soils commonly are near Caroline, lzagora, 
Kampsville, Kenansville, Slagle, Suffolk, and Uchee soils. 

Soil Survey 

Emporia soils have less clay in the subsoil than Caroline 
soils and are better drained than lzagora or Slagle soils. 
They have a perched water table, unlike Kampsville or 
Suffolk soils, and do not have the thick sandy surface 
layer characteristic of Kenansville or Uchee soils. 

Typical pedon of Emporia fine sandy loam, 2 to 6 
percent slopes, approximately S,500 feet southwest of 
mouth of Carters Creek at the York River, 1,300 feet 
south of Carters Creek on Camp Peary, York County: 

A1-0 to 4 inches; dark grayish brown (10YA 4/2) fine 
sandy loam; weak fine granular structure; friable, 
slightly sticky, nonplastic; many fine medium and 
coarse roots; common fine and medium tubular 
pores; very strongly acid; clear smooth boundary. 

A2-4 to 13 inches; pale brown (1 OYR 6/3) loam; weak 
fine and medium granular structure; friable, slightly 
sticky, nonplastic; common fine medium and coarse 
roots; many fine and medium tubular pores; very 
strongly acid; gradual smooth boundary. 

81t-13 to 19 inches; yellowish brown (10YR S/6) loam 
common medium faint light yellowish brown (1 OYR 
6/ 4) mottles; weak medium subangular blocky 
structure; friable, sticky, plastic; common medium 
and fine roots; many fine and medium tubular pores 
few thin patchy clay films on faces of peds; very 
strongly acid; clear smooth boundary. 

821t-19 to 30 inches; yellowish brown (10YR 5/6) 
loam; common medium distinct strong brown (7.5YF 
S/6) mottles and few medium faint pale brown 
(10YR 6/3) mottles; moderate medium subangular 
blocky structure; friable, sticky, plastic; few fine 
roots; common fine and medium tubular pores; 
common thin continuous clay films on faces of ped~ 
very strongly acid; clear smooth boundary. 

822t-30 to 37 inches; yellowish brown (1 OYA S/8) 
loam; common medium distinct strong brown (7 .5YF 
S/8) and pale brown (1 OYR 6/3) mottles; weak 
medium subangular blocky structure; friable, sticky, 
plastic; few fine roots; common fine and mediun:i 
tubular pores; common thin discontinuous clay film~ 
on faces of peds; very strongly acid; clear smooth 
boundary. 

823t-37 to 51 inches; yellowish brown (10YR 5/8) 
sandy clay loam; common medium distinct strong 
brown (7.5YR 5/8) and light brownish gray (10YR 
6/2) mottles; weak medium and coarse subangular 
blocky structure; firm, sticky, plastic; few fine ro~ts; 
common fine and medium tubular pores; few thin 
discontinuous clay films on faces of peds; strongly 
acid; clear smooth boundary. 

83t-51 to 58 inches; mottled light brownish gray (10YI 
6/2), yellowish brown (10YR S/8), and strong brov. 
(7.5YR 5/8) sandy clay loam; weak coarse . 
subangular blocky structure; firm, sticky, plastic; 
common fine tubular pores; few thin patchy clay 



WC055_STONEHOUSE_COMMERCE_PARK - 033

l of 4 through 8. Texture is loam or clay loam. 
The lower part of the 82t horizon and the 83 horizon 

have no hue or hue of 10YA through 5Y, value of 5 or 6, 
and chroma of O through 8. They have few to many high 

l and low chroma mottles, or some pedons are mottled 
without dominant matrix color. Texture is clay loam or 
clay. 

l,?'Ohnston Serie"!)d -
~oils of the Johnston series are deep and very poorly 

l
dramed. They formed in loamy fluvial sediments. 
Johnston soils are on flood plains on the Coastal Plain. 
Slopes range from O to 2 percent. 

Johnston soils commonly are near Axis, Bohicket, 

I Chickahominy, Levy, Nimmo, and Tomotley soils. 
Johnston soils are commonly flooded from runoff, 
whereas Axis, Bohicket, and Levy soils are inundated 
twice daily by tidal waters. Johnston soils are more 

I po.orly drained than Chickahominy, Nimmo, or Tomotley 
soils. 

Typical pedon of Johnston silt loam in an area of 

I Johnston complex, on Long Hill Swamp flood plain, 
about 4,500 feet south of bridge on VA-612, James City 
County: 

I A-0 to 8 inches; black (5Y 2/1) silt loam; weak medium 
granular structure; friable, sticky, plastic; many fine 
and medium roots; 9 percent organic matter; very 
strongly acid; clear smooth boundary. 

I Bg-8 to 34 inches; black (10YA 2/1) silty clay loam; 
common fine prominent strong brown (7.5YA 5/6) 
mottles; weak medium subangular blocky structure; 

I 
friable, sticky, plastic; few fine roots; 13 percent 
organic matter; strongly acid; clear smooth 
boundary. 

C1g-34 to 49 inches; black (5Y 2/1) sandy clay loam; 

I few fine prominent light olive brown (2.5Y 5/4) 
mottles; massive; friable, sticky, plastic; 3 percent 
organic matter; strongly acid; gradual wavy 

I 
boundary. 

C2g-49 to 60 inches; gray (5Y 5/ 1) fine sandy loam; 
massive; friable, slightly sticky, slightly plastic; 1 
percent organic matter; medium acid. 

I The soil is very strongly acid or strongly acid above a 
depth of 40 inches and ranges from very strongly acid to 
medium acid below this depth. Organic matter content 

I decreases irregularly with depth and ranges from 8 to 15 
percent in the upper part of the profile. Some pedons 
have a few inches of recent alluvial sediments deposited 
on the dark A horizon. I The A horizon has no hue or hue of 10YA through 5Y, 
value of 2 or 3, and chroma of O through 2. It is sandy 
loam, fine sandy loam, loam, silt loam, or silty clay loam. 

I The Bg horizon has no hue or hue of 1 OYA through 
SY, value of 2 or 3, and chroma of O through 2. Texture 

I 

Soil Survey 

is fine sandy loam, loam, silt loam, clay loam, sandy clay 
loam, or silty clay loam. 

The Cg horizon has no hue or hue of 1 OYA through 
5Y, value of 2 through 6, and chroma of O through 2. It is 
stratified and ranges from sand to sandy clay loam. 
Some pedons contain shell fragments, and some pedons 
have few to many pebbles. 

The Johnston soils in this survey area are taxadjuncts 
to the Johnston series because they have more clay in 
the subsoil and a higher reaction in the substratum than 
is defined in the range for the series. These differences, 
however, do not affect the use and management of the 
soils. 

• 
(Kempsville Seriey.is 

Soils of the Kampsville series are deep and well 
drained. They formed in loamy fluvial and marine 
sediments. Kampsville soils are on uplands in the 
Coastal Plain. Slopes range from 2 to 6 percent. 

Kampsville soils commonly are near Emporia, 
Kenansville, Slagle, and Suffolk soils. Kampsville soils do 
not have the perched water table characteristic of 
Emporia soils. They do not have the thick sandy surface 
layer characteristic of Kenansville soils, are better 
drained than Slagle soils, and have a thicker subsoil than 
Suffolk soils. 

Typical pedon of Kampsville fine sandy loam, 2 to 6 
percent slopes, approximately 3 miles northwest of 
Williamsburg, 0.5 mile east of junction of US-60 and VA-
645, 100 feet south of VA-645, York County: 

A 1-0 to 4 inches; dark grayish brown (2.5Y 4/2) fine 
sandy loam; weak fine granular structure; very 
friable; many medium and common coarse roots; 
common fine and medium tubular pores; very 
strongly acid; clear smooth boundary. 

A2-4 to 14 inches; light yellowish brown (1 OYA 6/ 4) 
fine sandy loam; weak fine and medium granular 
structure; very friable; common coarse medium and 
fine roots; common fine and medium tubular pores; 
very strongly acid; gradual smooth boundary. 

81t-14 to 20 inches; yellowish brown (10YA 5/6) fine 
sandy loam; few medium faint light yellowish brown 
(10YA 6/4) mottles; weak fine and medium 
subangular blocky and weak fine angular blocky 
structure; friable; few coarse medium and fine roots; 
common fine and medium pores; few thin clay films 
on faces of peds and common clay bridging 
between grains of sand; very strongly acid; clear 
smooth boundary. 

B21t-20 to 32 inches; strong brown (7.5YA 5/6) sandy 
clay loam; few medium distinct light yellowish brown 
(10YR 6/4) mottles; weak medium subangular 
blocky structure; friable; few coarse fine and medium 
roots with the coarse roots mainly in the upper part 
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I <ii;gle Serles)A_ ......... 
Soils of the Slagle series are deep and moderately 

well drained. They formed in stratified loamy and clayey 
fluvial and marine sediments. Slagle soils are on upland 
flats, in slight depressions, and on side slopes of small 
drainageways on the Coastal Plain. Slopes range from o 
to 6 percent. 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

Slagle soils commonly are near 8ethera, Caroline, 
Craven, Emporia, lzagora, Kampsville, and Uchee soils. 
Slagle soils have less clay in the upper part of the 
subsoil than 8ethera, Caroline, or Craven soils. They are 
not as well drained as Emporia, Kampsville, or Uchee 
soils. They do not have as thick a subsoil as lzagora 
soils. They do not have a thick sandy surface layer 
characteristic of Uchee soils. 

Typical pedon of Slagle fine sandy loam, 2 to 6 
percent slopes, approximately 1.2 miles north of the 
Virginia Division of Highways office at Croaker, James 
City County: 

A 1-0 to 4 inches; dark grayish brown (1 OYA 4/2) fine 
sandy loam; weak fine granular structure; friable, 
slightly sticky, nonplastic; many fine medium and 
coarse roots; common very fine and fine tubular 
pores; very strongly acid; abrupt wavy boundary. 

A2-4 to 9 inches; light yellowish brown (10YA 6/4) fine 
sandy loam; weak fine granular structure; friable, 
slightly sticky, nonplastic; common fine and medium 
roots; many fine and common medium tubular pores; 
very strongly acid; clear smooth boundary. 

821t-9 to 25 inches; yellowish brown (10YA 5/8) clay 
loam; common medium faint light yellowish brown 
(10YA 6/4) mottles and common fine distinct strong 
brown (7.5YA 5/8) mottles; moderate medium 
subangular blocky structure; friable, sticky, plastic; 
common fine roots; common fine tubular pores; thin 
discontinuous clay films on faces of peds; very 
strongly acid; clear smooth boundary. 

822t-25 to 31 inches; mottled yellowish brown (10YA 
5/8), light gray (5Y 7/1), and strong brown (7.5YA 
5/8) clay loam; weak medium subangular blocky 
structure; friable, sticky, plastic; few fine roots; 
common fine and medium pores; thin discontinuous 
clay films on faces of peds; very strongly acid; clear 
smooth boundary. 

823tg-31 to 45 inches; light gray (5Y 7/1) sandy clay 
loam; common medium prominent yellowish brown 
(10YA 5/8) and strong brown (7.5YA 5/8) mottles; 
weak coarse subangular blocky structure; firm, 
sticky, plastic; few fine roots; common fine and 
medium tubular pores; thick discontinuous clay films 
on faces of peds; few fine flakes of mica; very 
strongly acid; gradual smooth boundary. 

83t-45 to 50 inches; mottled yellowish brown (1 OYA 
5/8), light gray (5Y 7I1 ), and strong brown (7 .5YA 

Soil Survey 

5/8) clay loam; weak coarse subangular blocky 
structure; firm, sticky, plastic; few fine roots; 
common fine and medium tubular pores; thick 
patchy clay films on faces of peds; few fine flakes of 
mica; very strongly acid; clear smooth boundary. 

C-50 to 60 inches; mottled yellowish brown (1 OYA 5/8), 
light gray (5Y 7/1), and strong brown (7.5YA 5/8) 
sandy clay loam; massive; firm, sticky, plastic; few 
fine roots; few fine tubular pores; few thin vertical 
clay flows; few fine flakes of mica; very strongly 
acid. 

The solum thickness ranges from 40 to 60 inches or 
more. The soil is extremely acid through strongly acid 
unless limed. Coarse fragments make up O to 5 percent 
of the soil. 

The Ap or A1 horizon has hue of 10YA or 2.5Y, value 
of 4 through 6, and chroma of 2 through 4. The A2 
horizon has hue of 10YA or 2.5Y, value of 5 or 6, and 
chroma of 3 or 4. The A horizon is sandy loam, fine 
sandy loam, or loam. 

Some pedons have a 81 horizon that has hue of 
7.5YA through 2.5Y, value of 5 or 6, and chroma of 3 
through 6. It is sandy loam, fine sandy loam, or loam. 

The upper part of the 82t horizon has hue of 7 .5YA or 
1 OYA, value of 5 or 6, and chroma of 4 through 8. The 
lower part of the 82t and the 83 horizons have hue of 
7.5YA through 5Y, value of 4 through 7, and chroma of 1 
through 8; or they are mottled or variegated with high 
and low chroma colors. The 82t horizon is sandy clay 
loam, loam, or clay loam. The lower part of the 82t 
horizon and the 83 horizon are sandy clay or clay in 
some pedons. 

The C horizon is variable in color. It is gray and has 
high chroma mottles, or it is mottled or variegated in 
shades of red, yellow, brown, olive, and gray. Texture is 
variable and ranges from loamy sand to clay. In some 
pedons it is stratified. 

State Series 



WC055_STONEHOUSE_COMMERCE_PARK - 035

I 

I of 2 through 4, and chroma of 1 or 2. The A2 horizon 
has hue of 10YR or 2.SY, value of s through 7, and 
chroma of 1 or 2. The A horizon is fine sandy loam or 

I 
loam. 

The B1g horizon has hue of 10YR or 2.SY, value of s 
through 7, and chroma of 1 or 2. It is fine sandy loam or 
loam. 

I The B2tg horizon has no hue or hue of 1 OYR through 
SY, value of 4 through 7, and chroma of O through 2. It is 
loam, sandy clay loam, or clay loam. 

The B3g horizon has no hue or hue of 1 OYR through 

I SY, value of S through 7, and chroma of O through 2. It is 
fine sandy loam, loam, or sandy clay loam. 

The Cg horizon has no hue or hue of 1 OYR through 

I SY, value of 6 or 7, and chroma of O through 2. It is 
loamy sand, loamy fine sand, or fine sandy loam. 

(i.ch:e 'Se,;$) • 

I 
I 
I 
I 
I 
I 
I 

Soil Survey 

B21t-29 to 36 inches; strong brown (7.SYR S/6) sandy 
clay loam; few fine prominent yellowish red (SYR 
S/6) mottles and common medium distinct light 
yellowish brown (1 OYR 6/ 4) mottles; moderate 
medium subangular blocky structure; friable, sticky, 
plastic; few fine and medium roots; many fine pores; 
thick patchy clay films on faces of peds; very 
strongly acid; gradual smooth boundary. 

B22t-36 to SO inches; strong brown (7.SYR S/6) sandy 
clay loam; many fine prominent yellowish red (SYR 
S/6) mottles, common fine distinct brownish yellow 
(1 OYA 6/6) mottles, and few fine distinct light gray 
(10YA 7/1) mottles; weak medium subangular 
blocky structure; friable, sticky, plastic; few fine and 
medium roots; many fine and medium pores; thick 
patchy clay films on faces of peds; very strongly 
acid; gradual smooth boundary. 

B23t-SO to S6 inches; strong brown (7.SYR S/6) sandy 
clay; common fine distinct light yellowish brown 
(10YR 6/4) and light gray (10YR 7/1) mottles, and 
few fine prominent yellowish red (SYR S/6) .mottles; 
weak coarse subangular blocky structure; friable, 
sticky, plastic; few fine roots; common fine pores; 
thick patchy clay films on faces of peds; very 
strongly acid; gradual wavy boundary. 

C-S6 to 6S inches; variegated yellowish red (SYR S/6), 
yellowish brown (1 OYR S/6), very pale brown (1 OYR 
7/4), light gray (10YR 7/1), and strong brown 
(7.SYR S/6) strata of sandy loam and san~y clay 
loam; massive; friable, sticky, plastic; few fine roots; 
common fine pores; very strongly acid. 

The solum thickness ranges from 40 to 60 inches. The 
soil is very strongly acid or strongly acid unless limed. 
Pebbles and ferricrete coarse fragments make up O to 
15 percent of the soil. 

The A 1 horizon has hue of 1 OYA, value of 3 or 4, and 
chroma of 1 or 2. Some pedons have an Ap horizon with 
hue of 1 OYA, value of 4 or S, and chroma of 2 through 4. 
The A2 horizon has hue of 10YR, value of 4 through 7, 
and chroma of 3 through 6. The A horizon is sand, loamy 
sand, or loamy fine sand. 

The B 1 horizon and upper part of the B2t horizon have 
hue of 7.SYA or 10YR, value of 5 through 7, and chroma 
of 4 through 8. Most pedons have few or common high 
chroma mottles. Texture is sandy loam or sandy clay 
loam. The lower part of the B2t horizon has col?rs 
similar to those in the upper part of the B2t horizo~ ~nd 
has few to many high and low chroma mottl~s; or 1t is . 
mottled and does not have a dominant matrix color. It is 
sandy clay loam, sandy clay, or c~ay. . 

The C horizon is mottled or variegated in shades of 
yellow, brown, red, or gray. It is sandy loam or sandy 
clay loam. Some pedons have pockets or strata of sand 
or cla. 

Udorthents 
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excessively drained to moderately well drained soils. The 
soils formed mostly in loamy fluvial and marine 
sediments. Udorthents are mainly on ridgetops and side 
slopes along drainageways and make up mostly areas 
that have been quarried for sand, gravel, or roadfill. 
Slopes range from Oto 70 percent or more. 

Udorthents commonly are near Emporia, Kampsville, 
Slagle, and Suffolk soils. Udorthents have been 
excavated to depths of as much as 30 feet or more. 
Some areas have been filled by earthy and nonearthy 
materials. All associated soils have a well-defined subsoil 
due to natural soil-forming processes. 

Because of the variability of these soils, a typical 
pedon is not given. The soils range from extremely acid 
through strongly acid. Quartz pebbles make up O to 50 
percent of some pedons. Thin discontinuous ironstone 
fragments make up O to 50 percent of some pedons. 
Common fine flakes of mica are in some pedons. 

The surface layer has hue of 10YR or 2.5Y, value of 3 
through 5, and chroma of 2 or 3. It is loamy sand, sandy 
loam, clay loam, or gravelly sandy loam. The surface 
layer ranges from about 2 to 1 O inches in thickness, but 
it commonly is about 2 to 5 inches thick. 

The lower layers to a depth of more than 60 inches 
have hue of 2.5YR through 10YR, value of 3 through 7, 
and chroma of 4 through 8. They range from fine sandy 
loam to clay loam. Mottles that have hue of 5YR through 
2.5Y, value of 3 through 8, and chroma of 1 through 8 
are in some pedons. 

Yemassee Series 
Soils of the Yemassee series are deep and somewhat 

poorly drained. They formed in loamy fluvial and marine 
sediments. Yemassee soils are on low-lying uplands in 
the Coastal Plain. Slopes range from 0 to 2 percent. 

Yemassee soils commonly are near Bethera, lzagora, 
and Slagle soils. Yemassee soils are better drained than 
Bethera soils and have less clay in the subsoil. They are 
not as well drained as lzagora and Slagle soils. 

Typical pedon of Yemassee fine sandy loam, 
approximately 1,600 feet northwest of junction of VA-636 
with the Chessie and Ohio Railroad along powerline and 
250 feet north of powerline, York County: 

A1-0 to 4 inches; dark grayish brown (10YR 4/2) fine 
sandy loam; weak fine and medium granular 
structure; very friable, slightly sticky, slightly plastic; 
many fine medium and coarse roots; common fine 
tubular pores; extremely acid; clear smooth 
boundary. 

A2-4 to 11 inches; light yellowish brown (2.5Y 6/4) fine 
sandy loam; moderate fine granular structure; friable, 
slightly sticky, slightly plastic; common fine medium 
and coarse roots; common fine and very fine tubular 
pores; few krotovinas up to 1I4 inch in diameter; 
extremely acid; clear smooth boundary. 

B21t-11 to 15 inches; light yellowish brown (2.5Y 6/ 4) 
sandy clay loam; common medium distinct yellowish 
brown (10YR 5/4) mottles; weak medium and fine 
subangular blocky structure; friable, sticky, plastic; 
common fine medium and coarse roots; common 
fine and very fine tubular pores; few thin 
discontinuous clay films on faces of peds; few 
krotovinas up to 1 I 4 inch in diameter; extremely 
acid; clear smooth boundary. 

B22t-15 to 20 inches; light olive brown (2.5Y 5/4) 
sandy clay loam; common fine prominent dark 
brown (7.5YR 4/4) mottles and few fine distinct 
yellowish brown (1 OYA 5/6) mottles; moderate 
medium subangular blocky structure; friable, sticky, 
plastic; common fine and medium roots; few fine 
tubular pores; common thin continuous clay films on 
faces of peds; few krotovinas up to 1I4 inch in 
diameter; very strongly acid; gradual smooth 
boundary. · 

B23t-20 to 30 inches; mottled light gray (10YR 6/1), 
yellowish brown (1 OYA 5/6), and strong brown 
(7.5YR 5/6) sandy clay loam; weak medium 
subangular blocky structure; friable, sticky, plastic; 
few fine and medium roots; few very fine tubular 
pores; thin discontinuous clay films on faces of 
peds; mottling pattern is vertically oriented but not 
continuous or streaked; the yellowish brown and 
strong brown portion is firmer in place than the gray 
portion; very strongly acid; gradual smooth 
boundary. 

B24tg-30 to 51 inches; gray (5Y 6/1) sandy clay loam; 
many coarse prominent yellowish brown (1 OYA 5/6) 
mottles and common fine prominent strong brown 
(7.5YR 5/6) mottles; weak coarse subangular blocky 
structure; friable, sticky, plastic; few fine and 
medium roots; few very fine tubular pores; thin 
discontinuous clay films on faces of peds; few fine 
flakes of mica; very strongly acid; gradual smooth 
boundary. 

Cg-51 to 63 inches; gray (5Y 6/1) fine sandy loam; 
common medium prominent yellowish brown (1 OYA 
5/8) mottles; massive; friable, sticky, plastic; few 
fine flakes of mica; very strongly acid. 

The solum thickness is more than 40 inches. The soil 
ranges from extremely acid through strongly acid unless 
limed. Few to many very fine flakes of mica and fine 
black minerals are in the lower part of the B horizon and 
in the C horizon of many pedons. 

The A1 or Ap horizon has hue of 10YR or 2.5Y, value 
of 2 through 5, and chroma of 1 or 2. The A2 horizon 
has hue of 10YR or 2.5Y, value of 5 through 7, and 
chroma of 3 or 4. The A horizon is sandy loam or fine 
sandy loam. 

The upper part of the B horizon has hue of 7.5YR 
through 2.5Y, value of 5 or 6, and chroma of 3 through 
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Appendix C 

Pre-Development Drainage Divides 
Post-Development Drainage Schematic 

PROJECT COLUMBIA, JAMES CITY COUNfY, VIRGINIA 
STORMW ATER, EROSION & SEDIMENT CONTROL PLAN 
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' w Project Columbia 
Post-Development Drainage Divides 
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AppendixD 

1 Year, 24 Hour Storm Runoff 

PROJECT COLUMBIA, JAMES CITY COUNTY, VIRGINIA I STORMW ATER, EROSION & SEDIMENT CONTROL PLAN 
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Pond 'A' - Volume Cales 
4/19/1999 

Elevation Area (sf) Avg Area (sf) 
83.00 0 
84.00 17834 8917 
86.00 21230 19532 
88.00 24858 23044 
90.00 28713 26786 
92.00 32795 30754 

8/25/1999 Revised for enlarged parking 

Elevation Area (sf) Avg Area (sf) 
81.00 0 
82.00 14698 7349 
84.00 17834 16266 
86.00 21230 19532 
88.00 24858 23044 
90.00 28713 26786 
92.00 32795 30754 

Pond 'A' - Volume 

Depth Chg (ft) 

1.00 
2.00 
2.00 
2.00 
2.00 

Depth Chg (ft) 

1.00 
2.00 
2.00 
2.00 
2.00 
2.00 

Page 1 

048 Project Columbia 
EJR 

Volume (cf) Total Volume (cf) 

8917 
39064 
46088 
53571 
61508 

048 Project Columbia 
EJR 

8917 
47981 
94069 

147640 
209148 

Volume (cf) Total Volume (cf) 

7349 7349 
32532 39881 
39064 78945 
46088 125033 
53571 178604 
61508 240112 

c-t 
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l 
Pond 'A' - Discharge 

Outlet Box Calculations 048 Proiect Columbia Pond 'A' 
Orifice Wier1 Wier2 Wier3 Emergency Spillway 

Inv.Elev: 83 88.5 76 76 89.9 
Dia/Length 0 16 0.00 0 15 
C factor 0.67 3 0 3 3 
Exponent 1.5 1.5 1.5 1.5 

Elevation Orifice Wier1 Wier2 Wier3 Emergency Spillway Total Flow (cfs) 
83.00 0.00 0.00 
84.00 0.00 0.00 
86.00 0.00 0.00 
88.00 0.00 0.00 
88.50 0.00 0.00 0.00 
89.90 0.00 79.51 0.00 0.00 79.51 
90.00 0.00 88.18 0.00 0.00 1.42 89.60 
91.00 0.00 189.74 0.00 0.00 51.92 241.65 
92.00 0.00 314.30 0.00 0.00 136.94 451.24 

Revised outlet two feet lower 

Outlet Box Calculations 048 Proiect Columbia Pond 'A' 
8/25/1999 Orifice Wier1 Wier2 Wier3 Emergency Spillway 

Inv.Elev: 81 88.5 76 76 89.9 
Dia/Length 0 16 0.00 0 15 
C factor 0.67 3 . 0 3 3 
Exponent 1.5 1.5 1.5 1.5 

Elevation Orifice Wier1 Wier2 Wier3 Emergency Spillway Total Flow (cfs) 
81.00 0.00 0.00 
82.00 0.00 0.00 
84.00 0.00 0.00 
86.00 0.00 0.00 
88.50 0.00 0.00 0.00 0.00 0.00 
89.00 0.00 16.97 0.00 0.00 16.97 
89.90 0.00 79.51 0.00 0.00 0.00 79.51 
90.00 0.00 88.18 0.00 0.00 1.42 89.60 
91.00 0.00 189.74 0.00 0.00 51.92 241.65 
92.00 0.00 314.30 0.00 0.00 136.94 451.24 

Page 1 

c--z.. 
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D48 - JOHN DEERE, TOANO, VA 
POST-DEVELOPMENT POND ROUTING, REVISED POND 
1 YEAR, 24 HOUR STORM 

INPUT FILE: D48A1R. INP 

SUMMARY OUTPUT 

***** RUNOFF HYDROGRAPH DATA 

WATERSHED DATA UH PEAK ORD 
-------------------------- ------------ws AREA 

NO (AC) 
121 1. 0 
120 . s 
123 1.2 
122 1.0 
119 . 7 
118 1.2 
110 1.3 
109 . 3 
108 . 3 
117 1.4 
107 .1 
116 . s 
106 .4 
lOS -3b~ 1.3 
llS . 3 
114 . 3 
104 . 8 
112 .s 
111 . 1 
103 1.0 
102 .4 
lSS ~ 3b"""f . 9 
1S4 . 6 
1S3 . 6 
1S2 . 3 
101 1. 0 

CONNECTING 
NODE NOS 

21 20 
20 19 
23 19 

LENGTH SLOPE 
(FT) (%) 
240. 2.00 
140. 1. 00 
270. 12.00 
280. 2.00 
2SO. 2.SO 
240. 3.30 
320. 1. 00 
300. 1.30 
320. 1.30 
240. 8.00 
130. 1. 30 
200. 3.00 
240. 3.00 
2SO. 1. so 
170. 2.00 
lSO. 2.00 
240. 1. 00 
lSO. 2.00 

60. 1. 00 
240. 1. 00 
240. 1. 00 
160. 1. 00 

90. 1. 00 
90. 1. 00 

100. 1. 00 
200. 10.00 

CURVE PRF TC 
NO (CSM) (MIN) 

98.0 484. 3.4 
98.0 484. 3.1 
66.0 484. 4.8 
98.0 484. 3.9 
98.0 484. 3.1 
82.0 484. S.3 
88.0 484. 9.7 
71. 0 484. 13.8 
89.0 484. 8.2 
88.0 484. 2.7 
89.0 484. 4.0 
83.0 484. 4.6 
82.0 484. s.s 
90.0 484. 6.0 
98.0 484. 2.6 
98.0 484. 2.3 
98.0 484. 4.8 
98.0 484. 2.3 
71. 0 484. 4.4 
98.0 484. 4.8 
98.0 484. 4.8 
98.0 484. 3.S 
98.0 484. 2.2 
98.0 484. 2.2 
98.0 484. 2.4 
74.0 484. 3.3 

***** ROUTING DATA ***** 

CONDUIT CODE = 1 - PIPE 
= 2 - DITCH 
= 3 - STREAM 

CONDUIT DATA 
---------------------------------------
CODE LENGTH SLOPE DIA-WIDTH MANNING 

NO (FT) (%) (IN-FT) N-VALUE 
1 108. .so lS. .013 
1 180. .2S 18. .013 
1 22. .6S 9. .013 

BNUA-
I Y!Z Sn>eA-f 

'A' (10/21/99) 

***** 

HYDROGRAPH DATA 
------------------------
VOLUME PEAK PEAK TIME 

(IN) (CFS) (HRS) 
2.S7 3.1 12.00 
2.S7 1.S 12.00 

.4S .8 12.00 
2.S7 3.1 12.00 
2.S7 2.2 12.00 
1.22 2.2 12.00 
1. 64 2.S 12.00 

.6S .2 12.08 
1. 72 . 7 12.00 
1. 64 3.3 12.00 
1. 72 .2 12.00 
1.29 . 9 12.00 
1.22 . 7 12.00 
1. 80 3.3 12.00 
2.S7 . 9 12.00 
2.S7 . 9 12. oo· 
2.S7 2.S 12.00 
2.S7 1.S 12.00 

.6S . 1 12.00 
2.S7 3.1 12.00 
2.S7 1.2 12.00 
2.S7 2.8 12.00 
2.S7 1.8 12.00 
2.S7 1. 8 12.00 
2.S7 . 9 12.00 

.78 1.2 12.00 

PEAK FLOW DATA 

INFLOW 
(CFS) (HR) 

3. 12.00 
s. 11.92 
1. 12. 00 

OUTFLOW 
(CFS) (HR) 

3. 11.92 
s. 11.92 
1. 12.00 

A-I 
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22 19 1 102. 1.41 12. .013 3. 12.00 3. 11.92 
19 18 1 96. .90 24. . 013 10 . 12.00 10. 12.00 
18 6 1 194. .7S 24. .013 13. 12.00 12. 12.00 
10 9 1 60. . so 12 . .013 3. 12.00 2. 12.00 

9 8 1 42. 2.0S lS. . 013 3. 12.00 3 . 12.00 
8 7 1 116. 2.43 12. . 013 3. 12.00 3 . 12.00 

17 7 1 118. 1. 00 12. .013 3. 12.00 3. 12.00 
7 16 1 66. 1.10 18. . 013 7 . 12.00 7. 12.00 

16 6 1 64. 1.10 18. . 013 8 . 12.00 8. 12.00 
6 s 1 174. .3S 30. . 013 21 . 12.00 21. 12.00 
s 4 1 128. . 30 36. .013 24. 12.00 24 . 12.00 

lS 14 1 40. 1. 00 9. .013 1. 12.00 1. 12.00 
14 4 1 120. 1. 00 12. .013 2. 12.00 2. 11.92 

4 3 1 128. .3S 36. . 013 28. 12.00 28 . 12.00 
12 11 1 16. 1. 00 9. .013 2. 12.00 2. 12.00 
11 3 1 114. .90 12. . 013 2. 12.00 2 . 11.92 

3 2 1 126. .so 36. . 013 33 . 12.00 33. 12.00 
2 90 1 92. .6S 36. .013 34. 12.00 34. 12.00 

SS S4 1 128. 1.10 12. . 013 3 . 12.00 3. 11.92 
S4 S3 1 128. 1.20 lS. . 013 s . 11.92 s. 11. 92 
S3 S2 1 130. 2.30 lS. .013 6. 11.92 6. 11.92 
S2 90 1 160. 1.13 18. . 013 7 . 11.92 7. 11.92 
90 91 1 72. 12.40 24. .013 41. 12.00 41. 12.00 
91 1 1 24. .3S 42. .013 41. 12.00 41. 12.00 

***** POND DATA ***** 

POND CODE = 1 - EXISTING POND 
= 2 - USER DESIGNED POND 
= 3 - ROAD CROSSING 

PEAK FLOW DATA 
-------------------------- HYDROGRAPH MAXIMUM 

CONNECTING CODE INFLOW OUTFLOW VOLUME WSE 
NODE NOS NO (CFS) (HR) (CFS) (HR) (IN) (FT) 

1 99 1 43. 12.00 0 . .00 .00 88.0 

***** ADDED HYDROGRAPHS DATA ***** 

SUMMATION HYDROGRAPH 
ADDED -----------------------------------------------------

NODE HYD HYD NOS PEAK PEAK TIME HYD VOLUME BASE FLOW DRAINAGE AREA 
NO NO 1st 2nd (CFS) (HRS) (INCHES) (CFS) (ACRES) 
20 201 120 301 s. 11. 92 2.S7 . 0 1.S 
19 202 302 119 7 . 11. 92 2.S7 .0 2.2 
19 203 303 304 4. 12.00 1.41 .0 2.2 
19 204 203 202 10. 12.00 1. 99 . 0 4.4 
18 20S 30S 118 13. 12.00 1. 83 . 0 S.6 

9 206 109 307 3. 12.00 1.46 . 0 1.6 
8 207 308 108 3. 12.00 l.SO . 0 1.9 
7 208 309 107 4 . 12.00 1.Sl . 0 2.0 
7 209 310 208 7. 12.00 1. S6 . 0 3.4 

16 210 116 311 8 . 12.00 1.S3 . 0 3.9 
6 211 306 312 20. 12.00 1. 70 . 0 9.S 
6 212 106 211 21. 12.00 1. 68 . 0 9.9 
s 213 lOS 313 24. 12.00 1. 70 . 0 11.2 

14 214 114 31S 2 . 12.00 2.S7 . 0 . 6 
4 21S 314 316 26. 12.00 1.74 . 0 11.8 

A"'~ 
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4 216 104 215 28. 12.00 1. 80 .0 12.6 
11 217 111 318 2. 12.00 2.25 .0 .6 

3 218 319 317 30~ 12.00 1.82 .0 13.2 
3 219 103 218 33. 12.00 1.87 . 0 14.2 
2 220 102 320 34. 12.00 1. 89 . 0 14.6 

54 221 154 322 5. 11.92 2.57 .0 1.5 
53 222 323 153 6. 11. 92 2.57 .0 2.1 
52 223 324 152 7. 11. 92 2.57 .0 2.4 
90 224 321 325 41. 12.00 

~ 
. 0 

¢!:; 1 225 101 327 43. 12.00 . . 0 . 

TA\.. 1"e1TA&.. 
(l.,tJtJOtF Ac."°'*r 
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I CARLISLE ASSOCIATES INC. 
1015 Gervais Street SHEET NO. _______ OF------

P.O. Box 11528 
COLUMBIA, SC 29211 
Tel: (803) 252-3232 
FAX: (803) 799·9054 
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AppendixE 

25 Year, 24 Hour Storm Routing 

PROJECT COLUMBIA. JAMES CITY COUN1Y, VIRGINIA I STORMW ATER, EROSION & SEDIMENT CONTROL PLAN 
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D48 PROJECT COLUMBIA, TOANO, VIRGINIA 
POST-DEVELOPMENT POND ROUTING, POND 'A' 
25 YEAR, 24 HOUR STORM 

INPUT FILE: D48A25.INP 

***** DESIGN RAINFALL DATA 

~o,uO •I\' 

~! Y~ll. ~7C>IL"1 

***** 

RETURN PERIOD. • • • • • • • 25 YEARS 
EVENT DURATION • • • • • • • •• 24.00 HOURS 
SCS RAINFALL PATTERN TYPE. • • • 2 
ACCUMULATED DEPTH. • • • • • • • • • 6.50 INCHES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER . . . . . . 121 
LOCATION NODE NUMBER . . . . . . 21 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. . . . . . . . 1.0 ACRES 
AVERAGE OVERLAND SLOPE . . . . . 2.00 PERCENT 
HYDRAULIC LENGTH . . . . 240 • FEET 
SCS CURVE NUMBER • . . . . . . . 98.0 
TIME OF CONCENTRATION. . .06 HOURS 
RAINFALL BURST DURATION. . . . . 5.0 MINUTES 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS . . . . . 10.50 HOURS 
TIME RUNOFF ENDS . . . . . . 13.33 HOURS 
PEAK FLOWRATE. . . . . . 7.2 CFS 
TIME OF PEAK . . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . 6.26 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 18.INCHES <<<<< 

UPSTREAM NODE NUMBER • • . • • • • • 
DOWNSTREAM NODE NUMBER • • • • • • • 

PIPE DATA: 
DIAMETER •••• 
LENGTH • • • • • . 
SLOPE. • • • • • • . . . 
MANNING N-VALUE. . 
MANNING PIPE FULL FLOW 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE • • • • 

. . . . . . . . . . 

21 
20 

18. INCHES 
108. FEET 

.50 PERCENT 
.013 
7.4 CFS 

7.2 CFS 
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PEAK OUTFLOW RATE • • • • • • • 
PEAK TRAVEL TIME • • • • • • • • 
MANNING TRAVEL TIME. • • • • • • 

7.2 CFS 
.24 MINUTES 
.40 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER . . . . . . . . 120 
LOCATION NODE NUMBER • . . . . . . . 20 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. . . . . . . . . . .5 ACRES 
AVERAGE OVERLAND SLOPE . 1.00 PERCENT 
HYDRAULIC LENGTH . . . . . . . . 140 • FEET 
SCS CURVE NUMBER . . . . . . . . 98.0 
TIME OF CONCENTRATION. . . . .05 HOURS 
RAINFALL BURST DURATION. . . . . 5.0 MINUTES 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS . . . 10.50 HOURS 
TIME RUNOFF ENDS . . . . . . 13.33 HOURS 
PEAK FLOWRATE. . . . . . . . 3.6 CFS 
TIME OF PEAK . . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . 6.26 INCHES 

***** ADDED STORMWATER HYDROGRAPHS ***** 

FIRST HYDROGRAPH . . . . . . 120 
SECOND HYDROGRAPH. . . . . . . . 301 
SUMMATION HYDROGRAPH . . . . 201 
LOCATION NODE NUMBER . . . . 20 
TIME RUNOFF STARTS . . . . . . . 10.50 HOURS 
TIME RUNOFF ENDS . . . . . . 13.33 HOURS 
PEAK FLOWRATE. . . . . . . . 10.7 CFS 
TIME OF PEAK . . . . . . . . 11.92 HOURS 
RUNOFF VOLUME. . . . . . 6.26 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 24.INCHES <<<<< 

UPSTREAM NODE NUMBER • • • 
DOWNSTREAM NODE NUMBER • • • • 

PIPE DATA: 

. . . 

DIAMETER •••• 
LENGTH • • • • • . . . . 
SLOPE. • • • • • 
MANNING N-VALUE. • • • 
MANNING PIPE FULL FLOW 

. . . . . 
HYDROGRAPH CHARACTERISTICS: 

20 
19 

24. INCHES 
180. FEET 

.25 PERCENT 
.013 
11. 3 CFS 

e-2-
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PEAK INFLOW RATE • • • • • • • • 
PEAK OUTFLOW RATE • • • • • • • 
PEAK TRAVEL TIME • • • • • • • • 
MANNING TRAVEL TIME. • • • • 

10.7 CFS 
10.6 CFS 

.47 MINUTES 

.79 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • • • • • • 
LOCATION NODE NUMBER • • • • 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. • • • • • • • 
AVERAGE OVERLAND SLOPE • 
HYDRAULIC LENGTH • • • • • • • • 
SCS CURVE NUMBER • • • • 
TIME OF CONCENTRATION •• 
RAINFALL BURST DURATION ••••• 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS • • • • • 
TIME RUNOFF ENDS • • • • 
PEAK FLOWRATE. • • • • • • • 
TIME OF PEAK • • • • • • 
RUNOFF VOLUME. • • • • • • • 

123 
23 

1.2 
12.00 

270. 
66.0 

.08 
5.0 

11.50 
13.67 

5.0 
12.00 

2.82 

ACRES 
PERCENT 
FEET 

HOURS 
MINUTES 

HOURS 
HOURS 
CFS 
HOURS 
INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 15.INCHES <<<<< 

UPSTREAM NODE NUMBER • • • 
DOWNSTREAM NODE NUMBER • 

PIPE DATA: 
DI~ETER • • • • 
LENGTH • • • • • • . 
SLOPE. • • • • • • 

. . . 

MANNING N-VALUE. • • • • 
MANNING PIPE FULL FLOW 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE • • 
PEAK OUTFLOW RATE • • • • • 
PEAK TRAVEL TIME • • 
MANNING TRAVEL TIME. . • • • 

23 
19 

15. INCHES 
22. FEET 
.65 PERCENT 

.013 
5.2 CFS 

5.0 CFS 
5.0 CFS 
.05 MINUTES 
.08 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • • • • • • • • • • 
LOCATION NODE NUMBER • • • • • • • • 

119 
19 
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WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. • • • • 
AVERAGE OVERLAND SLOPE 
HYDRAULIC LENGTH • • • 

. . . 

. . . 
SCS CURVE NUMBER • • • • • • • • 
TIME OF CONCENTRATION •• 
RAINFALL BURST DURATION ••••• 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS • • • • • • • 
TIME RUNOFF ENDS • • • • • • • • 
PEAK FLOWRATE. • • • • • 
TIME OF PEAK • • •. • • • • • • • 
RUNOFF VOLUME. • • • • • • • 

***** ADDED STORMWATER HYDROGRAPHS 

FIRST HYDROGRAPH • . . . . . 
SECOND HYDROGRAPH. . . . . . 
SUMMATION HYDROGRAPH . . . . 
LOCATION NODE NUMBER 
TIME RUNOFF STARTS . . . 
TIME RUNOFF ENDS . . . . 
PEAK FLOWRATE. . . . . . . . 
TIME OF PEAK . . . . . . . . 
RUNOFF VOLUME. . . . . . . . 

***** ADDED STORMWATER HYDROGRAPHS 

FIRST HYDROGRAPH . . . . . . . . 
SECOND HYDROGRAPH. . . . . . 
SUMMATION HYDROGRAPH . . . . 
LOCATION NODE NUMBER . . . . 
TIME RUNOFF STARTS . . . . . 
TIME RUNOFF ENDS . . . . . . 
PEAK FLOWRATE. . . . . . . . 
TIME OF PEAK . . . . . . . . 
RUNOFF VOLUME. . . . . . . . . . 

.7 ACRES 
2.50 PERCENT 
250. FEET 
98.0 

.05 HOURS 
5.0 MINUTES 

10.50 HOURS 
13.33 HOURS 

5.0 CFS 
12.00 HOURS 

6.26 INCHES 

***** 

302 
119 
202 

19 
10.58 HOURS 
13.42 HOURS 
15.9 CFS 

11.92 HOURS 
6.26 INCHES 

***** 

303 
202 
203 

19 
10.75 HOURS 
13.50 HOURS 
20.6 CFS 

12.00 HOURS 
5.05 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER INCREASED TO 30. INCHES <<<<< 

UPSTREAM NODE NUMBER • 
DOWNSTREAM NODE NUMBER 

PIPE DATA: 
DIAMETER • • • • • 
LENGTH • • • • • • 
SLOPE. • • • • • 
MANNING N-VALUE. • • • • 
MANNING PIPE FULL FLOW • • • • • 

19 
18 

30. INCHES 
100. FEET 

.50 PERCENT 
.013 
29.0 CFS 
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HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE • • • • • • • • 
PEAK OUTFLOW RATE • • • • • • • 
PEAK TRAVEL TIME • • • • • • 
MANNING TRAVEL TIME. • • • • 

20.6 CFS 
20.5 CFS 

.17 MINUTES 

.29 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • • • • • 
LOCATION NODE NUMBER • • • 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. . . . . 
AVERAGE OVERLAND SLOPE 
HYDRAULIC LENGTH . . . 
SCS CURVE NUMBER • . . 
TIME OF CONCENTRATION. 

. 
RAINFALL BURST DURATION. 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS . 
TIME RUNOFF ENDS . . . . 
PEAK FLOWRATE. . . . . . 
TIME OF PEAK . . . . . . 
RUNOFF VOLUME. . . . . . 

. . . . . . . . . . . . . . 

. . . . • . . . . . . . . . . . . . 

122 
22 

1.0 
2.00 
280 • 
98.0 

.06 
5.0 

10.50 
13.33 

7.2 
12.00 

6.26 

ACRES 
PERCENT 
FEET 

HOURS 
MINUTES 

HOURS 
HOURS 
CFS 
HOURS 
INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 15.INCHES <<<<< 

UPSTREAM NODE NUMBER . . . . 
DOWNSTREAM NODE NUMBER . . . . . . . 
PIPE DATA: 

DIAMETER . . . . . . . . . . . . 
LENGTH . . . . . . . . . . . 
SLOPE. . . . . . . . . . . . 
MANNING N-VALUE. . . . . . . 
MANNING PIPE FULL FLOW . . . 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE • • • • • • 
PEAK OUTFLOW RATE • • • • • • • 
PEAK TRAVEL TIME • • • • • • • • 
MANNING TRAVEL TIME. • • • • 

22 
18 

15. INCHES 
70. FEET 

2.70 PERCENT 
.013 
10.6 CFS 

7.2 CFS 
7.2 CFS 
.08 MINUTES 
.14 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 
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I 
WATERSHED NUMBER . . . . . . . . . . 118 

I 
LOCATION NODE NUMBER • . . . . . 18 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. • . . . . . . 1.2 ACRES 

I AVERAGE OVERLAND SLOPE . . . 3.30 PERCENT 
HYDRAULIC LENGTH • . . . 240 • FEET 
SCS CURVE NUMBER • . . . . . . . 82.0 

I TIME OF CONCENTRATION. . . . . . .09 HOURS 
RAINFALL BURST DURATION. . . . . 5.0 MINUTES 

I 
HYDROGRAPH CHARACTERISTICS: 

TIME RUNOFF STARTS . . . 11.08 HOURS 
TIME RUNOFF ENDS . . . . 13.58 HOURS 
PEAK FLOWRATE. . . . . . . . 7.3 CFS 

I TIME OF PEAK . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . 4.45 INCHES 

I ***** ADDED STORMWATER HYDROGRAPHS ***** 

I FIRST HYDROGRAPH • . . . . . 118 
SECOND HYDROGRAPH. . . . . . 304 
SUMMATION HYDROGRAPH . . . . 204 

I LOCATION NODE NUMBER • . . . 18 
TIME RUNOFF STARTS . . . . . . . 10.83 HOURS 
TIME RUNOFF ENDS . . . . • . 13.50 HOURS 

I 
PEAK FLOWRATE. . . . . . . . 27.8 CFS 
TIME OF PEAK . . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . . . 4.89 INCHES 

I 
***** ADDED STORMWATER HYDROGRAPHS ***** 

I FIRST HYDROGRAPH • . . . . . 305 
SECOND HYDROGRAPH. . . . . . 204 

I 
SUMMATION HYDROGRAPH . . . . 205 
LOCATION NODE NUMBER • . . . . . 18 
TIME RUNOFF STARTS . . . . . 10.75 HOURS 
TIME RUNOFF ENDS . . . . 13.33 HOURS 

I PEAK FLOWRATE. . . . . . 35.0 CFS 
TIME OF PEAK . . . . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . . . 5.13 INCHES 

I *********** PIPE ROUTING SUMMARY ********** 

I >>>>> PIPE DIAMETER DECREASED TO 30.INCHES <<<<< 

I UPSTREAM NODE NUMBER • . . . . . . . 18 
DOWNSTREAM NODE NUMBER . . . . . . . 6 

I PIPE DATA: 
DIAMETER . . . . . . . . . . . . 30. INCHES 
LENGTH . . . . . . . . . . . 208. FEET 

I SLOPE. . . . . . . . . . . . . . .75 PERCENT 

e-~ 
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MANNING N-VALUE. . . . . . . . . .013 
·MANNING PIPE FULL FLOW . . . . . 35.5 CFS 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE . . . . . . 35.0 CFS 
PEAK OUTFLOW RATE . . . . . . . 34.7 CFS 
PEAK TRAVEL TIME . . . . .27 MINUTES 
MANNING TRAVEL TIME. . . . . . • .45 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • • • • • • • • • • 
LOCATION NODE NUMBER • • • • • • 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. • • • • • 
AVERAGE OVERLAND SLOPE • 
HYDRAULIC LENGTH • • • • 
SCS CURVE NUMBER • • • • 
TIME OF CONCENTRATION •• 
RAINFALL BURST DURATION. 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS • • • • • 
TIME RUNOFF ENDS • • • • 
PEAK FLOWRATE. • • • • • • • 
TIME OF PEAK • • • • • • 
RUNOFF VOLUME. • • • • • • • 

110 
10 

1.3 ACRES 
1.00 PERCENT 
320. FEET 
88.0 

.16 HOURS 
5.0 MINUTES 

10.83 HOURS 
13.75 HOURS 

7.5 CFS 
12.00 HOURS 

5.11 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER INCREASED TO 24. INCHES <<<<< 

'UPSTREAM NODE NUMBER . . . . . . 10 
DOWNSTREAM NODE NUMBER . . . 9 

PIPE DATA: 
DIAMETER . . . . . . . . . . 24. INCHES 
LENGTH . . . . . . . . . 60. FEET 
SLOPE. . . . . . . . . . . . . . .50 PERCENT 
MANNING N-VALUE. . . . . . . .013 
MANNING PIPE FULL FLOW . . . . . 16.0 CFS 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE . . . . . . 7.5 CFS 
PEAK OUTFLOW RATE . . . . . 7.5 CFS 
PEAK TRAVEL TIME . . .13 MINUTES 
MANNING TRAVEL TIME. . . . . .22 MINUTES 
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***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • • • • • • 
LOCATION NODE NUMBER • • • 

WATERSHED CHARACTERISTICS: 

. . . 
DRAINAGE AREA. • • • • • • • 
AVERAGE OVERLAND SLOPE • • • • • 
HYDRAULIC LENGTH • • • • • • 
SCS CURVE NUMBER • • • • • • 
TIME OF CONCENTRATION •••• 
RAINFALL BURST DURATION ••••• 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS . . . . . . . 
TIME RUNOFF ENDS . . . . 
PEAK FLOWRATE. . . . . . . . 
TIME OF PEAK . . . . . . . . 
RUNOFF VOLUME. . . . . . 

109 
9 

.3 ACRES 
1.30 PERCENT 
300. FEET 
71.0 

.23 HOURS 
5.0 MINUTES 

11.33 HOURS 
14.17 HOURS 

1.2 CFS 
12.00 HOURS 

3.31 INCHES 

***** ADDED STORMWATER HYDROGRAPHS ***** 

FIRST HYDROGRAPH . . . . . . . . 109 
SECOND HYDROGRAPH. . . . . . . . 307 
SUMMATION HYDROGRAPH . . . . . . 206 
LOCATION NODE NUMBER . . . . . . 9 
TIME RUNOFF STARTS . . . . . 10.92 HOURS 
TIME RUNOFF ENDS 13.83 HOURS 
PEAK FLOWRATE. . 8.7 CFS 
TIME OF PEAK . . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . 4.77 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

UPSTREAM NODE NUMBER . . . . . . 9 
DOWNSTREAM NODE NUMBER . . . 8 

PIPE DATA: 
DIAMETER . . . . . . . . 15. INCHES 
LENGTH . . . . . . . . . 42. FEET 
SLOPE. . . . . . . . . . . . . . 2.05 PERCENT 
MANNING N-V~UE. . . . . .013 
MANNING PIPE FULL FLOW . . . 9.2 CFS 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE . . . . . . 8.7 CFS 
PEAK OUTFLOW RATE . . . . . . . 8.6 CFS 
PEAK TRAVEL TIME . . . . . . .05 MINUTES 
MANNING TRAVEL TIME. . . . . .09 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

e-8 
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WATERSHED NUMBER . . . . . . . . . . 108 
LOCATION NODE NUMBER • . . . . . . . 8 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. . . . . . .3 ACRES 
AVERAGE OVERLAND SLOPE . . . 1.30 PERCENT 
HYDRAULIC LENGTH . . . . . . . . 320. FEET 
SCS CURVE NUMBER • . . . 89.0 
TIME OF CONCENTRATION. . . . . . .14 HOURS 
RAINFALL BURST DURATION. • . . . 5.0 MINUTES 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS . . . . . 10.83 HOURS 
TIME RUNOFF ENDS . . . . 13.42 HOURS 
PEAK FLOWRATE. . . . . . . . 2.0 CFS 
TIME OF PEAK . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . 5.22 INCHES 

***** ADDED STORMWATER HYDROGRAPHS ***** 

FIRST HYDROGRAPH . . . . . . . . 308 
SECOND HYDROGRAPH. . . . . . 108 
SUMMATION HYDROGRAPH . . . . . . 207 
LOCATION NODE NUMBER . . . . . . 8 
TIME RUNOFF STARTS . . . . . . . 10.83 HOURS 
TIME RUNOFF ENDS . . . . . . . . 13.75 HOURS 
PEAK FLOWRATE. . . . . . 10.7 CFS 
TIME OF PEAK . . . . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . 4.84 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 18.INCHES <<<<< 

UPSTREAM NODE NUMBER • 
DOWNSTREAM NODE NUMBER 

PIPE DATA: 
DIAMETER • • • • • • • • • • • • 
LENGTH • • • • • • • • • • • • • 
SLOPE. • • • • • • 
MANNING N-VALUE. • 
MANNING PIPE FULL FLOW 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE • • • • • • 
PEAK OUTFLOW RATE • • • • • • • 
PEAK TRAVEL TIME • • • • • • 
MANNING TRAVEL TIME. • • • • • • 

8 
7 

18. INCHES 
116. FEET 
2.43 PERCENT 
.013 
16.4 CFS 

10.7 CFS 
10.6 CFS 

.13 MINUTES 

.22 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 
6-t 
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WATERSHED NUMBER • . . . . . . • 117 
LOCATION NODE NUMBER • . . . . . 17 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. . . . . . . . . . 1.4 ACRES 
AVERAGE OVERLAND SLOPE . 8.oo PERCENT 
HYDRAULIC LENGTH • . . . . . 240 • FEET 
SCS CURVE NUMBER • . . . . . . . 88.0 
TIME OF CONCENTRATION. . .05 HOURS 
RAINFALL BURST DURATION. 5.0 MINUTES 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS . . . 10.83 HOURS 
TIME RUNOFF ENDS . . • . . . 13.42 HOURS 
PEAK FLOWRATE. . . . . . . . 9.3 CFS 
TIME OF PEAK • . . . • . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . 5.11 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 18.INCHES <<<<< 

UPSTREAM NODE NUMBER • • • • 17 
DOWNSTREAM NODE NUMBER • • • • • 7 

PIPE DATA: 
DIAMETER • • • • • 
LENGTH • • • • • • • • 
SLOPE. • • • • • • 
MANNING N-VALUE. • • • • 
MANNING PIPE FULL FLOW • 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE • • • • • • • • 
PEAK OUTFLOW RATE • • • • • • • 
PEAK TRAVEL TIME • • • • • • • • 
MANNING TRAVEL TIME. • • • • 

18. INCHES 
118. FEET 
1.00 PERCENT 
.013 
10.5 CFS 

9.3 CFS 
9.2 CFS 
.19 MINUTES 
.32 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • • • • • 
LOCATION NODE NUMBER • • • • 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. • • • • • 
AVERAGE OVERLAND SLOPE 
HYDRAULIC LENGTH • • • • 
SCS CURVE NUMBER • • • 
TIME OF CONCENTRATION. 
RAINFALL BURST DURATION. 

HYDROGRAPH CHARACTERISTICS: 

. . . . . . . 

116 
16 

.4 ACRES 
1.30 PERCENT 
100. FEET 
83.0 

.07 HOURS 
5.0 MINUTES 
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TIME RUNOFF STARTS . . . . . . . 11.00 HOURS 
TIME RUNOFF ENDS . . . . . . . . 13.58 HOURS 
PEAK FLOWRATE. • . . . . . . 2.5 CFS 
TIME OF PEAK • . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . . . 4.56 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 12.INCHES <<<<< 

UPSTREAM NODE NUMBER . . . . . . . . 16 
DOWNSTREAM NODE NUMBER . . . . . 7 

PIPE DATA: 
DIAMETER . . • . . . . . 12 • INCHES 
LENGTH . . . . . . . . . 66 • FEET 
SLOPE. . . . . . . . . . . . 1.00 PERCENT 
MANNING N-VALUE. . . . . . . .013 
MANNING PIPE FULL FLOW . . . . . 3.6 CFS 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE . . . • 2.5 CFS 
PEAK OUTFLOW RATE . . . . . . . 2.5 CFS 
PEAK TRAVEL TIME . . . . . . . . .15 MINUTES 
MANNING TRAVEL TIME. . . . . . . .25 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER . . . . . . . . 107 
LOCATION NODE NUMBER . . . . . . . . 7 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. . . . . . . . . . .1 
AVERAGE OVERLAND SLOPE . . . . . 1.30 
HYDRAULIC LENGTH . . . . . . . . 130. 
SCS CURVE NUMBER . . . . . . . . 89.0 
TIME OF CONCENTRATION. . . . . . .07 
RAINFALL BURST DURATION. . . . . 5.0 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS . . . . . 10.83 
TIME RUNOFF ENDS . . . . 13.42 
PEAK FLOWRATE. . . . . . . . . . .7 
TIME OF PEAK . . . . . . . . . . 12.00 
RUNOFF VOLUME. . . . . . . . . . 5.22 

***** ADDED STORMWATER HYDROGRAPHS ***** 

FIRST HYDROGRAPH • • • • • • 
SECOND HYDROGRAPH. • • • • • • • 
SUMMATION HYDROGRAPH • • • • • • 

309 
107 
208 

ACRES 
PERCENT 
FEET 

HOURS 
MINUTES 

HOURS 
HOURS 
CFS 
HOURS 
INCHES 

E --er 
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I 
LOCATION NODE NUMBER • . . . . . 7 

I 
TIME RUNOFF STARTS . . . . . . . 10.83 HOURS 
TIME RUNOFF ENDS . . . . . . 13.67 HOURS 
PEAK FLOWRATE. . . . . . . . . . 11.3 CFS 
TIME OF PEAK • . . . . . . . . . 12.00 HOURS 

I RUNOFF VOLUME. . . . . . . . 4.86 INCHES 

I ***** ADDED STORMWATER HYDROGRAPHS ***** 

FIRST HYDROGRAPH . . . . . . . . 310 

I SECOND HYDROGRAPH. . . . . . . . 311 
SUMMATION HYDROGRAPH . . . . . . 209 
LOCATION NODE NUMBER • . . . 7 

I TIME RUNOFF STARTS . . . . . 10.92 HOURS 
TIME RUNOFF ENDS . . . . . . 13.17 HOURS 
PEAK FLOWRATE. . . . 11.7 CFS 

I 
TIME OF PEAK • . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . 4.99 INCHES 

I ***** ADDED STORMWATER HYDROGRAPHS ***** 

I 
FIRST HYDROGRAPH • . . . . . . . 209 
SECOND HYDROGRAPH. . . . . . . . 208 
SUMMATION HYDROGRAPH . . . . 210 
LOCATION NODE NUMBER • . . . . . 7 

I TIME RUNOFF STARTS . . . . . . . 10.83 HOURS 
TIME RUNOFF ENDS . . . . . . . . 13.50 HOURS 
PEAK FLOWRATE. . . . . . 22.9 CFS 

I TIME OF PEAK . . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . . . 4.92 INCHES 

I *********** PIPE ROUTING SUMMARY ********** 

I >>>>> PIPE DIAMETER DECREASED TO 24.INCHES <<<<< 

I UPSTREAM NODE NUMBER • . . . 7 
DOWNSTREAM NODE NUMBER • . . . . . . 6 

I 
PIPE DATA: 

DIAMETER • . . . . . . . . . . . 24. INCHES 
LENGTH . . . . . . . . . . . . . 188. FEET 
SLOPE. . . . . . . . . . . . . . 1.50 PERCENT 

I MANNING N-VALUE. . . . . . . . . .013 
MANNING PIPE FULL FLOW . . . 27.7 CFS 

I 
HYDROGRAPH CHARACTERISTICS: 

PEAK INFLOW RATE . . . . . . . . 22.9 CFS 
PEAK OUTFLOW RATE . . . 22.7 CFS 
PEAK TRAVEL TIME . . . . . . .21 MINUTES 

I MANNING TRAVEL TIME. . . . . .35 MINUTES 

I E. -{"/, 
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***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • . . . . . . . . . 115 
LOCATION NODE NUMBER • . . . . . . . 15 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. . . . . . .3 ACRES 
AVERAGE OVERLAND SLOPE . . . . . 2.00 PERCENT 
HYDRAULIC LENGTH . . . . . . . . 170. FEET 
SCS CURVE NUMBER • . . . . . . . 98.0 
TIME OF CONCENTRATION. . . . . . .04 HOURS 
RAINFALL BURST DURATION. . . . . 5.0 MINUTES 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS . . . 10.50 HOURS 
TIME RUNOFF ENDS . . . . . . . . 13.33 HOURS 
PEAK FLOWRATE. . . . . . . . 2.2 CFS 
TIME OF PEAK . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . 6.26 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 12.INCHES <<<<< 

UPSTREAM NODE NUMBER • . . . 15 
DOWNSTREAM NODE NUMBER . . . . . 14 

PIPE DATA: 
DIAMETER . . . . 12 • INCHES 
LENGTH . . . . . . . . . 40 • FEET 
SLOPE. . . . . . . . . . 1.00 PERCENT 
MANNING N-VALUE. . . . . . . .013 
MANNING PIPE FULL FLOW . . . . . 3.6 CFS 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE . . . . . . 2.2 CFS 
PEAK OUTFLOW RATE . . . 2.1 CFS 
PEAK TRAVEL TIME . . . . . . .09 MINUTES 
MANNING TRAVEL TIME. . . . . .15 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • • • • • 
LOCATION NODE NUMBER • • • 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. • • • • • • • • • 
AVERAGE OVERLAND SLOPE • • • • • 
HYDRAULIC LENGTH • • • • • • 
SCS CURVE NUMBER • • • • • • 
TIME OF CONCENTRATION. • •• 

114 
14 

.3 ACRES 
2.00 PERCENT 
150. FEET 
98.0 

.04 HOURS 
E.-13 
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RAINFALL BURST DURATION. . . • . 5.0 MINUTES 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS . . . . . 10.50 HOURS 
TIME RUNOFF ENDS . . . . 13.33 HOURS 
PEAK FLOWRATE. . . • . . . . 2.2 CFS 
TIME OF PEAK . • . . . . . . . . 12.00 HOURS 
RUNOF~ VOLUME •.• . . . . . . . . 6.26 INCHES 

***** ADDED STORMWATER HYDROGRAPHS ***** 

FIRST HYDROGRAPH . . . . . . 114 
SECOND HYDROGRAPH. . . . . . 313 
SUMMATION HYDROGRAPH . . . . 211 
LOCATION NODE NUMBER . . . . . . 14 
TIME RUNOFF STARTS . 10.50 HOURS 
TIME RUNOFF ENDS 13.17 HOURS 
PEAK FLOWRATE. . . . . . . . 4.3 CFS 
TIME OF PEAK . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . 6.26 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 12.INCHES <<<<< 

UPSTREAM NODE NUMBER • • • • • • • • 
DOWNSTREAM NODE NUMBER • • • • • • • 

PIPE DATA: 
DIAMETER • • • • • 
LENGTH • • • • • • 
SLOPE. • • • • • • 
MANNING N-VALUE. • • • • • • • • 
MANNING PIPE FULL FLOW • • • • • 

-HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE • • • • • • • • 
PEAK OUTFLOW RATE 
PEAK TRAVEL TIME • • • • • • 
MANNING TRAVEL TIME. • • • • • • 

14 
6 

12. INCHES 
64. FEET 

2.11 PERCENT 
.013 
5.2 CFS 

4.3 CFS 
4.3 CFS 
.09 MINUTES 
.16 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • • • • • • 
LOCATION NODE NUMBER • • • • 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. • • • • • • • 
AVERAGE OVERLAND SLOPE • • • • • 
HYDRAULIC LENGTH • • • • • • • • 
SCS CURVE NUMBER • • . • • • 

106 
6 

.2 ACRES 
1.50 PERCENT 
190. FEET 
98.0 

e-14' 
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TIME OF CONCENTRATION ••••• • 
RAINFALL BURST DURATION ••••• 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS • • • • • • • 
TIME RUNOFF ENDS • • • • • • • • 
PEAK FLOWRATE. • • • • • 
TIME OF PEAK • • • • • • • • • • 
RUNOFF VOLUME. • • • • • • • • • 

.05 HOURS 
5.0 MINUTES 

10.50 HOURS 
13.33 HOURS 

1.4 CFS 
12.00 HOURS 

6.26 INCHES 

***** ADDED STORMWATER HYDROGRAPHS ***** 

FIRST HYDROGRAPH . . . . . . 312 
SECOND .HYDROGRAPH. . . . . . . . 306 
SUMMATION HYDROGRAPH . . . . . . 212 
LOCATION NODE.NUMBER . . . . . . 6 
TIME RUNOFF STARTS . . . . . . . 10.83 HOURS 
TIME RUNOFF ENDS . . . . . . 13.58 HOURS 
PEAK FLOWRATE. . . . . . . . . . 57.3 CFS 
TIME OF PEAK . . . . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . . . 5.05 INCHES 

***** ADDED STORMWATER HYDROGRAPHS ***** 

FIRST HYDROGRAPH . . . . . . . . 314 
SECOND HYDROGRAPH. . . . . . . . 106 
SUMMATION HYDROGRAPH . . . . . . 213 
LOCATION NODE NUMBER . . . . 6 
TIME RUNOFF STARTS . . . . . 10.50 HOURS 
TIME RUNOFF ENDS . . . . . . 13.17 HOURS 
PEAK FLOWRATE. . . . . . . . 5.7 CFS 
TIME OF PEAK . . . • . . . . • • 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . . . 6.26 INCHES 

***** ADDED STORMWATER HYDROGRAPHS ***** 

FIRST HYDROGRAPH . . . . . . . . 213 
SECOND HYDROGRAPH. . . . . . . . 212 
SUMMATION HYDROGRAPH . . . . 214 
LOCATION NODE NUMBER . . . . . . 6 
TIME RUNOFF STARTS . . . . . 10.83 HOURS 
TIME RUNOFF ENDS . . . . 13.58 HOURS 
PEAK FLOWRATE. . . . 63.l CFS 
TIME OF PEAK . . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . 5.14 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 42.INCHES <<<<< 

UPSTREAM NODE NUMBER • • • • . . . . 6 
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DOWNSTREAM NODE NUMBER • • • • • • • 

PIPE DATA: 
DIAMETER •••• 
LENGTH • • • • • 
SLOPE. • • • • • 

. . . . . . . . 
MANNING N-VALUE. • • • 
MANNING PIPE FULL FLOW • • 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE • • • • • • • • 
PEAK OUTFLOW RATE • • • • • 
PEAK TRAVEL TIME • • • • • • 
MANNING TRAVEL TIME. • • • • 

5 

42. INCHES 
100. FEET 

.so PERCENT 
.013 
71.1 CFS 

63.1 CFS 
62.8 CFS 

.13 MINUTES 

.22 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • • • • • 
LOCATION NODE NUMBER • • • 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. • • • • 
AVERAGE OVERLAND SLOPE • 
HYDRAULIC LENGTH • • • • • • 
sts CURVE NUMBER • • • • • • • • 
TIME OF CONCENTRATION •••••• 
RAINFALL BURST DURATION ••••• 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS • 
TIME RUNOFF ENDS 
PEAK FLOWRATE. • • • • 
TIME OF PEAK • • 
RUNOFF VOLUME. • • 

113 
13 

.8 ACRES 
6.00 PERCENT 
250. FEET 
73.0 

.09 HOURS 
5.0 MINUTES 

11.33 HOURS 
13.58 HOURS 

4.1 CFS 
12.00 HOURS 

3.51 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 15.INCHES <<<<< 

UPSTREAM NODE NUMBER • • • • • • • • 
DOWNSTREAM NODE NUMBER • • • • • • • 

PIPE DATA: 
DIAMETER • • • • • 
LENGTH • • • • • 
SLOPE. • • • • • • 
MANNING N-VALUE. • • • • • • 
MANNING PIPE FULL FLOW • • • • • 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE • • • • • • 
PEAK OUTFLOW RATE • • • 
PEAK TRAVEL TIME • • • • • • • • 

13 
5 

15. INCHES 
78. FEET 

1. 00 PERCENT 
.013 
6.5 CFS 

4.1 CFS 
4.0 CFS 
.16 MINUTES 
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MANNING TRAVEL TIME. • • • • • • .26 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • • • • • • • • 105 
LOCATION NODE NUMBER • • • • • • • • 5 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. • • • • • • • • • 
AVERAGE OVERLAND SLOPE • • • • • 
HYDRAULIC LENGTH • • • • • • • • 
SCS CURVE NUMBER • • • • • • • • 
TIME OF CONCENTRATION •••• 
RAINFALL BURST DURATION ••••• 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS • • • • • • • 
TIME RUNOFF ENDS • • 
PEAK FLOWRATE. • • • • • • • • • 
TIME OF PEAK • • • • • • • • 
RUNOFF VOLUME. • • • • • • • 

***** ADDED STORMWATER HYDROGRAPHS 

FIRST HYDROGRAPH . . . . . . 
SECOND HYDROGRAPH. . . . . . . . 
SUMMATION HYDROGRAPH . . . . 
LOCATION NODE NUMBER . . . . . . 
TIME RUNOFF STARTS . . . . . 
TIME RUNOFF ENDS . . . . . . 
PEAK FLOWRATE. . . . . . . . 
TIME OF PEAK . . 
RUNOFF VOLUME. . . . . . . . . . 

***** ADDED STORMWATER HYDROGRAPHS 

FIRST HYDROGRAPH . . . . . . 
SECOND HYDROGRAPH. . 
SUMMATION HYDROGRAPH . . . . 
LOCATION NODE NUMBER . . . . 
TIME RUNOFF STARTS . . . . . . . 
TIME RUNOFF ENDS . . . . . . 
PEAK FLOWRATE. . . . . . 
TIME OF PEAK . . . . . . . . 
RUNOFF VOLUME. . . . . . 

1.0 ACRES 
1.00 PERCENT 
250. FEET 
98.0 

.08 HOURS 
5.0 MINUTES 

10.50 HOURS 
13.33 HOURS 

7.2 CFS 
12.00 HOURS 

6.26 INCHES 

***** 

315 
105 
215 

5 
10.75 HOURS 
13.42 HOURS 
70.1 CFS 

12.00 HOURS 
5.24 INCHES 

***** 

316 
215 
216 

5 
10.83 HOURS 
13.42 HOURS 
74.1 CFS 

12.00 HOURS 
5.13 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 48.INCHES <<<<< 

E--t7 
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UPSTREAM NODE NUMBER • • • • • • • • 
DOWNSTREAM NODE NUMBER • • • • • 

PIPE DATA: 
DIAMETER • • • • • 
LENGTH • • • • • 
SLOPE. • • • • • • 

. . . . . . . . . . . . . . . . . . . . 
MANNING N-VALUE. • 
MANNING PIPE FULL FLOW • 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE • • • • • • 
PEAK OUTFLOW RATE • • • • • • • 
PEAK TRAVEL TIME • • • • • • • • 
MANNING TRAVEL TIME. • • • • 

5 
4 

48. INCHES 
128. FEET 

.30 PERCENT 
.013 
78.7 CFS 

74.1 CFS 
73.9 CFS 

.19 MINUTES 

.32 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER . . . . . . 104 
LOCATION NODE NUMBER . . . . . . . . 4 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. . . . . . . . . . .9 ACRES 
AVERAGE OVERLAND SLOPE . . . 1.00 PERCENT 
HYDRAULIC LENGTH . . . . . . 240 • FEET 
SCS CURVE NUMBER . . . . . . . . 98.0 
TIME OF CONCENTRATION. . . . . . .08 HOURS 
RAINFALL BURST DURATION. . . . . 5.0 MINUTES 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS . . . . . 10.50 HOURS 
TIME RUNOFF ENDS . . . . 13.33 HOURS 
PEAK FLOWRATE. . . . . . . . . . 6.5 CFS 
TIME OF PEAK . . . . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . 6.26 INCHES 

***** ADDED STORMWATER HYDROGRAPHS ***** 

FIRST HYDROGRAPH . . . . . . 104 
SECOND HYDROGRAPH. . . . . . . . 317 
SUMMATION HYDROGRAPH . . . . . . 217 
LO'CATION NODE NUMBER . . . . . . 4 
TIME RUNOFF STARTS . . . . . . . 10.75 HOURS 
TIME RUNOFF ENDS . . . . . . 13.42 HOURS 
PEAK FLOWRATE. . . . . . . . 80.4 CFS 
TIME OF PEAK . . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . . . 5.21 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 48.INCHES <<<<< 
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UPSTREAM NODE NUMBER • • • 
DOWNSTREAM NODE NUMBER • • 

PIPE DATA: 
DIAMETER . . . . . . . 
LENGTH . . . . . . . . 
SLOPE. . . . . . . . . 
MANNING N-VALUE. . . . 
MANNING PIPE FULL FLOW 

HYDROGRAPH CHARACTERISTICS: 

. . . 

. . . . . . . . . . . . . . . 

PEAK INFLOW RATE • • • • • • • • 
PEAK OUTFLOW RATE • • • • • • • 
PEAK TRAVEL TIME • • • • • • 
MANNING TRAVEL TIME. • • • • • • 

4 
3 

48 • 
128 • 

.35 
.013 
85.0 

INCHES 
FEET 
PERCENT 

CFS 

80.4 CFS 
80.3 CFS 

.18 MINUTES 

.30 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • . . . . . . . 112 
LOCATION NODE NUMBER . . . . . . 12 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. . . . . . . . . . .5 ACRES 
AVERAGE OVERLAND SLOPE . . . . . 2.00 PERCENT 
HYDRAULIC LENGTH . . . . . . 150. FEET 
SCS CURVE NUMBER . . . . 98.0 
TIME OF CONCENTRATION. . . . . . .04 HOURS 
RAINFALL BURST DURATION. . . . . 5.0 MINUTES 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS . . . . . . . 10.50 HOURS 
TIME RUNOFF ENDS . . . . 13.33 HOURS 
PEAK FLOWRATE. . . . . . . . . . 3.6 CFS 
TIME OF PEAK . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . 6.26 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER INCREASED TO 15. INCHES <<<<< 

UPSTREAM NODE NUMBER • • • • • • • • 
DOWNSTREAM NODE NUMBER • • • • • • • 

PIPE DATA: 
DIAMETER • • • • • • • 
LENGTH • • • • • • 
SLOPE. • • • • • • 
MANNING N-VALUE. • • • • • 
MANNING PIPE FULL FLOW • • 

HYDROGRAPH CHARACTERISTICS: 

12 
11 

15. INCHES 
16. FEET 

1.00 PERCENT 
.013 
6.5 CFS 
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PEAK INFLOW RATE • • • • • • 
PEAK OUTFLOW RATE • • • 
PEAK TRAVEL TIME • • 
MANNING TRAVEL TIME. • • • • • • 

3.6 CFS 
3.6 CFS 
.03 MINUTES 
.05 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • • • • • • • 
LOCATION NODE NUMBER • • • 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. ·• • • • 
AVERAGE OVERLAND SLOPE • 
HYDRAULIC LENGTH • • • • • • • • 
SCS CURVE NUMBER • • • • • • 
TIME OF CONCENTRATION •••••• 
RAINFALL BURST DURATION ••••• 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS • • • • • 
TIME RUNOFF ENDS • • • • • • 
PEAK FLOWRATE. • • • • • 
TIME OF PEAK • • • • • • • • • • 
RUNOFF VOLUME. • • 

***** ADDED STORMWATER HYDROGRAPHS 

FIRST HYDROGRAPH . . 
SECOND HYDROGRAPH. . . . . . 
SUMMATION HYDROGRAPH . . . . 
LOCATION NODE NUMBER . . . . 
TIME RUNOFF STARTS . . . . . . . 
TIME RUNOFF ENDS . . . . . . . . 
PEAK FLOWRATE. . . . . . . . . . 
TIME OF PEAK . . . . 
RUNOFF VOLUME. . . . . . . . . . 

111 
11 

.1 ACRES 
1.00 PERCENT 

60. FEET 
71.0 

.07 HOURS 
5.0 MINUTES 

11.50 HOURS 
13.58 HOURS 

.5 CFS 
12.00 HOURS 

3.31 INCHES 

***** 

111 
319 
218 

11 
10.75 HOURS 
13.33 HOURS 

4.1 CFS 
12.00 HOURS 

5.77 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 15.INCHES <<<<< 

UPSTREAM NODE NUMBER • • • 
DOWNSTREAM NODE NUMBER • • 

PIPE DATA: 
DIAMETER • • • • • 
LENGTH • • • • • • 
SLOPE. • • • • • 

. . . . . 

. . . . 
MANNING N-VALUE. • • • • • 
MANNING PIPE FULL FLOW • 

11 
3 

15. INCHES 
114. FEET 

.90 PERCENT 
.013 
6.1 CFS 
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I 
HYDROGRAPH CHARACTERISTICS: 

I 
PEAK INFLOW RATE . . . . . . . . 4.1 CFS 
PEAK OUTFLOW RATE . . . • . 4.0 CFS 
PEAK TRAVEL TIME . . . . . . .24 MINUTES 
MANNING TRAVEL TIME. . . . . . . .39 MINUTES 

I 
I ***** SIMULATED STORMWATER HYDROGRAPH ***** 

I WATERSHED NUMBER • . . . . . . . . . 103 
LOCATION NODE NUMBER • . . . . . . . 3 

I WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. . . . . . . . . . 1.0 ACRES 
AVERAGE OVERLAND SLOPE . . . . . 1.00 PERCENT 

I 
HYDRAULIC LENGTH • . . . . . . . 240 • FEET 
SCS CURVE NUMBER • . . . . . 98.0 
TIME OF CONCENTRATION. . . . . . .08 HOURS 
RAINFALL BURST DURATION. . . . . 5.0 MINUTES 

I HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS 10.50 HOURS 

I 
TIME RUNOFF ENDS . . . . . . . 13.33 HOURS 
PEAK FLOWRATE. . . . . . 7.2 CFS 
TIME OF ,PEAK . . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . . . 6.26 INCHES 

I 
I ***** ADDED STORMWATER HYDROGRAPHS ***** 

FIRST HYDROGRAPH • . . . . . 318 

I 
SECOND HYDROGRAPH. . . . . . . . 320 
SUMMATION HYDROGRAPH . . . . . . 219 
LOCATION NODE NUMBER . . . . 3 
TIME RUNOFF STARTS . . . . . . . 10.75 HOURS 

I TIME RUNOFF ENDS . . . . . . 13.58 HOURS 
PEAK FLOWRATE. . . . . . . . . . 84.3 CFS 
TIME OF PEAK . . . . . . . . . . 12.00 HOURS 

I 
RUNOFF VOLUME. . . . . . . . 5.23 INCHES 

I ***** ADDED STORMWATER HYDROGRAPHS ***** 

FIRST HYDROGRAPH . . . . . . 103 

I SECOND HYDROGRAPH. . . . . . . . 219 
SUMMATION HYDROGRAPH . . . . 220 
LOCATION NODE NUMBER • . . . . . 3 

I 
TIME RUNOFF STARTS . . . . . . . 10.75 HOURS 
TIME RUNOFF ENDS . . . . . . . . 13.58 HOURS 
PEAK FLOWRATE. . . . . . . . . . 91.5 CFS 
TIME OF PEAK • . . . . . . . . . 12.00 HOURS 

I RUNOFF VOLUME. . . . . . . . 5.30 INCHES 

I *********** PIPE ROUTING SUMMARY ********** 
E-2'/ 
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>>>>> PIPE DIAMETER DECREASED TO 48.INCHES <<<<< 

UPSTREAM NODE NUMBER • • 
DOWNSTREAM NODE NUMBER • 

PIPE.DATA: 
DIAMETER • • • • • 
LENGTH • • • • • 
SLOPE. • • • • • • 
MANNING N-VALUE. • • • • 
MANNING PIPE FULL FLOW • 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE • • • 
PEAK OUTFLOW RATE 
PEAK TRAVEL TIME • • • 
MANNING TRAVEL TIME. • 

. . . . . 

. . . . . 

3 
2 

48. INCHES 
126. FEET 

.SO PERCENT 
.013 

101.6 CFS 

91.5 CFS 
91.3 CFS 

.15 MINUTES 

.25 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • • • • • 
LOCATION NODE NUMBER • • • • • 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. • • • • • • • 
AVERAGE OVERLAND SLOPE • • • • • 
HYDRAULIC LENGTH • • • • • • 
SCS CURVE NUMBER • • • • • • 
TIME OF CONCENTRATION. • •• 
RAINFALL BURST DURATION ••••• 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS 
TIME RUNOFF ENDS • • • • • • 
PEAK FLOWRATE. • • • • • • . • • 
TIME OF PEAK • • • • • • • • 
RUNOFF VOLUME. • • • • • • • 

102 
2 

.5 ACRES 
1.00 PERCENT 
240. FEET 
98.0 

.08 HOURS 
5.0 MINUTES 

10.50 HOURS 
13.33 HOURS 

3.6 CFS 
12.00 HOURS 

6.26 INCHES 

***** ADDED STORMWATER HYDROGRAPHS ***** 

FIRST HYDROGRAPH • • • • 
SECOND HYDROGRAPH. • • • • . 
SUMMATION HYDROGRAPH • • • • 
LOCATION NODE NUMBER • • • • 
TIME RUNOFF STARTS • . • • • 
TIME RUNOFF ENDS • • • • 
PEAK FLOWRATE. • • • • • • • • • 
TIME OF PEAK • • • • • • • • • • 
RUNOFF VOLUME. • • • • • • • • • 

102 
321 
221 

2 
10.75 HOURS 
13.58 HOURS 
94.9 CFS 

12.00 HOURS 
5.33 INCHES 

c-2.:z. 
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*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 48.INCHES <<<<< 

UPSTREAM NODE NUMBER . . . . 2 
DOWNSTREAM NODE NUMBER . . . . . . . 90 

PIPE DATA: 
DIAMETER . . . . . . . . . . 48. INCHES 
LENGTH . . . . . . . . . 92 • FEET 
SLOPE. . . . . . . . . . . . . . .65 PERCENT 
MANNING N-VALUE. . . . . . . . . .013 
MANNING PIPE FULL FLOW . . . . . 115.8 CFS 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE . . . . . . 94.9 CFS 
PEAK OUTFLOW RATE . . . . . 94.9 CFS 
PEAK TRAVEL TIME . . . . . . . . .10 MINUTES 
MANNING TRAVEL TIME. . . . . .16 MINUTES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO JO.INCHES <<<<< 

UPSTREAM NODE NUMBER . . . . . . 
DOWNSTREAM NODE NUMBER . . . . . . . 
PIPE DATA: 

DIAMETER . . . . . . . . . . . . 
LENGTH . . . . . . . . . . . 
SLOPE. . . . . . . . . . . . 
MANNING N-VALUE. . . . . . . . . 
MANNING PIPE FULL FLOW . . . 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE • • • • • • • • 
PEAK OUTFLOW RATE • • • • • • • 
PEAK TRAVEL TIME • • • • • • • • 
~ING TRAVEL TIME. • • • • • • 

90 
91 

30. INCHES 
72 • FEET 

12.40 PERCENT 
.013 

144.4 CFS 

94.9 CFS 
94.9 CFS 

.03 MINUTES 

.04 MINUTES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER INCREASED TO 54. INCHES <<<<< 

UPSTREAM NODE NUMBER • 
DOWNSTREAM NODE NUMBER 

PIPE DATA: 

. . . . . 91 
1 
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DIAMETER • • • • • • • • • 
LENGTH • • • • • • • • 
SLOPE. • • • • • • • • • 
MANNlNG N-VALUE. • • • • 
MANNING PIPE FULL FLOW • 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE •• ·• • 

. . . . . . . . 

PEAK OUTFLOW RATE • • • 
PEAK TRAVEL TIME • • • • • • 
MANNING TRAVEL TIME. • • • • • • 

54. INCHES 
24. FEET 
.35 PERCENT 

.013 
116.3 CFS 

94.9 CFS 
93.9 CFS 

.03 MINUTES 

.05 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED.NUMBER. • • • • • . • • • 101 
LOCATION NODE NUMBER • • • • • • • • 1 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. • • • • 
AVERAGE OVERLAND SLOPE • • • • • 
HYDRAULIC LENGTH • • • • • • • • 
SCS CURVE NUMBER • • • • 
TIME OF CONCENTRATION. • •• 
RAINFALL BURST DURATION ••. 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS 
TIME RUNOFF ENDS • 
PEAK FLOWRATE. • • • 
TIME OF PEAK • • • • • 
RUNOFF VOLUME. • • 

. . . 

. . . 

***** ADDED STORMWATER HYDROGRAPHS 

FIRST HYDROGRAPH . . 
SECOND HYDROGRAPH. . . . . . . . 
SUMMATION HYDROGRAPH . . . . 
LOCATION NODE NUMBER . . . . 
TIME RUNOFF STARTS . . . . . 
TIME RUNOFF. ENDS . . . . . . . . 
PEAK FLOWRATE. . . . . . . . . . 
TIME OF PEAK . . . . . . . . 
RUNOFF VOLUME. . . . . . . . . . 

1.0 ACRES 
10.00 PERCENT 

200. FEET 
74.0 

.06 HOURS 
5.0 MINUTES 

11.33 
13.58 

5.2 
12.00 

3.61 

***** 

324 
101 
222 

1 
10.75 
13.58 
100.1 
12.00 

5.23 

HOURS 
HOURS 
CFS 
HOURS 
INCHES 

HOURS 
HOURS 
CFS 
HOURS 
INCHES 

***** DETENTION POND ANALYSIS ***** 

UPSTREAM NODE NUMBER • • • • • • • • 1 
DOWNSTREAM NODE NUMBER • • • • • • • 99 

STAGE-STORAGE AND STAGE-OUTFLOW RATING CURVES GIVEN AS FOLLOW: 

POND RATING CURVES 

E'-Z4-
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D48 - JOHN DEERE, TOANO, VA 
POST-DEVELOPMENT POND ROUTING, REVISED POND 'A' (10/21/99) 

24 HOUR STORM 2S YEAR, 

~~l(L INPUT FILE: D4 8A2 SR. INP 

ws 
NO 

121 
120 
123 
122 
119 
118 
110 
109 
108 
117 
107 
116 
·106 
lOS 
llS 
114 
104 
112 
111 
103 
102 
lSS 
1S4 
1S3 
1S2 
101 

SUMMARY OUTPUT 

***** RUNOFF HYDROGRAPH DATA 

WATERSHED DATA UH PEAK ORD 
-------------------------- ------------
AREA LENGTH SLOPE 
(AC) (FT) (%) 
1.0 240. 2.00 

. s 140 . 1. 00 
1.2 270. 12.00 
1.0 280. 2.00 

. 7 2SO . 2.SO 
1.2 240. 3.30 
1. 3 320. 1. 00 

. 3 300 . 1. 30 

. 3 320 . 1. 30 
1.4 240. 8.00 

.1 130. 1. 30 

. s 200. 3.00 

. 4 240 . 3.00 
1.3 2SO. 1. so 

. 3 170. 2.00 

. 3 lSO . 2.00 

. 8 240. 1. 00 

. s lSO . 2.00 

. 1 60 . 1. 00 
1. 0 240. 1. 00 

. 4 240 . 1. 00 

. 9 160. 1. 00 

. 6 90. 1. 00 

. 6 90. 1. 00 

. 3 100 . 1. 00 
1. 0 200. 10.00 

CURVE PRF TC 
NO (CSM) (MIN) 

98.0 484. 3.4 
98.0 484. 3.1 
66.0 484. 4.8 
98.0 484. 3.9 
98.0 484. 3.1 
82.0 484. S.3 
88.0 484. 9.7 
71. 0 484. 13.8 
89.0 484. 8.2 
88.0 484. 2.7 
89.0 484. 4.0 
83.0 484. 4.6 
82.0 484. s.s 
90.0 484. 6.0 
98.0 484. 2.6 
98.0 484. 2.3 
98.0 484. 4.8 
98.0 484. 2.3 
71. 0 484. 4.4 
98.0 484. 4.8 
98.0 484. 4.8 
98.0 484. 3.S 
98.0 484. 2.2 
98.0 484. 2.2 
98.0 484. 2.4 
74.0 484. 3.3 

***** ROUTING DATA ***** 

CONDUIT CODE = 1 - PIPE 
= 2 - DITCH 
= 3 - STREAM 

***** 

HYDROGRAPH DATA 
------------------------
VOLUME PEAK PEAK TIME 

(IN) (CFS) (HRS) 
6.26 7.2 12.00 
6.26 3.6 12.00 
2.82 s.o 12.00 
6.26 7.2 12.00 
6.26 s.o 12.00 
4.4S 7.3 12.00 
S.11 7.S 12.00 
3.31 1.2 12.00 
S.22 2.0 12.00 
S.11 9.3 12.00 
S.22 . 7 12.00 
4.S6 3.1 12.00 
4.4S 2.4 12.00 
S.33 8.9 12.00 
6.26 2.2 12.00 
6.26 2.2 12.00 
6.26 S.8 12.00 
6.26 3.6 12.00 
3.31 . s 12.00 
6.26 7.2 12.00 
6.26 2.9 12.00 
6.26 6.S 12.00 
6.26 4.3 12.00 
6.26 4.3 12.00 
6.26 2.2 12.00 
3.61 S.2 12.00 

CONDUIT DATA PEAK FLOW DATA 

CONNECTING 
NODE NOS 

21 20 
20 19 
23 19 

---------------------------------------
CODE LENGTH SLOPE DIA-WIDTH MANNING 

NO (FT) (%) (IN-FT) N-VALUE 
1 108. .so 18. .013 
1 180. . 2S 24 . .013 
1 22. . 6S lS . .013 

INFLOW 
(CFS) (HR) 

7. 12.00 
11. 11. 92 
s. 12.00 

OUTFLOW 
(CFS) (HR) 

7. 11.92 
11. 11.92 
s. 12.00 
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22 19 1 102. 1.41 lS. . 013 7 . 12.00 7. 11.92 
19 18 1 96. .90 30. .013 28. 12.00 28. 12.00 
18 6 1 194. .7S 30. .013 3S. 12.00 3S. 11.92 
10 9 1 60. .so 24. . 013 8 . 12.00 7. 12.00 

9 8 1 42. 2.0S lS. . 013 9 . 12.00 9. 12.00 
8 7 1 116. 2.43 18. . 013 11 . 12.00 11. 12.00 

17 7 1 118. 1. 00 18. . 013 9 . 12.00 9. 12.00 
7 16 1 66. 1.10 24. . 013 20 . 12.00 20. 12.00 

16 6 1 64. 1.10 24. . 013 24 . 12.00 23. 12.00 
6 s 1 174. .3S 48. .013 60. 12.00 60. 12.00 
s 4 1 128. .30 48. . 013 69. 12.00 69 . 12.00 

lS 14 1 40. 1.00 12. . 013 2 . 12.00 2 . 12.00 
14 4 1 120. 1.00 lS. . 013 4 . 12.00 4. 11. 92 

4 3 1 128. .3S 48. . 013 79 . 12.00 79. 12.00 
12 11 1 16. 1. 00 lS. . 013 4 . 12.00 4. 12.00 
11 3 1 114. .90 lS. . 013 4 . 12.00 4. 11. 92 

3 2 1 126. .so 48. . 013 90. 12.00 90 . 12.00 
2 90 1 92. .6S 48. .013 93. 12.00 93. 12.00 

SS S4 1 128. 1.10 lS. . 013 6 . 12.00 6. 11.92 
S4 S3 1 128. 1.20 18. . 013 11 . 11. 92 11. 11.92 
S3 S2 1 130. 2.30 18. . 013 lS . 11. 92 lS. 11. 92 
S2 90 1 160. 1.13 24. . 013 17 . 11. 92 17. 11.92 
90 91 1 72. 12.40 30. . 013 110 . 12.00 110. 12.00 
91 1 1 24. .3S S4. .013 110. 12.00 109. 12.00 

***** POND DATA ***** 

POND CODE = 1 - EXISTING POND 
= 2 - USER DESIGNED POND 
= 3 - ROAD CROSSING 

PEAK FLOW DATA 
-------------------------- HYDROGRAPH MAXIMUM 

CONNECTING CODE INFLOW OUTFLOW VOLUME WSE 
NODE NOS NO (CFS) (HR) (CFS) (HR) (IN) 

~ 1 99 1 llS. 12.00 76. 12.08 3.23 

EM•A. Sfw 
***** ADDED HYDROGRAPHS DATA ***** AT 81., 

SUMMATION HYDROGRAPH OtC.. 
ADDED -----------------------------------------------------

NODE HYD HYD NOS PEAK PEAK TIME HYD VOLUME BASE FLOW DRAINAGE AREA 
NO NO 1st 2nd (CFS) (HRS) (INCHES) (CFS) (ACRES) 
20 201 120 301 11. 11. 92 6.26 .0 1. s 
19 202 302 119 16. 11.92 6.26 . 0 2.2 
19 203 303 304 12. 12.00 4.38 . 0 2.2 
19 204 203 202 28. 12.00 S.32 . 0 4.4 
18 20S 30S 118 3S. 12.00 S.13 .0 S.6 

9 206 109 307 9. 12.00 4.77 . 0 1.6 
8 207 308 108 11. 12.00 4.84 . 0 1.9 
7 208 309 107 11. 12.00 4.86 . 0 2.0 
7 209 310 208 20. 12.00 4.96 . 0 3.4 

16 210 116 311 24. 12.00 4.91 .0 3.9 
6 211 306 312 S8. 12.00 S.04 . 0 9.S 
6 212 106 211 60. 12.00 S.02 . 0 9.9 
s 213 lOS 313 69. 12.00 S.06 . 0 11. 2 

14 214 114 31S 4. 12.00 6.26 .0 . 6 
4 21S 314 316 73. 12.00 S.12 . 0 11. 8 

6·~ 
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4 216 104 215 79. 12.00 5.19 .0 12.6 
11 217 111 318 4. 12.00 5.77 . 0 . 6 

3 218 319 317 83. 12.00 5.22 . 0 13.2 
3 219 103 218 90. 12.00 5.29 . 0 14.2 
2 220 102 320 93. 12.00 5.32 .0 14.6 

54 221 154 322 11. 11.92 6.26 .0 1.5 
53 222 323 153 15. 11.92 6.26 . 0 2.1 
52 223 324 152 17. 11.92 6.26 . 0 2.4 
90 224 321 325 110. 12.00 5.45 . 0 17.0 

1 225 101 327 115. 12.00 5.35 . 0 18.0 
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D48 PROJECT COLUMBIA, TOANO, VIRGINIA 
POST-DEVELOPMENT POND ROUTING, EXISTING BMP POND 
25 YEAR, 24 HOUR STORM 

INPUT FILE: D48E25.INP 

***** DESIGN RAINFALL DATA ***** 

RETURN PERIOD. • • • • • • • • • 25 YEARS 
EVENT DURATION ••••••••••• 24.00 HOURS 
SCS RAINFALL PATTERN TYPE. • • • 2 
ACCUMULATED DEPTH. • • • • • • • • • 6.50 INCHES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER . . . . . . . . . . 145 
LOCATION NODE NUMBER . . . . . . 45 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. . . . . . . . . . .6 ACRES 
AVERAGE OVERLAND SLOPE . . . . . 2.00 PERCENT 
HYDRAULIC LENGTH . . . . . . . . 240 • FEET 
SCS CURVE NUMBER . . . . . . 98.0 
TIME OF CONCENTRATION. . . . .06 HOURS 
RAINFALL BURST DURATION. . . . . 5.0 MINUTES 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS . . . . . . . 10.50 HOURS 
TIME RUNOFF ENDS . . . . . . 13.33 HOURS 
PEAK FLOWRATE. . . . . . . . 4.3 CFS 
TIME OF PEAK . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . 6.26 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 15.INCHES <<<<< 

UPSTREAM NODE NUMBER • • 
DOWNSTREAM NODE NUMBER • 

PIPE DATA: 
DIAMETER •••• 
LENGTH • • • • • • 
SLOPE. • • • • • 
MANNING N-VALUE. • • • • • • 
MANNING PIPE FULL FLOW • • • • • 

HYDROGRAPH CHARACTERISTICS: 
PEAK INFLOW RATE • • • • 

45 
44 

15. INCHES 
108. FEET 
1.00 PERCENT 
.013 
6.5 CFS 

4.3 CFS 
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PEAK OUTFLOW RATE • • • • 
PEAK TRAVEL TIME • • • • • 
MANNING TRAVEL TIME. • • • 

. . . . . . . . . 
4.3 CFS 
.21 MINUTES 
.35 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER . . . . . . . . . . 144 
LOCATION NODE NUMBER . . . . . . 44 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. . . . . . . . .5 ACRES 
AVERAGE OVERLAND SLOPE . . . . . 1.00 PERCENT 
HYDRAULIC LENGTH . . . . . . . . 140. FEET 
SCS CURVE NUMBER . . . . 98.0 
TIME OF CONCENTRATION. . . . . . .05 HOURS 
RAINFALL BURST DURATION. . . . . s.o MINUTES 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS . . . . . . . 10.50 HOURS 
TIME RUNOFF ENDS . . • . . . 13.33 HOURS 
PEAK FLOWRATE. . . . . . . . 3.6 CFS 
TIME OF PEAK . . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . • . . . . . 6.26 INCHES 

***** ADDED STORMWATER HYDROGRAPHS ***** 

FIRST HYDROGRAPH . . . . . . . . 144 
SECOND HYDROGRAPH. . . . . . . . 301 
SUMMATION HYDROGRAPH . . . . 201 
LOCATION NODE NUMBER . . . . 44 
TIME RUNOFF STARTS . . . . . . . 10.50 HOURS 
TIME RUNOFF ENDS . . . . . . . . 13.17 HOURS 
PEAK FLOWRATE. . . . . . . . 7.9 CFS 
TIME OF PEAK . . . . . . . . 12.00 HOURS 
RUNOFF VOLUME. . . . . . . . 6.26 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER INCREASED TO 24. INCHES <<<<< 

UPSTREAM NODE NUMBER • • • • • • • • 
DOWNSTREAM NODE NUMBER • • • • • • • 

PIPE DATA: 
DIAMETER • • • • • 
LENGTH • • • • • • 
SLOPE. • • • • • • 
MANNING N-VALUE. • • • • • • 
MANNING PIPE FULL FLOW • • • • • 

HYDROGRAPH CHARACTERISTICS: 

44 
43 

24. INCHES 
160. FEET 

.50 PERCENT 
.013 
16.0 CFS 
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PEAK INFLOW RATE ••• 
PEAK OUTFLOW RATE 
PEAK TRAVEL TIME • • • 
MANNING TRAVEL TIME. • 

. . . . . . . . . . . . . . . . . . 
7.9 CFS 
7.8 CFS 
.35 MINUTES 
.58 MINUTES 

***** SIMULATED STORMWATER HYDROGRAPH ***** 

WATERSHED NUMBER • • • • • • • • 
LOCATION NODE NUMBER • • • • • • • • 

WATERSHED CHARACTERISTICS: 
DRAINAGE AREA. • • • • • • • 
AVERAGE OVERLAND SLOPE • • • • • 
HYDRAULIC LENGTH • • • • • • • • 
SCS CURVE NUMBER • • • • 
TIME OF CONCENTRATION •• 
RAINFALL BURST DURATION. 

HYDROGRAPH CHARACTERISTICS: 
TIME RUNOFF STARTS 
TIME RUNOFF ENDS • • • • • • • • 
PEAK FLOWRATE. 
TIME OF PEAK • • . . . . . . 
RUNOFF VOLUME. • • • • • • • • • 

***** ADDED STORMWATER HYDROGRAPHS 

FIRST HYDROGRAPH • • • 
SECOND HYDROGRAPH. • • • • • • • 
SUMMATION HYDROGRAPH • 
LOCATION NODE NUMBER • • 
TIME RUNOFF STARTS • • • • • 
TIME RUNOFF ENDS • • • • • • 
PEAK FLOWRATE. • • • • • 
TIME OF PEAK • • • • • • • • • • 
RUNOFF VOLUME. • • • 

143 
43 

.4 
1.50 
340. 
92.0 

.12 
5.0 

10.75 
13.33 

2.8 
12.00 

5.56 

***** 

302 
143 
202 

43 

ACRES 
PERCENT 
FEET 

HOURS 
MINUTES 

HOURS. 
HOURS 
CFS 
HOURS 
INCHES 

10.58 HOURS 
13.42 HOURS 
10.7 CFS 

11.92 HOURS 
6.07 INCHES 

*********** PIPE ROUTING SUMMARY ********** 

>>>>> PIPE DIAMETER DECREASED TO 15.INCHES <<<<< 

UPSTREAM NODE NUMBER • • • • • • • • 
DOWNSTREAM NODE NUMBER • • • • • 

PIPE DATA: 
DIAMETER • • • • • 
LENGTH • • • • • • . . . . . . . 
SLOPE. • • • • • • • • • • • • • 
MANNING N-VALUE. • • • • 
MANNING PIPE FULL FLOW • • • • • 

43 
42 

15. INCHES 
144. FEET 
5.00 PERCENT 
.013 
14.4 CFS 
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AppendixF 

100 Year, 24 Hour Storm Routing 

PROJECT COLUMBIA, JAMES CITY COUNTY, VIRGINIA I STORMW ATER, EROSION & SEDIMENT CONTROL PLAN 
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ws 
NO 

121 
120 
123 
122 
119 
118 
110 
109 
108 
117 
107 
116 
106 
105 
115 
114 
104 
112 
111 
103 
102 
155 
154 
153 
152 
101 

D48 - JOHN DEERE, TOANO, VA 
POST-DEVELOPMENT POND ROUTING, REVISED POND 
100 YEAR, 24 HOUR STORM 

INPUT FILE: D48AlOOR.INP 

SUMMARY OUTPUT 

***** RUNOFF HYDROGRAPH DATA 

WATERSHED DATA UH PEAK ORD 
-------------------------- ------------
AREA 
(AC) 
1.0 

. 5 
1.2 
1.0 

. 7 
1.2 
1. 3 

.3 

. 3 
1.4 

.1 

. 5 

. 4 
1.3 

. 3 

. 3 

. 8 

. 5 

.1 
1. 0 

. 4 

. 9 

. 6 

. 6 

. 3 
1.0 

LENGTH 
(FT) 
240. 
140 . 
270. 
280. 
250 . 
240. 
320. 
300. 
320. 
240. 
130. 
200 . 
240. 
250. 
170 . 
150 . 
240. 
150. 

60. 
240. 
240. 
160. 

90 . 
90 . 

100 . 
200. 

SLOPE 
(%) 
2.00 
1. 00 

12.00 
2.00 
2.50 
3.30 
1. 00 
1. 30 
1. 30 
8.00 
1.30 
3.00 
3.00 
1. 50 
2.00 
2.00 
1. 00 
2.00 
1. 00 
1. 00 
1. 00 
1. 00 
1. 00 
1. 00 
1. 00 

10.00 

CURVE PRF TC 
NO (CSM) (MIN) 

98.0 484. 3.4 
98.0 484. 3.1 
66.0 484. 4.8 
98.0 484. 3.9 
98.0 484. 3.1 
82.0 484. 5.3 
88.0 484. 9.7 
71. 0 484. 13.8 
89.0 484. 8.2 
88.0 484. 2.7 
89.0 484. 4.0 
83.0 484. 4.6 
82.0 484 . 5.5 
90.0 484. 6.0 
98.0 484. 2.6 
98.0 484. 2.3 
98.0 484. 4.8 
98.0 484 . 2.3 
71. 0 484. 4.4 
98.0 484. 4.8 
98.0 484 . 4.8 
98.0 484. 3.5 
98.0 484. 2.2 
98.0 484. 2.2 
98.0 484. 2.4 
74.0 484. 3.3 

***** ROUTING DATA ***** 

CONDUIT CODE = 1 - PIPE 
= 2 - DITCH 
= 3 - STREAM 

CONDUIT DATA 
---------------------------------------

CONNECTING CODE LENGTH SLOPE DIA-WIDTH MANNING 
NODE NOS NO (FT) (%) (IN-FT) N-VALUE 

21 20 1 108. . so 24 . .013 
20 19 1 180. . 25 30 . .013 
23 19 1 22. . 65 18 . .013 

'A' (10/21/99) 

***** 

HYDROGRAPH DATA 
------------------------
VOLUME PEAK PEAK TIME 

(IN) (CFS) (HRS) 
7.66 8.8 12.00 
7.66 4.4 12.00 
3.93 6.9 12.00 
7.66 8.8 12.00 
7.66 6.1 12.00 
5.76 9.3 12.00 
6.47 9.4 12.00 
4.49 1. 6 12.00 
6.59 2.5 12.00 
6.47 11.6 12.00 
6.59 . 8 12.00 
5.88 3.9 12.00 
5.76 3.1 12.00 
6.71 11. 0 12.00 
7.66 2.6 12.00 
7.66 2.6 12.00 
7.66 7.0 12.00 
7.66 4.4 12.00 
4.49 . 6 12.00 
7.66 8.8 12.00 
7.66 3.5 12.00 
7.66 7.9 12.00 
7.66 5.3 12.00 
7.66 5.3 12.00 
7.66 2.6 12.00 
4.84 6.8 12.00 

PEAK FLOW DATA 

INFLOW 
(CFS) (HR) 

9. 12.00 
13. 11. 92 

7. 12.00 

OUTFLOW 
(CFS) (HR) 

9. 11.92 
13. 11.92 

7. 12.00 
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22 19 1 102. 1.41 18. . 013 9 . 12.00 9. 11.92 
19 18 1 96. .90 30. . 013 35 . 12.00 34. 11. 92 
18 6 1 194. . 75 36 . . 013 44 . 12.00 44. 11.92 
10 9 1 60. .50 24. .013 9 . 12.00 9. 12.00 

9 8 1 42. 2.05 15. . 013 11 . 12.00 9. 12.00 
8 7 1 116. 2.43 18. . 013 12 . 12.00 12. 12.00 

17 7 1 118. 1. 00 24. .013 12. 12.00 11. 12.00 
7 16 1 66. 1.10 30. . 013 24 . 12.00 24. 12.00 

16 6 1 64. 1.10 30. .013 28. 12.00 28. 12.00 
6 5 1 174. .35 48. .013 74. 12.00 74. 12.00 
5 4 1 128. .30 54. .013 85. 12.00 85. 12.00 

15 14 1 40. 1. 00 12. .013 3. 12.00 3 . 12.00 
14 4 1 120. 1. 00 15. . 013 5 . 12.00 5 . 11. 92 

4 3 1 128. .35 54. . 013 97 . 12.00 97. 12.00 
12 11 1 16. 1. 00 15. . 013 4 . 12.00 4. 12.00 
11 3 1 114. .90 15. . 013 5 . 12.00 5. 11. 92 

3 2 1 126. .50 54. . 013 111 . 12.00 111. 12.00 
2 90 1 92. .65 48. . 013 114 . 12.00 114. 12.00 

55 54 1 128. 1.10 18. .013 8. 12.00 8. 11.92 
54 53 1 128. 1.20 24. . 013 13 . 12.00 13. 11.92 
53 52 1 130. 2.30 24. . 013 18 . 11. 92 18. 11.92 
52 90 1 160. 1.13 24. .013 21. 11. 92 21. 11.92 
90 91 1 72. 12.40 30. . 013 135 . 11.92 133. 11.92 
91 1 1 24. .35 60. .013 133. 11.92 132. 11. 92 

***** POND DATA ***** 

POND CODE = 1 - EXISTING POND 
= 2 - USER DESIGNED POND 
= 3 - ROAD CROSSING 

PEAK FLOW DATA 
-------------------------- HYDROGRAPH MAXIMUM 

CONNECTING CODE INFLOW OUTFLOW VOLUME WSE 
NODE NOS NO (CFS) (HR) (CFS) (HR) (IN) 

~ 1 99 1 141. 12.00 120. 12.00 4.58 ,. .. , ., ~ 
***** ADDED HYDROGRAPHS DATA ***** 

"~ ;:. , z.s 
SUMMATION HYDROGRAPH 

ADDED -----------------------------------------------------
NODE HYD HYD NOS PEAK PEAK TIME HYD VOLUME BASE FLOW DRAINAGE AREA 

NO NO 1st 2nd (CFS) (HRS) (INCHES) (CFS) (ACRES) 
20 201 120 301 13. 11. 92 7.66 .0 1. 5 
19 202 302 119 19. 11.92 7.66 . 0 2.2 
19 203 303 304 16. 12.00 5.62 .0 2.2 
19 204 203 202 35. 12.00 6:64 . 0 4.4 
18 205 305 118 44. 12.00 6.45 . 0 5.6 

9 206 109 307 11. 12.00 6.10 . 0 1. 6 
8 207 308 108 12. 12.00 6.18 . 0 1.9 
7 208 309 107 13. 12.00 6.20 . 0 2.0 
7 209 310 208 24. 12.00 6.31 .0 3.4 

16 210 116 311 28. 12.00 6.25 . 0 3.9 
6 211 306 312 71. 12.00 6.37 . 0 9.5 
6 212 106 211 74. 12.00 6.35 . 0 9.9 
5 213 105 313 85. 12.00 6.39 . 0 11.2 

14 214 114 315 5 . 12.00 7.66 . 0 . 6 
4 215 314 316 90. 12.00 6.45 . 0 11. 8 

0·42. 
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4 216 104 215 97. 12.00 6.53 . 0 12.6 
11 217 111 318 5. 12.00 7.13 . 0 . 6 

·3 218 319 317 102. 12.00 6.56 . 0 13.2 
3 219 103 218 111. 12.00 6.64 . 0 14.2 
2 220 102 320 114. 12.00 6.66 . 0 14.6 

54 221 154 322 13. 12.00 7.66 . 0 1.5 
53 222 323 153 18. 11.92 7.66 . 0 2.1 
52 223 324 152 21. 11.92 7.66 . 0 2.4 
90 224 321 325 135. 11. 92 6.80 . 0 17.0 

1 225 101 327 141. 12.00 6.70 . 0 18.0 
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AppendixG 

Outlet Ditch Velocity Calculations 

PROJECT COLUMBIA, JAMES CI1Y COUNTY, VIRGINIA 
STORMWATER, EROSION & SEDIMENT CONTROL PLAN 
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Trapezoidal Channel Analysis & Desiqn 
Open Channel - Uniform flow 

Worksheet Name: Pond 'A' Outfall 

Comment: Pond 'A' Outfall Ditch 

Solve For Depth 

Given Input Data: 

Bottom Width ••••• 
Left Side Slope •• 
Riqht Side Slope. 
Manninq's n •••••• 
Channel Slope •••• 
Discharqe •••••••• 

Computed Results: 

Depth • ..••••••••. 
Velocity ••••••••• 
Flow Area •••••••• 
Flow Top Width ••• 
Wetted Perimeter. 
Critical Depth ••• 
Critical Slope ••• 
Froude Number •••• 

12.00 ft 
3.00:1 (H:V) 
3.00:1 (H:V) 
0.035 
0.0050 ft/ft 

75.70 cfs 

1.44 ft 
3.22 fps 

23.48 sf 
20.63 ft 
21.10 ft 

0.98 ft 
0.0195 ft/ft 
0.53 (flow is Subcritical) 

Open Channel Flow Module, Version 3.43 (c) 1991 
Haestad Methods, Inc. * 37 Brookside Rd * Waterbury, Ct 06708 

~-I 



WC055_STONEHOUSE_COMMERCE_PARK - 088

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

Appendix ff 

Temporary Sediment Basin 
Design Data Sheets 

PROJECT COLUMBIA, JAMES CITY COUNfY, VIRGINIA 
STORMW ATER, EROSION & SEDIMENT CONTROL PLAN 
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.. ·"l' 

1992 3.14 

TEMPORARY SEDIMENT BAsIN DESIGN DATA SHEET 
} _ ~ ' :' ~ ~T-;:t • .~ i • ' :~~/,·./~- f 

(with or ~thout ~n emergency spill~~y) 

Project __ f..i......:..~....;;.~=.-;:;_;r-__ Co;;;....:.;;L:...=;.v~~_;;~::......' .....;.A_~(_O_k_&,.L.) __ _ 

Location A) Of'lH oF PAl21A,./~ !..-OT 

Total area draining to basin: acres. 

Basin Volume Desiin 

Wet Storage: 

1. 

2. 

3. 

4. 

5. 

6. 

Dry Storage: 

7. 

Minimum required volume = 67 cu. yds. x Total Drainage Area (acres). 

67 cu. yds. x l(p acres = /072. cu. yds. ( Zg114-4G.f) 

Available basin volume = 12 34- cu. yds. at elevation 85.2.S" . (From 
storage - elevation curve) 

Excavate ¢ cu. yds. to obtain required volume*. 

* Elevation corresponding to required volume = invert of the dewatering 
orifice. 

Available volume before cleanout required. 

33 cu. yds. x J b acres = Sig cu. yds. ( 14; Ub .<:!.f-) 

Elevation corresponding to cleanout level = 84. 2 7 . 

(From Storage - Elevation Curve) 

Distance from invert of the dewatering orifice to cleanout level = /. Z 7 ft. 
(Min. = 1.0 ft.) 

Minimum required volume = 67 cu. yds. x Total Drainage Area (acres). 

· 67 cu. yds. x ) b acres = ~ 072.- cu. yds. 

III - 112 H-C 
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I - / 
I ,./!:/ 1992 3.14. ~:~{ 

.t" 

IL s. 
Total available basin volume at crest of riser• = 3 :f 8 a cu. yds. at · ··" 
elevation 8S,5'o . (From Storage - Elevation Curve) 

1

1'6 '14' 1 c.~ .. ;·;;:. 

= z'ffl c..y I & 
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• Minimum = 134 cu. yds./acre of total drainage area. 

9. Diameter of dewatering orifice = ___ 6.::.· ~--in. use- bt!: PvC-
,~ • i·"i~- I 

cJ " 10. Diameter of flexible tubing = _ ___..CJ~ __ in. (diameter of dewatering orifice 
plus 2 inches). 

Preliminacy Design Elevations 

11. Crest of Riser = 88. 5' 6 

Top of Dam = -~-'-2...;._._2.o __ 

Design High Water = 8~.~b (25'i fl. SThcz.t.A l (s-e~ fA-JC.. L;_ 
of (2..E:P~T ) 

Upstream Toe of Dam = 8 3.()() 

Basin Shape 

Runoff 

12. 

13. 

Length of Flow 
Effective Width 

.L_ 
We 

= 
40 
- :. 0,33 
/2-<J 

If > 2, baffles are not required _____ _ 

X /2D I ...!::= • . ~ :;: 2.4-
lf < 2, baffles are required --~--O_S~t w~ - / tu) b ~ ..-

= ,J/A cfs 
• 

(From Chapter 5) 

14. 025 = I Ob.\ cfs 

75.7 c..f, 
(From Chapter 5) (t,J fi...<>i,J "'lD Po~ D) 
( 00 rFi...av-J f {i..)""' PoN c) Qi-( ':.. 

Principal Spillway Design 

15. With emergency spillway, required spillway capacity OP = 0 2 = ~(A cfs. 
(riser and barrel) 

Without emergency spillway, required spillway capacity OP= 0 25 = 7!;7 cfs. 

(riser and barrel) (I' r\'\ «..<Jvllt-14. 2.5 "<ef\<'._. Th lZ.o·lfcr-( pr-1,._.k..1 p;..1.-

sr \ \.. '- v.>I\ i. J 
III - 113 
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3.14 

16. With emergency spillway: 

Assumed available head (h) = ___._t4_,_.YA......__ ft. (Using Qi} ··-
h = Crest of Emergency Spillway Elevation Crest of Riser Elevation 

Without emergency spillway: S,,91:, -8B.So 

Assumed available head (h) = r /, 8 '2 I ft. (Using 025) 

h = Design High Water Elevation - Crest of Riser Elevation 

17. Riser diameter (Dr) = in. Actual head (h) = J.?; ~ ft. 

4'5aJA{2..€: 12l~~ L7- l(i.,' ~ 
(From Plate 3.14-8.) Q; oLJ-.'.S- :: 3 (itt,)(i:3t~)'· '= 7b, J cf 
~: Avoid orifice flow conditions. -

18. 
t 

Barrel length (1) = I 'i D ft. 

Head (H) on barrel through embankment= ~.8l' ft. e,c:;,gb...-810 

(From Plate 3.14-7). 

Barrel diameter = 3 6 
11 

in. 
'SEE'" !-\W Ct!A/2..T ON PA4f" ~ 

19. 

20. 

CA(l(l;c.1 1'( a f 4-B ""<2 C>. ~D 1 :"' .80<:.fr 
(From Plate 3.14-B [concrete pipe] or Plate 3.14-A [corrugated pipe]). 

#b 
!rash rack and ;anti-vortex device ~AR 

Diameter = _.. inches. 

Height = I?' inches. 

(From Table 3.14-D). 

Enier~ency Spillway Desi~n 

21. Required spillway capacity Oe = 0 25 - OP = cfs. -----
22. Bottom Width (b) = ft.; the slope of the exit channel (s) = 

___ ft./foot; and the minimum length of the exit channel (x) = 
ft. ---

(From Table 3.14-C). 

III - 114 
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1992 3.14 

Anti-See.p Collar Desi~ >J/ A fJA~~tJ~e"1T L l 0 f 

23. Depth of water at principal spillway crest (Y) = :S-:S' ft. (AY ctC>·r, of~~ 
Slope of upstream face of embankment (Z) = :1. 

Slope of principal spillway barrel (Si,) = t . . c · % 

Length of barrel in saturated zone (L5) = ___ ft. 

24. Number of collars required = dimensions = 
~-- -----

(from Plate 3.14-12). 

Final Desiill Elevations 

25. Top of Dam = 't 2, 20 

· Design High Water = 81. 8G:, 

Emergency Spillway Crest = 8<} · q O 

Principal Spillway Crest = 8 8 • ~ b 

Dewatering Orifice Invert = 85. U 

Cleanout Elevation = 8 4. 2-.-7 

Elevation of Upstream Toe of Dam 
or Excavated Bottom of "Wet Storage 
Area" (if excavation was performed) = 83.oo 

III - 115 
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AND GEOTECHNICAL ENGINEERING ANALYSIS 

Conducted on 

STONEHOUSE INDUSTRIAL SITE 
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ENGINEERING CONSULTING SERVICES, LTD. 
Geotechnical • Construction Materials • Environmental 

Mr. Steve Campitell 
Stonehouse, Inc. 
530 East Park Court, Suite A 
Sandston, VA 23150 

February 16, 1999 

ECS Project No. 5020 

Reference: Preliminary Subsurface Exploration and 
Geotechnical Engineering Analysis 
Stonehouse Industrial Site 
James City County, Virginia 

Dear Mr. Campitell: 

Engineering Consulting Services, Ltd. (ECS, Ltd.) is pleased to provide Stonehouse, Inc. with 
the results of our preliminary subsurface exploration performed at the Stonehouse Commerce 
Park in northwestern.James City County, Virginia. This report was prepared in accordance with 
ECS, Ltd. Proposal No. R4703-PR dated February 2, 1999. 

This report presents the results of the field exploration, laboratory testing, and engineering 
analysis, with our preliminary planning recommendations for foundations, floor slabs, and 
earthwork operations associated with industrial type construction. 

We appreciate this opportunity to be of service to Stonehouse, Inc. and look forward to working 
with you as the project proceeds. If there are any questions regarding the contents of this report, 
or if there is need for further information, please contact us. 

Respectfully, 

-~~THop~.. L..(} f'"4,L_ 
G CONSULTING SERVI~~~· Q 

'/ %_ \ avid E. Stinnette, P .E. 
Vice President 
Richmond Branch Manager U No.019982 

o ROBERT c. MOSS. m if ngineering Services Manager 

"° 15 
Copies: (2) Client ~~~... 

6
.$1_ 

(1) Mr. Keith Taylor- JC 1~iqkt~ent 
(3) Mr. Phil Tuning - Virginia ~~J'.relopment Partnership 

GEOTECH/RE~W~~i~t~th Hamilton Street, Richmond Virginia 23230 • (804) 353-6333 •Fax (804) 353-9478 

Offices: Richmond, VA• Washington, D.C. •Norfolk, VA• Williamsburg, VA• Roanoke, VA• Fredericksburg, VA• Danville, VA 

Baltimore, MD • Frederick, MD •Research Triangle Park, NC• Wibnington, NC• Charlotte, NC• Greensboro, NC• Greenville, SC• Atlanta, GA 
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PROJECT OVERVIEW 

Executive Summary 

This report presents the_ results of our preliminary subsurface exploration and geotechnical 
engineering analysis for the proposed Stonehouse Industrial Park site. The site is located in the 
Stonehouse Commerce Park one half mile east of the intersection of U.S. Route 30 and Interstate 
64 in northwestern James City County, Virginia. The proposed project site is planned for 
industrial manufacturing/distribution usage. The total area available for development includes 
about 50 acres. The development will include a one story, high bay structure containing up to 
350,000 square feet in plan area. ·Given the topographic relief of the site, cuts on the order of 15 
feet and fills on the order of 30 feet may be required to grade the site. 

Site stratigraphy includes primarily granular soils (Sands) which generally extend to boring 
termination (25 ft). Based on this, the site is well suited for shallow foundations supporting 
column loads up to about 250 kips with settlements less than one inch. As foundation bearing 
will largely be controlled by settlement, the compatibility of higher foundation loads with spread 
footing support will depend on settlement tolerances. For foundation loads in excess of about 
250 kips but less than about 300 kips, settlements on the order of one and one half inches are 
estimated. For loads in excess of about 300 kips, a deep foundation system may be most 
desirable. As the site is underlain by loose to medium dense Sands, driven timber piles or 
precast concrete piles would be well suited to this site. Auger cast in place piles and caissons can 
also be employed in this subsurface environment. These deep foundation types are readily 
available in this region. 

The predominant soils which will be used in cuts and fills as were encountered in the top 15 to 
20 feet in the higher site elevations consist of Silty and Clayey Sands and Sandy Clays. These 
soils should serve adequately in preparation of structural building pads and pavement subgrades .. 
Depending on final design elevations, the grading may require relatively deep fills. 

Groundwater was located at depths 20 or mo.r~ feet below the existing surface in the higher site 
elevations. With existing surface elevations ·ranging from 70 to 120 feet in the primary grading 
areas and considering cuts will probably be limited to 15 feet, the static groundwater table will 
not adversely affect site grading activities. Perched water occurs in ravine bottoms and may 
require dewatering prior to fill placement. Where filling is required in ravine bottoms, 
installation of French drains to canalize spring flows below the fills may be necessary. Some 
undercutting of soft, wet soils from ravine bottoms should also be anticipated. 
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Information regarding building loads, grading plans, and specific development characteristics 
was not available at the time of this reporting. The recommendations contained herein, therefore, 
should be considered preliminary in nature. It is anticipated that additional soil borings will be 
performed upon completion of a site development plan. 

Further information regarding the subsurface exploration procedures used, soil conditions 
encountered, and preliminary commentary for foundation, ground slab, and pavement design, 
earthwork operations and construction considerations is included in the text of this report. 

Scope of Work 

The conclusions and commentary contained in this report are based upon a total of eight (8) soil 
test borings drilled to planned depths of 25 feet below the existing grades, a site reconnaissance 
performed by the Geotechnical Engineer, and laboratory test results of boring samples. The 
boring locations were prescribed by the client and were located in the field by a surveyor under -
contract to the client. 

The recommendations contained herein are preliminary in nature and were developed based on 
estimated building characteristics and the data obtained in the soil test borings which indicate 
subsurface conditions at these specific locations at the time of the exploration. It is anticipated 
that additional soil borings will be performed upon completion of a more specific site 
development plan. 

Purposes of Exploration 

The purposes of this exploration were to explore the soil and groundwater conditions at the site 
and to develop preliminary geotechnical engineering commentary to guide planning and 
evaluate feasibility for development of the site. We accomplished these purposes by drilling 
preliminary borings to explore the subsurface soil and groundwater conditions, performing a site 
reconnaissance, performing laboratory tests _o!J. selected samples, and analyzing the field and 
laboratory data to develop appropriate ·engineering commentary regarding preliminary 
foundation, slab, and pavement design, and earthwork and general construction considerations. 

Project Characteristics 

It is anticipated that the Stonehouse Commerce Park site will be developed for industrial 
manufacturing/distribution usage. High bay, steel frame structures with masonry, metal, or tilt 
up walls will be employed. For this type of structure, we estimate general foundation loads will 
range between 50 and 150 kips for columns and 2 to 6 kips/ft for walls. 
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Ground slabs will support distributed loading of 150 to 500 psf with machine or storage pads 
potentially supporting loads of 1000 to 1500 psf. Loading docks with concrete aprons are 
anticipated to be part of the construction. Pavements will support both light automobile traffic as 
well as heavy tractor trailer traffic. 

Information regarding grading plans and specific development characteristics was not available 
at the time of this reporting. Topographic information contained herein was obtained from an 
undated conceptual site plan provided by the client and the U.S.G.S. mapping of the Toano, VA 
Quadrangle. Based on the general topography of the site, it is anticipated that cuts of up to 15 
feet might occur in the southern and central portions of the site with fills on the order of 20 to 30 
feet in the northeast and southwest comers of the site in order to establish site grades prior to 
future development. This is based on an estimated finished floor elevation of about 105 feet. 

Stormwater management for the site will likely include excavation of Stormwater Management 
Facilities (dry detention ponds). We anticipate that material removed from the pond areas will be 
used as Engineered Fill in the grading operations. 

EXPLORATION PROCEDURES 

Subsurface Exploration Procedures 

On February 16 and 17, 1999, a total of eight (8) soil borings were performed with an ATV 
mounted CME 45 drill rig. The drilling rig utilized continuous-flight, hollow-stem augers to 
advance the boreholes. Drilling fluid was not used in this process. The borings were advanced 
to the prescribed depth of 25 feet below the existing site grades. The borings were performed at 
approximate locations prescribed by the client. Actual boring locations are approximately 
indicated on the Boring Location Diagram included in Appendix III. 

Representative samples were obtained by ~eans of the split-barrel sampling procedure in 
accordance with ASTM Specification D-1586. In this procedure, a 2 inch O.D., split barrel 
sampler is driven into a soil a distance of 24 or 18 inches by a 140-pound hammer falling 30 
inches. The number of blows required to drive the sampler through a 12-inch interval is termed 
the Standard Penetration Test (SPT) Value and is indicated for each sample on the boring logs. 
This value can be used as a qualitative indication of the in-place relative density of cohesionless 
soils. In a less reliable way, it also indicates the consistency of cohesive soils. This indication is 
qualitative, since many factors can significantly affect the Standard Penetration resistance value 
and thus prevent a direct correlation between drill crews, drill rigs, drilling procedures, and 
hammer-rod-sampler assemblies. Samples were taken continuously to a depth of 10 feet and at 5 
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foot intervals thereafter. Groundwater levels were observed in the bore holes immediately after 
completion of the borings. 

After recovery, representative portions of each sample were removed from the sampler and 
sealed in glass jars. The samples were taken to our laboratory for visual classification and 
laboratory testing. 

Laboratory Testing Program 

Representative soil samples were selected and tested in our laboratory to substantiate visual 
classifications and to determine pertinent engineering properties. The laboratory testing program 
included visual classification, natural moisture content tests, grain size analyses, and Atterberg 
Limits tests. The results of laboratory testing are included in Appendix V of this report. 

An experienced Geotechnical Engineer classified each soil sample on the basis of texture and 
plasticity in accordance with the Unified Soil Classification System (USCS). The group symbols 
for each soil type are indicated in parentheses following the soil descriptions on the boring logs. 
A brief explanation of the USCS is included with this report in Appendix IV. The Geotechnical 
Engineer grouped the various soil types into the major zones noted on the boring logs. The 
stratification lines designating the interfaces between earth materials on the boring logs are 
approximate; in situ, the transitions may be gradual. 

The soil samples will be retained in our laboratory for a period of 90 days, after which they will 
be discarded unless other instructions are received as to their disposition. 

EXPLORATION RESULTS 

Site Conditions 

The project site is located in the Stonehouse C~mmerce Park in northwestern James City County 
approximately one half mile east of the intersection of U.S. Route 30 and Interstate 64. The site 
contains about 50 acres of land. potentially available for development, although specific site 
boundaries had not yet been defmed. As requested by the client, the geotechnical exploration for 
this property was performed in a building area containing roughly 350,000 square feet and 
indicated by the client's conceptual site plan 

Our reconnaissance of the site indicates it has primarily been used as forested timber land. Most 
of the site's original second growth hardwoods had been cut and first growth vegetation was 
returning. 
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Topography of the site is rolling. The U.S.G.S. topographical map for the Toano Quadrangle 
indicates surface elevations of a high of 120 feet in the central portion along a north-south 
trending ridgeline. Surface grades fall along the shoulders of this ridge towards creeks either 
side of the site. Surface elevations in the swales and ravines within the immediate development 
area are about 30 or 40 feet lower than the intervening high ground. Intermittent creeks extend 
up into the site through ravines on the shoulder of the ridge. These exist on the northern and 
southern ends of the approximate building. At the time of our study (February 1999) shallow 

, perched water was encountered within these ravines. 

Site Geology 

The project site is located in the Toano 7.5 minute quadrangle and within the Coastal Plain 
Physiographic Provice midway between the Fall line and the Atlantic Ocean. The Coastal Plain 
is characterized by bands of alluvial and marine sediments generally paralleling the coast which 
were deposited by advancing and retreating ocean shorelines through the Mesozoic and Cenozoic 
Eras. Rises and falls in sea level have brought the Atlantic coast across this area many times. 
During Pliocene times, (late Cenozoic Era - 24 million years ago), when beaches and bays 
transgressed through the Upper and Middle Peninsula, the characteristically granular soils 
(sands) of the Bacons Castle Formation were deposited over the marine Yorktown Formation of 
earlier Pliocene Times. This created the relatively flat terrace, known as the Norge Uplands, 
which locally extends along the Route 60 corridor from Charles City County to Williamsburg. 
The terrace was deeply eroded with the formation of Illionian and Wisconsinan stage glaciers as 
sea level fell from 170 feet above to some 330 feet below present levels. Erosion features 
extended outward from the ancestral York and James Rivers towards the high, flat Norge 
Uplands, causing the development of sharp relief, characterized by deep ravines and valleys in 
which the tributaries of these rivers were formed and which now touch the edge of the Norge 
Uplands. Melting of the Wisconsinan glaciers (10,000 years ago) resulted in the flooding of the 
Chesapeake Bay and its tributaries, as sea level reached its modem elevations. With this 
inundation the James, York, and Chickahominy rivers changed from a fluvial to an estuarine, 
tidal mode. The lower reaches of the erosion features. were filled with sediments resulting in the 
existing tidal marshes and mud flats, such as Bfrd and France swamps located north of the site. 

The soil borings performed on this site passed through but did not penetrate the sandy Bacons 
Castle formation of the Norge Uplands. Marine sediment of the Yorktown Formatio11 underlies 
the site beyond boring termination depth (25 feet). 

Additional details concerning the materials encountered can be obtained from the test boring logs 
and laboratory data summary included in the Appendix of this report. 
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Soil Conditions 

The natural, near surface deposits, which were studied by our field exploration program, are 
consistent with the regional geology described in the preceding section. Topsoil depths of about 
6 inches were observed on the site. Deeper organics occurs in ravine bottoms. A seasonally wet 
zone 2 feet thick occurs in the ravine bottoms. 

Underlying the topsoil are the Silty and Clayey Sands and Sandy Clays of the Bacons Castle 
Formation. These soils are of loose to medium stiff consistency and extend to boring tennination 
depths 25 feet below the surface. Sedimentation in ravine bottoms is 1 to 2 feet deep. 

A review of the Soil Survey for James City County by the USDA-SCS indicates the site is 
surficially dominated by the Silty, Clayey Sands and Sandy Clays of the Kempsville, Craven, 
and Slagle series. These soils comprise the near surface soils which will largely be used as fill 
and exposed as subgrade. These soils are of moderate to low plasticity and moderately erodible. 
Their shrink-swell potential is low. 

Groundwater Observations 

Observations for groundwater were made during sampling and upon completion of the drilling 
operations at each boring location. In auger drilling operations, water is not introduced into the 
boreholes, and the groundwater position can often be detennined by observing water flowing into 
or out of the boreholes. Furthermore, visual observation of the soil samples retrieved during the 
auger drilling exploration can often be used in evaluating the groundwater conditions. 

Groundwater on this site occurs at depths of 20 or more feet below the surface in the higher site 
elevations. The groundwater surface generally reflects the contour of the ground surface with 
springs developing in ravines a short distance downstream of the site. Perched water seasonally 
occurs in these ravine bottoms. Groundwater trends east and west away from the central high 
ground to flow to tributaries of Bird and France Swamps, which themselves flow northward to 
Ware Creek and the York River. 
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· Foundation Design 

PRELIMINARY GEOTECHNICAL FINDINGS 

Based on the subsurface conditions encountered in the soil borings, it appears that moderately 
loaded structures with column loads up to about 250 kips can be supported by shallow spread 
footings with settlements of 1 inch or less. The suitability of spread footing support of heavy 
loads will depend on the structure's tolerance for settlement. Footings supporting column loads 
on the order of 250 to 300 kips could experience settlements of up to 1.5 inches. Where 
settlement controls and for heavier foundation loads, a deep foundation (driven piles) can be 
employed. Deep foundation types suitable for this site include driven timber or precast, 
prestressed concrete piles, auger cast in place piles, and caissons. 

For planning purposes, the following shallow spread footing bearing capacity design table is 
presented. These preliminary design capacities are based on a maximum settlement of about one 
inch. 

Foundation Load Approx. Min. F dn. Approx. Min. F dn. Bearing Capacity 
(kips) Width (Ft) Embedment (Ft) (ksf) 
<50 2.0 2.0 2.5 

50-100 4.0 2.0 3.0 
100-250 6.0 2.0 3.5 

For foundations loaded in excess of about 250 to 300 kips, or where settlement or overturning 
resistance are critical, it may be most desirable to employ a deep foundation system. Deep 
foundations (piles) are considered appropriate for foundation loads in excess of about 250 kips 
where settlement of less than about one inch controls. For the planning of a deep foundation 
system, the following capacities are presented. 

Allowable Allowable Uplift 
Pile Type Pile Length r- ~ Compressive Load Resistance 

(ft) (tons) (tons) 
10 inch Concrete 40 50 25 
14 inch concrete 40 70 25 
Treated Timber 40 30 10 

14 inch Auger Cast 40 40 15 

These capacities are based on anticipated conditions below boring termination depths and are 
based on our experience in the project area. Other pile sizes and lengths could be employed and 
substantially higher capacities achieved if necessary. 
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Ground Slab Design 

We expect that conventional slab-on-grade construction can be employed on this project. For 
heavy industrial space, a granular base (porous fill) consisting of at least 6 inches of Aggregate 
Base Material, VDOT Type I, Size 21-A, could be employed as the porous fill layer. For more 
lightly loaded office space, a porous fill consisting of 4 inches of VDOT No. 57 Stone can be 
employed. Alternatively, a clean, medium Sand classified as SP or better and containing less 
than 10% passing the No. 200 Sieve could be employed. This granular layer will facilitate the 
fine grading of the subgrade, provide more uniform bearing conditions, and help prevent the rise 
of water to the bottom to the slab (capillary action). Where employed, the Aggregate Base 
Material will help protect the subgrade from moisture penetration during construction as well as 
provide for a working surface for construction traffic. Its use on slab areas should prove 
advantageous. We estimate that a slab subgrade modulus, based on a standard plate load test 
using a 1 ft. square plate, of 175 to 200 pci is available for this site. This modulus can be 
increased by increasing the thickness of the granular base. 

For heavily loaded machine pads subject to vibration, the granular subgrade soils should not 
present unusual design issues associated with consolidation, although thorough subgrade 
compaction should be achieved. For structural mat foundations, an effective subgrade modulus 
on the order of 175 pci could be employed. 

Pavement Design 

Pavement bearing quality of the subgrade soils on this site is considered good relative to regional 
conditions. We estimate that the CBR quality of on site soils primarily available from cut areas 
will be on the order of 8 to 10. It is anticipated that cuts will primarily produce granular soils 
from the higher site elevations. These soils will serve adequately for support of pavement 
sections. Depending on the final grading, it may be necessary to import fill material. Locally 
available fill is generally granular in nature and should provide relatively good pavement 
support. Sands readily available to the site from local borrow pits can possess a CBR value of at 
least 10. 

For the preliminary planning of pavement structures, we anticipate that the following sections 
will approximate final design sections: 
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Standard Duty 
(Automobile Traffic Only) 

Subgrade: Stable and compacted. 

Aggregate Base: Minimum 6.0 inches Aggregate Base Material Type I, Size 21-A. 

Asphalt Base: None 

Asphalt Surface: Minimum 2.0 to 2.5 inches Asphalt Surface Material. 

Heavy Duty 
(Tractor Trailer Traffic) 

Subgrade: Stable and compacted. 

Aggregate Base: Minimum 8 to 10 inches Aggregate Base Material Type I, Size 21-A. 

Asphalt Base: Minimum 3 .5 inches Asphalt Base Material. 

Asphalt Surface: Minimum 2.0 inches Asphalt Surface Material. 

Subgrade Preparation and Earthwork Operations 

Stripping of "topsoil" materials will vary on site. In upland areas, a 6 to 8 inch strip would be 
required to remove topsoil and organic debris. In ravines and swales, a strip on the order of 10 to 
12 inches should be adequate to remove organic sediment. However, underlying materials will 
be loose and seasonally wet. Therefore, depending on seasonal conditions, additional stripping of 
1 to 1.5 feet could be required in low lying areas. 

Soils on the site are primarily granular in n:tu're and should not present unusual problems with 
working during adverse seasonal conditions. In the James City County area, earthwork from 
May through October generally encounters favorable weather for such operations. During winter 
earthwork operations, aeration and drying of cut to fill soils may be necessary. It will be critical 
during adverse seasonal conditions that ditches and swales be employed to enhance surface 
drainage on the relatively flat site. As a design element, ditches and swales around the perimeter 
of driveways, parking lots, and other pavements will contribute substantially towards enhancing 
the life of these structures. 
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All subgrades and subsequent lifts of engineered fill should be moisture conditioned to within 
±3% of the optimum moisture content and compacted to at least 95% of the maximum dry 
density in accordance with ASTM Specification D-698, Standard Proctor Method. In deeper fills 
or under heavily loaded structures, a Modified Proctor specification may be warranted. 

The following fill types should be available for use on this project: 

On-site Borrow Engineered Fill: Soil Material classification as CL, ML, SM, SC or better with 
a maximum Liquid Limit of 45. Most soils available from on site cuts should satisfy this criteria. 

Imported Engineered Fill: Soil Material classified as SM, SC, SP, or better which contains less 
than 30% by weight Silt or Clay and is free of organics and debris and possesses a minimuni 
CBR quality of 10.0. Maximum aggregate size should be limited to 4 inches. Soils satisfying 
this criteria are available from local pits. 

Porous Fill/Drainage Fill: Clean crushed gravel (No. 57 Stone) or coarse graded granular 
material with a maximum aggregate size of 1.5 inches and no more than 2% passing the #200 
Sieve. As an alternative for Porous Fill below slabs, Aggregate Base Material could be employed 
in a minimum 6 inch layer. 

Aggregate Base: Aggregate Base Material Type I, Size 21-A. 

The soil test borings do not indicate that excessively hard soil or rock will be encountered during 
site grading and utility construction. Soils on this site are considered Type C relative to OSHA 
excavation safety requirements, and sloughing or seeping from the surficial layers into the 
excavations should be expected. 

Dewatering and Drainage 

Most utility excavations on this site should ~o,t require extensive dewatering as groundwater is 
located well below the anticipated design building and pavement grades. Therefore, dewatering 
using sump pumping operations should prove effective. 

At least two ravines which enter the site development area are seasonally wet. These may 
require construction two foot diameter French drains which extend through the bottom of the 
ravines to a day lighted discharge point. 

In order to maintain positive site drainage and optimize earthwork conditions, particularly during 
adverse seasonal conditions, the use of ditches and swales around the perimeter of pavement 
areas is highly recommended as part of the site civil design. 
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Closing 

Once site planning has progressed to the point that structures are being located on site, we 
recommend that a more thorough geotechnical exploration be performed. This e:c.ploration 
should include the following investigative procedures to determine specific geotechnical 
parameters for the site: 

1. Additional soil borings to more thoroughly ascertain subsurface conditions. Soil 
borings to depths of 40 feet or more will be requir~d if a pile foundation is indicated. 

2. CBR testing of shallower surface soils to determine slab and pavement bearing design 
parameters. 

3. Additional laboratory testing as required to evaluate and characterize soil properties. 

This information, used in conjunction with a more extensive drilling program, should provide the 
design information necessary to more closely define bearing and settlement parameters for soils 
on this site. 
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OWNER JOB # BORING .u I SHEET rr 

STONEHOUSE, INC. 5020 8-1 I 1 OF 1 Ecs..,.D I 
PROJECT NAME ARCHITECT ENGINEER 

STONEHOUSE INDUSTRIAL SITE 
SITE LOCATION -'.)- CALIBRATED PENETROMETER 

JAMES CITY COUNTY, VIRGINIA TONS/FT. 2 
1 2 3 4 5+ 

~ 
PLASTIC WATER LIQUID 
LIMIT 7. CONTENT 7. LIMIT 7. 

c.J x ---------·---------- £::. 
{..) DESCRIPTION OF MATERLJ\.L ; ; z 

~ c.J < 
i:.. ... 

0 ,.,., z 10 20 30 40 50+ >- a :r: z ... >- 0 

t c: i= Czl ~ c.J "' < C.:I ..:I ..:I > > STANDARD PENETRATION Q Cl. c.. 0. c SURFACE ELEVATION C.:I Q9 ~ :::; :::; u 97.00 i;l BLOWS/FT. < ~ "' {f.l •'./) c: 10 20 30 40 50+ 0 -
241 

Silty Fine SAND, Tan, Moist to Wet, I-

- 1 SS 24 Very Loose, (SM) [Perched Water at - ~2 - -2'] - 95 
- - --- 2 SS 24 24 Silty Fine SAND With Clay Seams, - 10 
- I -

I 
Yellowish Tan, Moist, Loose to -

- Medium Dense, (SM-SC) -
5- 3 SS 24 241 - 12: - -

-
241 

Silty Fine to Medium SAND, Orangish I-

- 4 SS 24 Tan, Moist, Medium Dense, (SM) - 9C 1:6 
- I-

- i Silty Fine SAND, Trace Clay Lenses I-

~18 - 5 SS 24 241 to 12" Tan, Moist, Medium Dense, -- I I-

10 I 
(SM) -

I - -
- -- -
- -85 
- -- -
- -
- -: I I 

I-

15- 6 SS 18 18 I - :~21 - --- -- i-- SC - -- I-

- -I - --
20- I - ~21 7 SS 18 18 I - I -

-i - --
I 

-75 - -
- -I : ~ -
- 8 SS 18 18 I - 21 - -

25 ' 
-

I 
25.0' 

-- END OF BORING @ I-

- I-

- ,_ 70 
- I-

- -- I-

- -- I-

30- -

THE STRATIFICATION LINES REPRESENT THE APPROXIMATE BOUNDARY LINES BETVEEN SOIL TYPE: !'I-SITU THE TRANSITION MAY BE GRADUAL 

WL WS OR @> BORING STARTED 2-17-99 TOPSOIL DEPTH: 6,, 

WL BCR ACR BORING COMPLETED 2-17-99 CAVE IN DEPTH ® 10.3' 

WL DRY RIG DVORAK FOREMAN ROBBIE DRILLlNG METHOD HOLLOW STEM AUGER 
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OWNER JOB # BORING "' SHEET rr 

Ecs..TD STONEHOUSE, INC. 5020 8-2 1 OF 1 
PROJECT NAME ARCHITECT-ENGINEER 

STONEHOUSE INDUSTRIAL SITE 
SITE LOCATION -0- CALIBRATED PENETROMETER 

JAMES CITY COUNTY, VIRGINIA TONS/FT. 2 
1 2 3 4 5+ 

~ 
PLASTIC WATER LIQUID 
LIMIT. 7. CONTENT 7. LIMIT 7. 

c.i x ---------·---------- !:; 
CJ DESCRIPTION OF MATERIAL s g z 

~ c.i E'.'! 
0 a.. 00 z 10 20 30 40 50+ :c :z ~ a >- 0 e-- e:: e: a.. c.i c.i c.i i:.:i < c.i _, _, _, > > STANDARD PENETRATION Q a.. a.. c.. 0 ~URFACE ELEVATION c.i 0 ::a ::a ::a CJ 95.00 ;;j BLOWS/FT. < < ~ i:.:i 
rn UJ e:: 10 20 30 40 50+ 0 

Fine - Silty SAND, Light Tan, Moist,, -- 1 SS 24 24 Very Loose to Medium Dense, (SM) - 2 - --- -
- 2 SS 24 24 - 11 - -
- Silty Fine SAND, Trace Clay, ,_ 

:920 5- 3 SS 24 24 Orangish Tan, Moist, Medium Dense, ._ 90 
- -

(SM) -- - t9 21 - 4 SS 24 24 ,_ 
-

Silty Fine SAND, Trace Clay Lenses, ,_ 
- Yellowish Tan, Moist, Medium Dense, -- 5 SS 24 24 ,_ 9P - (SP-SM) ,_ 

10 ._ 85 
- ,_ 
- -- -
- -- -
- -
- - \: - - \ -

15- 6 SS 18 18 - 80 ®20 - -
I - I - - I - -

- -
- -
- -
- -

-
20- 7 SS 18 18 - 75 ¢'.9 20 - ,_ 

,_ 
- ,_ 
- I-

- ,_ 
- -~:;. I-

- 8 SS 18 18 
,_ 

1$ - ,_ 
25 70 -

25.0' 
,_ 

- END OF BORING @ -- ,_ 
- ,_ 
- ,_ 
- ,_ 
- ,__ 
- -- -

30- -

iHE STRATIFICATION LINES REPRESENT THE APPROXIMATE BOUNDARY LINES BETIJEEN SOIL TYPES IN-SITU THE TRANSITION MAY BE GRADUAL 

WL WS OR@> BORING STARTED 2-17-99 I TOPSOIL DEPTH: 5,, 

WL BCR ACR BORING COMPLETED 2-17-99 I CAVE IN DEPTH ® 16.5' 

WL DRY I RIG DVORAK FOREMAN ROBBIE I DRIWNG METHOD HOLLOW STEM AUGER 
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OWNER JOB BORING " SHEET rr 

ECSa-D STONEHOUSE, INC. 5020 8-3 1 OF 1 
PROJECT NAME ARCHITECT ENGINEER 

STONEHOUSE INDUSTRIAL SITE 
SITE LOCATION -0- CAUBRATED PENETROMETER 

JAMES CITY COUNTY, VIRGINIA TONS/FT. 2 
1 2 3 4 5+ 

~ 
PLASTIC WATER LIQUID 
LIMIT 7. CONTENT 7. LIMIT 7. 

Czl x ---------·--------- e:,, u DESCRIPTION OF }.LUERIAL ; ; z 
~ Czl < ... 

0 c.. rr, z 10 20 30 40 50+ :z:: z ~ Q >- 0 ... i:t: i: I 
0.. 

~ Czl Czl Czl < Czl _, _, > > STANDARD PENETRATION Q 0.. c.. 0.. 0 SURFACE ELEVATION ~ ® ::::e ~ ::::e u 1 03.00 BLOWS/FT. < < Czl Czl 
rn rn <rJ i:t: 10 20 30 40 50+ 0 - Silty Fine SAND, Trace Roots, ,_ 

0 3 ~ - 1 SS 24 24 Grayish Tan, Moist, Very Loose, 
,_ 

- -
(SM) -

- ........ /" -
~~ - 2 SS 24 24 Silty to Clayey Fine SAND, -100 - -

Yellowish Tan, Moist, Loose to -
- Medium Dense, (SM-SC) -

5- 3 SS 24 24 - 5. - ,_ -- ,_ 
- 4 SS 24 24 ,_ :28 
- ,_ 

24124 
Silty Fine SAND, Trace Clay, 

95 - ,_ 
- 5 SS Reddish Tan, Moist, Medium Dense, 

,_ 31 
- -

10 

I 

(SM) -
- -- -
- -
-
-

I 
Silty Fine SAND With Clay Lenses, -

- Yellowish Tan, Moist, Medium Dense, -90 - -
- (SM) -,_ 

15- 6 SS 18 18 
,_ 

01:6 - ,_ 
,_ 

- ,_ 
- -- ,_ 
- -85 - -
- -

-
20- 7 SS 18 18 - 01:6 - .. --

- -
- -
- -- -80 

!""' ~ -
019 - 8 SS 18 18 -

- -
25 -

25.0' 
,_ 

- END OF BORING @ ,_ 
- ,_ 
- -- ,_ 
- -75 
- -- -
- -

30- -

THE STRATIFICATION LINES REPRESENT THE APPROXIMATE BOUN[~~y LINES BETVEEN SOIL TYPES IN-SITU THE TRANSITION MAY BE GRADUAL 

WL WS OR @ BORING STARTED 2-17-99 TOPSOIL DEPTH: 7" 
WL BCR ACR BORING COMPLETED 2-17-99 CAVE IN DEPTH ® 18.3' 

WL DRY RIG DVORAK F'O?.EMAN ROBBIE DRILLING METHOD HOLLOW STEM AUGER 
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OWNER JOB " BORING " SHEET 7r 7r 

EcsLTD STONEHOUSE, INC. 5020 8-4 1 OF 1 
PROJECT NAME ARCHITECT ENGINEER 

STONEHOUSE INDUSTRIAL SITE 
SITE LOCATION -0- CAUBRATED PENETROMETER 

JAMES CITY COUNTY, VIRGINIA 
TONS/FT. 2 

1 2 3 4 5+ 

! PLASTIC WATER UQUID 
LIMIT 7. CONTENT 7. UMIT 7. 

Cil x -------------------'- t; u DESCRIPTION OF MATERIAL g g z 
~ i:.:i < 

ci c.. ~ z 10 20 30 40 50+ 
:i:: z ~ Q ;... s E- et: E-c.. Cil i:.:i Cil i:.:i ;; r.:i ..... ..J ..J > STANDARD PENETRATION Q c.. c.. c.. 0 SURFACE ELEVATION w © ::a :a :a u 122.00 ..J BLOWS/FT. 

< < < w w 
fll fll l7J et: 10 20 30 40 50+ 0 

Silty Fine SAND, Trace Roots, - - 0 4~ - 1 SS 24 24 Grayish Light Tan, Moist, Loose, -- -
~~ (SM) -120 - - --- 2 SS 24 24 Silty Fine SAND, Orangish Tan, -

- -

ssl24 

Moist, Loose to Medium Dense, (SM) -
- -

5- 3 24 - 9 
- -

-
ssl24 

-
241 

- .. - 4 -115 1'.6 - I -
-

ssl24 241 
Fine Sandy Silty CLAY, Gray and -

'@30 - 5 Red, Moist, Stiff, (CL) -- I -
\ 

10 I -- -- -- -- 110 - Silty Fine SAND, Trace Clay, Gray -- and Red, Moist, Dense, (SM) -- -- --
I 15- 6 SS i 18 18 - 40 - -
I -

i 
- -
- -105 - -
- -
-

I 
-

~· 
- -

20- 7 SS I 18 18 Silty Fine SAND, Trace Clay Lenses, ,_ 
- Light Gray, Moist, Medium Dense, 

,_ . -- (SM) -- - ~ r-100 - Silty CLAY and Silty Fine Sand 
,_ 

. ~28 - ,_ 

SS j 18 
Seams, Gray and Red, Moist, Medium ,_ 

- 8 18 Dense, Medium Stiff, (SM-CL) -- ,_ 
25 - -- END OF BORING @ 25.0' ,_ 

- -- -95 - -
- -
- -- -- -

30- -

THE STRATirJCAT!IJN LINES REPRESENT THE APPROXIMATE BOUNDARY LINES BET'w'EEN SDiL TYPES !N-'.:ITU THE TRANSJTJON MAY BE GRADUAL 

wt WS OR@ BORING STARTED 2-17-99 TOPSOIL DEPTH: 6" 

WL BCR ACR BORING COMPLETED 2-17-99 CAVE IN DEPTH @ 17.3' 

WL DRY RIG DVORAK FOREMAN ROBBIE DRILUNG METHOD HOLLOW STEM AUGER' 
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OWNER JOB JJ. BORING # SHEET Tr 

ECS&,TD STONEHOUSE, INC. 5020 B-5 1 OF 1 
PROJECT NAME ARCHITECT-ENGINEER 

STONEHOUSE INDUSTRIAL SITE 
SITE LOCATION --0-- CAUBRATED PENETROMETER 

JAMES CITY COUNTY, VIRGINIA TONS/FT. 2 
1 2 3 4 5+ 

~ 
PLASTIC WATER UQUID 
LIMIT 7. CONTENT 7. UMIT 7. 

Iii x -------------------- £:,. u DESCRIPTION OF MATERIAL ; ; z 
~ r.l < 

ci ~ iii z 10 20 30 40 50+ 
:i:: :z E-- c >- 0 
E-- p:: e:: c. r.l r.l r.l Iii ;;: r.l _, _, _, > STANDARD PENETRATION Q c. c.. c. 0 SURFACE ELEVATION r.l ® ::; :::£ ::; u 111 .00 

_, BLOWS/Pl'. < < < r.l r.l 
l"Jl l"Jl l"Jl p:: 10 20 30 40 50+ 0 

Silty Fine SAND, Trace Roots, Tan, - -
- 1 SS 24 24 Moist, Very Loose, (SM) -110 3: • - - )3.8 -
- -
- 2 SS 24 24 ,_ $ - ...__ 

- Fine Sandy CLAY, Reddish Brown, - 19.9 
5- 3 SS 24 24 Moist, Medium Stiff to Stiff, (CL) 

,_ 12•-:--6 - - 2) 4'.0 f-105 - ,_ 
- 4 SS 24 24 ...__ 23: - ,_ 

- 2:1.1 
-- 5 SS 24 24 Silty Fine SAND, Gray and Tan, - ·29 
- Moist, Medium Dense, (SP-SM) -

10 -
- -
- -100 
- --
- Fine SAND, Trace Silt, Light Tan to -
- Reddish Tan, Moist, Medium Dense, -- ,_ 
- (SP-SM) -,_ 

15- 6 SS 18 18 
,_ . 9 21 - ,_ 
f- 95 

- -- ,_ 
- -- ,_ 
- -- ,_ 

-
20- 7 SS 18 18 

,_ 
22: - -

- 90 - -
- -
- -
- -

- =- -
-
- 8 SS 18 18 - 31 -

25 - -
- END OF BORING @ 25.0' -85 
- -
- -
- -
- ,_ 
- -- ,_ 
- ,_ 

30- ,_ 

THE STRATIFICATION LINES REPRESENT THE APPROXIMATE BOUNDA'<.1 LINES BETVEEN :;OIL TYPES JN-SITU THE TRANSITION MAY BE GRADUAL 

WL Contact@23.6' WS OR@ BORING STARTED 2-16-99 TOPSOIL DEPTH: NONE 
WL BCR ACR BORING COMPLETED 2-16-99 CAVE IN DEPTH @ 17.2' 

WL DRY RIG DVORAK FORE~!AN ROBBIE DRIWNG METHOD HOLLOW STEM AUGER 
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OWNER JOB # BORING # SHEET 

STONEHOUSE, INC. 5020 B-6 1 OF 1 Ecsl..TD PROJECT NAME ARCHITECT ENGINEER 

STONEHOUSE INDUSTRIAL SITE 
SITE LOCATION -0- CALIBRATED PENETROMETER 

JAMES CITY COUNTY, VIRGINIA TONS/FT. 2 
1 2 3 4 5+ 

[ PLASTIC WATER LIQUID 
LIMIT 7. CONTENT 7. LIMIT 7. 

r.:i x ---------·---------- b. u DESCRIPTION OF MATERIAL g ; z 
[ til !'.: 

0 Q.. rn z 10 20 30 40 50+ :x: z ~ Q >- 0 .... 0:: e:: Q.. r.:i r.:i til r.l < til ...l ...l ...l > > STANDARD PENETRATION Q Q.. Q.. ll. 0 SURFACE ELEVATION til 0 ::E :::I! :::I! u 11 7 .00 ...l BLOWS/FT. < < < "' til 
Q'l Q'l Q'l 0:: 10 20 30 40 50+ 0 

- Fine Sandy SILT, Tan, Moist, Soft, -
- 1 SS 24 24 (ML) - r 3; e: - !-

16.fr e--115 - !-

- 2 SS 24 24 - 6 - !--

- Fine Sandy Clayey SILT, Light -
5- 3 SS 24 24 Brown, Moist, Medium Stiff, (ML) - 1:6 - -

-- -- 4 SS 24 24 -11C ~2: . . - -
Silty Clayey Fine SAND, Reddish 

z· 4 - -
5 SS 24 24 ~.r - Brown, Moist, Medium Dense, (SM) - c:c - -

10 !-

- -- !-

- -- >--1 o:: I - I -- I !- :\ 
- I -- I -

15- 6 SS 18 18 Silty Fine SAND, Reddish Brown, -
- Moist, Dense, (SM) - 34 

I -
- I -
- -me: - -
- -- !-

- !--20- 7 SS 18 18 
!-

20 -
Fine SAND, Trace Silt, Light Tan, -- Moist, Medium Dense, (SP) !-

- ,_ 95 - !-

- -:-- ~ !-

- 8 SS 18 18 
!-

26 - -
25 - -- END OF BORING @ 25.0' -- -- -9C 

- -
- -
- -
- -
- -

30- -

' 
THE STRATIF'ICATION LINES REPRESENT THE APPROXIMATE BOUNDARY LINES BETVEEN SOIL TYPE: IN-SITU THE TRAN:ITION MAY BE GRADUAL 

WL WS OR@ BORING STARTED 2-16-99 TOPSOIL DEPTH: 7" 
WL BCR ACR BORING COMPLETED 2-16-99 CAVE IN DEPTH ® 16.0' 

WL DRY RIG DVORAK FOREMAN ROBBIE DRILLlNG METHOD HOLLOW STEM AUGER 
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OWNER JOB _,, BORING # SHEET ;r 

EcsLTD STONEHOUSE, INC. 5020 B-7 1 OF 1 
PROJECT NAME ARCHITECT ENGINEER 

STONEHOUSE INDUSTRIAL SITE 
SITE LOCATION -0- CALIBRATED PENETROMETER 

JAMES CITY COUNTY, VIRGINIA TONS/IT. 2 

1 2 3 4 5+ 

~ 
PLASTIC WATER LIQUID 
LIMIT 7. CONTENT 7. LIMIT 7. 

t.i x ---------·--------- f:;. u DESCRIPTION OF MATERIAL !=' ; z 
~ e:, 

i:.J < 
c.. .... 

c:i i:: 
rt) z 10 20 30 40 50+ 

:i:: z Q >- 0 .... 0:: E= c.. r..l ~ t.i ~ < t.i ..J ..J > STANDARD PENETRATION Q c.. c.. c.. 0 SURFACE ELEVATION t.i © ::a ::a :I! u 96.00 ..J BLOWS/IT. 
< < < t.i t.i 
ti) ti) ti) 0:: I 10 20 30 40 50+ 0 

Fine SAND, Tan, Moist, Very - Silty ..... 
S9 2 - 1 SS 24 24 Loose, (SM) [Saturated 2.0' -4.0'] ,...__ 95 

- - ., 
,_ 

- '--

~ - 2 SS 24 24 ..... ~. 

.j: - -
- Silty Fine SAND, Trace Clay, Light -

5- 3 SS 24 24 Brown, Moist to Wet, Very Loose, - ( { 
- -

(SM) [Trace Clay Lenses from 6.0'] -90 
- -
- 4 SS 24 24 - 10 - -
- Silty Fine SAND With Clay Seams, ..... 
- 5 SS 24 24 Reddish Brown, Moist, Medium Dense, 

,_ 26 - -10 (SM) [Wet from 15.7'] ,_ 
- -- ,...__ 85 
- -- -- -
- -- -
- -

-
15- 6 SS 18 18 - 13: - -

- 80 
- ,_ 
- -- I-

- -- ,_ 
- -,_ 

20- 7 SS 18 18 I- 21 - ,_ 
,...__ 75 

- -- -- -- -
: ~ -

-: 8 SS 18 18 - 24 - -
25 - -

- END OF BORING @ 25.0' - 70 - -
- -
- -
- -- ,_ 
- -- ,_ 

30- -

THE STRATIFICATION LINES REPRESENT THE APPROXIMATE BOUN:'.4RY LINE::; BETVEEN SOIL TYPES IN-SITU THE TRANSITION MAY BE GRADUAL 

WL Perched@2.3' -4ws oR ® BORING $IAP.:'ED 2-16-99 TOPSOIL DEPTH: 4" 

WL BCR ACR BORING COMPLETED 2-16-99 CAVE IN DEPTH ® 18.2' 

WL 15.7' RIG DVORAK FOREMAN ROBBIE DRILLlNG METHOD HOLLOW STEM AUGER 
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OWNER JOB # BORING # SHEET 

STONEHOUSE, INC. 5020 8-8 1 OF 1 Ecs..,.D PROJECT NAME ARCHITECT ENGINEER 

STONEHOUSE INDUSTRIAL SITE 
SITE LOCATION -0- CALIBRATED PENETROMETER 

JAMES CITY COUNTY, VIRGINIA TONS/F"I'. 2 

1 2 3 4 5+ 

~ 
PLASTIC WATER UQUID 
LIMIT 7. CONTENT 7. IDIIT 7. 

c.:J x ---------·-------- f; 
tl DESCRIPTION OF MATERIAL g ; z 

~ c.:J < I ... 
0 c.. (/J z 10 20 30 40 50+ >-:i: z ... s >- 0 ... i:i:: 1= I I c.. c.:J ril c.:J c.:: < c.:J ..:I ..:I c: > > STANDARD PENETRATION c c.. c.. 0 SURFACE ELEVATION (:l 0 ::E ::E ::E tl 1 03.00 rj BLOWS/FT. < < < c.:J 
(/J (/J (/J i:i:: 10 20 30 40 50+ 0 

-
241 

Fine Sandy SILT, Gray, Moist to -
1®3[ - 1 SS 24 Wet, Very Loose, (SM-ML) [Perched -

- I -
Water] --

241 =-100 I~ - 2 SS 24 2 - >-

- I Silty to Clayey Fine SAND With >-

~~ 5- 3 SS 24 24! Roots, Gray, Wet, Loose, (SM-SC) I- •: - l >- 16.8 [Perched Water] / >-

- I '-

' 
- 4 SS 24 24! Fine Sandy CLAY, Light Gray, Moist -
- ! -

to Wet, Soft to Medium Stiff, (CL) -95 - [Perched Water] I -- 5 SS 24 24' - --:) 19 . I - I -
10 Fine SAND, Trace Silt and Clay -

- Lenses, Light Tan, Moist, Medium -
- -
- Dense, (SP-SM) -
- -
- -
- -- 90 - I -- >-

t-

15- 6 SS 18 18 ; '- 9.18 - >-
'-

i I - t-

- -- '-- -- 85 - '-

- ' '-
t-

' 20- 7 SS 18 18 ! '- ~19 - ; -
~ 

- I --- I Silty Fine SAND, Yellowish Tan, -- Wet, Medium Dense, (SM), ~- -80 
-

- 8 SS 18 1s I - 12: - -
25 

I 

- I 25.0' 
-- I E~lD OF BORING @ -

- -
- t-

- >-
- - 75 - >-

- t-

- >-

30- -

THE STRATIFICATION LINES REPRESENT THE APPROXIMATE BOUNDARY LINES BETVEEN SOIL TYPES IN-SITU THE TRANSITION MAY BE GRADUAL 

WL Pe re he d@ 2 ...... 8 . 5 'ws oR @> BORING STARTED 2-16-99 TOPSOIL DEPTH: 6,, 

WL BCR ACR BORING COMPLETED 2-16-99 CAVE IN DEPTH ® 22.0' 

WL 22.0' RIG DVORAK FOREMAN ROBBIE DRILLING METHOD HOLLOW STEM AUGER 
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., 

APPENDIX III 

Boring Location Diagram 
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c: ., 
"' /;; 

ECS LTD 

.l'l"v~le Boring Location $-A--'-· 
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APPENDIX IV 

Unified Soil Classification System 
Reference Notes for Boring Logs 
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Unified Soil Classification System (ASTM D-2487) 

Major Divisions 
Group 

!Symbols Typical Names 

ii 
&. 
c: .. 
.; .. 
0 
! . 

-ii 
&. 
c: .. 
-s .. 
0 
! 

.!e 
c: _g_ -.. 
~ -~ - .. .. > 
t! .! .... 

GW 

GP 

Well-graded gravels, gravel-sand mix· 
tures, little or no fines 

Poorly graded gravels, gravel-sand mix
tures, little or no fines 

i8~ 
ea~ 1----1--...... -1------------------1 
oi; :: c 

.::,i;. :§5 d 
i : .::: i ;;; GM8 ,__ 

-5~ .!:u! u 
Silty gravels, gravel·sand-silt mixtures 

!..! ~i-=1---'--1-----------------1 
~ ~ "{i 0 GC Clayey gravels, gravel-sand·clay mix-

~ R tures 
C) !5 

.. .. 
.,. .E 
"ti-

c ~ g 
.2"i 
u., -~ ; 0 .... 

SW 

SP 

Well-graded sands, gravelly sands. little 
or no fines 

Poorly graded sands, gravelly sands. 
little or no fines 

.:: !! (j = 
~-! ~ 

.,. 3 ~ 1--~--1--~--<1---------------------1 
~ u 0 
<aoZ 

Cl) - c 
2 .s 
c: ~ .... 
&. = - .. .... e 
0 
~ 

c 
~ ::> d 

._S: ~ SM 8 
,__ Silty sands, sand.silt mixtures 

ftl~ u· 
.t: .. "'1--...1..-1-----------------1 ·¥ i ;§ 
-0 ·2 0 
c: ~ 
.. 0. 

"' 0. $ 

SC Clayey sands, sand-clay mixtures 

ML 

CL 

OL 

MH 

CH 

OH 

Pt 

Inorganic silts and very line s<inds, 
rock flour, silty or clayey fine sands, 
or clayey silts with slight plasticity 

Inorganic clays of low to medium 
plasticity. gravelly clays, sandy clays, 
silty clays. lean clays 

Organic silts and organic silty clays of 
low plasticity 

Inorganic silts, micaceous or diatoma. 
ceous fine sandy or silty soils, elastic 
silts 

Inorganic clays of high plasticity, fat 
clays 

Organic clays of medium to high 
plasticity, organic silts 

Peat and other highly organic soils 

Laboratory Classification Criteria 

.c .. 
0 

~ 
~ 

D6o ID3ol
2 

Cu = - greater than 4; Cc = between 1 and 3 
D10 D10 X D6o 

~ 1----------------------------1 
"ti 

Not meeting all gradation requirements for GW 

Atterberg limits below .. A .. 
line or P .I. less than 4 

Atterberg limits below .. A" 
·line with P .I. greater than 7 

Above .. A .. line with P.I. 
between 4 and 7 are border. 
line cases requiring use of 
dual symbols 

D6o 10301
2 

Cu • -- greater than 6; Cc = between 1 and 3 
D10 D10 X D6o 

Not meeting all gradation requirements for SW 

Atterberg limitS above "A" 
line or P .I. less than 4 

Atterberg limits above "A" 
line with P .I. greater than 7 

Plasticity Chart 

Limits plotting in hatched 
zone with P.1. between 4 
and 7 are bordi:rline cases 
requiring use of dual sym· 
bols 

60~-r~..---,...~...--,-~r--r~.--,T~--:l 

sol---l---+--+---4~t-+--+--+/-rt--1 

CH / 
~ 401---i-.4---11----l--+-~--b~~t--t--1 

] / 
~ 30 1---+--1--+--t---t- c. ] ··9 OHandMH 

~ l---1--l---1---1-~,~4---l---t--t--i-~ a: 201-
CL / 

/ 
10'--.... CL-ML / 

ML and 

ot__-L~~L,~'-·L-_.:::.O~L~--"'.~-=-=:--"'.~-:t~ 
O 10 20 30 40 50 60 iO 80 90 100 

Uquid limit 

80ivi~ion of GM and SM groups into subdivisions of d and u are for roads and airfields only. Subdivision is based on Atterberg limits; suffix d used wh'en 
L.L. is 28 or less and the P.J. is 6 or less; the suffix u used when L.L. is greater than 28. 

beorderline classifications, used for soils possessing characteristics of two groups. are designated by combinations of group· symbols. For example: 
GW·GC, well-graded gravel-sand mixture with clay binder. 

From Winterkom and Fang, 1975 
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REFERENCE NOTES FOR BORING LOGS 

, I. Drilling and Sampling Symbols: 

SS - Split Spoon Sampler 
ST - Shelby Tube Sampler 
RC - RockCore; NX, BX, AX 

DC - Dutch Cone Penetrometer PM - Pressuremeter 
PA - Power Auger (no sample) WS - Wash Sample 

BS - Bulle Sample of Cuttings 
RB - Rock Bit Drilling 

HSA - Hollow Stem Auger 

Standard Penetration Test (SP'D refers to the blows per foot of a 140 lb hammer free falling 30 inches on a 2 
in. O.D. split-spoon sampler, as specified in ASTM D-1586. The SPT blow count is commonly referred to 
as the N-value. Typically the split-spoon sampler is driven to depths of 18 to 24 inches. The SPT result, N
value, is commonly determined by summing the second and third 6-inch increments. 

II. Correlation of Penetration Resistances to Soil Properties: 

COHESIVE SOILS 
(CLAY, SILT and COMBINATIONS) 

NON-COHESIVE SOILS 
(SAND, GRAVEL, SILT and COMBINATIONS) 

CONSISTENCY SPT,N UNDRAINED DENSITY SPT,N 
(Blows/Foot) SHEAR STRENGTH (Blows/Foot) 

C, (PSF) 
VERY SOFT <2 <250 VERY LOOSE <5 

SOFT 3-5 250-500 LOOSE 6-10 

MEDIUM STIFF 6-10 500- 1000 MEDIUM DENSE 11-30 

STIFF 11 -15 1000-2000 DENSE 31-50 

VERY STIFF 16-30 2000-4000 VERY DENSE 51-80 

HARD > 31 >4000 EXTREMELY > 81 
DENSE 

[Particle Size Identification]: 

• Boulders: 
• Cobbles: 
• Gravel: 

• Sand: 

Coarse 
Medium 
Fine 
Coarse 
Medium 
Fine 

8 inch diameter or more 
3 to 8 inch diameter 
1to3 inch 
112 to 1 inch 
114 to 112 inch 
2.00 mm to 1/4 inch (diameter of pencil lead) 
.42 mm to 2.00 mm (diameter of broom straw) 
.074 mm to .42 mm (diameter of human hair) 

ill. Water Level Measurement Symbols: 

WL - Water Level 
WCI - Wet Cave In 

WS - While Sampling 
DCI - Dry Cave In 

WD - While Drilling ACR - After Casing Removal 
BCR - Before Casing Removal 

RELATIVE 
DENSITY 

(%) 
0-15 

16-35 

36-65 

66-85 

86-98 

99-100 

The water levels are those water levels actually measured in the borehole at the times indicated by the 
symbol. The measurements are relatively reliable when augering, without adding fluids in a granular soil. 
In clays and plastic silts, the accurate determination of water levels may require several days for the water 
level to stabilize. In such cases additional methods of measurement are generally applied. 
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APPENDIXV 

Summary of Laboratory Test Data 
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J 1 -~ 

Engineering Consulting Services, Ltd. 

Project Number: 03:5020 

Project Engineer: R.C.M. 

Boring Sample Depth Moisture 
Number Number (feet) Content use AASHTO 

(%) 

B-5 S-1 0.0- 2.0 13.8 SM * 
B-5 S-3 4.0- 6.0 19.9 CL A-6 
B-5 S-4 6.0- 8.0 21.1 SC * 
B-6 S-1 0.0- 2.0 16.8 ML * 
B-6 S-4 6.0- 8.0 23.4 ML * 
B-8 S-3 4.0- 6.0 16.8 CL .. 

1 
,. 

Reddish Brown fine Sandy CLAY (Cl) 

Summary Key: 
V = Virginia Test Method 
S = Standard Proctor 
M = Modified Proctor 

RSO?.O.x}R 

Hyd = Hydrometer 
Con = Consolidation 
OS = Direct Shear 
GS = Specific Gravity 

Richmond, Virginia 

laboratory Testing Summary 

Project Name: Stonehouse Industrial Site 

Principal Engineer: R.C.M. 

Percent 
Liquid Plastic Plasticity Passing 
Limit Limit Index No.200 

Sieve 

* * * 45.7 
40 19 21 * 
* * * 42.6 

* * * 56.9 

* * * 56.2 

* * * 54.4 

Compaction 
Maximum 
Density 

(pcf) 

* 
* 
* 
* 
* 
* 

Optimum CBR 
Moisture Value 

(%) 

* * 
* * 
* * 
* * 
* * 
* * 

OC = Organic Content 
SA = See Attached 
NP = Non Plastic 

* = Test Not Conducted 

Date: 2/18/99 

Summary By: Q.D.F. 

Other 

Page 1 
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80 

70 

I CHorOH I 
l"A" UNY 

&:60 
x / 

r 
w c 
~ 
>SO 
!:: / CJ 
j:: 
en / <t 
a;!40 v 

/ IMH orOHj 

30 
ICL or OL 

v 
20 IJ ~ 

v 
10 

/ 
/ 

/ 
CL-1111. v 

0 = IML or OLI 

0 10 20 30 40 50 60 70 80 90 100 110 

LIQUID LIMIT, LL 

BORING/ WATER 

SAMPLE DEPTH TEST CONTENT 

No. (feet) SYMBOL DESCRIPTION (o/o) LL PL Pl 

B-5 / S-3 4.0-6.0 a Reddish Brown fine Sandy CLAY (CL) 19.9 40 19 21 
I • - - -
I /::,,. - - -
I ... - ~ - - -
I x - - -
I 0 - - -
I • - - -
I 0 - - -
I • - - -
I + - - -

x 

Project: Stonehouse Industrial Site Engineering Consulting Services Ltd. 

Project No: 03:5020 Richmond, Virginia 

Date: 2118/99 Plasticitv Chart 



WC055_STONEHOUSE_COMMERCE_PARK - 127

DEVELOPMENT MANAGEMENT 
101-E MOUNTS BAY RoAD, P.O. Box 8784, Wn.LIAMSBURG, VIRGINIA 23187-8784 
(757) 253-6671 Fax: (757) 253-6850 E-MAIL: devtman@james-city.va.us 

CooE CoMPUANCE 

(757) 253-6626 
codecomp@james-city.va. us 

Ms. Monica Francesconi 
Environmental Coordinator 
John Deere Vehicle Group 
P.O. Box 3540 
Williamsburg, Va. 23187-3540 

Re: John Deere Complex 
Project Closeout 

Dear Ms. Francesconi: 

ENvlRONMENfAL DMSION 

(757) 253-6670 
environ@james-city.va.us 

PUNNING 

(757) 253-6685 
planning@janies-city.va. us 

July 22, 2002 

CoUNTY ENGINEER 

(757) 253-6678 
INTEGRATED PEST MANAGFMENT 

(757) 253-2620 

In response to your recent request relative to closing out permits for the above referenced project, 
the Environmental Division has reviewed active and record file information and considers the following 
projects as "active" at the John Deere complex: 

County Plan No. Project Description 

SP-47-99 
SP-108-00 
SP-107-01 

John Deere Vehicle Group Facility 
Gator Demonstration Track 
Outparcel Building Addition 

The main site plan, which is the John Deere Vehicle Group Facility (SP-47-99), had four (4) 
onsite wet pond stormwater management/best management practices (BMP) facilities constructed as part 
of the stormwater management plan for the overall plan of development. For clarity purposes, I have 
listed BMP information for your use: 

Basin Location 

Stormwater Basin A Northwest Corner of Site 
Stormwater Basin B North of Main Building 
Stormwater Basin C North of Outparcel Building 
Stormwater Basin D East of Gator Track 

Assigned County BMP ID Code 

WC055 
WC056 
WC057 
WC058 

Based on our review of the project, the following items must be addressed prior to release of the 
developer's surety instrument for the storm water management/BMP facility at the site. In general, it 
consists of receiving proper certification information and addressing any construction-related items 
associated with the BMPs as well as addressing any remaining "site-related" issues, such as any drainage 
or erosion problem areas found with any of the three sites listed above. 

''i 
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Record Drawing and Construction Certifications: 

Note# 18 on Sheet 12 of the approved plan required as-built drawings and construction 
certification for the detention/BMP facilities. Note# 7 on Sheet 3 of the approved plan required 
construction certification of the detention/BMP facilities upon completion. Therefore, as-builts and 
construction certification are required for each of the facilities. None were received. To aid in 
understanding current submittal requirements for record (as-built) drawings and construction 
certifications, I previously forwarded a copy of the information packet entitled James City County, 
Environmental Division, Stormwater Management!BMP Facilities, Record Drawing and Construction 
Certification, Standard Forms and Instructions. 

Once information as such is received for all the facilities, we can proceed with the final field 
inspection of all four stormwater management facilities. A final field inspection will determine if any 
construction-related items are necessary for completion. Construction-related items for wet pond 
facilities may consist of, but are not limited to, the following: the removal of obstructions such as debris, 
litter, trash, sediment, vegetation, etc. from any incoming pipes or channels and/or principal or 
emergency spillways for the ponds; removal of trees, shrubs or woody vegetation from constructed 
earthen embankments; repair of erosion or bare soil areas on fill embankments or interior graded side 
slopes of the ponds, stabilization of any denuded areas associated with BMP construction or correction of 
items not constructed or built in accordance with the approval plans or specifications. When performing 
the final inspection, we will consider normal wear and tear associated with the age of the facility in 
determination of construction-related items that need performed. Action would only normally be 
required for any detrimental conditions that affect storm water function or structural integrity of the 
BMPs. (Note: It is our normal process to not proceed with final inspection of stormwater management 
facilities until such time as the record drawings and construction certifications are received, reviewed 
and compared for consistency to approved design plan requirements; however, based on the plant's 
current situation, our division will consider advance inspections to help expedite the process, if desired.) 

Once the final inspection is completed, you will be informed if any construction (field) related 
items are present or need addressed for the four BMPs. If the record drawings and construction 
certification are found to be satisfactory and no construction-related items are present, or if construction
related items present are properly addressed, we can proceed with final release of the surety on the 
project. 

Site Issues: 

Any remaining site erosion or drainage problem areas would also need to be resolved prior to full 
release of surety being held for erosion and sediment control purposes. This includes those items already 
conveyed to Kevin Kolda, Facilities Engineer, via inspection reports by our assigned inspector, Jim 
Rudnicky, or those that may be present upon final inspection of the site or upon final inspection of the 
BMPs. Recent inspection reports from our division included directives to repair riprap at the outfall from 
Basin A, remove inlet protections around the Outparcel Building and stabilize various slopes associated 
with the Gator Demonstration Track project. As of the date of this letter, these items have not been 
started nor completed. 
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Please contact me at 757-253-6639 or the assigned Environmental Division inspector, Jim 
Rudnicky, at 757-259-4026 if you have any further comments or questions. 

G:\SWMProg\AsBuilts\SP4799.wc055 



WC055_STONEHOUSE_COMMERCE_PARK - 130

Scott Thomas 

From: Darryl Cook 
Sent: Thursday, July 18, 2002 7:33 AM 
To: 
Cc: 

Scott Thomas; Pat Menichino; Jim Rudnicky; Gerry Lewis 
Joan Etchberger 

Subject: RE: John Deere Permits 

We should proceed as we normally do - I'm not sure there is anything else we can do even tho the plant is closing. Send a 
letter telling them what we need regarding the BMP AB and CC (I feel like I'm working for the Army again - all these 
acronyms). I would include in the letter what we need to close out the projects and release the surety. The AB and CC 
are just part of what they need to do to finish. I think that Jim has done some of that notification work on the E&S 
deficiencies so we should mention in the letter which items we have already notified them of. If there are any additions to 
the site work because of work related to the BMP closeouts, we can give them a heads-up in the letter that any land 
disturbing that occurs incidental to the BMP closeout work will need to be corrected and stabilized before bond release. 

-----Original Message-----
From: Scott Thomas 
Sent: Wednesday, July 17, 2002 5:21 PM 
To: Darryl Cook; Pat Menichino; Jim Rudnicky; Gerry Lewis 
Cc: Joan Etchberger 
Subject: John Deere Permits 

Yesterday I got a call from Monica Francesconi, Environmental Coordinator with John Deere Vehicle Group (564-
2643). 

She stated that in lieu of the plant closing, they are trying diligently to close out all permits associated with the facility. 
We discussed the site briefly and I told her that I would need to sort through the project information and get back to 
her. 

Following our conversation, I looked at the files and discussed it with Joan, Jim and Gerry. It appears the following 
three projects are still considered "active" as we still hold E&SC surety: 

SP-47-99 John Deere Vehicle Group (Main Site & BMPs) $275,000 
SP-108-00 Gator Demonstration Track $ 50,000 
SP-107-01 Outparcel Building Addition $ O Rider to Main Site 

In researching the main site, there are 4 BMPs that were constructed as part of the original main site track under SP-
47-99. These BMPs are Stormwater Basins A, B, C & D. The onsite BMPs were not inventoried into the databases 
therefore, I initially presumed that as-builts and construction certifications were never received. In talking with Gerry 
and researching the files, this appears to be the case. 

As-builts (AB) and construction certifications (CC) were definitely required for each of the onsite BMPs and projects. 
The following are ways that I have confirmed the need for AB and CC based on file information: 

Original Plan (SP-47-99) 
1. Env Div comment# 3 dated April 27th 1999 required AB and CC. 
2. Engineers response to Env Div comment# 3 stated AB will be provided and notes were added to the plan to 
require CC. 
2. Note 7 on Sheet 3 of the plan required CC of BMPs upon completion. 
3. Note 18 on Sheet 12 required AB and CC. 

Gator Demo Track (SP-108-00) 
Drains to Basins C & D. Note 19 on Sheet 3 required AB & CC. 

Outparcel Addition (SP-107-01) 
Drains to Basin C. Note 20 on Sheet C3 required AB & CC. 

As you can see the need for AB and CC is well documented. I have also cleaned out the files of stormwater/drainage 
information and assigned BMP ID Code numbers, created as-built files and input each of the BMPs into the GIS and 
Access databases. 
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WC 055 Stormwater Basin A 
WC 056 Stormwater Basin B 
WC 057 Stormwater Basin C 
WC 058 Stormwater Basin D 

NW corner of site 
North of Main Building 
North of Outparcel Building 
East of Gator Track 

I need to respond back to Monica ASAP on what remains to close the projects. I would need to know if we should 
proceed as usual, or if due to the plant closing, there would be any special requirements imposed on these projects. 
With the uncertainty of who may occupy the property in the future, I feel it is warranted to ensure that we proceed in 
the usual fashion to obtain and review as-builts and construction certifications, perform a final field inspection of the 
BMPs and have them perform any field (construction) related items as necessary (ie. trees, sediment removal, 
conversion, etc.). 

Also, I think it would be best to send a letter to Monica, outlining specifically what remains to close the projects or 
release the bonds. This would include requesting as-builts and construction certifications for the facilities. I am not 
sure how to handle any "site" issues that Jim may have, whether it is best to outline those in the letter or wait till we 
perform final inspections on the BMPs as there may construction-related issues for the ponds. It appears that some 
recent inspection reports were issued for the project. 

Any suggestions on how to proceed within the relatively short time frame available, both from the BMP and site 
perspective? 

Scott 
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Scott Thomas 

From: Jim Rudnicky 
Sent: Thursday, July 18, 2002 8:21 AM 
To: 
Cc: 

Scott Thomas; Darryl Cook; Pat Menichino; Gerry Lewis 
Joan Etchberger 

Subject: RE: John Deere Permits 

As a followup to this note - I issued inspection reports to fix a riprap outfall from Basin A, remove inlet protections and 
stabilize slopes on the gator track. As of Tuesday this work has not been started. 

Jim 

-----Original Message-----
From: Scott Thomas 
Sent: Wednesday, July 17, 2002 5:21 PM 
To: Darryl Cook; Pat Menichino; Jim Rudnicky; Gerry Lewis 
Cc: Joan Etchberger 
Subject: John Deere Permits 

Yesterday I got a call from Monica Francesconi, Environmental Coordinator with John Deere Vehicle Group (564-
2643). 

She stated that in lieu of the plant closing, they are trying diligently to close out all permits associated with the facility. 
We discussed the site briefly and I told her that I would need to sort through the project information and get back to 
her. 

Following our conversation, I looked at the files and discussed it with Joan, Jim and Gerry. It appears the following 
three projects are still considered "active" as we still hold E&SC surety: 

SP-47-99 John Deere Vehicle Group (Main Site & BMPs) $275,000 
SP-108-00 Gator Demonstration Track $ 50,000 
SP-107-01 Outparcel Building Addition $ 0 Rider to Main Site 

In researching the main site, there are 4 BMPs that were constructed as part of the original main site track under SP-
47-99. These BMPs are Stormwater Basins A, B, C & D. The onsite BMPs were not inventoried into the databases 
therefore, I initially presumed that as-builts and construction certifications were never received. In talking with Gerry 
and researching the files, this appears to be the case. 

As-builts (AB) and construction certifications (CC) were definitely required for each of the onsite BMPs and projects. 
The following are ways that I have confirmed the need for AB and CC based on file information: 

Original Plan (SP-47-99) 
1. Env Div comment# 3 dated April 27th 1999 required AB and CC. 
2. Engineers response to Env Div comment# 3 stated AB will be provided and notes were added to the plan to 
require CC. 
2. Note 7 on Sheet 3 of the plan required CC of BMPs upon completion. 
3. Note 18 on Sheet 12 required AB and CC. 

Gator Demo Track (SP-108-00) 
Drains to Basins C & D. Note 19 on Sheet 3 required AB & CC. 

Outparcel Addition (SP-107-01) 
Drains to Basin C. Note 20 on Sheet C3 required AB & CC. 

As you can see the need for AB and CC is well documented. I have also cleaned out the files of stormwater/drainage 
information and assigned BMP ID Code numbers, created as-built files and input each of the BMPs into the GIS and 
Access databases. 

WC 055 Stormwater Basin A 
WC 056 Stormwater Basin B 
WC 057 Stormwater Basin C 

NW corner of site 
North of Main Building 
North of Outparcel Building 
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WC 058 Stormwater Basin D East of Gator Track 

I need to respond back to Monica ASAP on what remains to close the projects. I would need to know if we should 
proceed as usual, or if due to the plant closing, there would be any special requirements imposed on these projects. 
With the uncertainty of who may occupy the property in the future, I feel it is warranted to ensure that we proceed in 
the usual fashion to obtain and review as-builts and construction certifications, perform a final field inspection of the 
BMPs and have them perform any field (construction) related items as necessary (ie. trees, sediment removal, 
conversion, etc.). 

Also, I think it would be best to send a letter to Monica, outlining specifically what remains to close the projects or 
release the bonds. This would include requesting as-builts and construction certifications for the facilities. I am not 
sure how to handle any "site" issues that Jim may have, whether it is best to outline those in the letter or wait till we 
perform final inspections on the BMPs as there may construction-related issues for the ponds. It appears that some 
recent inspection reports were issued for the project. 

Any suggestions on how to proceed within the relatively short time frame available, both from the BMP and site 
perspective? 

Scott 
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; 

Scott Thomas 

From: Scott Thomas 
Sent: Wednesday, July 17, 2002 5:21 PM 
To: 
Cc: 

Darryl Cook; Pat Menichino; Jim Rudnicky; Gerry Lewis 
Joan Etchberger 

Subject: John Deere Permits 

Yesterday I got a call from Monica Francesconi, Environmental Coordinator with John Deere Vehicle Group (564-2643). 

She stated that in lieu of the plant closing, they are trying diligently to close out all permits associated with the facility. We 
discussed the site briefly and I told her that I would need to sort through the project information and get back to her. 

Following our conversation, I looked at the files and discussed it with Joan, Jim and Gerry. It appears the following three 
projects are still considered "active" as we still hold E&SC surety: 

SP-47-99 John Deere Vehicle Group (Main Site & BMPs) $275,000 
SP-108-00 Gator Demonstration Track $ 50,000 
SP-107-01 Outparcel Building Addition $ 0 Rider to Main Site 

In researching the main site, there are 4 BMPs that were constructed as part of the original main site track under SP-47-
99. These BMPs are Stormwater Basins A, B, C & D. The onsite BMPs were not inventoried into the databases therefore, 
I initially presumed that as-builts and construction certifications were never received. In talking with Gerry and researching 
the files, this appears to be the case. 

As-builts (AB) and construction certifications (CC) were definitely required for each of the onsite BMPs and projects. The 
following are ways that I have confirmed the need for AB and CC based on file information: 

Original Plan (SP-47-99) 
1. Env Div comment# 3 dated April 27th 1999 required AB and CC. 
2. Engineers response to Env Div comment# 3 stated AB will be provided and notes were added to the plan to require 
CC. 
2. Note 7 on Sheet 3 of the plan required CC of BMPs upon completion. 
3. Note 18 on Sheet 12 required AB and CC. 

Gator Demo Track (SP-108-00) 
Drains to Basins C & D. Note 19 on Sheet 3 required AB & CC. 

Outparcel Addition (SP-107-01) 
Drains to Basin C. Note 20 on Sheet C3 required AB & CC. 

As you can see the need for AB and CC is well documented. I have also cleaned out the files of stormwater/drainage 
information and assigned BMP ID Code numbers, created as-built files and input each of the BMPs into the GIS and 
Access databases. 

WC 055 Stormwater Basin A 
WC 056 Stormwater Basin B 
WC 057 Stormwater Basin C 
WC 058 Stormwater Basin D 

NW corner of site 
North of Main Building 
North of Outparcel Building 
East of Gator Track 

I need to respond back to Monica ASAP on what remains to close the projects. I would need to know if we should proceed 
as usual, or if due to the plant closing, there would be any special requirements imposed on these projects. With the 
uncertainty of who may occupy the property in the future, I feel it is warranted to ensure that we proceed in the usual 
fashion to obtain and review as-builts and construction certifications, perform a final field inspection of the BMPs and have 
them perform any field (construction) related items as necessary (ie. trees, sediment removal, conversion, etc.). 

Also, I think it would be best to send a letter to Monica, outlining specifically what remains to close the projects or release 
the bonds. This would include requesting as-builts and construction certifications for the facilities. I am not sure how to 
handle any "site" issues that Jim may have, whether it is best to outline those in the letter or wait till we perform final 
inspections on the BMPs as there may construction-related issues for the ponds. It appears that some recent inspection 
reports were issued for the project. 
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. 
Any suggestions on how to proceed within the relatively short time frame available, both from the BMP and site 
perspective? 

Scott 
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JOHN DEERE VEHICLE GROUP 

P.O. Box 3540 • WILLIAMSBURG, VA 23187-3540 • TEL 757-564-2500 • FAX 757-564-2599 

~ 
JOHN DEERE 

05-29-02 

TO: Mr. Scott Thomas, 
RE: VPDES General Permit Notice of Termination [VAR4] 

Permit #V AR450031 

Scott, 

If you have any questions regarding this Notice of Termination, please contact me 
at 757-564-2643. 

Thank you, 

Monica Francesconi 
Environmental Coordinator 
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JUN-15-99 TUE 05:30 PM FAX NO. 

CARLISLE ASSOCIATES INC. 

'J'o: 

Darryl Cook, PE 
Co111pany; 

ARCHITECTS /ENG IN EE RS 
POST OFFlCl! BOX 11528 

1015 GE'RVAIS 51'1\HET 

COLUMBl/., SOUTH CAROLINA 292\1 

(803) 252·3232 

(803) 799-9054 PAX 

FACSIMILE TRANSMITTAL SHEET 

Prom: 

Gene Resch 
Oote: 

]CC Environmental Division June 15, 1999 
l'llll Nu.nbet: 't'otal No. ot P'1."• Inchuli11g Covet: 

757-253-6850 1 
Phone Numb~r. Project Namtt: 

757-253-6673 Project Columbia 
IU: Project Number: 

Revised Drawings D48 

0 URGE.NT li!J FOR RBV!BW 0 Pmt YOUR REQUEST lia PLEASF. REPLY 0 JiARD COPY TO FOLLOW IN MAIL 

N01'ES/COMMEN'l'S: 

Darryl: 

I wanted to make sure that you received the latest revised sheet 010 which showed the anti-seep collars on 
the pond outlet pipes for Ponds "B" & "C". Once you have reviewed the drawings, we would like to know 
when the contractor can begin work on the pond embankments. 

Also, after discussions wilh the grading contractor 1 want to make sure that everyone has the same 
understanding of the drawings, and the expectations of James City County, Therefore, we would like 
answers to the following questions: 

vY.' On sheet 03, there is a note which permits substitution oflIDPE pipe for R.CP. Wilt JCC accepl HOPE 
pipe for the pond outfall pipes? - £vh&f ~ v-isr y- ? 

..Z: If RCP is required on the outfall pipes, must the joints be 0-Ring type? - Y<"s 
~ We have indicated on Sheet 010, CMP anti-seep collars to be installed on the outfall pipes of Pond "B" 

& "C". Wm JCC accept CMP anti-seep coHars around IIDPE, (if HDPE is accept.able), or RCP pipe? 

Gene Resch 
-f;--e fCv s~,,,~ vn J( <1.0 pj;-< 

cc: Chris Brinkley, MB Kahn 

This tIMsmittal contlins PRIVJf EGBD ANI:> CONFIDENTIALinfuanati011 intr.nded only fut the use of the atl<lressee(s). 
If yon ire not the intended recipient or an employee or agent autborized to deli'ler it to the intended recipient, you arc hereby 
nnti lit:d 1h11t nnv dissemi:n:ation or corivi:ng is strictly prohibit'Cd. 

P. 01 
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Date Record Created: 

Created By: 

WATERSHED 

BMPID NO 

PLAN NO 

TAX PARCEL 

PINNO 

CONSTRUCTION DATE 

WC 

055 
SP-47-99 

(12-1)(1-45) 

12fo1ooo45· 
1/1/2000 

Print Form MAINTENANCE PLAN 

.------------------- SITE AREA acre 

PRINTED ON: 
Friday, March 12, 2010 

3:28:22 PM 

LAND USE 

old BMPTYP 

JCC BMPCODE 

POINT VALUE 

PROJECT NAME John Deere Vehicle Group 
SVC DRAIN AREA acres 

FACILITY LOCATION 3000 John Deere Road 

CITY-STATE 

CURRENT OWNER 

OWNER ADDRESS 

OWNER ADDRESS 2 

CITY-STATE·ZIP CODE 

OWNER PHONE 

MAINT AGREEMENT No 
EMERG ACTION PLAN No 

Get Last BMP No Return to Menu 

SERVICE AREA DESCRI 

IMPERV AREA acres 

RECVSTREAM 

EXT OET-WQ-CTRL 

WTR QUAL VOL acre-ft 

CHAN PROT CTRL 

CHAN PROT VOL acre-ft 

SW/FLOOD CONTROL 

GEOTECH REPORT 

Additional Comments: 

No 

Wet Pond 

A2 WetPond 

15 

0.00 

No 

CTRL STRUC DESC 

CTRL STRUC SIZE inches 

OTL T BARRL DESC 

EMERG SPILLWAY 

DESIGN HW ELEV 

PERM POOL ELEV 

2-YR OUTFLOW cfs 

10-YR OUTFLOW cfs 

REC DRAWING 

CONSTR CERTIF 

No 

No 

No 

0.00 

0.00 

LAST INSP DATE 

INTERNAL RATING 

MISC/COMMENTS 

Inspected by: 

.No 

No 

!Basin A NW comer. 
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103 East 6th Street 
Front Royal, Virginia 22630 

Phone: 540.636.8800 
Fax: 540.635.4147 

------------ E-mail: nsvrc@shentel.net 

NORTHERN SHENANDOAH VALLEY 
REGIONAL COMMISSION 

I I 

'3oot? Ple~~·v0Pwlin-k MrJc ·1'9. Z316J 

! f('J ~ Jne 3 ? 

l 
'9'11{ W l !~'f ltfflv-/ ,4 ii/,..; (orM r' W ( 0 !i5" 
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103 East 6th Street 
Front Royal, Virginia 22630 

Phone: 540.636.8800 
Fax: 540.635.4147 

------------- E-mail: nsvrc@shentel.net 

NORTHERN SHENANDOAH VALLEY 
REGIONAL COMMISSION 

f/7- Jt/V! 
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Tuesday, July 16, 2002 James City County Government - Environmental Division 

Surety by Site Name 

SURETY 
SUBDIVISION I 

RELEASED? EXPIRATION SURETY 

SILTATION 

RELEASED? EXPIRATION I NAME 

$0 D BOND $275,000 D JOHN DEERE 

$0 D Bond $50,000 D JOHN DEERE-GATOR DEMONOSTRATION TRACK 

$0 $0 D JOHN DEERE - OUTBUILDING ADDITION 

Number Listed: 3 

~~ 
'1.~ 
~· -~ 
~\I\ 

~ 
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~ ti. 
\:) ~"" ~ 
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~ ~ 
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VIRGINIA POLLUTANT DISCHARGE ELIMINATION SYSTEM (VPDES) 

GENERAL PERMIT NOTICE OF TERMINATION 
FOR STORM WATER DISCHARGES FROM CONSTRUCTION ACTIVITIES [VAR4] 

(Please Type or Print All Information) 

1. Construction Activity Operator 

Name: John Deere Vehicle Group Inc. ________________________ _ 

Mailing Address: __ 3000 John Deere Road. __________________________ _ 

City: _______ Toano ____ _ State:_VA__ Zip:_23168 __ Phone:_757-564-2500 ___ _ 

2. Location of Construction Activity 

Name: ______ John Deere Vehicle Group Facility ____________________ _ 

Address: _____ 3000 John Deere Road _________________________ _ 

City: _______ Toano ____ _ State:_VA__ Zip: __ 23168 __ 

If street address unavailable: Latitude---------- Longitude-----------

3. VPDES Storm Water General Permit Number: _VAR450031 _________ _ 

4. Check the appropriate box indicating the reason for terminating coverage under the general permit. 

D I am no longer the operator of the site . 

.)( The construction site has undergone final stabilization and the storm water discharges from the construction 
activity have been terminated. 

5. Certification: 
"I certify under penalty of law that all storm water discharges from the identified construction activity that are authorized by a 
VPDES general permit have been eliminated, or that I am no longer the operator of the construction activity. I understand that 
by submitting this notice of termination, that I am no longer authorized to discharge storm water in accordance with the general 
permit, and that discharging pollutants to surface waters is unlawful where the discharge is not authorized by a VPDES permit. 
I also understand that the submittal of this Notice of Termination does not release an operator from liability for any violations of 
this permit." 

Print Name: _Curt Hoppestad _____________ _ 

Signaturebf~~~ 
Title: _Factory Manager _______ _ 

Date: S" ~5!/t>d. 

For Department of Environmental Quality Use Only DEQ-WATER FORM SWGP99-004-NOT(6/99) 

Accepted/Not Accepted by:------------------- Date: ______________ _ 
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~l. 

""2. 
~3. 

~4. 

~5. 

-~6. 

"'7. 

~9. 

~11. 

ENVIRONMENTAL DMSION REVIEW COMMENTS 
JOHN DEERE 

PIAN NO. SP-47-99 ;vtC.i::-/tDbC
April 27, 1999 

A Land Disturbing Permit and Siltation Agreement, with surety, are required for 
this project. 

An Inspection/Maintenance Agreement shall be executed with the county for the 
BMP facility for this project. 

As-built drawings must be provided for the detention basins on completion. Also, 
a note shall be provided on the plan stating that upon completion, the construction 
of the dams will be certified by a professional engineer who has inspected the 
structures during construction. 

Provide and label the limits of clearing on the plan. 

Identify any off-site land disturbing areas required with proper erosion control 
measures. 

Provide wire reinforced silt fence (super silt fence) below large fill slopes, including 
all sediment basins. 

Provide a note on the plan that fill slopes will be stabilized in 10-foot vertical 
increments as they are constructed. 

P~~d~J jddiffg~~ ~fof'mation on the sediment traps, including dimensions for 
both wet and dry storage (length,width,depth) and size of stone outlets.;:'-.+'"'"'-{'> ~s 
t-l&~L:>.~ -;-o ~ ~ ?L.-AIV. l~t".,~ c.,~.-.c-

. .~b4.i A.~ 
Provide a sedim~rtt basin design worksheet for each of the proposed basins. A 
worksheet is ·contained in the 1992 edition of VESCH as are details and 
specifications. --p"\.,__c-.:;..._ ,\..-<,. ,,..1 ........ _, 

..,.._,_..,,,.,.,,.,.,_ .. , .... 
'1;.,, ·- -·· . .,, ~. ·_::_,"'-·"'.:.:· ... :'.·:_ 

Replace the CMP portion of the riser pipes with aluminized steel or asphalt coated 
steel pipe. ~~;;. '~ / :;,;..." ., ...... "'1- \ o -

Provide baffles in all three sediment basins to increase the flow length between 
inflow and outflow to a minimum of 2: 1 in accordance with VESCH, 1992 edition. 

Change the design of the outlet structures on all the detention/sediment basins. 
Flat tops are not acceptable as they tend to clog easily, causing continuing 
maintenance problems. Either provide a sloping top on the riser of at least 3: 1 or 

N .r_ r JS:. +-o b . a cage type grate as shown in enclosed figure from the Virginia Storm water 
t->-r\.1 +v 0 f ~ ~ Management Handbook. 
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• 

\ 

13. Revise the sediment basins to provide both wet and dry storage, and a method of 
dewateriI1g shoul~ ~a~t7,nance be required. - \'!I 0 .. 1."'"' ;o.L , : . , I"': f'"i ft> h1'... IA.4~.{ 

\.-c-.. \lj tJ +o bt V<n'•". ' ' . I I I . \ ,,,J.. 
~ 14. Page E-5 7 of the drainage calculations mislabels the hydrograph watershed 

number 145 when it should be 142. Please examine to see if this causes a change 
in the answer for the "Added Stormwater hydrographs" section and revise as 
necessary. 

~\ 
\ 

~6. 

'~18. 

Provide more information on how the discharge rates, and size and number of 
orifices was determined for the I-year storm release. 

The drainage map, sheet C-1 shows 4.2 acres of drainage to the existing BMP, 
while the calculations on sheets E-54 through E-58 indicate that 5.3 acres are 
delivered to the BMP. Please clarify the discrepancy to ensure that the capacity 
of the BMP is not exceeded. 

Provide a large check dam of #I stone and rip rap between the two temporary 
slope drains and the delineated wetland between storm water basins A and B. 

Identify all areas of 25% slopes to be disturbed. Submit a request to the Director 
of the Environmental Division for an exception to disturb slopes in excess of 25%. 
State what special measures, sodding etc., will be undertaken to restabilize these 

slopes. ~ c!<*- '-\lo)..) ~ C·,, ~ +,'." ~~I 5 \.S-u 

"'\c..A ~~\ 
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James City Co. Development Management 
Paul D. Holt, ill 
D48 - Project Columbia 

May 11, 1999 
Page2 

11. The documents listed have been submitted to the owner for review and signature, and will be 
submitted under separate cover, by the owner. 

12. There are no current plans for a sign along the I-64 right of way at this time. If this should 
change, the owner will submit any necessary permitting information. 

Fire Department: 

1. The fire department connection will be at the hydrant near the pump house. This has been 
indicated on Sheet 05. 

2. Hydrant spacing has been adjusted to be a maximum of 400'. 
3. The fence has been moved so that all hydrants will be within the fenced area. 
4. The location of the hydrant in the trailer parking area has been revised. 
5. The tank farm is still in the preliminary design stage. When final construction drawings are 

developed for this area, detailed plans will be submitted for approval. If additional fire 
hydrants are required, the plan will .be revised accordingly. 

Environmental Division: 

~ I. A Land Disturbing Pennit and Siltation Agreement has been submitted to the owner for 
signature, and will be submitted, along with the required surety, under separate cover. 

~ 2. An Inspection/Maintenance Agreement has been submitted to the owner for signature, and 
will be submitted by the owner, under separate cover. 

""' 3. An as-built survey will be completed for the entire site, upon completion of construction. A 
note concerning certification of the dam construction has been added to Sheet 03. 

~ 4. The limit of clearing and grading is shown on Sheets 03 and 08. ""5. No offsite land disturbance is anticipated for this project. 
---......, 6. Super silt fence has been added to the legend on Sheet 08, and is shown to be installed at the 

bottom of all large fill slopes. 
""7. The note concerning stabilization of fill slopes in 10 foot vertical increments has been added 

. .-. on Sheet 03. 1-\ , r--~ "=' 
\,. .;,_ '--.i.J A table outlining the design criteria for the sediment traps has been added to Sheet 08. · 

"'19. Sediment basin design worksheets for the four proposed basins have been included in the 
. Stormwater Management Report, Appendix H. 

~.~: ~- )?'Because of the re-design of the outlet structure to include a temporary, sediment control 
'outlet, the CMP portion of the riser has been deleted. 

11. Baflles have been added in two of the sediment basins, basin 'A' and 'B'. The inlet pipe to 
___ .. basin 'C' has been moved to provide a lJW ratio greater than 2. 

' .... ;- ·;....· 1_2. A rebar trash rack has been added to the top of the basin outlet boxes. 
--· ~---::-·~ ....;;'. .... -_-:,.· .. ··""' ,,..,. "'-...._....._~'!"_.I.._ ' - ,,,,,~ .. ~ -\i...... . .z..,.. ~--'";-'· ·.,~.,.._ ~:;,,:,.__~f:o~ .... ~ ':<:•.,.,.. 't-~..--~--.:..··,,,_ ......... -::._- ... ...___ ~1.,.-,_j 

: ' 



TRANSMITTAL SHEET James 
City 

County 
\19R.UIN.JA ENGINEERING & RESOURCE PROTECTION~ STORMWATER 

Project: John Deere 

County Plan No.: SP-47-99 & SP-039-13 

Assigned BMP No.: WCOSS, WCOS6, WC057, WCOSS 

BMP Type: Dry Ponds 

Information Enclosed: 

X Record Drawings (Asbuilts) 

Construction Certification 

Computations 

X Other: Approved Plan with 2013 amendment, IM Agreement, and insp reports 

Name: Tina Creech 

~ate: 10/1~ 
Signature: ~ -
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SCALE: 1"=2000' 

SHEET NO. SHEET DESCRIPTION 

C-01 OVERALL SITE 
C-02 BMP JCC WC055 AND JCC WC056 MAINTENANCE AND REPAIR 
C-03 BMP JCC WC057 AND JCC WC058 MAINTENANCE AND REPAIR 
C-04 EROSION & SEDIMENT CONTROL NOTES AND DETAILS 

GENERAL NOTES 
ANC, LLC 

SllE ADDRESS: 3000 JOHN DEERE ROAD 
WIWAMSBURG, VA 231689341 

DATE: 5/6/13 
AES PROJECT NO.: 9476-04 

JCC PLAN NUMBER: SP-0039-2013 

COUNTY OF JAMES CITY 
FINAL SITE: PLAN 

AP PROW.LS 
Fire Oept .. ._._. ---

DATE 

-Health O•"'----

VDOT~-77"0R=-
Pi•nning . P'.:2 .. : 517"611 
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'""'"' '"" -- j , ______ Sjii/J 
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3. SllE IS CURRENll Y ZCtlED PLANNED UNIT DEVELOPMENT COMMERCIAL (PUD-C) 
PROPERTY CLASSIFlCA TION 404 COMM ERO AL & INDUSTRIAL OCT 0 2 20\3 

4. TAX MAP PARCEL NO. 1210100045 

5. CONTACT: V. MARC BENNm, PE 
PHONE: (757) 253-0040 
FAX: (757) 220-8994 

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING MISS UTILITY (1-800-552-7001) FOR EXISTING UTILITY 
LOCATIONS PRIOR TO COMMENONG CONSTRUCTION 

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS FOR THIS PRO.ECT, INCLUDING 
VSMP AND JAMES aTY COUNTY LAND DISTURBING PERMIT • 

8. PRIOR TO OBTAINING A LAND DISTURBING PERMIT, THE CONTRACTOR SHALL OBTAIN A VSMP CONSTRUCTION ACTIVITY 
GENERAL PERMIT (VIRGINIA STORMWAlER MANAGEMENT PROGRAM) FROM OCR (DEPARTMENT OF CONSERVATION AND 
RECREATION). as PART OF THIS PERMIT THE CONTRACTOR SHALL PROVIDE AND MAllNTAIN THE SWPPP. 

9. ALL CONSTRUCTION TO BE IN ACCORDANCE WITH HRPDC (AFTH EDITION) AND VDOT SPECIFICATIONS AND STANDARDS. 

10. THIS PROPERTY LIES IN THE WARE CREEK WA 1ER SHED. 

11. THE CONTRACT SHALL HA VE CLEARING LIMITS MARK YftTH VflllE RIBBON PRIOR TO SCHEDULING A PRE-CONSTRUCTION 
MEEllNG WITH THE JAMES OTY COUNTY ENGINEERING AND RESOURCE PROlECTION DIVISION AND ENGINEER PRIOR TO 
BEGINNING ANY WORK AT THE SllE 

12. INSTALLATION AND REMOVAL OF ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE COORDINATED YftTH THE 
ASSIGNED JAMES OTY COUNTY ENGINEERING AND RESOURCE PROlECTION DIVISION INSPECTOR. YftTHIN THIRTY 
DAYS OF ANAL SllE STABILIZATION, OBTAIN APPROVAL FROM THE ASSIGNED JAMES CITY COUNTY ENGINEERING AND 
RESOURCE PROlECTION DIVISION INSPECTOR FOR REMOVAL 

13. THIS PLAN AMENDS SP-0047-1999, STONEHOUSE COMMERCE PARK AND PROJECT IS SUB.ECTED TO PROFFERS 
ASSOOAlED YltTH Z-0001-1999 •• 

THE PURPOSE OF THESE DOCUMENTS IS TO IDENTIFY, REPAIR AND MAINTENANCE TASK TO BE COMPLETED BY THE GENERAL CONTRACTOR, TO INCLUDE, BUT NOT 
LIMITED TO: 

1. CONSTRUCTION OF ACCESS WAY TO THE EMBANKMENTS OF THE STORMWAlER FAOUTIES. 

2. REMOVAL OF WOODY VEGETATION FROM STORMWAlER FAOUTY EMBANKMENTS. 

3. COMPLElE REPAIRS AND MAINTENANCE ITEMS TO STORMWAlER MANAGEMENT RISER STRUCTURES. 

4. REMOVAL OF ACCUMULAlED SEDIMENT AND WOODY GROWTH FROM THE IMPOUNDMENT AREAS OF THE STORMWATER MANAGEMENT FAOUTIES. 

5. ANE GRADE THE BOTTOM OF THE STORMWAlER MANAGEMENT FAOUTY TO PROVIDE SURFACE FLOW DIRECTED TO RISER STRUCTURE. 

6. REMOVAL OF WOODY VEGETATION ABOUT THE PERIMElER OF THE IMPOUNDMENT AREA (FROM BOTIOM TO 25' HORIZONTALLY FROM HIGH WATER ELEVATION) 

7. ARRANGE RIPRAP AT RECEIVING CHANNELS. 

6. EST !l!l!.ISH GROUND CQ\'ER ON A!.!. D!SWRBED AREA, !NC!.VDIHG PRO~DING A MINIMUM Of 6" OF TOPSOIL AND PERMANENT SEEDING. 

9. PROVIDING AND MAINTAINING EROSION AND SEDIMENT CONTROL MEASURES. 

10. REALIGNMENT OR REPAIR OF STORM SEWER CONVEYANCE PIPING. 

11. RUNG FOR, PREPARING, AND RECORD KEEPING OF THE VSMP AND SWPPP. 

12. PERFORMING A VIDEO INSPECTION OF THE PRINCIPAL SPILLWAY PIPE AT STORMWATER BASIN JCC BMP WC056. REPORT FINDINGS TO ENGINEER. 
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R OVE ALL WOODED VE TAT10N1 

ETWEEN STORMWATER FAC TY/ 
D LIMITS OF DISTURBANCE , 

TO GROUND LEVEL (0.68±, AC.) 
/ 

/ 
/ 

MAINTENANCE ITEMS REPAIR ITEMS 
1. REMOVE DEBRIS IN MANHOLE OF STORMSEWER SYSTEM DISCHARGING INTO THE 

FACILITY. 
2. AUGMENT OUTLET PROTECTION AT STORMSEWER DISCHARGE. 
3. CLEAN DEWATER FACILITY, TRASH RACK / SCREEN AND DEWATER ORIFICES OF 

MATERIAL 
4. REMOVE WOODY VEGETATION FROM SITE LIMITS OF DISTURBANCE. 
5. DREDGE BMP TO RESTORE DESIGN CONTOURS AND DISPOSE EXCESS MATERIAL 

OFF SITE. 
6. AUGMENT RIP-RAP AT RECEIVING CHANNEL OF PRINCIPAL SPILLWAY. 
7. ESTABLISH GROUND COVER {PROVIDE A MINIMUM OF 6" TOPSOIL, PERMANENT 

SEED, AND PERIODIC WATERING) TO ESTABLISH GROUND COVER. (ALL DISTURBED 
AREAS EXCLUDING ACCESS GRAVEL AREA) 

8. MOW GROUND COVER TO MAXIMUM 6-INCH HEIGHT. 

NOTE: 

1. CONSTRUCT AN ACCESS TO THE FACILITY BY CLEARING, GRADING, PLACING 6" 
STONE BASE USING \/DOT 21A AGGREGATE (175 ± TONS) AND STABILIZING WITH 
SEED AND EC-3 MATTING IN FILL AREA AS SHOWN ON PLAN, SEED AND MULCH 
OTHER SHOULDER AREAS. 

2 REMOVE AND REINSTALL 17' OF 48" HOPE PIPE TO 1.18'1; GRADE IN ACCORDANCE WITH ASTM 
0-2321 AND ALL APPLICABLE VDOT STANDARDS AND ADD OUTLET PROTECTION. 

1. ALL EXCESS EARTH MATERIALS, WOODY VEGETATION INCLUDING TREES IN EXCESS OF 4" (UNLESS CHIPPED 
OR MULCHED AND USED AT Tl-IE SITE), DEBRIS, MATERIAL GENERATED BY CLEARING THE WORK SHALL BE 
REMOVED FROM THE SITE. 

2. VEGETATION SUCH AS BRUSH, LIMBS, AND SAPLINGS MAY BE CHIPPED BY A CHIPPER AND USED AS 
MULCH IN AREAS DESIGNATED AT EACH SITE. EXCESS CHIPPING SHALL BE REMOVED FROM SITE. 

3. CHIPPING OPERATIONS SHALL ONLY BE PERFORMED WITHIN THE AREA OF ACTIVITIES. 

JCC BMP WC055 
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EX. 7 8" --ReP HOPE 
/NV= ~J.00 92.85 

REMOVE ALL WOODED VEGETATION 
BETWEEN STORMWATER FAaUTY 
AND EXISTING FENCE LINE 
TO GROUND LEVEL {0.27± AC.) 

EX. STORM MH 
RIM= +e6c§fJ 7 05. J 
/NV= : 21.25 93. 97 

LIMITS OF DIS1URBANCE 

EX. 
,; 

'?--;7;;;L_EX. 36"-ReP HOPE 
!NV= SJ.08 93.19 
PROPOSED INV=92.67 

EX -54' 41' OF .JG." 36'" -R£P HOPE 
@ ~-0.17% 

PARKING LOT 

EROSION AND SEDIMENTATION 
CONTROL LEGEND 

CONSTRUCTION ENTRANCE (SPEC. 3.02) 

SILT FENCE {SPEC. 3.05) 
\ \ 

' PROVIDE 12' WIDE ACCESS 
RoAD W/6" STONE BASE 
(11S±._ L.F.) 

\ 
\ EX. STORM INLET 

RIM= 101 2§ 104.27 
INV= -9+32- 93.12 

\ 

\ 

\ 
\ 

\ 
\ 

\ 
~ \ 

.· 
STORM DRAIN INLET PROTECTION {SPEC. 3.07) 

\ 
\ 

\ 
\ -\ \ ---- \._ REMOVE AND RELAY 36" PIPE 

PIPE AND ES TOTAL 45 LF 
SLOPE = 1.00% 

OUTLET PROTECTION (SPEC. 3.18) 
\ 
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' '- -- - ---- -------------
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' GENERAL CONTRACTOR SHALL 
\ \ 
. "°' ', REMOVE CHAIN LINK FENCING (AND 
\, ', ', REPLACE UPON COMPLEllON OF 

-----,. · 
1
', ' , WORK) TO FACILITATE ACCESS TO 

- '~',11, STORMWATER MANAGEMENT FACILITY. 
-------, 

1
', \\ ', "- GENERAL CONTRACTOR IS ALSO 

------- '\ ''\ '\ '- '°"' RESPONSIBLE FOR DAMAGE TO ANY 
----- - - - --. ' 1 ' °"' ASPHALT SURFACES - --- -- " ", ', \._ ::-..; 

- ------ - - - --- ------ - - - -
--- ' ' ' ~ :-.. " ------- - - ---- ------ - - ------ --..... ' ... ' " 0. --- ---- ' ' ' ',, ;.,. 

--- '"""' ---- -------- --- ------ -~- -- - - - - - -·, ', "" ' ,' ' ', ", 
---- - - ------ " '-... ' ~'" '\ ' ---------- -.. "' ' ' ' ' -------- - - -- -- - -------- - -- ',"' ', ', ·' ..... ', \ \ ', 
-- --- - - -- ·------ ' " ' ~' ' ' \.._ ', \ 

----- -- -- ---- ----------------- -- ~, ',"' '\\\\ \ \ ~ - -- ~-- ' ' ' \ \ \ ------ --- ---...... ' ' ' \ \ ' \ \ \ 

RIP RAP (SPEC. 3.19) 

DEWA TERING STRUCTURE {SP 

TOPSOILING (SPEC. 3. 

TEMPORARY S 

PERMAN 

M 

TREA NT 1 SOIL STABILIZATION MATTING 
(SP . 3.36) 

EX. BUILDING 
" 0 ...,.,,.,-IC SCALE --------- -------------------- ', ', ', \~\ I \ \ \ \ 

- \JF\"1"\ln --- - ------ , \\ \ \ \ \\ \ \ I \ \ \ 
-- --...., '\\\ ' I 

30'_____ o' ---30' - ---so·-- ----- - ------ ',' \' '\ \ \ \ \ ' , I _.,- d -- - - I - -- \ \ \ \ \ \ I I \ ' \ '\' \ - r"L - --- I I J---@---------------- ""-\ \ \ \ \ \ \ \ \ \ \ \ I I \ 
~- _ I , J • - \ \ \~\ \ \ \ \ \ ~ I \ - - -- \ \ ) I 

- SCALE: J~=-30' - - ---·LB---- -- -------- -~ ' 1 ' ' ' 1 \ ' \ 1 \1 
-- --- ------------ ----.. \ ) > \ > \ ' i ) , : I , 

- -- ......__ ( I 11 I I I I I \' 
...------ --- ----- ---- ------CT±l---~----=--> :~ I I/ /// I 1i.,-j;1 I .' I ) \\ 

...- - -- --- - --- - \ -iA. 1-- .-- 1 ' • I f I- / !\/ 1 ~ 

MAINTENANCE ITEMS REPAIR ITEMS 

/ 

/ 
/ 

/ 

/ 
/ 

/ 

/ NOTE: 
/ 

, , SEE VIRGINIA OSION SEDIMENT CONTROL HANDBOOK FOR EROSION 
// CONTROL ECIFICA NS (SPEC.) ANO DETAILS. 

1. AUGMENT OUTLET PROTECTION AT STORMSEWER DISCHARGE. 
2. CLEAN DEWATERING FACILITY TRASH RACK / SCREEN AND DEWATER ORIFICES OF 

MATERIAL 
3. REMOVE WOODY VEGETATION FROM THE SITE LIMITS OF DISTURBANCE. 

1. CONSTRUCT AN ACCESS TO THE FACILITY BY CLEARING, GRADING, PLACING 6" 
STONE BASE (52± TONS) AND STABILIZING SHOULDERS WITH SEED AND MULCH. 

2 REMOVE AND RE-INSTALL 41' OF 36" HOPE PIPE TO 1.00% GRADE IN ACCORDANCE WITH ASTM 
0-2321 AND ALL APPLICABLE VDOT STANDARDS ANO ADD OUTLET PROTECTION. 

4. DREDGE BMP TO RESTORE DESIGN CONTOURS AND DISPOSE EXCESS MATERIAL 
OFF SITE. 

5. INVESTIGATE POSSIBLE FAILURE OF PRINCIPAL SPILLWAY PIPE. 
6. AUGMENT RIP-RAP AT RECEIVING CHANNEL OF PRINCIPAL SPILLWAY. 
7. ESTABLISH GROUND COVER (PROVIDE A MINIMUM OF 6" TOPSOIL, PERMANENT 

SEED, AND PERIODIC WATERING) TO ESTABLISH GROUND COVER. (ALL DISTURBED 
AREAS EXCLUDING ACCESS GRAVEL AREA) 

8. MOW GROUND COVER TO MAXIMUM 6-INCH HEIGHT. 

NOTE: 

3. REMOVE AND REPLACE EXISTING CHAINLINK FENCE. 

1. ALL EXCESS EARTH MATERIALS, WOODY VEGETATION INCLUDING TREES IN EXCESS OF 4" {UNLESS CHIPPED 
OR MULCHED AND USED AT THE SITE), DEBRIS, MATERIAL GENERATED BY CLEARING THE WORK SHALL BE 
REMOVED FROM THE SITE. 

2. VEGETATION SUCH AS BRUSH, LIMBS, AND SAPLINGS MAY BE CHIPPED BY A CHIPPER AND USED AS 
MULCH IN AREAS DESIGNATED AT EACH SITE. EXCESS CHIPPING SHALL BE REMOVED FROM SITE. 

3. CHIPPING OPERATIONS SHALL ONLY BE PERFORMED WITHIN THE AREA OF ACTIVITIES. 

JCC BMP WC056 
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EROSION AND SEDIMENtATION 
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CONTROL LEGEND \ 
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CONSTRUCTION ENTRANCE (SPEC. 3.q2) 
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SILT FENCE, (SPEC. 3.05) ' \ 
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STORM DRAIN INLET PROTECTION (SPEC. 3.07) 
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OUTLET PROlf;CTION (SPEC. 3.18) 
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RIP RAP (SPEC'., 3.19) 
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DEWATERING STRllC1U~E1SP~C. 3.26) 
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TEMPORARY SEEDl~G (SPEC. 3.J'f) 
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PERMANENT S~fDING (Sl?EC. 3.32) 
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MULCHING (S~EC. 3.3~) , 
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TREAlMENT 1\ SOIL STA~IUZAl)ON MATTING 
(SPEC. 3.36) I I i 
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NOTE: \, / 1 I I 
SEE VIRGINIA ERdSION /& SEDIMENT CONTROL IHANDBbOK FOR EROSION 
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GENERAL CONTRACTC)R IS RESPONSIBLE 
FOR DAMAGE TO AN,Y ASPHALT SURFACES 

' \ 
\ 

\, 

' \, ' ' ' ' ' ' ' / .......... ,,."' 

MAINTENANCE ITEMS 
1. 
2. 
3. 

4. 

CLEAN TRASH RACK / SCREEN AND DEWATER ORIFICES OF MATERIAL. 
REMOVE WOODY VEGETATION FROM SITE, LIMITS OF DISTURBANCE. 
ESTABLISH GROUND LAYER (PROVIDE ,A MINIMUM OF 6" TOPSOIL, 
PERMANENT SEED, AND PERIODIC WATERING TO ESTABLISH GROUND COVER. 
(ALL DISTURBED AREAS EXCLUDING ACCESS GRAVEL AREA) 
MOW GROUND COVER TO MAXIMUM 6-INCH HEIGHT. 

REPAIR ITEMS 
1. 

2. 

3. 

NOTE: 

CONSTRUCT AN ACCESS TO Tl-IE FACILITY BY CLEARING, GRADING, PLACING 
6" STONE BASE (330 ± TONS) AND STABILIZING SHOULDERS Will-I SEED 
AND MULCH. 
REMOVE AND RE-INSTALL 18' OF 36" HOPE PIPE TO 1.00% GRADE IN ACCORDANCE WITH 
ASlM D-2321 AND ALL APPLICABLE VDOT STANDARDS .. 
REMOVE AND RE-INSTALL 20' OF 30" HOPE PIPE TO 1.00% GRADE IN ACCORDANCE WITH 
ASlM D-2321 AND ALL APPLICABLE VDOT STANDARDS. 

1. ALL EXCESS EARTI-1 MATERIALS, WOODY VEGETATION INCLUDING TREES IN EXCESS 
OF 4" (UNLESS CHIPPED OR MULCHED AND USED AT Tl-IE SITE), DEBRIS, 
MATERIAL GENERATED BY CLEARING Tl-IE WORK SHALL BE REMOVED FROM Tl-IE 
SITE. 

2. VEGETATION SUCH AS BRUSH, LIMBS, AND SAPLINGS MAY BE CHIPPED BY A 
CHIPPER AND USED AS MULCH IN AREAS DESIGNATED AT EACH SITE. EXCESS 
CHIPPING SHALL BE REMOVED FROM SITE. 

3. CHIPPING OPERATIONS SHALL ONLY BE PERFORMED WITI-llN Tl-IE AREA OF 
ACTIVITIES. 
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MAINTENANCE ITEMS 
1. 
2. 
3. 
4. 

5. 

CLEAN TRASH RACK / SCREEN AND DEWATER ORIFICES OF MATERIAL. 
REMOVE WOODY VEGETATION FROM SITE, LIMITS OF DISTURBANCE. 
AUGMENT RIP-RAP AT RECEIVING CHANNEL OF PRINCIPAL SPILLWAY. 
ESTABLISH GROUND LAYER (PROVIDE A MINIMUM OF 6" TOPSOIL, PERMANENT 
SEED, AND PERIODIC WATERING TO ESTABLISH GROUND COVER. (ALL DISTURBED 
AREAS EXCLUDING ACCESS GRAVEL AREA) 
MOW GROUND COVER TO MAXIMUM 6-INCH HEIGHT. 

REPAIR ITEMS 
1. 

2. 
3. 

CONSTRUCT AN ACCESS TO Tl-IE FACILITY BY CLEARING, GRADING, PLACING 6" 
STONE BASE (70 ± TONS) AND STABILIZING SHOULDERS Will-I SEED AND MULCH. 
SEAL PIPE TO RISER STRUCTURE. 
REMOVE EXISTING CHAINLINK FENCING TO CONSTRUCT ACCESS ROAD, REPLACE FENCING 
AND PROVIDE GATES FOR ACCESS TO NEWLY CONSTRUCTED ACCESS ROAD. 

/ 
/ 

/ 

1. ALL EXCESS EARTI-1 MATERIALS, WOODY VEGETATION INCLUDING TREES IN EXCESS OF 4" (UNLESS CHIPPED 
OR MULCHED AND USED AT Tl-IE SITE), DEBRIS, MATERIAL GENERATED BY CLEARING Tl-IE WORK SHALL BE 
REMOVED FROM Tl-IE SITE. 

2. VEGETATION SUCH AS BRUSH, LIMBS, AND SAPLINGS MAY BE CHIPPED BY A CHIPPER AND USED AS 
MULCH IN AREAS DESIGNATED AT EACH SITE. EXCESS CHIPPING SHALL BE REMOVED FROM SITE. 

3. CHIPPING OPERATIONS SHALL ONLY BE PERFORMED WITHIN THE AREA OF ACTIVITIES. 
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JAMES CITY COUNTY ENGI NEERING AND RESOURCE PROTECTION DIVISION 
STANDARD EROSION AND SEDIMENT CONTROL NOTES 

REVISED OCTOBER 1, 2009 

lHE FOLLOWING STANDARD EROSION AND SEDIMENT CONTROL (E&SC) NOTES SHALL BECOME PART OF APPROVlll EROSION AND 
IMENT CONTROL PLANS FOR ALL PLAN OF DEVELOPMENT PROJEC1S IN JAMES OlY COUNlY, VIRGINIA. 

1. ALL lHE PROVISIONS Of VIRGINIA EROSION AND SEDIMENT CONTROL LAW AND REGULATIONS, MINIMUM STANDARDS, 
HANDBOOKS, AND TECHNICAL BULLE11NS AS PUBLISHED BY lHE VIRGINIA SOIL & WATER CONSERVATION BOARD AND/ OR lHE 
VIRGINIA DEPARTMENT Of CONSERVATION AND RECREATION, Dl\nSION Of SOIL & WATER CONSERVATION SHALL APPLY TO lHE 
PROJECT. 

2 MINIMUM STANDARDS # 1 lHROUGH # 19 Of lHE VIRGINIA EROSION AND SEDIMENT CONTROL REGULATIONS (4VAC50-30-40) 
SHALL APPLY TO lHE PROJECT. 

3. lHE O'MiER OR APPLICANT SHALL BE RESPONSIBLE TO REGISTER FOR COVERAGE UNDER lHE GENERAL PERMIT FOR 
DISCHARGE Of STORMWATER FROM CQNSJRUC]QN ACTIVITIES, IN ACCORDANCE WllH CURRENT REQUIREMEN1S OF lHE 
VIRGINIA STORMWATER MANAGEMENT PROGRAM (VSMP) AND lHE VIRGINIA DEPARTMENT Of CONSERVATION AND RECREATION. 

4. THE O'MiER OR APPLICANT SHALL PROVIDE THE NAME OF AN INDIVIDUAL HOLDING A VALID RESPONSIBLE LAND DISlllRBER 
(RLD) CERTIFICATE OF COMPETENCE l'rHO WILL BE RESPONSIBLE FOR THE LAND-DISlllRBING ACTIVllY PRIOR TO ENGAGING IN 
THE LAND-DISlllRBING ACTIVllY. lHIS WILL BE NECESSARY PRIOR TO ISSUANCE OF A LAND- DISTURBING PERMIT FOR THE 
PROJECT. lHE RLD IS REQUIRED TO ATTEND THE PRECONSTRUCTION CONFERENCE FOR THE PROJECT. 

5. THE CONTRACTOR IS RESPONSIBLE TO CONTACT MISS UTILi lY (DIAL 811 IN VA OR 1-800-552-7001} PRIOR TO ANY UTILilY 
OR SITE WORK EXCAVATIONS. 

6. ALL EROSION AND SEDfMENT CONTROL MEASURES SHALL BE PLANNED, DESIGNED, IMPLEMENTED, INSTALLED AND MAINTAINED 
IN ACCORDANCE WITH THE PROVISIONS OF THE LATEST EDITION OF THE VIRGINIA EROSION AND SEDIMENT CONTROL 
HANDBOOK (VESCH). lHE CONTRACTOR SHALL MAINTAIN, INSPECT AND REPAIR ALL EROSION AND SEDIMENT CONTROL 
MEASURES AS NEEDED THROUGHOUT THE LIFE OF lHE PROJECT TO ENSURE CONTINUED ACCEPTABLE PERFORMANCE. 

7. A PRECONSTRUCTION CONFERENCE (MEETING) SHALL BE HELD ON SITE BETWEEN THE COUNlY ENGINEERING AND RESOURCE 
PROTECTION DIVISION, THE O'MiER-APPLICANT, lHE RESPONSIBLE LAND-DISTURBER {RLD}, lHE CONTRACTOR AND OTHER 
RESPONSIBLE AGENOE5, AS APPLICABLE. PRIOR TO ISSUANCE Of A LAND-DISTURBING PERMIT. lHE O'MiER OR APPLICANT IS 
REQUIRED TO COORDINATE SCHEDULING Of lHE PRECONSTRUCTION CONFERENCE BETWEEN ALL APPLICABLE PARTIES. THE 
CONTRACTOR SHALL SUBMIT A SEQUENCE OF CONSTRUCTION TO lHE COUNlY ENGINEERING AND RESOURCE PROTECTION 
DIVISION FOR REVIEW AND APPROVAL PRIOR TO lHE PRECONSTRUCTION MEETING. 

8. ALL PERIMETER EROSION AND SEDIMENT CONTROL MEASURES SHALL BE CONSTRUCTED AS A FIRST STEP IN ANY 
LAND-DISTURBING ACTIVllY AND SHALL BE MADE FUNCTIONAL BEFORE UPSLOPE LAND DISTURBANCE TAKES PLACE. 

9. ADDITIONAL SAFElY FENCE OR DUST CONTROL MEASURES, IN ACCORDANCE WllH THE PROVISIONS OF MINIMUM STANOARDS & 
SPECS. 3.01 AND 3.39 OF lHE VIRGINIA EROSION AND SEDIMENT CONTROL HANDBOOK {VESCH}, MAY BE REQUIRED TO BE 
IMPLEMENTED IN ADDITION TO lHAT SHO'Mi ON lHE APPROVED PLAN IN ORDER TO ENSURE ADEQUATE PROTECTION OF lHE 
HEALlH, SAFE1Y AND YtllFARE Of lHE PUBLIC OR IF SITE CONDITIONS CHANGE, BECOME APPARENT OR ALTER 
SIGNIFICANTLY FOLLOWING lHE DATE OF PLAN APPROVAL 

10. EROSION AND SEDIMENT CONTROL MEASURES MAY REQUIRE MINOR FIELD ADJUSTMEN1S AT OR FOLLOWING TIME OF 
CONSTRUCTION TO ENSURE lHBR INTENDED PURPOSE IS ACCOMPLISHED, TO ENSURE ADEQUATE PROTECTION Of lHE 
HEALTH, SAFElY AND YtllFARE Of lHE PUBLIC, OR IF SITE CONDITIONS CHANGE, BECOME APPARENT OR ALTER 
SIGNIFICANTLY FOLLOWING lHE DATE OF PLAN APPROVAL COUNlY ENGINEERING AND RESOURCE PROTECTION DIVISION 
APPROVAL SHALL BE REQUIRED FOR ANY DEVIATION OF EROSION AND SEDIMENT CONTROL MEASURES FROM THE APPROVED 
PLAN. 

11. OFF-SITE WASTE OR BORROW AREAS SHALL BE APPROVlll BY lHE COUNlY ENGINEERING AND RESOURCE PROTECTION 
DIVISION PRIOR TO lHE IMPORT Of ANY BORROW OR EXPORT OF ANY WASTE TO OR FROM THE PROJECT SITE. 

12 CULVERT AND STORM DRAIN INLET PROTECTIONS, IN ACCORDANCE WllH lHE PROVISIONS OF MINIMUM STANDARDS & SPECS. 
3.07 & 3.08 OF lHE VIRGINIA EROSION AND SEDIMENT CONTROL HANDBOOK (VESCH), MAY BE REMOVlll AT lHE DISCRETION 
OF THE ASSIGNED COUNlY ENGINEERING AND RESOURCE PROTECTION DIVISION INSPECTOR SHOULD PLACEMENT OF lHE 
MEASURE RESULT IN EXCESSIVE ROAD FLOODING OR TRAFFlC HAZARD OR RESULT IN lHE REDIRECTION Of DRAINAGE ONTO 
OR TOWARD EXISTING L01S, DRIVEWAYS OR STRUCTURES. DECISIONS SHALL BE MADE ON A CASE-BY-CASE BASIS BASED 
ON FJELD SITUATIONS ENCOUNTERED. 

13. DRAINAGE FACILITIES SHALL BE INSTALLED AND FUNCTIONAL WllHIN 30 DAYS FOLLOWING COMPLETION OF ROUGH GRADING 
AT ANY POINT WllHIN lHE PROJECT. 

14. NO MORE lHAN 300 FEET OF TRENCH MAY BE OPEN AT ONE TIME FOR UNDERGROUND UTILilY LINES, INCLUDING STORM 
WATER CONVEYANCES. ALL OlHER PROVISIONS OF MINIMUM STANDARD # 16 OF lHE VIRGINIA EROSION AND SEDIMENT 
CONTROL REGULATIONS APPLY. 

15. II' l)fSTURBED AREA STABILIZATION IS iO BE ACCOMPUSHE!l DURING '!HE MON'!HS Of DECEMBER, JANUARY OR Ft:BllUARY. 
STABILIZATION SHALL CONSIST Of MULCHING IN ACCORDANCE WllH MINIMUM STANDARD & SPEC. 3.35 Of lHE VIRGINIA 
EROSION AND SEDIMENT CONTROL HANDBOOK (VESCH}. SIEEDING WILL lHEN TAKE PLACE AS SOON AS lHE SEASON PERMl1S. 

16. THE TERM SEEDING, FINAL VEGETATIVE COVER OR STABILIZATION ON lHE APPROVlll PLAN SHALL MEAN THE SUCCESSFUL 
GERMINATION AND ESTABLISHMENT OF A STABLE GRASS COVER FROM A PROPERLY PREPARED SEEDBED, IN ACCORDANCE 
WllH MINIMUM STANDARDS & SPECS. 3.29 lHROUGH 3.37 OF lHE VIRGINIA EROSION AND SEDIMENT CONTROL HANDBOOK 
(VESCH), AS APPLICABLE. IRRIGATION, IF NECESSARY, SHALL COMPLY WllH ALL APPLICABLE OUTDOOR WATER USE 
RESTRICTIONS Of lHE JAMES OlY SERVICE AUlHORllY. 

17. TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL NOT BE REMOVlll UNTIL ALL DISTURBED AREAS ARE 
STABILIZED. REMOVAL SHALL NOT OCCUR WllHOUT AUlHORIZATION BY THE COUNlY ENGINEERING AND RESOURCE 
PROTECTION DIVISION. DISTURBANCES ASSOCIATED WllH lHE REMOVAL OF TEMPORARY EROSION AND SEDIMENT CONTROL 
MEASURES SHALL BE PROPERLY STABILIZED. 

18. NO SEDIMENT TRAP OR SEDIMENT BASIN SHALL BE REMOVlll UNTIL A) AT LEAST 75 PERCENT OF lHE SINGLE-FAMILY L01S 
WllHIN lHE DRAINAGE AREA TO lHE TRAP OR BASIN HAVE BEEN SOLD TO A lHIRD PARlY FOR lHE CONSTRUCTION OF 
HOMES (UNRELATED TO lHE DEVELOPER); AND/OR, B) 60 PERCENT OF lHE SINGLE-FAMILY L01S WllHIN lHE DRAINAGE 
AREA TO THE TRAP OR BASIN ARE COMPLETED AND STABILIZED. A BULK SALE Of lHE L01S TO ANOlHER BUILDER DOES 
NOT SATISFY lHIS PRO\nSION. SEDIMENT TRAPS AND SEDIMENT BASINS SHALL NOT BE REMOVlll WITHOUT AUlHORIZA TION OF 
THE COUNlY ENGINEERING AND RESOURCE PROTECTION DIVISION. 

19. APPLICABLE PROVISIONS Of lHE COUNlY BMP MANUAL (JAMES CllY COUNlY GUIDELINES FOR DESIGN AND CONSTRUCTION 
OF STORMWATER MANAGEMENT BMPS) AND lHE VIRGINIA STORMWATER MANAGEMENT HANDBOOK {VSMH) APPLY TO lHE 
PROJECT. 

20. DESIGN AND CONSTRUCTION OF PRIVATE-TYPE STORM DRAINAGE SYSTEMS, OUTSIDE VDOT RIGHT-OF-WAY, SHALL BE 
PERFORMED IN ACCORDANCE WllH lHE CURRENT VERSION OF lHE JAMES CllY COUNlY ENGINEERING AND RESOURCE 
PROTECTION DIVISION, STORMWATER DRAINAGE CONVEYANCE SYSTEMS {NON-BMP RELATED), GENERAL DESIGN AND 
CONSTRUCTION GUIDELINES. 

21 . RECORD DRAWINGS (AS-BUIL1S) ANll. CONSTRUCTION CERTIFICATIONS ARE REQUIRED FOR ALL STORMWATER FACILITIES 
INCLUDING STORMWATER MANAGEMENT/BMP FAOLITIES AND STORM DRAINAGE CONVEYANCE SYSTEMS. RECORD DRAWINGS 
AND CONSTRUCTION CERTIFICATIONS MUST MEET ESTABLISHED PROGRAM REQUIREMEN1S OF BOlH lHE COUNlY ENGINEERING 
AND RESOURCE PROTECTION AND STORM WATER DIVISIONS. 

22 ALL STORMWATER FACILITIES INCLUDING BMPS, STORM DRAINAGE PIPES, STORMWATER CONVEYANCES, INLE1S, MANHOLES, 
OUlF ALLS AND ROADSIDE AND OlHER OPEN CHANNELS SHALL BE INSPECTED BY TD ROADSIDE AND OlHER OPEN CHANNELS 
SHALL BE INSPECTED BY lHE JAMES CllY COUNlY COUNlY STORMWATER DIVISION AND GEOTECHNICAL ENGINEER IN 
ACCORDANCE WITH ESTABLISHED THE JAMES CllY COUNlY STORMWATER DIVISION PROGRAM REQUIREMENT5. 

12' WIDE 

6" VDOT 21-A 
AGGREGATE 

TYPICAL GRAVEL ACCESS ROAD SECTION 
N. T.S. 

CONSTRUCTION OF A SILT FENCE 
(WITHO UT WIRE S UPPORT) 

1. SET THE ST AKES. 

3. STAPLE Fl l 1ER f.t ATERIAL 
TO ST AKES AND EXTEND 
IT INTO 11-1£ lRE.'NCH. 

2. EXCAVATE A 4"X 4" TRENCH 
UPSLOPE ALONG THE LINE OF 
STAKES. 

4. BAO<FILL AND COMPACT 
7HE EXCAVATED SOIL 

SHEET FLOW INSTALLATION 
{PERSPECTIVE VIE\I'/) 

POINTS A SHOULD 6E HIGHER THAN POINT S. 

DRAINAGEWAY INSTALLATION 
(FRONT ELEVATION) 

Plate 3.05-2 

SITE SPECIFIC S EEDING MIXTURES 
FOR COA S TAL PLAIN AREA 

MINIMUM CARE LAWN 
COMMERCIAL OR RESIDENTIAL 
- KENTIJCKY 31 OR TIJRF-TYPE TALL FESCUE 

OR 
-COMMON BERMUDA GRASS ** 

HIGH- MAINlENANCE t AWN 
-KENTUCKY 31 OR "TURF-TYPE TALL FESCUE 

OR 
- HYBR1D BERMUDAGRASS (SEED)** 

OR 
-HYBRID BERMUDAGRASS (BY OTHER VEGETATI VE 

ESTABLISHMENT METHOD, SEE sm. & SPEC. 3.34) 

GENERAL SLOPE (3: 1 OR LESS} 
-KENTIJCKY 31 FESCUE 
-RED TOP GRASS 
- SEASONAL NURSE CROP * 

I OW MAINITNANCE SI OPE (SITEPER THAN 3: 1) 
- KENTIJCKY 31 TALL FESCUE 
- COMMON BERMUDAGRASS ** 
-RED TOP GRASS 
-SEASONAL NURSE CROP * 
- SERICEA LESPEDEZA ** 

TOTAL LBS. 
PER ACRE 

175- 200 LBS. 

75 LBS. 

200- 250 LBS. 

40 LBS. (UNHULLED) 
30 LBS. (HULLED) 

128 LBS. 
2 LBS. 

20 LBS. 
150 LBS. 

93-1 08 LBS. 
0- 15 LBS. 

2 LBS. 
20 LBS. 
2Q..J& 
150 LBS. 

' USE §[ MiONAl CROI' IN ACCORDANCE WITH S[BJING DATES AS STATED BELOW: 
FEBRUARY, MARCH TI-JROUGH APRIL. .............. .................. ............. ANNUAL RYE 
MAY 1ST THROUGH AUGUST ........ .. .......... .......... ................ .. ......... FOXTAIL MILLET 
SEPTEMBER, OCTOBER THROUGH NOVEMBER 15TH ............. ......... ANNUAL RYE 
NOVEMBER 16TH THROUGH JANUARY.... ..... .. . ........... ..... WIN TER RYE 

** MAY THROUGH OCTOBER, USE HULLED SEED. ALL OTHER SEEDING PERIODS, USE 
UNHULLED SEED. WEEPING LOVEGRASS MAY BE ADDED TO ANY SLOPE OR 
LOW-M AINTENAN CE MIX DURING WARMER SEEDING PERIODS; ADD 10-20 
LBS./ACRE IN MI XES. 

Table 3.32-D 

TYPICAL TREATMENT - 2 
SOIL STABILIZATION MATTING 

SLOPE INSTALLATION 

FILL SLOPE SECTION 

SOIL STABILIZATION "'ATS SHOULD 
BE INSTALLED VERTI CALLY 
OO'MllSl.OPE FOR BEST RESULTS. 

TOE 
MAINTAIN SLOPE AN GLE 

SLOPE LINING 

(WET SLOPE) 

JREAlUDIT - 2 

"'"""""'"" NON-Ml\-9 
{tlEEDLE PUNCHED) 
GEOIEXTll.E FlLTER 
Q.O"IH fBDllND 
TR£A 1\ltNT - 2) 

' DIRT SH.l.U.. EIE 
TAMP£RE[l PRIOR 
TO Li.YING TOP 

"" '"' 
BERM 

TRENCH INTO BERM AND 
PROGRESS DOWNSLOPE 

SLOPE LINING 

(DRY SLOPE) 

TRrA"TMENT - 2 

BOTTOt.I CF flll !:UJ'E 

"" "' CUT 'ilCPE 

8 1 90TTrM rF CU T 'ilDPE 
BOTTOt.I OF CUT Sl.Cf'E 

91 
Plate 3.36-5 I 

S TONE CONSTRUCTION ENTRANCE 

70' MIN. 

SIDE ELEVATION 

EXISTING GRCl.JNO 

E~ISllNG 
PA\IEMENT 

" 
ldOUNTABL.E BERM 
(OPll~AL) 

r-~~~~~~-'-''-'"-·~~~~~:.1'1 -r-

• MUST EXTEND F\Jll 'MOTH 
Of INGRESS AND EGRESS 
OPEil A TI ON 

12' MIN. 

"'"--\ POSITIVE DRAINAGE 
TO SIDMENT 
lRAPPING DE\o!CE 

PLAN VIEW 

12'!.llN. 

10' MIN. 

E.'(ISTING 
PA>,EJ,100 

T 
10' l.!IN. 

_j_ 

I 
SECTION B-B @ ' 

Plate 3.02-1 

ORGANIC MULCH MATERIALS 
AND APPLICATION RATES 

RATES: 
MULCHES: NOTES: 

PER ACRE PER 1000 FT SQ. 

STRA W OR HAY 1 /2 - 2 Tons 70-90 Lbs. Free from weeds ond coarse 
{M inimum 2 matter. Must be anchored. 

Tons for Spreod with mulch blower or 
w'1nt er cover) by hand. 

FlBER MULCH Minimum 35 Lbs. Do not use as mulch for 
1500 Lbs. winter cover or during hot , 

dry periods.* Apply as slurry. 

CORN STALKS 4- 6 Tons. 185- 275 Lbs. Cut or shredded in 4- 6" 
lengths. Air- dried. Do not use 
in fin e turf oreos. Apply with 
mulch blower or by hand. 

WOOD CHIPS 4-6 Tons 185-275 Lbs. Free of coarse matter. Air- dried. 
Trea t wit h 12 lb~;. nitrogen per 
ton. Do not use in fine tu rf 
areas. Apply with mulch blower, 
chip handler. or by hand. 

BARK CHIPS DR 50-70 Cu . 1-2 Cu. Yds. Free of coarse matt er. 
SHREDDED BARK Yd!. Alr=dfieEI. 06 He/: U§{! iR -fiR@ 

turf oreos. Apply ""ith mulch 
blower, chip handler, or by hand. 

* When fiber mulch is th e only available mulch during periods when straw should be 
used, apply at o minimum rate of 2000 Lbs./Ac. or 45 Lbs./1000 Sq. Ft. 

Table 3.35-A 

PIPE OUTLET CONDITIONS 

A 

PLAN VIEW 

A 

PIPE OUTLET TO FLAT 
AREA WITH NO DEFINED 
CHANNEL 

I~ °' _L , I _l_ 

~llilc.ij -;.-
SECTION A-A FllW CLOTH KE Y 11-1 6"- !>'; REcmn.1ENOOo FOR nH.1~ P£Rll,£1IB 

A 

PLAN V IEW 

Lo 

I ~h 
SEC TION A·A I 

A 

°' -
r-

3d 0 (MIN.) 

I 

, _l_ 
I d 

T 
Ti§ 

FILT::R 2LOT11 KEY IN 5• - 9"; ~EC O!.IM ENDED FOR ~NTlRE ~ERl ~ ETEP. 

NOTES: 1. APRON LINING MAY BE RIPRAP, GROUiED RIPRAP, GAfllON 
BASKET, OR CC»llCRET"E. 

2. Lo IS TI-IE LENGTH OF THE RIPRAP APRON AS CALCULAlED 
USING PLATES 3.18-3 AND 3.1 8-4. 

3. d = 1.5 TIMES Tl1E MAXIMUM STONE DIAMETER. BUT NOT 
LESS TiiAN 5 IN CHES. 

Plate3 .1 8- 1 

SILT FENCE DROP INLET 
PROTECTION 

2 X 4° WOOD FRAME 

PERSPECTIVE VIEWS 

ELEVATION OF STAKE AND 

FABRIC ORIEN TATION 

SPECIFIC APPLICATION 

11 

DETAIL A 

THIS METHOD OF INLET PROlECTION IS APPLICABLE WHERE THE 
INLET DRAINS A RELATIVELY FLAT AREA (SLOPE NO GREATER 
THAN 53) WHERE nlE INLET SHEET OR OVffiLAND FLOWS (NOT 
EXCEEDING 1 C.F.S.) ARE T'rPICAL THE METHOD SHAU. NOT 
APPLY TO INLETS RECEIVING CONCENTRATED FLOWS, SUCH AS 
IN Sl"RUT OR HIGHWAY MEDIANS. 

Plate 3.07-1 

STRAW BALE/ SILT FENCE PIT 

Fll."IOR CLOlH 

PUt.IP DISCHARGE 

tiQlE: ALTER CLOTH 
CQIJERS EN11RE 
INSIDE FACE OF 
STRAW BALE DIKES. 
INSTALL AS PER S1b. 
~1fC· J.05, SILT 

1"-5" 

r:tASS Al RIPRAP 
SPl.ASH E.LOCK 1" D£PTl1 

.. .... 
' } 2 STAKES PER 
I BALE (lYP.) 

• 

Ck'SS Ill RIPRAP 

PLAN VIEW 

GROSS-Sf'GTION A-A 

FLOW ');-' 

--= 

CROSS-SECTION B-B 

EXCAVAlED AREA 

TOE REQUIREMENTS FOR 
BANK STABILIZATION 

FILTER CLOTH UNDERLINER (PREFERRED) 

KEY IN 
flLTER CLOTH 
6"-9" 

GRAN ULAR FILTER 

Plate 3.26-3 

., 1,, 

COARSE AGGREG~ lE __ / 
MIN. 1HICKN£$S = 6" 

Plate 3.19·1 

. 
t .:,..._""-">->:. .. .• ' )::... '<.{.,:,, f 
=tiNDIS1\JRBED\ 

· .. · .. : · %'< 
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-' 

""' w z 
"" . LJ_ 
w ;: 
> :» 

d . <i: ~ 
0.. 

~~o 
/ LJ_ 

D z '<'. -
<3 

"" HOPE PIPE- 0 o;; o -

j(i' ""' . co I 

"' ;<· • >: -' «: 

/ 
... , f-

%< z: 

_J 
8°c:9?0 
' "'\ ,0 00 

- · ., j 
FOUNDATION__/ 

c--MI N. TREN CH WIDTH -

(SEE TABLE) 

NOTES: 

1. MATERIALS: UNLESS OTH ERWISE SPECIFIED ON THE PLANS OR HEREIN, CORRUGATED POlYEllWLENE PIPE SHALL CON FORM TO 
AASHTO M- 294, LATEST EDITION, STANDARD SPECIFICATION FOR CORRUGATED POLYETHYLENE PIPE. 

RESIN S: CORRU GATED POLYETHYLENE PIPE SH ALL BE MANUFACTURED FROM HI GH DENSITY POLYETH YLENE VIRGIN COM POUNDS, AND 
SHALL CONFORM TO THE REQUIREMENTS OF ASTM D-3350 FOR THE CELL ClASSIFICAllON 335400C. 

COUPLING BANDS: EXCEPT AS OTHER\\1SE REQUIRED HEREIN, COUPLING BANDS AND OTHER HARDWARE FOR CORRUGATED 
POLYETHYLENE PIPE SHALL DEMONSTRATE THAT THEY MEET THE SOIL llGHlNESS REQUI REMENTS OF AASH TO SECllON 26 
"STANDARD SPECI FICATIONS FOR HI GH WAY BRIDGES." 

COUPLING BANDS SHALL LAP EQUALLY ON EACH OF THE PIPES BEING CONNECTED TO FORM A llGHTl Y CLOSED JOINT AFTER 
INSTALLATION. 
THE CORRUGATIONS IN THE BAND SH ALL INOEX THE CORRUGATIONS IN THE PIPE ENDS TO ENGAGE AT LEAST TWO FULL 
CORRUGA llONS FROM THE END OF EACH PIPE. 

WH EN INFILTRAllON OR EXFlLTRAllON rs A CONCERN, THE COUPLING BANDS MAY BE REQUIRED TO HAVE GASKETS. THE GASKET 
MATERIAL SHALL BE CLOSED-CELL EXPANDED RUBBER OR NEOPRENE. 
OTHER COUPLIN GS MAY BE BELL & SPIGOT AND CONFORM TO THE REQUIREMENTS OF AASHTO M294. 

DESI GN A llON OF TYPE: THE PIPE SH ALL BE THE FOLL0\\1NG TYPE: 
TYPE S: THIS PIPE WILL HAVE A FULL CIRCULAR CROSS-SECllON. WI TH AN OU TER CORRUGATED PIPE WALL AND A SM OOTH INNER 
LINER. 

2. FOUNDAllDN: WHERE THE TRENCH BOTIOM rs UNSTABLE. THE CONTRACTOR SHALL EXCAVATE TO A DEPTH REQUIRED BY THE 
ENGINEER AND REPLACE WI TH SUITABLE MATERIAL IN ACCORDANCE WITH ASTM 02321, LATEST EDITION. AS AN ALTERNAll VE AND 
AT THE DISCRETION OF THE DESIGN ENGINEER, THE TREN CH BOTIOM MAY BE STABILIZED USING GEOTEXTILE MATERIAL. 

3. BEDDING: SUITABLE MATERIAL SHALL BE CLASS I, 11 OR 111 IN ACCORDANCE WITH ASTM D2321, LATEST EDlllON. THE CONTRACTOR 
SHALL PR OVIDE DOCUMENTATI ON FOR MATERIAL SPECIFICATION TO ENGINEER. UNLESS OTHER WISE NOTED BY THE EN GINEER. 
MINIMUM BEDDING THICKNESS SHALL BE 4" FOR 4"" -24"; 6" FOR 30"-60"". 

4. HAUNCHING AND INITIAL BACKFILL: SUITAB LE MATERIAL SHALL BE CLASS I. 11 OR Ill IN THE PIPE ZONE EXTENDING NOT LESS THAN 
6" AB OVE CROWN OF PIPE. THE CONTRACTOR SHALL PROVI DE DOCU MENTAllON FOR MATERIAL SPECIFICAllON TO ENGINEER. 
MATERIAL SHALL BE INSTALLED AS REQUIRED IN ASTM D2321. LATEST EDlllON. 

5. MINIMUM TRENCH WIDTHS SHALL BE AS FOLLOWS: 

DIAMETER MIN. TRENCH WID TH DIAMETER MIN. TREN CH WIDTH 

---.is" 3,.;.._-- ; 

18" 39" 48" so·· 
~ " " .. - ~ 

30" 56" , .. " 
· ~ 

36" 64" 

THE TRENCH WIDTH MUST BE WIDE ENOUGH TO ACCOMMODATE COMPACTI ON EQUIPMENT. 

6. MINIMUM COVER: MINIMUM CO VER, H. IN NON-TRAFFIC APPLICATIONS ( GRASS OR LANDSCAPE ARE AS) rs 12" FROM THE TOP OF 
PIPE TO GROUND SURFACE. ADDITIONAL COVER MAY BE REQUIRED TO PREVENT FLOATATION. FOR TRAFFIC APPLICAllONS, 
MINIMUM COVER, H, rs MEASURED FROM THE TOP OF PIPE TO SODOM OF FlEXIBl E PAVEMENT OR TO TOP OF RIGID PAVEMENT. 

7. 

8. 

9. 

MINIMUM RECOMMENDED COYER 

SURF ACE LIVE LOADING CONDlllON 

PIPE DIAM . H-25 
HEAVY CONSTRUCTION 

(75T AXLE LOAD)* 

12"-48" 12" 48" 

54"-60" 24" 60" 

' VEHICLES IN EXCESS OF 75T MAY REQUIRE ADDITIONAL COVER 

CONNECllON TO CONCRETE STRUCTU RES: CONNECTIONS SH ALL MEET SPECIFICATIONS ASTM C923. 

PERFORATED HDPE PIPE SHALL HAVE FIVE HOLES. ONE INCH IN DIAMETER EVENLY SPACED AND PLACED ~TH IN AN ARC OF 130 
DEGREES. THE CENTER HOLE BEIN G DIRECTLY OPPOSITE THE TOP MARKI NG. SPACING OF EACH SET OF FIVE HOLES SHALL BE AT 
6 INCH INTERVALS ALONG THE TUBE. THE HOLES Will BE DRILLED AND BE FREE OF ANY DEFECTS. THE PERFORATED PIPE 
SHALL BE INSTALLED so THAT THE CENTER HOLE rs IN THE HORIZONTAL PLANE AND INTERFACES WITH THE GR ADED GRAVEL. 

TH IS DETAIL rs NOT APPROPRIATE FOR HDPE PIPE PLACED WITHIN IMPOU NDMENT EMBANKMENTS. 

HOPE PIPE INSTALLATION DETAIL 
N.T.S. 

VARIES (SEE PLANS) 

~EX. GRADE 

"'-

RIP RAP TO MATCH EXISTING 
AND PLACED ON FILTER FABRIC 

CHANNEL RIPRAP TYPICAL 
N.T.S. 
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James City County Environmental Division· 
Stormwater Management I BMP Inspection Report 

Detention and Retention Pond Facilities 

County BMP ID Code (if known): WC<:JES' 
NameofFacility: _bbO ~ BMPNo.: { of *-- Date: lD\9 \\:) 
Location: 3o:f") Jooo [);ere-Rmo\ 
Name of Owner: A-NL/ i I C _ 

Name oflnspector;\,Cneth / Kl· COc 0 / S JbpmaS 

0 County BMP Inspection Program 0 Owner Inspection 

If an inspection item is not applicab , mark NA, otherwise mark the appropriate column. 

O.K. - The item checked is in adequate condition and the maintenance program is currently satisfactory. No action required. 
Routine -The item checked requires attention, but does not present an immediate threat to the function/integrity of the BMP. 
Urgent - The item checked requires immediate attention to keep the BMP operational and to prevent damage to the facility. 

Provide an explanation and details in the comment column, if routine or urgent are marked. 

Embankments and Side Slopes:/ 

Grass Height V /' 
Vegetation Condition V ,,, / 
Tree Growth V 
Erosion / . 

v ---
Trash & Debris 

Seepage 

Fencing or Benches 

Interior Landscaping/Planted Arell!= 0 None 0 Constructed Wetland/Shallow Marsh 0 Naturally Established Vegetation 

Vegetated Conditions 

Trash & Debris 

Floating Material 

Erosion 

Sediment J .......... 

Dead Plant 

Aesthetics 

Other 

Notes: 
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Water Pools: 0 Permanent Pool (Retention Basin) 0 Shallow Marsh (Detention Basin) one, Dry (Detention Basin) 

Shoreline Erosion 

Algae 

Trash & Debris 

Sediment 

Aesthetics 

Other 

Inflows (Describe Types/Locations): 4~/f t\l)~~ 
Condition of Structure /., \2~ .. ,T.. g,._\ .\-va .. wxr~ " 
Erosion ./ ,.,.. rnn.kfilj 
Trash and Debris ,/' ..... ....-

Sediment V.; v-
Outlet Protection v 
Other 

Principal Flow Control Structure - l,!jser, Intake, etc. (Describe Type): 41'l'-VTQ -~'' -~,I - • i~~ 
Condition of Structure ~ -- Jr( > .\. ri OQ. Q::-~ '" • 
Corrosion _,,,,....-

-- ,,/ 
Trash and Debris _/ 

~ 

-
""' Sediment / 

Vegetation / 

Other 

Principal Outlet Structure - Barrel, ~onduit, etc. : 4.Pf'~ 
Condition of Structure v 
Settlement -
Trash & Debris -
Erosion/Sediment V/ 

"" 
~ ~Jr- ' ~ r11 ~- \ -' :-b Outlet Protection y { v ~. ; ~ dl.,.. .· 

Other EW\fm_f'\ If .Kl6f'd- ~~"'"'cs. . 
Emergency Spillway (Overflow): 

Vegetation / 
Lining 

Erosion _/ 
v 

Trash & Debris 

Other 

Notes: 
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• . ' 

Nuisance Type Conditions: 

Mosquito Breeding 

Animal Burrows 

Graffiti 

Other 

Land Uses 

Vegetation 

Trash & Debris 

Aesthetics 

Access /Maintenance 
Roads or Paths 

Other 

Remarks: 

Overall Environmental Division Internal Rating: _:h_ 

SWMProg\BMP\ColnspProg\InspFonns\DetRet. wpd 
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James City County Environmental Division 
Stormwater Management I BMP Inspection Report 

Detention and Retention Pond Facilities 

County BMP ID Code (if known): \f\.CC6(o 

::::~~?~?-~e. fuJCI eMPNo. cii!= °''" lokl\\3 
NameofOwner: .AN£.( J l C -
NameofinspectorT~ /W(b lO J b -~ r & 
TypeofFacility: -=l"'"""'f.-16,,..___.,._..:..:.....:..._..__ __________ ...,... ________________________________________________ ~ 

Weather ConditionsCJDJJ d ~ Type: inal Inspection 0 County BMP Inspection Program 

If an inspection item is not applicaZ: mark NA, otherwise mark the appropriate column. 

0 Owner Inspection 

O.K. - The item checked is in adequate condition and the maintenance program is currently satisfactory. No action required. 
Routine -The item checked requires attention, but does not present an immediate threat to the function/integrity of the BMP. 
Urgent - The item checked requires immediate attention to keep the BMP operational and to prevent damage to the facility. 

Provide an explanation and details in the comment column, if routine or urgent are marked. 

•:j;'1ilJ'1!:,:111:1·:,;:',· /1,:,!1 1:::11i1:l1il.lilll!:1r"•" .... ·:ti:i1 ···.:,,·~!il;ll:lllliH:•:':, . ''J~~ ··,.· -
.. dJ•:'''"' Facdi 'te ':1-!i:·'''."I.'"' ' •"'';:1•:11:1111 ''.""'''."'11"''' n ""'' 'u e ',1:1'•1;/'I'"" '"'"I ',· ' ,,, ',, '""'''."1i"11

•·1 .. :•"'ill";: 
' ' ' o/1.J ',, iµ,' ' .,,P1~11111,l 11·l,i!W""' .. ' 'I· '~''"·~·~·lll1;,1111i11'll'!"llJl1I ''""' ,, 'l·i~. ' ' '""' ', 

Embankments and Side Slopes: ,,,. 

Grass Height / \.2.o,r l: ~ 1\fOni n\\ 1.' -' - ~ \/~ \ . /II 1 1.. J\T?"'1 

Vegetation Condition 
n_ r ~ \i+..l -J ,,,, I ... -11' .-on.<\ 

Tree Growth v ( 
-

Erosion '-""/ 
Trash & Debris / 
Seepage 

v 

Fencing or Benches 

Interior Landscaping/Planted Areas: ONone 0 Constructed Wetland/Shallow Marsh 0 Naturally Established Vegetation 

Vegetated Conditions ~ 
Trash & Debris ,/" 

~ 

Floating Material ........... 

Erosion ~- _.,-· _/' 

Sediment V/ /' 
,// ; 

Dead Plant 

Aesthetics {/ 

Other 

Notes: 
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Water Pools: D Permanent Pool (Retention Basin) D Shallow Marsh (Detention Basin) one, Dry (Detention Basin) 

Shoreline Erosion 

Algae 

Trash & Debris 

Sediment 

Aesthetics 

Other 

Inflows (Describe Types/Locations): ~en''~ i·to" \-\-~ 
Condition of Structure v I 

Erosion ~ 
Trash and Debris 

Sediment v 
Outlet Protection c_/' 

Other 

Principal Flow Control Structure - Riser, Intake, etc. (Describe Type): 4~~,·~~ 
Condition of Structure v . r--.. -. 
Corrosion ~ (Y:X\\/e{~·. .! -\o .-¥\'('()..\ ~*· 
Trash and Debris ~ ~~'(Ole& D'cln 
Sediment ~ _... 

Vegetation /' 
Other 

Principal Outlet Structure - Barrel, Conduit, etc. : -:e:.o'' ®~ 
Condition of Structure ~ _,....... ,,_ 
Settlement 

Trash & Debris _.,,,--
Erosion/Sediment ~~ ~ 

Outlet Protection v ~~nda_c-\)nv~.O n'o ra.1-: ~ ...... 
~ - . . 

f1M.Vl~h~ Other 
0 

Emergency Spillway (Overflow): 
\ 

Vegetation ~ 
Lining 

Erosion / 

Trash & Debris v"" 
Other 

Notes: 
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. 
J1.1 Q;K; 

.·.' 
' ''" ";'. 

Facility Item ,· Ro11ti11.e 
, I 

, ,u;rge~t , • , 1·1:,_·,\ I',: I Comme~ts' I ,, ,,,, '. 

Nuisance Type Conditions: 

Mosquito Breeding ~ 
Animal Burrows ~ 
Graffiti I~ 
Other 

Surrounding Perimeter Conditions: m rV irrl. \c~I l () • l - l 
... T JI 

~ - ' ~ Land Uses 

Vegetation ~-

Trash & Debris ~ ,_ 

Aesthetics 

Access /Maintenance ~ Roads or Paths 

Other 

Remarks: 

O..ndl Eml~onlal Dlvblon In"mal Ratlnr-_L 
Signature: ~~ ~ Date: tDb(. t3 
Title: 

SWMProg\BMP\CoinspProg\lnspForms\DetRet.wpd 
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James City County Environmental Division 
Stormwater Management I BMP Inspection Report 

Detention and Retention Pond Facilities 

0 County BMP Inspection Program 0 Owner Inspection 

If an inspection item is not applicabl~ ark NA, otherwise mark the appropriate column. 

O.K. - The item checked is in adequate condition and the maintenance program is currently satisfactory. No action required. 
Routine - The item checked requires attention, but does not present an immediate threat to the function/integrity of the BMP. 
Urgent -The item checked requires immediate attention to keep the BMP operational and to prevent damage to the facility. 

Provide an explanation and details in the comment column, if routine or urgent are marked. 

. .. 

Embankments and Side Slopes: 

Grass Height /' 
Vegetation Condition (/" 

. 

Tree Growth ~ 
Erosion &.../ 
Trash & Debris ~ 
Seepage ./ 
Fencing or Benches ,/ 
Interior Landscaping/Planted Apas: 0 None 0 Constructed Wetland/Shallow Marsh 0 Naturally Established Vegetation 

Vegetated Conditions 

Trash & Debris 

Floating Material 

Erosion 

Sediment v _ / 
Dead Plant 

Aesthetics 

Other 

Notes: 
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J!'~c1Jityltelll . 
': 1' ii 

I .:·:·111; '' ,•, ,''' I :,'•,' '·' /' !.: 

•I: O.K: I' .Routine'· ,. ·, urgent 
•':1 ,., 

:.I:;., :!;;, Co~inents, ,, 

' 
,.: ': '' '''i'. ' ,i', ,' 

I l•,'i 

Water Pools: 0 Permanent Pool (Retention Basin) 0 Shallow Marsh (Detention Basin) "efNone, Dry (Detention Basin) 

Shoreline Erosion 

Algae 

Trash & Debris 

Sediment 

Aesthetics 

Other 

Inflows (Describe Types/Locations): "?in 11 \-\-\)~ 
Condition of Structure v 
Erosion ~ 
Trash and Debris v- ,_.,.., 
Sediment ~ v 

Outlet Protection / 
Other 

Principal Flow Control Structure - Riser, Intake, etc. (Describe Type): /hrl Vv)-l~o-
n n 

Condition of Structure ~ ~ rl\1i ., ~-'----' ~' r--h _ .xT ti a vi..e_ 
Corrosion ,_,... - Q2) l\ 

£~ .... 

Trash and Debris ~ u --
Sediment V" _,. ..... 
Vegetation / 
Other 

Principal Outlet Structure - Barrel, Conduit, etc. : "?:J:-l' +t-n~ 
Condition of Structure ~ 

Settlement 

Trash & Debris 
...,p-

Erosion/Sediment 

Outlet Protection 

Other 

Emergency Spillway (Overflow): 

Vegetation ~ 

Lining 

Erosion _,..--· 
-

Trash & Debris '"_/' 
Other 

Notes: 
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''II'' ,"' 1 1 :' ':: 

' ,: 1' ' :('.'''' ':: :,,':::: 

Nuisance Type Conditions: 

Mosquito Breeding 

Animal Burrows 

Graffiti 

Other 

Surrounding Perimeter Conditions: 'LS:::i~('()l \ ("}\- J lAJncr"'-.nt""-.l'.-r-1~;r..1~ 
_ __..-" ~· Land Uses .._....... -.....J 

Vegetation 

Trash & Debris 

Aesthetics 

Access /Maintenance 
Roads or Paths 

Other 

Remarks: 

Overall Environmental Division Internal Rating:-~ 

s ... ru~~IJ 
Title: £f\J l..O'Q 

SWMProg\BMP\ColnspProg\lnspForms\DetRet.wpd 
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James City County Environmental Division 
Stormwater Management I BMP Inspection Report 

Detention and Retention Pond Facilities 

-----11.4-=--ori_ Date: lO\q\ l3 

D County BMP Inspection Program D Owner Inspection 

e mark the appropriate column. 

O.K. -The item checked is in adequate condition and the maintenance program is currently satisfactory. No action required. 
Routine -The item checked requires attention, but does not present an immediate threat to the function/integrity of the BMP. 
Urgent - The item checked requires immediate attention to keep the BMP operational and to prevent damage to the facility. 

Provide an explanation and details in the comment column, if routine or urgent are marked • 

. ··.. :t~~iu'ty ~~:· 
Embankments and Side Slopes: 

Grass Height 

Vegetation Condition 

Tree Growth 

Erosion 

Trash & Debris 

Seepage 

Fencing or Benches 

Interior Landscaping/Planted Areas: D None D Constructed Wetland/Shallow Marsh D Naturally Established Vegetation 

Vegetated Conditions 

Trash & Debris 

Floating Material 

Erosion 

Sediment 

Dead Plant 

Aesthetics 

Other 

Notes: 
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• '··. 
:·' /, Comments .Facility Item ·o.K. ,1· R.outi.n~ I" · Urgent .•.. ,, ., 

Water Pools: 0 Permanent Pool (Retention Basin) 0 Shallow Marsh (Detention Basin) ~ne, Dry (Detention Basin) 

Shoreline Erosion 

Algae 

Trash & Debris 

Sediment 

Aesthetics 

Other 

Inflows (Describe Types/Locations): ?::rJ'f"' - -_l-1:::::: ~3(011 .\=\-~ 
Condition of Structure v-
Erosion -
Trash and Debris V"'/ 

Sediment ~ ,,,.. 
/ 

Outlet Protection v 
Other 

-
Principal Flow Control Structure - Riser, Intake, etc. (Describe Type): iVtJ! f)& f2- . -
Condition of Structure (l m\fpP ~" 1-\r.\-\"r'n 0 ~··r*.J 

-
Corrosion 

Trash and Debris ~ 
Sediment .. v 
Vegetation ~ 
Other 

PrincilJal Outlet Structure - Barrel, Conduit, etc. : -::2.J,.,'' ~ 
Condition of Structure 

Settlement t__/"" 

Trash & Debris ~ 

Erosion/Sediment v 
Outlet Protection 

Other 

Emergency Spillway (Overflow): 

Vegetation .,_.,,,,,, v 

Lining ----Erosion ~ 

Trash & Debris ~ 
Other 

Notes: 
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Nuisance Type Conditions: 

Mosquito Breeding 

Animal Burrows 

Graffiti 

Other 

Land Uses 

Vegetation 

Trash & Debris 

Aesthetics 

Access /Maintenance 
Roads or Paths 

Other 

Remarks: 

Overall Environmental Division Internal Rating:_±_ 

s;g.,m~,~U~ 
Title:--'ltt!__./\\_...,V...__-+-\ ..!......-'CB9~------

SWMProg\BMP\ColnspProg\lnspFonns\DetRet.wpd 
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Inspector: 

James City County Engineering and Resource 
Protection Division 

Stormwater Management/BMP Record Drawing and 
Construction Certification Review Tracking Form 

Date: 

Final Sign-Off 

Date: 

Date:/¢~ 
***See separate checklist, if needed. 



. •·· •,.. • 
DECLARATION OF COVENANTS 

INSPECTION/MAINTENANCE OF DRAINAGE SYSTEM 

nns DECLARATION, made this 24 day of May , 19 99 
~CetwO eenJohn Deere Vehicle Group rMCI all successors in interest, hereinafter referred to as the 

VENANTOR(S}," owne!(s) of the 1o1iowing_ oroperty: 
3000 Meadowview Circle, Teano, VA 231'08 ----. -------

. Deed Book lf·~ Q Page No. ?/QL or Instrument No. 
___ and James City County, Vll'ginia, hereinafter referred to as the "COUNTY." 

WITNESSETH: 

We, the COVENANTOR(S), with full authority to execute deeds, mortgages, other 
covenants, and all rights, titles and interests in the property desm'bed above, do hereby covenant with 
the COUNTY as follows: 

1. The COVENANTOR(S) shall provide maintenance for the drainage system including 
any runoff control facilities, conveyance systems and associated easements, hereinafter referred to as 
the "SYSTEM," located on and serving the above-descn"bed property to ensure that the SYSTEM 
is and remains in proper working condition in accordance with approved design standards, and with 
the law and applicable executive regulations. The SYSTEM shall not include any elements located · 
within any Virginia Department of Transportation rights-of-way. 

2. If necessary, the COVBNANTOR(S) shall levy regular or special assessments against 
all present or subsequent owners of property served by the SYSTEM to ensure that the SYSTEM 
is properly maintained. 

3. The COVENANTOR(S) shall provide and maintain perpetual access from public 
right-of-ways to the SYSTEM for the COUNTY, its agent and its contractor. 

4. The COVENANTOR(S). shall grant the COUNTY, its agent and its contractor a right 
of entry to the SYSTEM for the purpose of inspecting, operating, installing, constructing, 
reconstructing, maintaining or repairing the SYSTEM. 

5. If, after reasonable notice by the COUNTY, the COVENANTOR(S) shall fail to 
maintain the SYSTEM in accordance with the approved design standards and with the law and 
applicable executive regulations, the COUNTY may perfonn all necessary repair or maintenance 
work, and the COUNTY may assess the COVENANTOR(S) and/or all property served by the 
SYSTEM for the cost of the work and any applicable penalties. 

6. The COVENANTOR(S) shall indemnify and save the COUNTY bannless ftom any 
and all claims for damages to persons or property arising from the installation, construction, 
maintenance, repair, operation or use of the SYSTEM. 

7. The COVENANTOR(s) shall promptly notify the COUNTY when the 
COVENANTOR(S) legally transfers any of the COVENANTOR(S)' responsibilities for the 
SYSTEM. The COVENANTOR(S)' shall supply the COUNTY with a copy of any document of 
transfer, executed by both parties. 

8. )'he covenants contained herein shall run with the land and shall bind the 
COVENANTOR(S) and the COVENANTOR(S)' heirs, executors, administrato~ successors and 
assignees, and shall bind all present and subsequent owners of property served by the SYSTEM. 

9. This COVENANT shall be recorded in the County Land Records. 
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, .. -~ .. • • 
INWITNBSS WHEREOF, the COVENANTOR(S) have executed this DECLARATION OF 

COVENANTSasoftbis .. 24 dayof May , 19~.· 

COVBNANTOR(S) 

John Deere Vehicle Group Inc. 

ATTEST: 
By:~(l.~ 

Assistant Secretary ; d 
COVBNANTOR(S) 

ATTEST: 

' ' 

~~ CITY/COUNTYOF~ -~ 

I hereby certify that on this j}fj__ day of ~ , 19_jl_ before theP,scribed, a 
NotaryPublicoftheState~,~and orth~~ of ~~.JkA,peeJL,afor~d 
personally appeared :.gt I~. __ : _ and did acknowledge the aforegomg 
instrument to be their Act. 

IN WITNESS WHEREOF, I have hereunto set my hand and official seal this ~day of 
'1t'laM t i'9·; 9:1; . ':; . ' ' . er .-- • ·'.' ,; .-f·-"t ;:a~,, 

·,-·;,:y~7·., ,:., ·,:,· ' ___!_._·_ ± 
•. ·'·'"'· J ~~~ 
' ' " , •. . ... N"otary Public · f-

My Commission expires: __ '-l_._/; ....... ~ ..... Jt""""'""'6~0---- OFFICIAL SEAL 
SUSAN K STROUP 

<..;: . : c:-· z. 
•• w 

99 

NOT ARY PUBLIC STATE OF ILUN01S 
MY COMMISSION EXPIRES:04(Hl/00 

drainage. pre 
Revised 2/97 
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This Declaration of Covenants prepared by: 

Tom Park 

(Print Name} 

Construction Agent 

(Title) 

One John Deere Plac.a 

(Address) 

Moline, IL 61265 

. (City) (State) (Zip) 



James City County, Virginia 
Environmental Division 

Stormwater Management I BMP Facilities 
Record Drawing and Construction Certification Forms 

(Note: In accordance with the requirements of the Chesapeake Bay Preservation Ordinance, Chapter 
23, Section 23-10(4), BMP's shall be designed and constructed in accordance with the manual entitled 
James City County Guidelines for Design and Construction of Stormwater Management BMP's. 
Erosion and semment control policy and approved plans generally require that at the completion of the 
project and prior to release of surety, an "as-built" plan prepared by a registered Professional, 
Engineer or Certified Land Surveyor must be provided for the drainage system for the project, 
including any Best Management Practice (BMP) facilities. In addition, for BMP facilities involving 
the construction of an impounmng structure or dam embankment, certification is required by a 
Professional, Engineer who has inspected the structure during its construction. Cu"ently there are 
over 20 water qual,ity type BMP's accepted by the County.) 

Section 1 - Site Information: 

Project Name: Lumber Liquidators (formerly John Deere) 
Structure/BMP Name: WC058 Revisions 10/9/13 (Formerly Stormwater Basin "D") 
Project Location: Stonehouse Commerce Park, at end of John Deere Road 
BMP Location: northwest of parking lot 
County Plan No.: SP - 47, 0039 - _99_,_,_2_0_13 __ _ 

Project Type: D Residential 
D Commercial 
D Institutional 
0Public 
00ther 

0Business 
Doffice 

Tax Map/Parcel No.: ;i,.:(1==2:....:-l:L)-"'(l=---4..:.:5:L) ______ _ 

181 Industrial 
0Roadway 

----------

BMP ID Code (if known): 
Zoning District: =-PUD=-=-C=--------...,,..----,-
Land Use: Industrial, Warehouse, Retail Outlet 
Site Area (sf or acres): .:....74.:..:..4-=-=acr=e=s _______ _ 

Brief Description of Stormwater Management/BMP Facility: Earthen. Extended Detention Drv Pond with Riser Strucuture and 
grassed emergency spillway 

Nearest Visible Landmark to SWM/BMP Facility: Lumber Liquidator Retail Outlet and Warehouse (to the southwest) 

Nearest Vertical Ground Control (if known): 
181 JCC Geodetic Ground Control 0 USGS D Temporary D Arbitrary D Other 

Station Number or Name: =-34.:..:0'--------------------------
Datum or Reference Elevation: 123.20 -==-=-=-------------------------
Control Description: James City County Vertical Datum 

Control Location from Subject Facility: Northeast of site. at the Interstate 64 I Bahramsville Road Interchange 
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Section 2 - Stormwater Management I BMP Facility Construction Information: 

PreConstruction Meeting Held for Construction of SWM/BMP Facility: For Revisions 1Z1 Yes D No D Unknown 
Approx. Construction Start Date for SWM/BMP Facility: ::.20:....:00=-=.....(re:..::...:.;vi:;:;si=o=ns=-=mad==e-"l..:.:0/-"-9;_;;/1'"=3)!;;---.=,...-,------=-=-:------
Facility Monitored by County Representative during Construction: For Revisions IZI Yes D No D Unknown 
Name of Site Work Contractor Who Constructed Facility: Jack L. Massie Contractor, Inc.(Longhill Excavating Inc. rev. 10/9/13) 
Name of Professional Firm Who Routinely Monitored Construction: -"'unkn=c:..own.;..;_;;;;_ ______________ _ 
Date of Completion for SWM/BMP Facility: unknown (AES Consulting Engineers for revisions only) 
Date of Record Drawing/Construction Certification Submittal: May 2012 (revisions made 10/9/13) 

(Note: Record Drawing and Construction Certifications are required within thirty (30) days of the 
completion of Stormwater Management and/or BMP facility construction. Record Drawings and 
Construction· Certifications must be reviewed and approved by the James City County Environmental 
Division prior to final inspection, acceptance and bond or surety release.) 

Section 3 - Owner I Designer I Contractor Information: 

Owner/Developer: (Note: Site Owner or Applicant responsible for development of the project.) 

Name: ANO, LLC 
Mailing Address: 3000 John Deere Road 
Toano, Virginia 23168-9332 
Business Phone: Fax: -------------Con tact Person: _S_tace_y_Mad __ d_ox _______ Title:Facilities Manager 

Design Professional: (Note: Professional Engineer or Certified Land Surveyor responsible for the design and preparation of 
plans and specifications for the Stonnwater Management I BMP facility.) 

BMP Contractor: 

Firm Name: Carlisle Associates (AES Consulting Engineers revisions only) 
Mailing Address: 1015 Gervais Street 5248 Olde Towne Road 
Columbia, South Carolina 29201 Williamsburg, Va. 23188 
Business Phone: 803-252-3232 757-220-0040 
Fax: 757-220-8994 
Responsible Plan Preparer: Jerry F. Friedner V. Marc Bennett, P.E. 
Title: Project Manager Senior Project Manager 
Plan Name: John Deere Vehicle Group Facility Site Plan Amendment Former John Deere Facility 
Firm's Project No. 9476-04 
Plan Date: 10/22/1999 5/6/13 

01- 01- 01- 01- 1OF2 
Sheet No.'s Applicable to SWM/BMP Facility: C300 I C500 I C501 I C701 I 2 OF 2 

(Note: Site Work Contractor directly responsible for construction of the Stonnwater 
Management I BMP facility.) 

Name: Jack L. Massie Contractor, Inc. (No longer in business) Longhill Excavating, Inc. (for revisions) 
Mailing Address: 5099 Longhill Road 

Williamsburg, Va. 23188 
Business Phone: 757-220-0760 
Fax: ------------------------------Con tact Person: Jimmy Minor 
Site Foreman/Supervisor: Buck Minor 
Specialty Subcontractors & Purpose (for BMP Construction Only): 
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Section 4 - Professional Certifications: 

Certifying Professionals: (Note: A Registered Professional Engineer of Certified Land Surveyor is responsible for 
preparation of a Record Drawing, sometimes referred to as an As-Built plan, for the 
drainage system for the project including any Stormwater ManagemenUBMP Facilities. 
A Registered Professional Engineer is responsible for the inspection, monitoring and 
certification of Stormwater Management I BMP facilities during its construction.) 

Record Drawing and Construction Certifications for Stormwater Management I BMP Facilities 

Record Drawing Certification 

Firm Name: AES Consulting Engineers 
Mailing Address: 5248 Olde Towne Road, Suite 1 
Williamsburg, Virginia 23188 
Business Phone: 757-253-0040 

-----------~ Fax: 757-220-8994 

I hereby.certify to the best of my knowledge and belief 
that this record drawing represents the actual condition 
of the Stormwater Management I BMP facility. The 
facility appears to conform with the provisions of the 
approved design plan, specifications and stormwater 
management plan, except as specifically noted. 

Virginia Registered Professional Engineer 
Or Certified Land Surveyor 

Construction Certification 

Firm.Name: 
Mailing Address: 

-----------~ 

Business Phone: 
Fax: 

Signature: ______________ _ 
Date: 

---------------~ 

I hereby certify to the best of my knowledge and belief 
that this Stormwater Management I BMP facility was 
monitored and constructed in accordance with the 
provisions of the approved design plan, specifications 
and stormwater management plan, except as specifically 
noted. 

____________ (Seal} 

Virginia Registered 
Professional Engineer 
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STORMW ATER MANAGEMENT I BMP FACILITIES 

RECORD DRAWING CHECKLIST 

(Key for Checklist is as follows: XX Acceptable NIA Not Applicable Inc Incomplete) 

L Methods and Presentation: (Required for all Stormwater Management I BMP facilities.) 

xx 1. 

xx 2. 

xx 3. 

xx 4. 

xx 5. 

All constructed facilities meet approved design plans, unless otherwise shown. Record 
information or deviations from approved design plan shown in clearly annotated format and/or 
boxed beside design values. 

Elevations to the nearest 0.1' unless higher accuracy is needed to show positive drainage. 

All plan sheets labeled with "RECORD DRAWING" in large text in lower right hand comer 
(Approved County Plan Number and BMP ID Code can be included if known). 

All plans sheet revision blocks modified to indicate date and record drawing status. 

All plan sheets have certification statements and certifying professional's signature and seal. 

II. Minimum Standards: (Required for all Stormwater Management I BMP facilities, as applicable.) 

xx 1. 

xx 2. 

xx 3. 

xx 4. 

xx 5. 

Inc 6. 

xx 7. 

xx 8. 

xx 9. 

xx 10. 

xx 11. 

All requirements of Section I (Methods and Presentation) apply to this section. 

Plan Views: Show general location, arrangement and dimensions. Location and alignment shall 
generally match approved design plans. 

Profile or elevations along top or berm of the facility. At a minimum, elevations are required at 
each end, at intervals not to exceed 50 feet and where low spots may be present Top of 
embankment or berm elevations must be no less than design elevation plus any settlement 
allowances. 

Top widths, berm widths and embankment side slopes. 

Show length, width and depth offacility or grading, contours or spot elevations as required to 
verify permanent pool and design storage volumes were met or were reasonably close to the 
approved design. Evaluation of as-built grading, contours, spot elevations, or cross-sections, may 
be necessary by the professional to ensure approved design configurations, depths and volumes 
were closely maintained. If grading or elevations are significantly different from the approved 
plan, the Environmental Division shall be contacted immediately to determine whether the 
variation is acceptable or whether further evidence will be required. Facilities which do not 
closely resemble approved plan grades, elevations or configurations may require regrading by the 
Contractor; check volumetric computations; and/or a check hydraulic routing to ensure approved 
design water surface elevations, discharges or freeboard were closely maintained. 

Cross-section of the embankment through the principal spillway or outlet barrel. Must extend at 
least I 00 ft. downstream of the pipe outlet or to recorded site property line, whichever is closer. 
Proper correlation is required between principal spillway (control structure) crest, emergency 
spillway crest, orifice and weirs and the top of the dam or facility. All elevations and dimensions 
must reasonably match the design plan or be sequentially relative to each other and the facility 
must reflect the required design storage volume(s) and/or design depth. 

Profile or elevations along the entire centerline of the emergency spillway. Emergency spillway 
may be steeper, but no flatter or narrower than design. 

Elevation of the principal spillway crest or outlet crest of the structure. 

Primary control structure (riser) diameter or dimensions, height, type of material and base size. 
Indicate provisions for access that are present such as steps, ladders, etc. 

Dimensions, locations and elevations of outlet orifices, weirs, slots and drains. 

Type and size of anti-vortex and trash rack device. Height, diameter, dimensions, bar spacing's (if 
applicable) and elevations relative to the principal spillway crest Indicate if lockable hatch is 
present or not 
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Inc 12. 

Inc 13. 

xx 14. 

xx 15. 

xx 16. 

NIA 17. 

Inc 18. 

NIA 19. 

xx 20. 

Inc 21. 

xx 22. 

Type, location, size and number of anti-seep collars or documentation of other methods utilized for 
seepage control. May need to obtain this information during construction. 

Top of impervious core embankment, core trench limits and elevation of cut-off trench bottom. 
May need to obtain this information during construction. 

Elevation of the principal spillway barrel (outlet pipe) inlet and outlet invert. 

Outlet barrel diameter, length, slope, type and thickness class of material and type of flared end 
sections, headwall or end wall. 

Outfall protection dimension, type and depth of rock and if underlain filter fabric is present 

BMP interior and periphery landscaping zones conform with arrangements and requirements of 
the approved design plan. 

Maintenance plan taken from approved design plan transposed onto record drawing set. 
NOTE : NO MAINTENANCE PLAN ON PLAN SHEET. 

Fencing location and type, if applicable to facility. 

BMP vicinity properly cleaned of stockpiles and construction debris. 

No visual signs of erosion or channel degradation immediately downstream offacility. 
NOTE: SOME EROSION NOTED BEYOND OUTLET PROTECTION. 

Any other information formally requested by the Environmental Division specific to the 
constructed SWM/BMP facility. 
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STORMW ATER MANAGEMENT I BMP FACILITIES 

RECORD DRAWING CHECKLIST 

(Key for Checklist is as follows: XX Acceptable NIA Not Appllcable Inc Incomplete) 

VIIL Group F - Extended Dry Detention (Includes F-1 Timber Walls; and F-2 Dry Extended Detention 

xx Fl. 

Inc F2. 

NIA F3. 

NIA F4. 

NIA F5. 

Inc F6. 

NIA F7. 

xx FS. 

NIA F9. 

NIA FlO. 

NIA Fil. 

xx F12. 

Inc F13. 

with Forebay) 

All requirements of Section II, Minimum Standards, apply to Group F facilities. 

Basin bottom has positive slope and drainage from all basin inflow points to the riser (or outflow) 
location. 

Timber wall BMP used in intermittent stream only. (i.e. Prohibited in perennial streams.) 

Forebay provided approximately 20 ft. upstream of the facility. Forebays generally 4 to 6 feet in 
depth. 

A reverse slope pipe, vertical stand pipe or mini-barrel and riser was provided to prevent clogging 

Principal spillway and outlet barrel provided consisting of reinforced concrete pipe with 0-Ring 
gaskets for watertight joint construction. 

Mini-barrel and riser, if used, contains a removable trash rack to reduce clogging. 

Low flow orifice, ifused, has a minimum diameter of three (3) inches or two (2) inches if internal 
orifice control was utilized and a small, cage type external trash rack. 

Timbers properly reinforced or concrete footing provided if soil conditions were prohibitive. 

Timber wall cross members extended to a minimum depth of two (2) feet below ground elevation. 

Protection against erosion and scour from the low flow orifice and weir-flow trajectory provided. 

Stilling basin or standard outlet protection provided at principal spillway outlet. 

Adequate, direct access provided to the facility. Access corridor to facility is at least ten (10) feet 
wide, slope is less than twenty (20) percent and appropriate stabilization provided for equipment 
and vehicle use. Access extends to forebay, standpipe and timber wall, as applicable. NOTE: NO 
ACCESS COORIDOR PROVIDED. 

Inc F14. No visual signs of undercutting of timber walls or clogging of the low orifice were present. 

No visual signs of erosion or channel degradation immediately downstream of facility. NOTE: 
Inc F15. SOME EROSION NOTED DOWNSTREAM. 

XX F 16. No visible signs of accumulated silt/sediment were present in the facility following construction or 
alternately, accumulated silt/sediment was properly removed and no adverse effects to the 
functions of the facility are anticipated. 
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STORMW ATER MANAGEMENT I BMP FACILITIES 

RECORD DRAWING CHECKLIST 

(Key for Checklist ls as follows: XX Acceptable NIA Not Appllcable Inc Incomplete) 

:X. Storm Drainage Systems (Associated with BMP's Only) 

(Includes all incidental stormwater drainage conveyance systems associated with SWM!BMP facilities such 
as onsite or offsite storm drains, open channels, inlets, manholes, junctions, outlet protections, deflectors, 
etc. These facilities are external to the treatment function of, but are directly associated with drainage to 
and/or from a constructed SWM!BMP facility. The intent of this portion of the certification is to accurately 
identifY the type and quantity of inflow or outflow points associated with the facility for future reference. 
The Professional may use his/her own discretion to determine inclusive facilities to meet the intent of this 
section. As a general rule, storm drainage systems would include incidental facilities to the nearest access 
structure upslope or downslope from the normal physical limits of the facility or 800 feet of storm drainage 
conveyance system length, whichever is less.) 

XX SD 1. All requirements of Section II, Minimum Standards, apply to Stonn Drainage Systems. 

XX SD2. Horizontal location of all pipe and structures relative to the SWM/BMP facility. 

XX SD3. Type, top elevation and invert elevation of all access type structures (inlets, manholes, etc.). 

XX SD4. Material type, size or diameters, class, invert elevations, lengths and slopes for all pipe segments. 

XX SD5. Class, length, width and depth ofriprap and outlet protections or dimensions of special energy 
dissipation structures. 

XII. Other Systems (Includes any non-typical, specialty, manufactured or innovative stormwater 
management/BMP practices or systems generally accepted for use as or in 
conjunction with other acceptable stormwater management I BMP practices. 
Requires evidence of prior satisfactory industry use and prior Environmental 
Division approval, waiver or exception.) 

NIA 01. 

NIA 02. 

All requirements of Section II, Minimum Standards, apply to this section. 

Certification criteria to be detennined on a case-by-case basis by the Environmental Division 
specific to the proposed SWM/BMP facility. 
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James City County, Virginia 
Environmental Division 

DCT 1.~ LU13 

Stormwater Management I BMP Facilities 
Record Drawing and Construction Certification Forms 

(Note: In accordance with the requirements of the Chesapeake Bay Preservation Ordinance, Chapter 
23, Section 23-10(4), BMP's sha/,/ be designed and constructed in accordance with the manual endded 
James City County Guidelines for Design and Construction of Stormwater Management BMP's. 
Erosion and sediment control policy and approved plans generally require that at the completion of the 
project and prior to release of surety, an "as-built" plan prepared by a registered Professional 
Engineer or Ce11ified Land Surveyor must be provided for the drainage system for the project, 
including any Best Management Practice (BMP) facilities. In addition, for BMP facilities involving 
the construction of an impounding structure or dam embankment, ce11ification is required by a 
Professional Engineer who has inspected the structure during its construction. Currently there are 
over 20 water quality type BMP's accepted by the County.) 

Section 1 - Site Information: 

Project Name: Lumber Liquidators (fonnerly John Deere) 
Structure/BMP Name: WC057 Revisions 10/9/13 (Fonnerly Stonnwater Basin "C") 
Project Location: Stonehouse Commerce Park. at end of John Deere Road 
BMP Location: northwest of parking lot 
County Plan No.: SP - 47 - ~9~9~~~~-

Project Type: D Residential 
D Commercial 
D Institutional 
0Public 
00ther 

0Business 
OOffice 
~ Industrial 
0Roadway 

----------

Tax Map/Parcel No.: 
BMP ID Code (if known): 
Zoning District: 
Land Use: 
Site Area (sf or acres): 

(12-l) (1-45) 

PUD-C 
Industrial, Warehouse, Retail Outlet 
74.4 acres 

Brief Description ofStonnwater Management!BMP Facility: Earthen. Extended Detention Dty Pond. with Riser Strucuture and 
grassed emergency spillway 

Nearest Visible Landmark to SWM/BMP Facility: Lumber Liquidator Retail Outlet and Warehouse (to the south-) 

Nearest Vertical Ground Control (ifknown): 
~ JCC Geodetic Ground Control 0 USGS D Temporary D Arbitrary D Other 

Station Number or Name: =-34~0'--------------------------
Datum or Reference Elevation: .:.:12::::3.::.2:.:.0 _______________________ _ 

Control Description: James City County Vertical Datum 

Control Location from Subject Facility: Northeast of site. at the Interstate 64 / Bahramsville Road Interchange 
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Section 2 - Stormwater Management I BMP Facility Construction Information: 

PreConstruction Meeting Held for Construction of SWM/BMP Facility: For Revisions ~ Yes D No D Unknown 
Approx. Construction Start Date for SWM/BMP Facility: _20"""00'-'-'(.:...;re--v=is=io--ns.;:__;..m"""'ad"""e'--10 __ /9 __ /~13=!)=----=..------=------
Facility Monitored by County Representative during Construction: For Revisions ~ Yes D No D Unknown 
Name of Site Work Contractor Who Constructed Facility: Jack L. Massie Contractor, Inc.(Longhill Excavating Inc. rev. 10/9/13) 
Name of Professional Firm Who Routinely Monitored Construction: uunknown (AES Consulting Engineers for revisions only) 
Date of Completion for SWM/BMP Facility: ""-unkn--==own~..>;(r=e--vi"'-si=o""'ns"-'m=ad:;.;;e'-'1=0=19--/'--'13'-"-) ______________ _ 
Date of Record Drawing/Construction Certification Submittal: May 2012 (revisions made 10/9/13) 

(Note: Record Drawing and Construcdon Ce11ifications are reqtdred within thirty (30) days of the 
compledon of Stormwater Management and/or BMP facility construcdon. Record Drawings and 
Construction Ce11ificadons must be reviewed and approved by the James City County Environmental 
Division prior to final inspection, acceptance and bond or surety release.) 

Section 3 - Owner I Designer I Contractor Information: 

Owner/Developer: (Note: Site Owner or Applicant responsible for development of the project.) 

Name: ANO, LLC 
Mailing Address: 3000 John Deere Road 
Toano, Virginia 23168-9332 
Business Phone: Fax: ____________ _ 
Contact Person: _S_tace__.y_M_ad_d_o_x _______ Title:Facilities Manager 

Design Professional: (Note: Professional Engineer or Certified Land Surveyor responsible for the design and preparation oj 
plans and specifications for the Stormwater Management I BMP facility.) 

BMP Contractor: 

Firm Name: Carlisle Associates (AES Consulting Engineers revisions only) 
Mailing Address: 1015 Gervais Street 5248 Olde Towne Road 
Columbia, South Carolina 29201 Williamsburg, Va. 23188 
Business Phone: 803-252-3232 757-220-0040 
Fax: 757-220-8994 
Responsible Plan Preparer: Jerry F. Friedner V. Marc Bennett, P.E. 
Title: Project Manager Senior Project Manager 
Plan Name: John Deere Vehicle Group Facility Site Plan Amendment Former John Deere Facility 
Firm's Project No. 9476-04 
Plan Date: 10/22/1999, 5/6/13 

Sheet No. 's Applicable to SWM/BMP Facility: 
01-

C300 
01- 01- 01- 1 of2 

C500 I C501 I C701 I 2 of2 

(Note: Site Work Contractor directly responsible for construction of the Stormwater 
Management I BMP facility.) 

Name: Jack L. Massie Contractor, Inc. (No longer in business) Longhill Excavating, Inc. (for revisions) 
Mailing Address: 5099 Longhill Road 

Williamsburg, Va. 23188 
Business Phone: 757-220-0760 

Fax=------------------------------~ 
Contact Person: Jimmy Minor 
Site Foreman/Supervisor: Buck Minor 
Specialty Subcontractors & Purpose (for BMP Construction Only): 
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Section 4 - Professional Certifications: 

Certifying Professionals: (Note: A Registered Professional Engineer of Certified Land Surveyor is responsible for 
preparation of a Record Drawing, sometimes referred to as an As-Built plan, for the 
drainage system for the project including al'Q' Stormwater Management/BMP Facilities. 
A Registered Professional Engineer is responsible for the inspection, monitoring and 
certification of Stormwater Management I BMP facilities during its construction.) 

Record Drawing and Construction Certifications for Stormwater Management I BMP Facilities 

Record Drawing Certification 

Firm Name: AES Consulting Engineers 
Mailing Address: 5248 Olde Towne Road, Suite 1 
Williamsburg, Virginia 23188 
Business Phone: 757-253-0040 
Fax: 757-220-899_4 _________ _ 

Name: V. Marc Bennett 

I hereby certify to the best of my knowledge and belief 
that this record drawing represents the actual condition 
of the Stormwater Management I BMP facility. The 
facility appears to conform with the provisions of the 
approved design plan, specifications and stormwater 
management plan, except as specifically noted. 

Virginia Registered Professional Engineer 
Or Certified Land Surveyor 

Construction Certification 

Firm Name: 
Mailing Address: ___________ _ 

Business Phone: 
Fax: 

I hereby certify to the best of my knowledge and belief 
that this Stormwater Management I BMP facility was 
monitored and constructed in accordance with the 
provisions of the approved design plan, specifications 
and stormwater management plan, except as specifically 
noted. 

_____________ (Seal) 

Virginia Registered 
Professional Engineer 
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STORMW ATER MANAGEMENT I BMP FACILITIES 

RECORD DRAWING CHECKLIST 

(Key for Checkllst is as follows: XX Acceptable NIA Not Applicable Inc Incomplete) 

I. Methods and Presentation: (Required for all Stormwater Management I BMP facilities.) 

xx 1. 

xx 2. 

xx 3. 

xx 4. 

xx 5. 

All constructed facilities meet approved design plans, unless otherwise shown. Record 
information or deviations from approved design plan shown in clearly annotated format and/or 
boxed beside design values. 

Elevations to the nearest 0.1' unless higher accuracy is needed to show positive drainage. 

All plan sheets labeled with "RECORD DRAWING" in large text in lower right hand comer 
(Approved County Plan Number and BMP ID Code can be included if known). 

All plans sheet revision blocks modified to indicate date and record drawing status. 

All plan sheets have certification statements and certifying professional's signature and seal. 

II. Minimum Standards: (Required for all Stormwater Management I BMP facilities, as applicable.) 

xx 1. 

xx 2. 

xx 3. 

xx 4. 

xx 5. 

Inc 6. 

xx 7. 

xx 8. 

xx 9. 

xx 10. 

xx 11. 

All requirements of Section I (Methods and Presentation) apply to this section. 

Plan Views: Show general location, arrangement and dimensions. Location and alignment shall 
generally match approved design plans. 

Profile or elevations along top or berm of the facility. At a minimum, elevations are required at 
each end, at intervals not to exceed 50 feet and where low spots may be present Top of 
embankment or berm elevations must be no less than design elevation plus any settlement 
allowances. 

Top widths, berm widths and embankment side slopes. 

Show length, width and depth of facility or grading, contours or spot elevations as required to 
verify permanent pool and design storage volumes were met or were reasonably close to the 
approved design. Evaluation of as-built grading, contours, spot elevations, or cross-sections, may 
be necessary by the professional to ensure approved design configurations, depths and volumes 
were closely maintained. If grading or elevations are significantly different from the approved 
plan, the Environmental Division shall be contacted immediately to determine whether the 
variation is acceptable or whether further evidence will be required. Facilities which do not 
closely resemble approved plan grades, elevations or configurations may require regrading by the 
Contractor; check volumetric computations; and/or a check hydraulic routing to ensure approved 
design water surface elevations, discharges or freeboard were closely maintained. 

Cross-section of the embankment through the principal spillway or outlet barrel. Must extend at 
least I 00 ft. downstream of the pipe outlet or to recorded site property line, whichever is closer. 
Proper correlation is required between principal spillway (control structure) crest, emergency 
spillway crest, orifice and weirs and the top of the dam or facility. All elevations and dimensions 
must reasonably match the design plan or be sequentially relative to each other and the facility 
must reflect the required design storage volume(s) and/or design depth. 

Profile or elevations along the entire centerline of the emergency spillway. Emergency spillway 
may be steeper, but no flatter or narrower than design. 

Elevation of the principal spillway crest or outlet crest of the structure. 

Primary control structure (riser) diameter or dimensions, height., type of material and base size. 
Indicate provisions for access that are present such as steps, ladders, etc. 

Dimensions, locations and elevations of outlet orifices, weirs, slots and drains. 

Type and size of anti-vortex and trash rack device. Height., diameter, dimensions, bar spacing's (if 
applicable) and elevations relative to the principal spillway crest Indicate if lockable hatch is 
present or not 
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Inc 12. 

Inc 13. 

xx 14. 

xx 15. 

xx 16. 

NIA 17. 

Inc 18. 

NIA 19. 

xx 20. 

Inc 21. 

xx 22. 

Type, location, size and number of anti-seep collars or documentation of other methods utilized for 
seepage control. May need to obtain this information during construction. 

Top of impervious core embankment, core trench limits and elevation of cut-off trench bottom. 
May need to obtain this information during construction. 

Elevation of the principal spillway barrel (outlet pipe) inlet and outlet invert. 

Outlet barrel diameter, length, slope, type and thickness class of material and type of flared end 
sections, headwall or end wall. 

Outfall protection dimension, type and depth of rock and if underlain filter fabric is present 

BMP interior and periphery landscaping zones conform with arrangements and requirements of 
the approved design plan. 

Maintenance plan taken from approved design plan transposed onto record drawing set 
NOTE : NO MAINTENANCE PLAN ON PLAN SHEET. 

Fencing location and type, if applicable to facility. 

BMP vicinity properly cleaned of stockpiles and construction debris. 

No visual signs of erosion or channel degradation immediately downstream of facility. 
NOTE: SOME EROSION NOTED BEYOND OUTLET PROTECTION. 

Any other information formally requested by the Environmental Division specific to the 
constructed SWM/BMP facility. 
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STORMW ATER MANAGEMENT I BMP FACILITIES 

RECORD DRAWING CHECKLIST 

(Key for Checklist is as follows: XX Acceptable NIA Not Applicable Inc Incomplete) 

VIII. Group F- Extended Drv Detention (Includes F-1 Timber Walls; and F-2 Dry Extended Detention 

xx Fl. 

Inc F2. 

NIA F3. 

NIA F4. 

NIA F5. 

Inc F6. 

NIA F7. 

xx F8. 

NIA F9. 

NIA FlO. 

NIA FIL 

xx F12. 

xx Fl3. 

with Forebay) 

All requirements of Section II, Minimum Standards, apply to Group F facilities. 

Basin bottom has positive slope and drainage from all basin inflow points to the riser (or outflow) 
location. 

Timber wall BMP used in intermittent stream only. (i.e. Prohibited in perennial streams.) 

Forebay provided approximately 20 ft. upstream of the facility. Forebays generally 4 to 6 feet in 
depth. 

A reverse slope pipe, vertical stand pipe or mini-barrel and riser was provided to prevent clogging 

Principal spillway and outlet barrel provided consisting of reinforced concrete pipe with 0-Ring 
gaskets for watertight joint construction. 

Mini-barrel and riser, if used, contains a removable trash rack to reduce clogging. 

Low flow orifice, if used, has a minimum diameter of three (3) inches or two (2) inches if internal 
orifice control was utilized and a small, cage type external trash rack. 

Timbers properly reinforced or concrete footing provided if soil conditions were prohibitive. 

Timber wall cross members extended to a minimum depth of two (2) feet below ground elevation. 

Protection against erosion and scour from the low flow orifice and weir-flow trajectory provided. 

Stilling basin or standard outlet protection provided at principal spillway outlet 

Adequate, direct access provided to the facility. Access corridor to facility is at least ten (10) feet 
wide, slope is less than twenty (20) percent and appropriate stabilization provided for equipment 
and vehicle use. Access extends to forebay, standpipe and timber wall, as applicable. 

Inc F14. No visual signs of undercutting oftimber walls or clogging of the low orifice were present 

No visual signs of erosion or channel degradation immediately downstream of facility. NOTE: 
Inc F15. SOME EROSION NOTED DOWNSTREAM. 

XX F16. No visible signs of accumulated silt/sediment were present in the facility following construction or 
alternately, accumulated silt/sediment was properly removed and no adverse effects to the 
functions of the facility are anticipated. 
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STORMW ATER MANAGEMENT I BMP FACILITIES 

RECORD DRAWING CHECKLIST 

(Key for Checklist is as follows: XX Acceptable NIA Not Appllcable Inc Incomplete) 

X. Storm Drainage Systems (Associated with BMP's Only) 

(Includes all incidental stormwater drainage conveyance systems associated with SWMIBMP facilities such 
as onsite or offsite storm drains, open channels, inlets, manholes, junctions, outlet protections, deflectors, 
etc. These facilities are external to the treatment function of, but are directly associated with drainage to 
and/or from a constructed SWM!BMP facility. The intent of this portion of the certification is to accurately 
identify the type and quantity of inflow or outflow points associated with the facility for future reference. 
The Professional may use his/her own discretion to determine inclusive facilities to meet the intent of this 
section. As a general rule, storm drainage systems would include incidental facilities to the nearest access 
structure upslope or downslope from the normal physical limits of the facility or 800 feet of storm drainage 
conveyance system length, whichever is less.) 

XX SD I. All requirements of Section II, Minimum Standards, apply to Storm Drainage Systems. 

XX SD2. Horizontal location of all pipe and structures relative to the SWM/BMP facility. 

XX SD3. Type, top elevation and invert elevation of all access type structures (inlets, manholes, etc.). 

XX SD4. Material type, size or diameters, class. invert elevations, lengths and slopes for all pipe segments. 

XX SD5. Class, length, width and depth of riprap and outlet protections or dimensions of special energy 
dissipation structures. 

XII. Other Systems (Includes any non-typical, specialty, manufactured or innovative stormwater 
management/BMP practices or systems generally accepted for use as or in 
conjunction with other acceptable stormwater management I BMP practices. 
Requires evidence of prior satisfactory industry use and prior Environmental 
Division approval, waiver or exception.) 

NIA 01. 

NIA 02. 

All requirements of Section II, Minimum Standards, apply to this section. 

Certification criteria to be determined on a case-by-case basis by the Environmental Division 
specific to the proposed SWM/BMP facility. 
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James City County, Virginia 
Environmental Division 

OCT I fi iu:.J 

Stormwater Management I BMP Facilities 
Record Drawing and Construction Certification Forms 

(Note: In accordance with the requirements of the Chesapeake Bay Preservation Ordinance, Chapter 
23, Section 23-10(4), BMP's shall be designed and constructed in accordance with the manual entitled 
James City County Guidelines for Design and Construction of Stormwater Management BMP's. 
Erosion and sediment control policy and approved plans generally require that at the completion of the 
project and prior to release of surety, an "as-built" plan prepared by a registered Professional 
Engineer or Certified Land Surveyor must be provided for the drainage system for the project, 
including any Best Management Practice (BMP) facilities. In addition, for BMP facilities involving 
the construction of an impounding structure or dam embankment, certification is required by a 
Professional Engineer who has inspected the structure during its construction. Cu"ently there are 
over 20 water quality type BMP's accepted by the County.) 

Section 1 - Site Information: 

Project Name: Lumber Liquidators (formerly John Deere) 
Structure/BMP Name: WC056 Revisions 10/09/13 (Formerly Stormwater Basin "B") 
Project Location: Stonehouse Commerce Park, at end of John Deere Road 
BMP Location: northwest of parking lot 
County Plan No.: SP - 47, 0039 - _99~,_20_1_3 __ _ 

Project Type: D Residential 
D Commercial 
D Institutional 
0Public 
00ther 

0Business 
OOffice 
IZ! Industrial 
0Roadway 

----------

Tax Map/Parcel No.:""' (1=2---'1"'-)("""1_-4;;..;;.5-<--) ------
BMP ID Code (if known): 

Zoning District: .o..PUD-'-'---'-C'----------
Land Use: Industrial, Warehouse, Retail Outlet 
Site Area (sfor acres): ..:..74.:..:.4..:..=ac:::;res=--------

Brief Description of Stormwater Management/BMP Facility: Earthen. Extended Detention Drv Pond, with Riser Strucuture and 
grassed emergency spillway 

Nearest Visible Landmark to SWM/BMP Facility: Lumber Liquidator Retail Outlet and Warehouse (to the southeast) 

Nearest Vertical Ground Control (ifknown): 
IZI JCC Geodetic Ground Control D USGS D Temporary D Arbitrary D Other 

Station Number or Name: ::...34.:.:0'---------------------------
Datum or Reference Elevation: 123.20 ..:.=..;.;::..:. _______________________ _ 

Control Description: James City County Vertical Datum 

Control Location from Subject Facility: Northeast of site. at the Interstate 64 I Bahramsville Road Interchange 
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Section 2 - Stormwater Management I BMP Facility Construction Information: 

PreConstruction Meeting Held for Construction ofSWM/BMP Facility: For Revisions IZ) Yes 0 No 0 Unknown 
Approx. Construction Start Date for SWM/BMP Facility: :::.20"-'00:...:....J(.:..:re~v.:::isc:.:io=n=-s =m=a=-de=--=-cl0:;.;../9~/-"13~);.--,-------.==r----.==.-=-==--=------
Facility Monitored by County Representative during Construction: For Revisions 1ZJ Yes 0 No 0 Unknown 
Name of Site Work Contractor Who Constructed Facility: Jack L. Massie Contractor, Inc.(Longhill Excavating Inc. rev. 10/9/13) 
Name of Professional Firm Who Routinely Monitored Construction: unknown (AES Consulting Engineers for revisions only) 
Date of Completion for SWM/BMP Facility: =unkn==o..:..:wn=-»(11:..:e..:..:vi:..:s1=·o=ns::..;m=ad::.:e:...:l:..:Oc..::/9:..:../.:..:13:.L.) ___ ---,---,-----------
Date of Record Drawing/Construction Certification Submittal: May 2012 (revisions made 10/9/13) 

(Note: Record Drawing and Construction Certifications are required within thirty (30) days of the 
completion of Stormwater Management and/or BMP facility construction. Record Drawings and 
Construction Certifications must be reviewed and approved by the James City County Environmental 
Division prior to final inspection, acceptance and bond or surety release.) 

Section 3 - Owner I Designer I Contractor Information: 

Owner/Developer: (Note: Site Owner or Applicant responsible for development of the project.) 

Name: ANO, LLC 
Mailing Address: 3000 John Deere Road 
Toano, Virginia 23168-9332 
Business Phone: Fax:. ____________ _ 
Contact Person: _S_ta_c~ey~M_ad_d_o_x _______ Title:Facilities Manager 

Design Professional: (Note: Professional Engineer or Certified Land Surveyor responsible for the design and preparation of 
plans and specifications for the Stormwater Management I BMP facility.) 

BMP Contractor: 

Firm Name: Carlisle Associates (AES Consulting Engineers revisions only) 
Mailing Address: 1015 Gervais Street 5248 Olde Towne Road 
Columbia, South Carolina 29201 Williamsburg, Va. 23188 
Business Phone: .::.8.:..:03'-'-2=5=2--=-3=23=-=2=---_____ 7.:..:5c..:.7...::-2::::20=---=-00=-40:.::,_ __________ _ 
Fax: 757-220-8994 
Responsible Plan Preparer: ::cJe=rry:..<..:F:..:c·..::.F.:..:ri:.::.edn=e=-r _V-'-'-'. M=ar:..:c...::B"-'e=nn=ett,~-=-P=.E:.:.·---------
Title: Project Manager Senior Project Manager 
Plan Name: John Deere Vehicle Group Facility Site Plan Amendment Former John Deere Facility 
Firm's Project No. 9476-04 
Plan Date: ~10:::!./2=2/=-:1:.:::9.::::99::__ _______ .:::5/:.=6/o...:.l=...3 ___________ ____,._ 

01- 01- 01- 01- 1 of2 
Sheet No. 's Applicable to SWM/BMP Facility: C300 C500 I C501 I C701 I 2 of2 

(Note: Site Work Contractor directly responsible for construction of the Stormwater 
Management I BMP facility.) 

Name: Jack L. Massie Contractor, Inc. (No longer in business) Longhill Excavating, Inc. (for revisions) 
Mailing Address: 5099 Longhill Road 

Williamsburg, Va. 23188 
Business Phone: 757-220-0760 

Fax=------------------------------~ 
Contact Person: Jinlmy Minor 
Site Foreman/Supervisor: Buck Minor 
Specialty Subcontractors & Purpose (for BMP Construction Only): 
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Section 4 - Professional Certifications: 

Certifying Professionals: (Note: A Registered Professional Engineer of Certified Land Surveyor is responsible for 
preparation of a Record Drawing, sometimes referred to as an As-Built plan, for the 
drainage system for the project including any Stormwater Management/BMP Facilities. 
A Registered Professional Engineer is responsible for the inspection, monitoring and 
certification of Stormwater Management I BMP facilities during its construction.) 

Record Drawing and Construction Certifications for Stormwater Management I BMP Facilities 

Record Drawing Certification 

Firm Name: AES Consulting Engineers 
Mailing Address: 5248 Olde Towne Road, Suite I 
Williamsburg, Virginia 23188 
Business Phone: 757-253-0040 

-----------~ 
Fax: 757-220-8994 

I hereby certify to the best of my knowledge and belief 
that this record drawing represents the actual condition 
of the Stormwater Management I BMP facility. The 
facility appears to conform with the provisions of the 
approved design plan, specifications and stormwater 
management plan, except as specifically noted. 

Virginia Registered Professional Engineer 
Or Certified Land Surveyor 

Construction Certification 

Firm.Name: 

Mailing Address:------------

Business Phone: 
Fax: 

Signature: ______________ _ 

Date: 
---------------~ 

I hereby certify to the best of my knowledge and belief 
that this Stormwater Management I BMP facility was 
monitored and constructed in accordance with the 
provisions of the approved design plan, specifications 
and stormwater management plan, except as specifically 
noted. 

_____________ (Seal) 

Virginia Registered 
Professional Engineer 
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STORMW ATER MANAGEMENT I BMP FACILITIES 

RECORD DRAWING CHECKLIST 

(Key for Checklist is as follows: XX Acceptable NIA Not Applicable Inc Incomplete) 

I. Methods and Presentation: (Required for all Stormwater Management I BMP facilities.) 

xx 1. 

xx 2. 

xx 3. 

xx 4. 

xx 5. 

All constructed facilities meet approved design plans, unless otherwise shown. Record 
information or deviations from approved design plan shown in clearly annotated format and/or 
boxed beside design values. 

Elevations to the nearest 0.1' unless higher accuracy is needed to show positive drainage. 

All plan sheets labeled with "RECORD DRAWING" in large text in lower right hand comer 
(Approved County Plan Number and BMP ID Code can be included if known). 

All plans sheet revision blocks modified to indicate date and record drawing status. 

All plan sheets have certification statements and certifying professional's signature and seal. 

II. Minimum Standards: (Required for all Stormwater Management I BMP facilities, as applicable.) 

xx 1. 

xx 2. 

xx 3. 

xx 4. 

xx 5. 

Inc 6. 

xx 7. 

xx 8. 

xx 9. 

xx 10. 

xx 11. 

All requirements of Section I (Methods and Presentation) apply to this section. 

Plan Views: Show general location, arrangement and dimensions. Location and alignment shall 
generally match approved design plans. 

Profile or elevations along top or berm of the facility. At a minimum, elevations are required at 
each end, at intervals not to exceed 50 feet and where low spots may be present. Top of 
embankment or berm elevations must be no less than design elevation plus any settlement 
allowances. 

Top widths, berm widths and embankment side slopes. 

Show length, width and depth of facility or grading, contours or spot elevations as required to 
verify permanent pool and design storage volumes were met or were reasonably close to the 
approved design. Evaluation of as-built grading, contours, spot elevations, or cross-sections, may 
be necessary by the professional to ensure approved design configurations, depths and volumes 
were closely maintained. If grading or elevations are significantly different from the approved 
plan, the Environmental Division shall be contacted immediately to determine whether the 
variation is acceptable or whether further evidence will be required. Facilities which do not 
closely resemble approved plan grades, elevations or configurations may require regrading by the 
Contractor; check volumetric computations; and/or a check hydraulic routing to ensure approved 
design water surface elevations, discharges or freeboard were closely maintained. 

Cross-section of the embankment through the principal spillway or outlet barrel. Must extend at 
least 100 ft. downstream of the pipe outlet or to recorded site property line, whichever is closer. 
Proper correlation is required between principal spillway (control structure) crest, emergency 
spillway crest, orifice and weirs and the top of the dam or facility. All elevations and dimensions 
must reasonably match the design plan or be sequentially relative to each other and the facility 
must reflect the required design storage volume(s) and/or design depth. 

Profile or elevations along the entire centerline of the emergency spillway. Emergency spillway 
may be steeper, but no flatter or narrower than design. 

Elevation of the principal spillway crest or outlet crest of the structure. 

Primary control structure (riser) diameter or dimensions, height, type of material and base size. 
Indicate provisions for access that are present such as steps, ladders, etc. 

Dimensions, locations and elevations of outlet orifices, weirs, slots and drains. 

Type and size of anti-vortex and trash rack device. Height, diameter, dimensions, bar spacing's (if 
applicable) and elevations relative to the principal spillway crest. Indicate if lockable hatch is 
present or not. 
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Inc 12. 

Inc 13. 

xx 14. 

xx 15. 

xx 16. 

NIA 17. 

Inc 18. 

NIA 19. 

xx 20. 

Inc 21. 

xx 22. 

Type, location, size and number of anti-seep collars or documentation of other methods utilized for 
seepage control. May need to obtain this information during construction. 

Top of impervious core embankment, core trench limits and elevation of cut-off trench bottom. 
May need to obtain this information during construction. 

Elevation of the principal spillway barrel (outlet pipe) inlet and outlet invert. 

Outlet barrel diameter, length, slope, type and thickness class of material and type of flared end 
sections, headwall or end wall. 

Outfall protection dimension, type and depth of rock and if underlain filter fabric is present 

BMP interior and periphery landscaping zones conform with arrangements and requirements of 
the approved design plan. 

Maintenance plan taken from approved design plan transposed onto record drawing set 
NOTE: NO MAINTENACE PLAN ON PLAN SHEET. 

Fencing location and type, if applicable to facility. 

BMP vicinity properly cleaned of stockpiles and construction debris. 

No visual signs of erosion or channel degradation immediately downstream of facility. 
NOTE: SOME EROSION NOTED BEYOND OUTLET PROTECTION. 

Any other information formally requested by the Environmental Division specific to the 
constructed SWM/BMP facility. 
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STORMW ATER MANAGEMENT I BMP FACILITIES 

RECORD DRAWING CHECKLIST 

(Key for Checklist ls as follows: XX Acceptable NIA Not Applicable Inc Incomplete) 

VIII. Group F - Extended Drv Detention (Includes F-1 Timber Walls; and F-2 Dry Extended Detention 

xx Fl. 

Inc F2. 

NIA F3. 

NIA F4. 

NIA F5. 

Inc F6. 

NIA F7. 

xx F8. 

NIA F9. 

NIA FlO. 

NIA Fll. 

xx F12. 

xx F13. 

with Forebay) 

All requirements of Section II, Minimum Standards, apply to Group F facilities. 

Basin bottom has positive slope and drainage from all basin inflow points to the riser (or outflow) 
location. 

Timber wall BMP used in intermittent stream only. (i.e. Prohibited in perennial streams.) 

Forebay provided approximately 20 ft. upstream of the facility. Forebays generally 4 to 6 feet in 
depth. 

A reverse slope pipe, vertical stand pipe or mini-barrel and riser was provided to prevent clogging 

Principal spillway and outlet barrel provided consisting of reinforced concrete pipe with 0-Ring 
gaskets for watertight joint construction. 

Mini-barrel and riser, ifused, contains a removable trash rack to reduce clogging. 

Low flow orifice, if used, has a minimum diameter of three (3) inches or two (2) inches if internal 
orifice control was utilized and a small, cage type external trash rack. 

Timbers properly reinforced or concrete footing provided if soil conditions were prohibitive. 

Timber wall cross members extended to a minimum depth of two (2) feet below ground elevation. 

Protection against erosion and scour from the low flow orifice and weir-flow trajectory provided. 

Stilling basin or standard outlet protection provided at principal spillway outlet 

Adequate, direct access provided to the facility. Access corridor to facility is at least ten (10) feet 
wide, slope is less than twenty (20) percent and appropriate stabilization provided for equipment 
and vehicle use. Access extends to forebay, standpipe and timber wall, as applicable. 

Inc F14. No visual signs of undercutting of timber walls or clogging of the low orifice were present 

No visual signs of erosion or channel degradation immediately downstream of facility. NOTE: 
Inc F15. SOME EROSION NOTED DOWNSTREAM. 

Inc F16. No visible signs of accumulated silt/sediment were present in the facility following construction or 
alternately, accumulated silt/sediment was properly removed and no adverse effects to the 
functions of the facility are anticipated. Note: Accumulated sediment noted. 
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STORMW ATER MANAGEMENT I BMP FACil..ITIES 

RECORD DRAWING CHECKLIST 

(Key for Checklist is as follows: XX Acceptable NIA Not ~ppllcable b.g, Incomplete) 

X. Storm Drainage Systems (Associated with BMP's Only) 

(Includes all incidental stormwater drainage conveyance systems associated with SWM/BMP facilities such 
as onsite or offsite storm drains, open channels, inlets, manholes, junctions, outlet protections, deflectors, 
etc. These facilities are external to the treatment function of, but are directly associated with drainage to 
and/or from a constructed SWMIBMP facility. The intent of this portion of the certification is to accurately 
identify the type and quantity of inflow or outflow points associated with the facility for future reference. 
The Professional may use his/her own discretion to determine inclusive facilities to meet the intent of this 
section. As a general rule, storm drainage systems would include incidental facilities to the nearest access 
structure upslope or downslope from the normal physical limits of the facility or 800 feet of storm drainage 
conveyance system length, whichever is less.) 

XX SD I. All requirements of Section II, Minimum Standards, apply to Stonn Drainage Systems. 

XX SD2. Horizontal location of all pipe and structures relative to the SWM/BMP facility. 

XX SD3. Type, top elevation and invert elevation of all access type structures (inlets, manholes, etc.). 

XX SD4. Material type, size or diameters, class, invert elevations, lengths and slopes for all pipe segments. 

XX SD5. Class, length, width and depth of riprap and outlet protections or dimensions of special energy 
dissipation structures. 

XII. Other Systems (Includes any non-typical, specialty, manufactured or innovative stormwater 
management/BMP practices or systems generally accepted for use as or in 
conjunction with other acceptable stormwater management I BMP practices. 
Requires evidence of prior satisfactory industry use and prior Environmental 
Division approval, waiver or exception.) 

NIA 01. 

NIA 02. 

All requirements of Section II, Minimum Standards, apply to this section. 

Certification criteria to be determined on a case-by-case basis by the Environmental Division 
specific to the proposed SWM/BMP facility. 
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OCT 15 2013 

James City County, Virginia 
Environmental Division 

Stormwater Management I BMP Facilities 
Record Drawing and Construction Certification Forms 

(Note: In accordance with the requirements of the Chesapeake Bay Preservation Ordinance, Chapter 
23, Section 23-10(4), BMP's shall be designed and constructed in accordance with the manual entitkd 
James City County Guidelines for Design and Construcdon of Stormwater Management BMP's. 
Erosion and setllment control policy and approved plans generally require that at the compledon of the 
project and prior to release of surety, an "as-built" plan prepared by a registered Professional 
Engineer or Certified Land Surveyor must be provided for the drainage system for the project, 
including any Best Management Practice (BMP) facilities. In addition, for BMP facilities involving 
the construction of an impountllng structure or dam embankment, certification is required by a 
Professional Engineer who has inspected the structure during its construction. Cu"ently there are 
over 20 water quality type BMP's accepted by the County.) 

Section 1 - Site Information: 

Project Name: Lumber Liquidators (fonnerly John Deere) 
Structure/BMP Name: WC055 Revisions 10/09/13 (Formerly Stonnwater Basin "A") 
Project Location: Stonehouse Commerce Park, at end of John Deere Road 
BMP Location: northwest of parking lot 
County Plan No.: SP - 47, 0039 - -'--99--",_2_01_3 __ _ 

Project Type: D Residential 
D Commercial 
D Institutional 
0Public 
00ther 

0Business 
OO:ffice 
~ Industrial 
0Roadway 

----------

Tax Map/Parcel No.: 
BMP ID Code (if known): 
Zoning District: 
Land Use: 
Site Area (sf or acres): 

(12-1) (1-45) 

PUD-C 
Industrial, Warehouse, Retail Outlet 
74.4 acres 

Brief Description ofStonnwater Management/BMP Facility: Earthen. Extended Detention Drv Pond with Riser Strucuture and 
grassed emergency spillway 

Nearest Visible Landmark to SWM/BMP Facility: Lumber Liquidator Retail Outlet and Warehouse (to the southeast) 

Nearest Vertical Ground Control (ifknown): 
~ JCC Geodetic Ground Control D USGS D Temporary D Arbitrary D Other 
Station Number or Name: ;:_34.;_:0 ________________________ _ 
Datum or Reference Elevation: 123.20 --------------------------
Control Description: James City County Vertical Datum 
Control Location from Subject Facility: Northeast of site. at the Interstate 64 I Bahramsville Road Interchange 
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Section 2 - Stormwater Management I BMP Facility Construction Information: 

PreConstruction Meeting Held for Construction ofSWM/BMP Facility: For revisionsl8! Yes D No D Unknown 
Approx. Construction Start Date for SWM/BMP Facility: =-20::..:0:..::0~(re:..::..:,;vi::::si::::o.:::ns:...:m:::ad=e....:l..:::O/c.::.9:...:/l;;;,3)f,----==----=-------
Facility Monitored by County Representative during Construction: For revisions 181 Yes D No D Unknown 
Name of Site Work Contractor Who Constructed Facility: Jack L. Massie Contractor, Inc.(LonghillExcavating Inc. rev. 10/9/13) 
Name of Professional Firm Who Routinely Monitored Construction: unknown (AES Consulting Engineers for revisions only) 
Date of Completion for SWM/BMP Facility: =unkn=::::own..::..::...i.:<rec.::.vi.:..:·=si.:::on:::s:...::m:::ad==-e ..:.:10::.:.1.::.:91..::13::.i)'----------------
Date of Record Drawing/Construction Certification Submittal: May 2012 (revisions made 10/9/13) 

(Note: Record Drawing and Construction Certif1eations are required within thirty (30) days of the 
completion of Stormwater Management and/or BMP facility construction. Record Drawings and 
Construction Certif1eations must be reviewed and approved by the James City County Environmental 
Division prior to final inspection, acceptance and bond or surety release.) 

Section 3 - Owner I Designer I Contractor Information: 

Owner/Developer: (Note: Site Owner or Applicant responsible for development of the project.) 

Name: ANO, LLC 
Mailing Address: 3000 John Deere Road 
Toano, Virginia 23168-9332 
Business Phone: Fax: ____________ _ 
Contact Person: _S-'-tac'--e~y_Mad __ d_ox _______ Title:Facilities Manager 

Design Professional: (Note: Professional Engineer or Certified Land Surveyor responsible for the design and preparation of 
plans and specifications for the Stormwater Management I BMP facility.) 

BMP Contractor: 

Firm Name: Carlisle Associates (AES Consulting Engineers revisions only) 
Mailing Address: 1015 Gervais Street 5248 Olde Towne Road 
Columbia, South Carolina 29201 Williamsburg, Va 23188 
Business Phone: 803-252-3232 757-220-0040 
Fax: 757-220-8994 
Responsible Plan Preparer: Jerry F. Friedner V. Marc Bennett, P.E. 
Title: Project Manager Senior Project Manager 
Plan Name: John Deere Vehicle Group Facility Site Plan Amendment Former John Deere Facility 
Firm's Project No. 9476-04 
Plan Date: 10/22/1999, 5/6/13 

01- 01- 01- 01- 1 OF 2 
Sheet No.'s Applicable to SWM/BMP Facility: C300 I C500 I C501 I C701 I 2 OF 2 

(Note: Site Work Contractor directly responsible for construction of the Stormwater 
Management I BMP facility.) 

Name: Jack L. Massie Contractor, Inc. (No longer in business) Longhill Excavating, Inc. (for revisions) 
Mailing Address: 5099 Longhill Road 

Williamsburg, Va 23188 
Business Phone: 757-220-0760 
Fax: _____________________________ _ 

Contact Person: Jimmy Minor 
Site Foreman/Supervisor: Buck Minor 
Specialty Subcontractors & Purpose (for BMP Construction Only): 
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Section 4 - Professional Certif'JCations: 

Certifying Professionals: (Note: A Registered Professional Engineer of Certified Land Surveyor is responsible for 
preparation of a Record Drawing, sometimes referred to as an As-Built plan, for the 
drainage system for the project including any Stormwater Management/BMP Facilities. 
A Registered Professional Engineer is responsible for the inspection, monitoring and 
certification of Stormwater Management I BMP facilities during its construction.) 

Record Drawing and Construction Certifications for Stormwater Management I BMP Facilities 

Record Drawing Certification 

Firm Name: AES Consulting Engineers 
Mailing Address: 5248 Olde Towne Road, Suite 1 
Williamsburg, Virginia 23188 
Business Phone: 757-253-0040 

-----------~ Fax: 757-220-8994 

Name: V. Marc Bennett 

T~tle: Senior~Pro'~ Man;er~ _ 

Signature: _±_ !;:-~ 
Date: · _ ~-

I hereby certify to the best of my knowledge and belief 
that this record drawing represents the actual condition 
of the Stormwater Management I BMP facility. The 
facility appears to conform with the provisions of the 
approved design plan, specifications and stormwater 
management plan, except as specifically noted. 

Virginia Registered Professional Engineer 
Or Certified Land Surveyor 

Construction Certification 

Firm Name: 
Mailing Address: ___________ _ 

Business Phone: 
Fax: 

Signature: ______________ _ 
Dare: _______________ _ 

I hereby certify to the best of my knowledge and belief 
that this Stormwater Management I BMP facility was 
monitored and constructed in accordance with the 
provisions of the approved design plan, specifications 
and stormwater management plan, except as specifically 
noted. 

____________ (Seal) 

Virginia Registered 
Professional Engineer 
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STORMW ATER MANAGEMENT I BMP FACILITIES 

RECORD DRAWING CHECKLIST 

(Key for Checklist is as follows: XX Acceptable NIA Not Applicable Inc Incomplete) 

L Methods and Presentation: (Required for all Stormwater Management I BMP facilities.) 

xx 1. 

xx 2. 

xx 3. 

xx 4. 

xx 5. 

All constructed facilities meet approved design plans, unless otherwise shown. Record 
information or deviations from approved design plan shown in clearly annotated format and/or 
boxed beside design values. 

Elevations to the nearest 0.1' unless higher accuracy is needed to show positive drainage. 

All plan sheets labeled with "RECORD DRAWING" in large text in lower right hand comer 
(Approved County Plan Number and BMP ID Code can be included if known). 

All plans sheet revision blocks modified to indicate date and record drawing status. 

All plan sheets have certification statements and certifying professional's signature and seal. 

II. Minimum Standards: (Required for all Stormwater Management I BMP facilities, as applicable.) 

xx 1. 

xx 2. 

xx 3. 

xx 4. 

xx 5. 

Inc 6. 

xx 7. 

xx 8. 

xx 9. 

xx 10. 

xx 11. 

All requirements of Section I (Methods and Presentation) apply to this section. 

Plan Views: Show general location, arrangement and dimensions. Location and alignment shall 
generally match approved design plans. 

Profile or elevations along top or berm of the facility. At a minimum, elevations are required at 
each end, at intervals not to exceed 50 feet and where low spots may be present Top of 
embankment or berm elevations must be no less than design elevation plus any settlement 
allowances. 

Top widths. berm widths and embankment side slopes. 

Show length, width and depth of facility or grading, contours or spot elevations as required to 
verify permanent pool and design storage volumes were met or were reasonably close to the 
approved design. Evaluation of as-built grading, contours, spot elevations, or cross-sections, may 
be necessary by the professional to ensure approved design configurations, depths and volumes 
were closely maintained. If grading or elevations are significantly different from the approved 
plan, the Environmental Division shall be contacted immediately to determine whether the 
variation is acceptable or whether further evidence will be required. Facilities which do not 
closely resemble approved plan grades, elevations or configurations may require regrading by the 
Contractor; check volumetric computations; and/or a check hydraulic routing to ensure approved 
design water surface elevations, discharges or freeboard were closely maintained. 

Cross-section of the embankment through the principal spillway or outlet barrel. Must extend at 
least 100 ft. downstream of the pipe outlet or to recorded site property line, whichever is closer. 
Proper correlation is required between principal spillway (control structure) crest, emergency 
spillway crest, orifice and weirs and the top of the dam or facility. All elevations and dimensions 
must reasonably match the design plan or be sequentially relative to each other and the facility 
must reflect the required design storage volume(s) and/or design depth. 

Profile or elevations along the entire centerline of the emergency spillway. Emergency spillway 
may be steeper, but no flatter or narrower than design. 

Elevation of the principal spillway crest or outlet crest of the structure. 

Primary control structure (riser) diameter or dimensions, height, type of material and base size. 
Indicate provisions for access that are present such as steps, ladders, etc. 

Dimensions, locations and elevations of outlet orifices, weirs, slots and drains. 

Type and size of anti-vortex and trash rack device. Height, diameter, dimensions, bar spacing's (if 
applicable) and elevations relative to the principal spillway crest Indicate if lockable hatch is 
present or not 
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Inc 12. 

Inc 13. 

xx 14. 

xx 15. 

xx 16. 

NIA 17. 

Inc 18. 

NIA 19. 

xx 20. 

xx 21. 

xx 22. 

Type, location, size and number of anti-seep collars or documentation of other methods utilized for 
seepage control. May need to obtain this information during construction. 

Top of impervious core embankment, core trench limits and elevation of cut-off trench bottom. 
May need to obtain this information during construction. 

Elevation of the principal spillway barrel (outlet pipe) inlet and outlet invert. 

Outlet barrel diameter, length, slope, type and thickness class of material and type of flared end 
sections, headwall or end wall. 

Outfall protection dimension, type and depth ofrock and if underlain filter fabric is present 

BMP interior and periphery landscaping zones conform with arrangements and requirements of 
the approved design plan. 

Maintenance plan taken from approved design plan transposed onto record drawing set 
NOTE: NO MAINTENANCE PLAN ON PLAN SHEETS. 

Fencing location and type, if applicable to facility. 

BMP vicinity properly cleaned of stockpiles and construction debris. 

No visual signs of erosion or channel degradation immediately downstream of facility. 

Any other information formally requested by the Environmental Division specific to the 
constructed SWM/BMP facility. 
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STORMW ATER MANAGEMENT I BMP FACILITIES 

RECORD DRAWING CHECKLIST 

(Key for Checklist is as follows: XX Acceptable NIA Not Applicable Inc Incomplete) 

VIII. Group F - Extended Dry Detention (Includes F-1 Timber Walls; and F-2 Dry Extended Detention 

xx Fl. 

Inc F2. 

NIA F3. 

NIA F4. 

NIA F5. 

Inc F6. 

NIA F7. 

xx F8. 

NIA F9. 

NIA FIO. 

NIA Fll. 

xx F12. 

Inc F13. 

with Forebay) 

All requirements of Section II, Minimum Standards, apply to Group F facilities. 

Basin bottom has positive slope and drainage from all basin inflow points to the riser (or outflow) 
location. 

Timber wall BMP used in intermittent stream only. (i.e. Prohibited in perennial streams.) 

Forebay provided approximately 20 ft. upstream of the facility. Forebays generally 4 to 6 feet in 
depth. 

A reverse slope pipe, vertical stand pipe or mini-barrel and riser was provided to prevent clogging 

Principal spillway and outlet barrel provided consisting of reinforced concrete pipe with 0-Ring 
gaskets for watertight joint construction. 

Mini-barrel and riser, ifused, contains a removable trash rack to reduce clogging. 

Low flow orifice, if used, has a minimum diameter of three (3) inches or two (2) inches if internal 
orifice control was utilized and a small, cage type external trash rack. 

Timbers properly reinforced or concrete footing provided if soil conditions were prohibitive. 

Timber wall cross members extended to a minimum depth of two (2) feet below ground elevation. 

Protection against erosion and scour from the low flow orifice and weir-flow trajectory provided. 

Stilling basin or standard outlet protection provided at principal spillway outlet. 

Adequate, direct access provided to the facility. Access corridor to facility is at least ten (10) feet 
wide, slope is less than twenty (20) percent and appropriate stabilization provided for equipment 
and vehicle use. Access extends to forebay, standpipe and timber wall, as applicable. Note: No 
Access available to embankment. 

Inc F14. No visual signs of undercutting of timber walls or clogging of the low orifice were present. 

XX FIS. No visual signs of erosion or channel degradation immediately downstream of facility. 

Inc F16. No visible signs of accumulated silt/sediment were present in the facility following construction or 
alternately, accumulated silt/sediment was properly removed and no adverse effects to the 
functions of the facility are anticipated. Note: Accumulated sediment noted. 
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STORMW ATER MANAGEMENT I BMP FACILITIES 

RECORD DRAWING CHECKLIST 

(Key for Checklist is as follows: XX Acceptable NIA Not Applicable Inc Incomplete) 

x. Storm Drainage Systems (Associated with BMP's Only) 

(Includes all incidental stormwater drainage conveyance systems associated with SWMIBMP facilities such 
as onsite or offsite storm drains, open channels, inlets, manholes, junctions, outlet protections, deflectors, 
etc. These facilities are external to the treatment function of, but are directly associated with drainage to 
and/or from a constructed SWMIBMP facility. The intent of this portion of the certification is to accurately 
identifY the type and quantity of inflow or outflow points associated with the facility for future reference. 
The Professional may use his/her own discretion to determine inclusive facilities to meet the intent of this 
section. As a general rule, storm drainage systems would include incidental facilities to the nearest access 
structure upslope or downslope from the normal physical limits of the facility or 800 feet of storm drainage 
conveyance system length, whichever is less.) 

XX SD 1. All requirements of Section II, Minimum Standards, apply to Storm Drainage Systems. 

XX SD2. Horizontal location of all pipe and structures relative to the SWM/BMP facility. 

XX SD3. Type, top elevation and invert elevation of all access type structures (inlets, manholes, etc.). 

XX SD4. Material type, size or diameters, class, invert elevations, lengths and slopes for all pipe segments. 

XX SD5. Class, length, width and depth of riprap and outlet protections or dimensions of special energy 
dissipation structures. 

XU. Other Systems (Includes any non-typical, specialty, manufactured or innovative stormwater 
management/BMP practices or systems generally accepted for use as or in 
conjunction with other acceptable stormwater management I BMP practices. 
Requires evidence of prior satisfactory industry use and prior Environmental 
Division approval, waiver or exception.) 

NIA 01. 

NIA 02. 

All requirements of Section II, Minimum Standards, apply to this section. 

Certification criteria to be determined on a case-by-case basis by the Environmental Division 
specific to the proposed SWM/BMP facility. 
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CONSULTING ENGINEERS 

Hampton Roads I Central Virginia I Middle Peninsula 

5248 Olde Towne Road, Suite 1, Williamsburg, Virginia 23188 
Phone (757) 253-0040 I Fax (757) 220-8994 

aesva.com 

Letter of Transmittal 

'.OCT l5 2013 

ATTN: Mr. Scott Thomas DATE I JOB NO. 
October 15, 2013 W09476-04 

James City County Engineering FROM: 
CO.: and Resource Protection Bruce Abbott 

RE 
Address: 101-E Mounts Bay Road 

Bmp Record Drawings (rev.) 
Williamsburg, Virginia 23187 John Deere Facility 

cc: 
Jeffery R. Kutz, John Deere 

WE ARE SENDING YOU THE FOLLOWING ITEMS: X Attached 
D Under separate cover via 

D Original(s) X Print(s) 

D Copy of letter(s) 

D Plan(s) 

D Other: 

D Specification(s) D Change Order 

COPIES DATE No. of Paaes DESCRIPTION 
2 2 Record Drawings of 4 SWM Facilities at former John Deere Site 
1 7 Certification for SWM WC055 
1 7 Certification for SWM WC056 
1 7 Certification for SWM WC057 
1 7 Certification for SWM WC058 

THESE ARE TRANSMITIED as checked below: 

IZI For your approval D For your signature 

D As you requested 

D For review and comment 

X For your use D As requested by: 

D Other: 

REMARKS: 

I VIA: X Hand Deliver 0UPS Ground 0UPS Next Day Air 0USPS Mail 

If enclosures are not as noted, kindly notify us at once. 

File name: S:\Jobs\9476\04-John Deere Stonehouse\Admin\Correspondence\Transmittalslw09476-04 trans 10-15-2013.doc 
Form Rev. 7/02 

D Other: 
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AND RESPONSIBLE CHARGE OF, THOMAS C. SUBLETI, LS. FROM AN 
AC1UAL GROUND SURVEY MADE UNDER MY SUPERVISION; THE 
ORIGINAL DATA WAS OBTAINED ON APRIL 8, 2012. THIS TOPOGRAPHIC 
SURVEY MAP MEETS MINIMUM ACCURACY STANDARDS AND IS 
REFERENCED TO NATIONAL GEODETIC VERTICAL DATUM (NAVD 1929). 
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"THE STORM DRAINAGE AS-BUILT LOCATIONS AND GRADES 
SHOWN ON lHESE DRAWINGS, ARE ACCURAIE AND 
COMPLETE TO THE BEST OF MY KNOWLEDGE AND BELIEF 
AND I CERTIFY THAT I, OR MY AGENT, HAVE MADE 
SUFFICIENT INSPECTION TO ENSURE THE ACCURACY OF 
THIS STATEMENT." 
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GRAPHIC SCALE 
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PROVIDED 'MTH LOCKABLE HATCH) 
(EXPANDED STEEL TRASH SCREEN PROVIDED 
FOR DEWA TERING DEVIC£) 
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THIS TOPOGRAPHIC SURVEY WAS COMPLETED UNDER llHE DIRECT 
AND RESPONSIBLE CHARGE OF, THOMAS C. SUBLETT, L.S. FROM AN 
ACTUAL GROUND SURVEY MADE: UNDER MY SUPERVISION; TI-IE 
ORIGINAL DATA WAS OBTAINED ON APRIL 8, 2012. THIS TOPOGRAPHIC 
SURVEY MAP MEETS MINIMUM ACCURACY STANDARDS AND IS 
REFERENCED TO NATIONAL GEODETIC VERTICAL DATUM (NAVD 1929). 
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AND I CERTIFY THAT I, OR MY AGENT, HAVE MADE 
SUFFICIENT INSPECTION TO ENSURE THE ACCURACY OF 
THIS STATEMENT." 
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CURVE 

/ 

C1 
C2 
C3 
C4 
C5 
C6 
Cl 
CB 
C9 

C10 
C11 
C12 
C13 
C14 
C15 
C16 
C17 
C18 
C19 
C20 
C21 

• 
I 

CURVE TABLE 
RADIUS LENGTH TANGENT CHORD BEARING DELTA 
2725.78' 480.92' 241,09' 480.30' S51'05'34"E 10'06'32 
2625.78' 452.58' 226.85' 452.02' S51'12'34"E 09'52'32 

60.00' 249.24' 108.22' 104,95' S18'26'53"W 238'00'34" 
50,00' 59.47' 33,82' 56.03' S76'37'1 6 "E 68'08'52" 

640,00' 113,25' 56,77' 113.10' N74'22'27"E 10'08'19" 
85.00' 79.37 42.84' 76.52' S09'27'22"W 53'30'00" 
25.00' 29,74' 16.91' 28.01' S76'37'116"E 68'08'52" 

555.00' 112,57' 56.48' 112.37' N63'29' 40"E 11'37'15" 
580. 00' 50. OD' 25.02' 49,98' N55'12'52"E 04'56'21" 
555.00' 114,53' 57.47' 114,33' N46'49'58"E 11'49'26" 

28497.89' 347,22' 173,61' 347.22' N69'20'47"W 00'41'53" 
28497,89' 2203,50' 1102,30' 2202,95' N66'46'56"W 04'25'49" 
28497.89' 1522.21' 761-29' 1522,03' N63'02'13"W 03"03'38" 
28397,89' 2034, 71' 1017-79' 2034.27' N66'37'11 "W 04'06'19" 

580.00' 117.64' 59.02' 117-44' N63'29' 40"E 11 '37'15" 
580.00' 119.69' 60.06' 119.48' N46'49'58"E 11'49'26" 

25,00' 39.27' 25,00' 35,36' N04 '04' 44 "W 90·00'00· 
60,00' 50,00' 26.55' 48.57' S60'04' 46 "W 47'44'47" 
60,00' 56.03' 30,24' 54.01' S09'27'22"W 53'30'00" 
85,00' 79,37' 42.84' 76.52' N69'17'50'"W 53·30'01 • 
60,00' 56,03' 30,24' 54.01' N69'17'50'"W 53'30'01. 

PROPERTY TO BE 
CONVEYED TO OWNERS LINE TABLE 

ASSOCIATION 

® 3,803 S,F, 0.0873 

I CBJ 5,685 S.F. 0.1.305 

ttl 1,692 S.F. 0.0388 
(Ill 592, 160 S.F. 1-3.5941 

) 

... ' "'· 

., 

' ' 

AC. 

AC. 
AC, 

AC, 

/ 

C' • ~· 

-~ ,·: < 
~·.- -',I 

-' ~ .. , 

" 

,, 
. 

' · .. 

LINE LENGTH 
L1 381.24' 
l2 126,BO' 
L3 172.08' 
L4 141.32' 
L5 70,86' 
L16 106.07' 
L7 134.52' 
LS 103-49' 
L9 166.20' 

L10 124.74' 
L11 372.10' 
L12 238,29' 
l13 580.00' 
L14 98.73' 
L1S 67.02' 
L16 292.60' 
L17 187.37' 
L18 373.53' 
L19J 68,97' 
L2C! 139.01' 
L21 51-90' 
L22: 111,65' 

"NAD 83" COORD!NIA TES 
N 3,679,100.418 
E 11,974,728-446 
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BEARING 
S28'32'41"W 
S32'20'03"W 
N61 '55'29"W 
S84'05'52"W 
N64'27' 45"W 
N1111'47"W 

N61 '55'29"W 
S28'04' 31 "W 
Sl 4'25'39"W 
S46'04'03"E 
S68'53' 36"E 
S46'20'29"W 
N6719'11"W 

S48'57'00"W 
S41'03'00"E 

S61 '25'27"W 
513'37'27"E 
N83'21 '22"E 
S12'02' 43"E 
S79'04'51 "E 

S25'30'52"W 

\ 

S64'29'08"E 

• • 

/ 

100 

I 

NOTES: 
1. BOUNDARY TAKEN FROM SURVEY FDR STONEHOUSE, INC, 

BY LANGLEY &: McDONALD, DATED 3/22/99. 
2. TOPOGRAPHY PROVIDED BY STONEHOUSE, INC. 
3, A PARTIAL WETLANDS DELINEATION HAS BEEN COMPLETED 

BY LANGLEY & McDONALD AND ONLY THE UPPER REACHES 
HA VE BEEN SHOWN, 

4. SEE SHEET 12 FOR CONSTRUCTION SEQUENCE. 

L23 
L24 
L25 
L26 
L27 
L28 
L29 
L30 
L31 
L32 
L33 
L34 

LEGEND 

8 V.D.O. T, CONCRETE 
RIGHT-OF-WAY 
MONUMENT (FOUND) 

0 IRON PIN (SET) 

• IRON PIN (SET) 

AREA TABULATIONS 
STONEHOUSE COMMERCE PARK 

SECTION C 

TOTAL AREA 88.5703 ACRES 
3,858, 122 S.F. 

PARCEL A 74,3712 ACRES 
3,239,610 S.F. 

RIGHT-OF-WAY 0. 3484 ACRES 
15,175 S.F. 

PROPERTY TO BE 
CONVEYED TO OWNERS 
ASSOCIATION 

13.8507 ACRES 
603,337 S.F. 

25% DISTURBED SLOPE AREA = 1-26 AC . 

80.30' N75'06'59"E 
64.47' S34'23'51 "E 

108,07' S66'47'42"W 
223,60' N8811'35"W 
108,36' N38'03'38"W 
116.27' S81'11'47"W 
55.38' s1 o·oo· 45"E 
32.43' S64'17'49"W 

210.41' S22'27'09"E 
102,88' S42'20'26"E 
306.60' S45'40'36"W 
477,18' N28'07'35"W 

25% DISTURBED SLDPE AREA 

CONSERVATION EASEMENT 
"UNDISTURBED NATURAL OPEN SPACE" 
PRIVATE OPEN SPACE 

SITE ADDRESS; 3000 MEADOWVIEW CIRCLE 
TOANO, VA, 23168 

TAX MAP: (12-1)(1-45) 

SITE ZONING: (PUD-C) 

0\\1llf -·-·-· •'"' 

GRAPHIC SCALE ... ... 
1 ......... 191111!, 

( IN FEET ) 
I inch ~ 100 rt. 

CIVIL SHEET INDEX 
01-C100 EXISTING CONDITION/DEMOLITION PLAN 
01-C200 SITE LAYOUT AND STAKING PLAN 
01-C300 OVERALL GRADING PLAN 
01-C301 ENLARGED GRADING PLAN 
01-C400 UTILITY PLAN 
01-C500 STORM DRAINAGE PLAN 
01-C501 DRAINAGE DIVIDE PLAN 
01-C600 EROSION AND SEDIMENT CONTRO PLAN 
01-C700 SITE DETAIL SHEET 
01-C701 SITE DETAIL SHEET 
01-C702 SITE DETAIL SHEET 
01-C703 SITE DETAIL SHEET 
01-C704 SITE DETAIL SHEET 
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FILE NAME: 01-ClOO 

DATE: 4/19/99 

APPROVALS 

PROJECf MANAGER 
FRIEDNER 

ARCHITECT OF RECCJRD 
ZANDERS 

I 

SITE ENC\INEERING 
RESCH 

STRUCTURALE.'1."'G"'IN,..,EE"'Rll':ING"'-1 

CARSON 
MECHANICAL E'N"'G=1N=EE""RING 

BRYi\~IT 

ELECTRICAL ENG'"'"l"'NE"'E""Rl"'NG,,--1 

DRAWN: CDK 
ll!SIGNED: EJR 
CHECKED:JFF ·-·----.ot 
THIS DRAWING I.ND THE 
DESIGN SHOWN THEREON 
ARE THE PROPERIY OF 
CARLISLE ASSOCIATES INC. 
THE REPRODUCTION, 
COPYING OR USt: Of- THIS 
DRAWING WITHOUT THEIR 
WRITTEN CONS EN r !S 
PROHIBITED AND ANY 
INFRINGEMENT WILL BE 
SUBJECT TO LEGAL 
ACTION. @ 1999 C.A.I. 
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1015 GERVAIS STRta-1 
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2' OPENING 

AT GUTTER 
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16 SPACES 

1 SPACES 
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24' 15' 
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SIDEWALK 

PAINT 
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BOLLARDS (TYP.) 
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CANOPY 
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CROSSWALK 121 , ± 
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PAD (SEE DETAIL ~ 
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N3 678 394.73 COLUMN LINES M-5 
El ,973,079. 79 

(SEE 

12'x5' CONC. PAD 
AT STAIRS (TYP.) 

MANUFACTURING 

ARCHITECTURAL DRAWING 

FOR DIMENSIONS) 

228,000 sf.± 

5' LANDING ON 
THIS RAMP ONLY 

CONC. EQUIP. PAD 
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PAINlED 
LOADING 
ZONE 

------- --------

NOlES: 
1. ALL HANDICAPPED SPACES SHALL HAVE A SIGN 

DESIGNATING IT AS A HANDICAPPED PARKING 
SPACE. 

2. ALL WORK v.lTHIN THE ROAD RIGHT-OF-WAY 
SHALL BE DONE IN ACCORDANCE l'<lTH lHE 
VDOT APPROVED ENCROACHMENT PERMIT. 
(IF NECESSARY) 

3. FOR LAYOUT OF PROPOSED CUL-DE-SAC SEE PLAN 
PREPARED BY LANGLEY AND McDONALD. P.C. 

4. DESIGN FOR TANK FARM TO BE COMPLElED AT 
LA 1ER DA 1E AND IS SHOWN FOR INFORMATION ONLY. 

5. ALL NEW SIGNS SHALL BE IN ACCORDANCE v.tTH ARTICLE II, 
DIVISION 3 OF THE JAMES CITY COUNTY ZONING ORDINANCE. 

OPEN SPACE DATA 
TOTAL SITE AREA -- 74.4 AC(±) 
TOTAL AMOUNT OF SllE COVERED 

FUTURE 

EXPANSION 

BY BUiLDING = 292,000 sf.± 
PERCENT OF SllE COVERED BY BUILDING 9.01 %p 
AMOUNT OF SllE COVERED BY OPEN SPACES = 30A AC.± 
PERCENT OF SllE COVERED BY OPEN SPACES = 40.9% 

BUILDING DATA 
FLOOR AREA 

MANUF.= 
OFFICE= 
PAINT= 

HEIGHT 

34.5'± 
18.2'± 
43.7'± 

NO FLOORS 

1 
1 
1 

BUILDING CLASSIFICATION: SEE COVER SHEET 

PARKING CALCULATION 
167 PARKING SPACES REQURIED: ( 1 SP,/2 EMP. ON LARGEST SHIFT) 7 

354 SPACES PROVIDED 
8 HANDICAP REQUIRED 
8 HANDICAP PROVIDED 
B TRAILER SPACES REQUIRED:(5 SP. + 1 SP. FOR EACH 60,000 sf. IN 

EXCESS OF 150,00 sf.) 
29 TRAILER SPACES PROVIDED 
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RECEIVED 
GRAPHIC SCALE 1APR 2 0 2000 .. .. .. , .. 

M. B. IWll CONST. CO~ INC. 

( IN FEET ) 
1 Inch - 40 tL 
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NOTES: 
; . THE AREA OF UNJlSTl'RBED OPEN SPACE WllCH IS- TQ BE DISTIJRBED VJILL 
BE REPLAC:ED BY AN EQUAL A'-IOUNT DEO!CA;-£D lN ANOTHER AREA ON THE SITC.. 
2. ALL EARTHWORK SHALL BE COMPL£1E[] IN ACCORDANCE 'MTH lHE GEOTEQ-INlCAl 
REPORT. 
3. REF£R TO THE SEQUENCE CF CONSTRUCTION ON :JETAIL SHEET 09. 
4. ALL WORK IN H\GiWAY RIGHT OF WAY SHALL BE COMPLETED IN ACCORDANCE WTH 
THE APPROIVED VDOT ENCROACHMEliT PERMIT. 
5. FOR GRAO!NG OF ?ROPOSEll CUL-DE-SAC SE£ PLAN PREPARED BY LANGLEY AND 
McDONALD, P.C. 
6. PARllAL WETLANDS DEllNEAllON WAS COMPLETED BY LANGLEY -&: MCDCNAl..D, AND 
Qt.I\_'( RE'PR'.E'SENl l\-IE l\PPE'R REACH5 Of lHE 'lft:l'LANDS. ANY ARE.a. or SUSPECrcll 
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NUMBER AREA(Ac) "'"""""' ELEVA- ""' O lOP OF OF WEl 5RJRAGE REOU!REI GRA"'1. O TOP OF GRAVEL SlORAGE TO!' Of 
SlORAGE Y!£ST SlORAGf= SlORAGE DEPlH(ft.) -"· (cf.) - GRAVEL ..:JR oull£l(.t.} DEPTH( ft.) -<f.) EMSNll<MEMT 

1 2. 4 4342 96 99 70x 25 1750 3 4463 4342 101 78x 33 2574 2 4324 102 
2 !. 7 3075 ~02 105 SOx 25 1250 3 3188 3075 107 Sax 33 1914 2 3164 108 
3 1. 2 2171 93 96 45x 20 900 3 2295 2171 98 53x 28 1484 2 2364 100 
4 2. 6 4703 - - SOx 50 2500 2 ~'250 4703 - 58x 58 3364 !. 7 4984 -
5 2. 6 4703 - - · SOx so 2500 2 4250 4703 - 58x 58 3364 l. 7 4984 -
6 1. 3 2352 931 95 52x 32 1664 2 2829 e~sa 96. 25 60x 40 2400 1. 2 2438 97. 25-
7 I. I 1990 64 66 42x 32 1344 2 2285 1990 68 50x 40 2000 2 3344 69 
7A 3 5427 64 66 SOx 40 3200 2 ~i440 5427 68 88x 48 4224 2 7424 69 
8 2. 3 4161 Note I - 70x 25 1750 3 4463 4161 - 78x 33 2574 2 4324 -
9 1. 3 2352 No-te 1 - 45x 25 1125 2.5 2391 2352 - 53x 33 1749 1. 7 2443 -

10 1. 3 2352 Note 1 - 45x 25 1125 2.s 2391 2352 - 53x 33 1749 l. 7 2443 -
11 2 3618 877, 7 90 162x 12 1944 2. 3 3801 3618 91. 5 70x 20 3400 !. 5 4008 92.5 

Notes: 
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operotional. 
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S;!'Jote 2 
8 Note 2 

12 

2. These sediment traps shall be in!stolled ot the top of the fill slope. The dimensions shown will be mointoined as the slope is brought up, with the outlet droining to the slope droins. 
(see temporory slope drain detail on sheet 12 for stope drain size end configurotion.) 
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CONSTRUCTION ENTRANCE 

SILT rENCE (W/ WIRE SUPPORTS) -X--X--X 

SILT rENCE (W/0 WIRE SUPPORTS)-X-- X --X 
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STORM ORAIN 
INLET PROTECTION 

TEMPORARY 
DIVERSION DIKE 

TEMPORARY 
rtLL DIVERSION 

TEMPORARY 
SEOIMEN T TRAP 

TEMPORARY 
SE DIM ENT BASIN 

TEMPORARY 
SLOPE ORAIN 

OUTLET PROTECTION 

RIP RAP 

ROCK CHECK DAMS 

SOIL TYPE &: BOU~lDARY 
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( IN FEET ) 
1 inch = 60 ft. 

WET ELEVATION BASIN SURFACE VOLUME OF DRY ELEV. BASIN AREA OF VOLUME OF 
TRAP DRAINAGE STOR:AGE BOTTOM @ TOP OF DIMENSIONS AREA @TO WET STORAGE @ TOP Of DIMENSIONS TOP OF WET ELEVATION 

NUMBER AREA( Ac) REQUJIRED ELEVATION WET @TOP OF OF WET STORAGE REQUIRED GRAVEL @ TOP OF GRAVEL STORAGE TOP OF 
STORAGE WEST STORAG STORAGE DEPTH( fl.) PROVIDED( cf. (cf.) WEIR GRAVEL WEIR OUTLET(sf.) DEPTH( ft.) PROVIDED( cl.) EMBANKMENT 

1 2. 4 4342 96 99 70x 25 1750 3 4463 4342 101 78x 33 2574 2 4324 102 
2 1. 7 3075 102 105 50x 25 1250 3 3188 3075 107 58x 33 1914 2 3164 108 
3 1. 2 2 lL '71 93 96 45x 20 900 3 2295 2171 98 53x 28 1484 2 2384 100 
4 2. 6 4 i703 - - 50x 50 2500 2 4250 4703 - 58x 58 3364 1. 7 4984 -

5 2. 6 4703 - - 50x 50 2500 2 4250 4703 - 58x 58 3364 1. 7 4984 -
6 1. 3 2352 93 95 52x 32 1664 2 2829 2352 96. 25 60x 40 2400 1. 2 2438 97. 25 
7 1. 1 1990 64 66 42x 32 1344 2 2285 1990 68 Sox 40 2000 2 3344 69 
7A 3 5"427 64 66 80x 40 3200 2 5440 5427 68 88x 48 4224 2 7424 69 
8 2. 3 41161 Note 1 - 70x 25 1750 3 4463 4161 - 78x 33 2574 2 4324 -
9 1. 3 2'.352 Note 1 - 45x 25 1125 2. 5 2391 2352 - 53x 33 1749 1. 7 2443 -

10 1. 3 2352 NotP 1 - 45x 25 1125 2. 5 2391 2352 - 53x 33 1749 1. 7 2443 -

Notes: 
1. These sediment traps Ore to be installed during the construction of Pond 'A'. and remain inploce until the storm drainage line to pond "A" is constructed and 
operational. 

~DTI1 OF 
GRAVEL 
OUTLET 
\'£1R (ft.) REMARKS 

14 Note 1 
10 Note 1 

7 Note 1 
16 Note 2 
16 Note 2 
8 
7 

18 
14 Note 2 

8 Note 2 
8 Note 2 

2. These sediment traps tshall be installed at the top of the fill slope. The dimensions shown will b'e maintained as the slope is brought up, with the outlet draining to the slope drains. 
(see temporary slope drain detail on sheet 12 .for slope drain size and configuration.) 
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INSTALL NORTH AMERICAN GREEN \ 
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m 
m 
m -

NORMAL CURB 
AND GUTTER 

.. . . . '' 

. . . 

2·-0 .. 
TRANSITION 

TO BE 
ROUNDED 

FEATHERING OF CURB 
AND GUTTER DETAIL 

• 
"' -

NO SCALE 

• 'iol 
"' ;;,. "''-',--__,_.__VAN ACCES 

4' MIN. 
TO GROUND 
WHERE 
REQ'D 

PENALTY $100-$500 
TOW-AWAY ZONE 

• • • 

7' MAX. 
HEIGHT 

1" RADIUS 

HANDICAPPED ARKING SIGN 

.ll--==I= 
• • • • • • • • • • • • • • • • ,. .. 
• • • • • • • • • • • • • • • • 

@ 

VJ 
~. 
0 "' :t: .., 

~ II 

5 <ti 
z :>: 
ii' u 

• ... -• 
~ 
"' 

• •H----'-

N.T.S. 

4 LB/FT "U" 
CHANNEL 
(GALVANIZED) 

r CONCRETE 

I~ "· ' J 
I . I 

. l ~ 
; 

" i • • • I 

• 
"' I . -

_ _J _ __,_ 

~ 

14' 14' 

1 1 16 
li;,:rtJrl 

I· 
127/3?"1 

-I 3 1/2" 

POST SECTION 

SIGN 

~ NUT AND LOCK 
WASHER 

5/16" MACHINE SCREW 
OR BOLT 

POST MOUNTING DETAIL 

HANDICAPPED PARKING SIGN POST 
N.T.S. 

1---5'--1-- ff" ---1-- 5•· ---J 

" w< 

L==i:I ~~I -SLOPE- , , 

pt.AN VIEW 

-SLOPE-. 

FACE OF CURB 

v.HITE TRAFAC 
PAINT 

1~------------.1:: I I 1: 11 li~I 

El.E\IADON 

HANDICAP CURB CUT & CROSSWALK DETAIL 
NO SCALE 

'o 
I .... 

• 0 
I 

M ;,. 
I .... 

. -

PCC 

SAND BEDDING 

SEE NOTE 1/3 

NOTES: 

1. BACKFILL IN STREET SHALL BE SAND OR WELL GRANULATED 
GRANULAR MATERIAL APPROVED BY THE ENGINEER. BACKFlLL 
OUTSIDE OF STREET UMITS MAY BE NONORGANIC MATERIAL 
FROM TRENCH EXCAVATION. 

2. ALL REINFORCED CONCRETE PIPE SHALL BE PLACED IN 
ACCORDANCE WITH "CASE Ad" BEDDING UNLESS OTHERWISE 
SHOWN ON THE PLANS OR DIRECTED BY THE ENGINEER. 

3. IF OTHER GRANULAR OR SANDY MATERIAL IS ENCOUNTERED 
AT SUBGRADE THE TRENCH BOTTOM SHALL BE OVER EXCAVATED 

PCC BACKFILL 

TO A DEPTH OF AT LEAST 3 INCHES AND BACKFILLED WITH SANO, 
NO. 3 OR NO. 4 CRUSHED ROCK EXCEPT THAT NO. 3 ROCK SHALL 
NOT BE USED UNDER PIPE 24 INCHES OR LESS IN DIAMETER. 

GRANULAR OR 
SANDY SUB GRADE 
SEE NOTE #3 

CASE Ad 
LOAD FACTOR = 1.5 

BACKFILL 

SAND BEDDING 

CASE Bd 
LOAD FACTOR '= 2.0 

GRANULAR OR 
SANDY SUB GRADE 
SEE NOTE #3 

CONC. CAP 

~ 8" DIAMETER 
STEEL GUARD 
POST, FILL W/CONC. 

t'~C SC.~LE 

Fl~llSH GRADE 
OR PAVING. 

CONG. FOOTING 

RECESS I' & GRDUT"-+--+
rLUSH \/!TH TOP 

NO, 5 REBAR 18''---,
LONG, Z PER STOP 

ND. 4 REBAR 
S'-6' LONG~ 
Z PER STOP 

a• 

1 5/8"• 
TOP RAii. 

2· 

ALL COST FOR OVER EXCAVATING AND BACKFILLING WITH 
GRANULAR MATERIAL SHALL BE BORNE BY THE CONTRACTOR. 

4. Cl AND C2 SHALL NOT BE LESS THEN 6 INCHES. 

5. Cl PLUS C2 SHALL NOT BE GREATER THEN 24 INCHES, IF 
THE TRENCH WIDTH IS EXCAVATED TO A GREATER WIDTH 
THE CONTRACTOR SHALL FURNISH AND PLACE "CASE 
Bd" BEDDING AT HIS OWN EXPENSE. 

6. PIPES 21 INCHES IN DIAMETER AND SMALLER WITH 2 FEET 
OF COVER OR LESS, AND PIPES 24 INCHES IN DIAMETER OR 
GREATER WITH 1 FOOT OF COVER OR LESS SHALL BE PLACED 
IN ACCORDANCE WITH "P.C.C. BACKFILL" BEDDING. 

7. P.C.C. SHALL SHALL HAVE A 28 DAY COMPRESSIVE STRENGTH 
OF AT LEAST 2,000 P.S.I. 

8. THE CONTRACTOR SHALL OSTAIN A PERMIT FROM THE STATE 
DIVISION OF INDUSTRIAL SAFETY PRIOR TO EXCAVATING 
AflY TRENCH 5 FEET OR MORE IN DEPTH. 

9. EXCESS MATERIAL FROM TRENCH EXCAVATION SHALL BE 
REMOVED AND DISPOSED OF AT THE CONTRACTORS EXPENSE. 

PIPE TR.ENCH BEDDING 
NO SCALE 

3•11 GALV. POST 
BARBED WIRE 

9 GA. GALV. FABRIC 

I I 
I. : I 

~ 

I 9• 

~-! !"'-"" 
I '_ .:-:=====::: 

lRUSS ROOS 

L.:.J 

I: :I 1/2 SPAN ., ! • 1/2 SPAN 

GATE SPAN AS REQUIRED 

.TYPICAL DOUBLE SWING DRIVE GATE 
N.T.S. 

_1· _6_' ~~2·r-
1· . . .. . ... ~ 
I I 

CONCRETE WHEEL STOP DETAIL 

-...... ... 

NOT TD SCALE 

\..4•-1 
I , .. 

,.,c.ti._.e~""""'·,.._ 
d»d• .... ldarlcl•flfQn1 ... 
"" pCiW '°' .. iOilll ~ o.irtt !II ...... 
iw. ""'.,, .. ,.._..,,_. ...... 

C-- IO - Ollll AlW Clll llt ,._, 
4000Ptt ~ .....-

COMBNATION 6" CURB 8 GUTIER --"' ~MID ~MOAtAllCM 

Gt·t 

-\ 

10· 

r ..._·:L 
-I 
"' ~ .-.).-- I ~! 

_L 

~~~-~· 
PARKING STALL 

PAINTED HANDICAP 
SYMBOL DETAIL 

NO SCALE 

4" ASPHAlJlC CONCRETE (2" BIWMINOUS 
SURFACE COURSE (\'DOT S-5 ) NID 2" 
BITUMINOUS BINDER COURSE \'DOT B-2) TACK COAT 
BETWEEN LJFTS. 

PRIME COAT 
8" STABILIZED l.GGRElllllE BASE COURSE (VDOT SEC 309) 
COMPACTED TO 98il MAX. MOD. PROCTOR 
DENSITY (ASlM 0-1557) 

12" COMPACTED SUBGRADE - COMPACTED TO 
1 OOX STD. PROCTOR DENSITY. 

HEAVY DUTY FLEXIBLE ASPHALTIC PAVEMENT 
SER'llCE AREA - NO SCALE 

3" ASPHALTIC CONCRETE SURFACE COURSE (VDOT S-5) 
PRIME COAT 

6" STABILIZED AGGREGATE BASE COURSE (VDOT SEC 309) 
COMPACTED TO 98il MAX. MOD. PROCTOR 
DENSITY (ASThl D-1557) 

12" COMPACTED SUBGRADE - COMPACTED TO 
100% STD. PROCTOR DENSITY. 

SAW CUT 

FILL WITH UQUID 
PLASTIC JOINT 
SEALANT. D/ 4 

SAWED JOINT 
LONGITUDINAL OR TRANSVERSE 

NO SCALE 

1"h18" LONG ' ~2"±1/8" 
~ ~ DOWELS ON 12" .. , JOINT SEALER 

CENTERS 

17""-.7~-r.--1;--::::;{::::::-:::;:::'l~:::--.:--1/~.4-,-R--,,('.fw,-,I, 
' • : • " «BOTH SIDES) 

'\ ~ < ,,, 

' 
·BUTT JQINT • 

. . ' 
' LIGHT DUTY FLEXIBLE ASPHALTIC PAYEMEtllT 

EMPLOYEE PARKING AREA - NO SCALE CONSTRUCTION JOINT W /DOWEL 
6x6 W2.9xW2.9 (IN MIDDLE OF SL\13) 

i ISIS.S['H - .,~,, -"Eli.!,,.L_,,JH W":ll TF'' -- 'IP,:llJ 1u,·· "w""" "" 1; ~ -~!;'i;!Ulli•"~"'.".1~ ... "" I-; ::::J1" ""=' 118[f= .. 
~Tri!w.- 7,. CONCRETE "'~~ciJl';';!li1'fi 

D=1==~ 4 • COMPACTED CRUSHED STONE --1 

12" COMPACTED SUBGRADE - COMPACTED 

1 /2" JOINT FILLER 
(NON-EXTRUDING) 

NO SCALE 
• 

TENSION WIRE TO 1 ooii: STD. PROCTOR DENSITY. 

TIE SANDS \_ CHAIN UNK 
FABRIC 

"l<NSION WIRE 

TYPICAL CORNER AND _/ • 
GATE POST INSTAl.Ll.TION 

TYPICAL LINE POST 
INSTALLATION 

'if''"' io• MAX 

TYPICAL CHAIN LINK FENCE DETAIL 
NO SCAf..£ 

g 
• 0 
I g ., 

fii 

~ g 
iii ~ :c 

~ tl 
"' ~ 

.; ,. 
• .. 
• 
"' -

_J 
<.> 
• "' 

llllmi:. 

T/WAU 
lo z 

"' . . 
"" ·!.· . 

1 1 /2" DIA. PIPE RAllS 
ALL ELEVATION FOR LENGTH) -~<;u w 

• 
"' I ;., 

• 
"' 

-1 
1 
-1 /2" DIA. PIPE POSTS 
O' MAX. SPACING 

-3 /4" CHAMFER. TYP. 

-G 
p 

ROUND OR 
Al/EMENT 

_Iii- '11-11-! 
1w-"1 . .1,"=111' 
I Iii ii,! I: I:: 1111 ITT 

2" CL. 
I 4 AT 12• BAR & 
DOWEL 

1 1/2" 
. . 

v 
f:: 

~: 

~ 
. • 

. . 
·~ . ... " ... • 

"' . . .•. 
:~"!: . ~.~ ~~--

12· 10" 

FOOTING WIDlH 

(SEE TABLE} 

CL. 

I 

c ONT #57 STONE. (24" SQ.) 

3 • OIA. PVC WEEP HOLES 
0 6'-0" o.c. 
p ,OMNG 

* 4 AT 12" 

l'--3 #5 COlff • 

2 #5 CONT. 

1. PROVIDE CIASS B SPLICE FOR FOOTING DOWELS 
CONCRETE STRENGTH 0 28 CAYS fc - J,000 PSI 
2. PROVIDE CONSTRUCTION OF CONTRACTION JOINTS 
SPACED AT JO' 0.C. MAXIMUM. 

CONCRETE (RIGID) PAVEMENT 
NO SCALE 

PAVEMENT SECTIONS 
NO SCALE 

. . 
• .... 

d • " .. 
. 1is• .R (TYP. 

·soTH slli,ts) . . 
• 

CONTRACTION JOINT 

TYPICAL CQNSIBUCTION JOINT 
M.T.S. 

TYPICAL CONIBACJJON JOINT 
N.T.S. 

NO SCALE 
30' MAX SPN.:ING BEl'WEEN EXP. JTS. 

""""' 

•• · 1 • •• ·I 

CONTROi. JOINTS 
1/4"' £XPANSION JOINT 

1. AU. SIDEWALKS SHAU BE ..+" lHICK 

2. CONTROL JOINTS SHM.L. BE: SPACED AT 6' 
\NfER'/ALS F'OR S' SIDEWALJKS. 

J. CONTROL JOINTS SHALL BE 1,. DEEP AND 
EDGED WITH 1 /a• Rl>DIUS. 

.> 

TYP. 

4. WHEN SIDEWALKS ABUT RQNJWAY, WHERE THERE 
IS NO CURB, THICKEN WAL.I( TO s· IN 3' -o· . 

5. 1/2" EXP. MATERIAL REQUllRED 'M-iERE CONC. 
StDEWALK ABUT cot~. STR«JC'IURE. 

'° 
_, 

•• J_ ...., 
• 
"' 

~ 

3-0 

. T r v . • 
• 
v 

I/ SEE NOTE 
,. 

STilUCTIJRE 

STANDARD JOINT LAYOUT FOR CONCRETE SIDEWALKS 
NO SCALE 

GUARORM.. NOT SHO\IM 
FOR Cl.AIRITY 

1'-11"' MIN . 

~I\~~ 3:·~ 

"' :{ 
i..... 2'-0" MllN 
0 

~ 

1/2" OPANSIOO 
JOINT 

• • 
AS INDICATED 

1/7." D'.PANS!~ 
JOINT 

CONC. STEP & HANDRAIL DETAIL 
NOT T10 SCALE 

r1=1~11=~1~11=~1·1r --"T-I 
. ~~~AR~l~ES==~~-~--1·1 __ h 1/4" PER FT. 

-'-• ' 1:=111==i 11_ ":+ 
~mlkm1~11 __ ~_., L ___ , _, ·==r- r-

NEW 
PAVEMENT 

DOCK RETAINING WALL DETAILS 
N.T.S. 

SEE SITE PLAN FOR LENGTH AND GRADES 

INTEGRAL CURB & WALK DETAIL 

. .. 
·' 

. . 

NO SCALE 

. .. 
• 

. ". . 

.. 

T.W. = 110.50 ~SAW cur COMC. P'Ylll • 

BOTTOM OF FOOTING = 104.00 
WALL SECTION DETAIL) 

T.W. = 106.25 

PAVEMENT = 105.75 

CONCRETE PAVEMENT AT DOCK (0.5% MIN. SLOPE) 

GROUND LINE OR CONCRETE RAMP BEYOND WALL 

DOCK RETAINING WALL ELEVATION VIEW 
NO SCALE 

UJ z 
UJ :s 
vi a. ,__S~E=E--i 

PLAN 

.. 
• .. 
• .. . 

• . 

. ' 

. . 

0 DIMENSIONS INOICAlED 
S£AI. IU. JOllUS. 

• CONS1RlJCTION JOINTS 
llAY OCCUR AT Nff 
SAW cur JOINT. 

.OCT 2 5 \f;7 

TYP. JOINT LAYOUT PATTERN 
NO SCALE 

. _ _,,, 

FllE NAME: Ol-C703 

DATE: 4/19/99 
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SITE ENGINEERING 
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STRUCTURAL ENGINEERING 
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ELECTRICAL ENGINEERING 
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SEE FRAME & 
GRATE DETAIL 

/ 

4-4~ 

PLAN & SIDE VIEW 

YARD INLET DETAIL 
NO SCALE 

ff' ,p)pg COICR£1E SlA8 -™ 
#4 8NtS AT 10" EACH WAY. 

f3CIOO c:ota!£TE 'llTH 14 a.MS 
AT e" FAai WAY. 
M.I.. S1IJ!L BARS SHAU. BE Pl.ACED 
1-f/Z" a.EAR FM* BOrnlW (F 9.A8. 

"'""""" 
,--1 ' ' /-......_ ' 
I 1 I + \ J 

I "- J I "'"'''"""'" 1:1" 0.C. OM 

I ~':::__ _J 

90.'IES ~· OED' .. 
"""'-
(SID'S wsr eotFmi1 
ro ASJM-0-478' OR 

"""'"""'~ 

24"SQ. 
MIN. 

' . ' . . . . . 
MOtt: MAHttOU: s-.a>s ·,u BE LOCAm> 

SO TliAT 'lt£Y NE HU'SS!lf 
f1\QU ll£ ~ Ol'Ottt6. $" f3>0CI COta!!l!: SLM 'M1M 

If 8ARS AT 10" EAa-1 WAY. 

PLAN & SIDE VIEW 

JUNCTION BOX DETAIL 
HO SCALE 

~ AN. GR.ADE 

1" GROUT 

8" BRICK OR 
PRE-CAST 

ROUNDED ENTR. 

FtOW -

NOTE: 
1. CONSTRUCTION OF' INLET MA'( 

BE MODIFIED TO ACCOMOOATE 
PIPES LARGER THAN 18" DIA. 
BY BELLING THE BOITOM OF 
THE S1RUC1URE (CORBEWNG 
BRICK WORK NOT MORE THEN 
1/2" PER COURSE) SO "5 TO 
CLEAR EACH SIDE OF PIPE 
BY 3•, 

2. FRAME AND GRATE SHALL BE 
NEENAH R-3433 OR APPROVED 
EQUAL 

3. SJ}:?S SHILL BE INSTALLED 
IN ALL CAiCH BASINS WHICH 
ARE 4' OR DEEPER. 

CONC, CTG. 

1992 

EXAMPLE PLAN VIEWS OF 
BAFFLE LOCATIONS IN 

SEDIMENT BAS!NS 

--

Sour«: USDA~SCS 

BACK OF' CURB,-~ 

METAL HOOD 

GRATE DIP VARtES TO 
CENTER AT eACK 

err. PA\fr. 

~~=I,_,,-

_. •' ·•I 

CONC. CTG. 

~= 
NffNAH FOUNDRY CO 

-

FIN. GRADE 

DED ENTR. 

Ftow-

f<1--12• O/C,B.W. 

~ ('.ATNOONC = ~ 690# R J2+tl-A 

STANDARD CURB TNT.ET 

Ill ~ 94 

3.14 

• 0 
·' .,, 

RECOMMENDED DEWATER/NG 
SYSTEM FOR SEDJMEl'vT 

BASINS 

PRQ'.olOC ~TE 

'""""" 

DEWATERltG omce. 
SClif:Dllt.! "° Sffi:l STVIi , -roor t.llMll.IUW, 
OWol(TER VARIES (SEE CN.CUl.AllONS IN 
APP'ENOllli 3.14-A) 

HOf(; WITH CONCRETE: RISER, USE PVC SCHEDULE 4-0 STUB 
FOR OEWATERING ORIFICE 

BASIN NO 
A 
B 
c 
0 

•oRAJNAG:t TUBING SH.t.U. COMPLY WITH ASYM F'S67 
A.MO AASHTO M294 

SJRUC NO 
OB #1 
OB f27 
OB 132 
OB #38 

:w: 
85.25 
93.50 
91.28 
7J.'42 

::0: 
88.50 
97.12 
9.f..60 
77.63 

:i;: 
84.27 
92.42 
90.28 
72.42 

3.14 

Source: Va. DSWC Plate 3.14-15 

. 

TEMPORARY BASIN OUTLET BOX DETAIL 
"" """' 

112' DIAlllTI" l!QUlf 
1..-- oz.t .. CMC YAX. ('r'Yf'.) 

9 untr2 E<PANOl!O ITf!IL ,,,-+fol-- ORATE ONTOP', aonoM. 
AH0810E8 

Ct-IOA 

- ·-_J 

PLAN 
5qll tomt U1 9'adt en .. lt•t, 
.... bQctl.q. ~ stremt ~ . J-1--- ft --,,L..~i& lo be at 1«11t GI ~GI fnnt tdglt. 
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REF£REHC£ FLAREO END-SECTIONS FOR CONCRETE PIPE CUll/ERTS 
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. HIGHWAYS ANO TRANSPORVaT"iON !102.0I 

SfCTION NO SCAL£ ...... 
"' u TOP OF DAM =_ !1~-:.29 _ 

STANDARD CATCH BASIN 
NO SCALE 

3 4• 

--·----,,;!L•==·== 
I c=: c::::.:i c::::J c::i 

c::::J r-:; c=J c:::::J 
c::::J c:::J [=:J c:::::J 
c:::J c::::::J [=:J c::::J 

1 CATAJ OG It 
NEENAH 
R-3433 

YE..D 3 HINGES 
TO ANQ.E IRON 
FRAMES 

0 

I .9-
v l--

1..--

NGED 'Z"xX OPE:NING 
AMED W/ Z'x:t" ANGELS 
lDED TO REBAR. I/: 
HOLE DRILLED 
FOR PADLOCI< 

NOTeS FOR !RA§H RACK 
1. Tlt.A•t"MOK TO •I! c•HTl!RED OVl!R o .. eNINiJ. 

2. &Tl!ll!I. TO CONFOMll TQ MJTM Aoa•. 
a. ALL 8Ultl'ACl!I TO Bl! OOATI!?) Wfl'H ~c eOl.O i!IALVANIZING 

OOMl'OUND AfTl!!ll W!LDfNG .. 
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STORM) 
WIOn-1 OF THE 

1-----DRAJN TO EXTENO ____ _J 

TO TOP OF EX. 

- -\ CHANNEL BANKS ~r-

~ #ilEX. TOP OF 
"At" I c: c:::::J t:::::J c:::J c::::J f::: ~ 

c::J t:::::J c:::::::J c::::J 
c::::J c:::J c:::J c:::::J 

L 
18 REBAR LOW LEVEL OUTLET TRASH RACK DETAIL SEE 

SUMMARY POND 
DRAINAGE AREA 
STORAGE TYPE 
CLEANOUT 

- 16.0 AC. 
REO'P(cv.l 

528 
1,072 
2,144 

PROVIOEOlcy l 
528 
1,234 
5,369 

\..i;r;;~A1':;lv:AJ'-, )<;;: CREEK BANK 
c::::J c:::J c::::J c::J 
c:::::J c:=:J c:::::J c::::J 

u 
35• 
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AfPROX WIS 
NEENAH 
TOTAL 400 

WELD AT AU.. 
CONT ACT POINTS 

16 REBAR 
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FRAME & GRATE DETAIL 
NO sc'>.fE 
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j RACK 

LE\tJ. OUll.ET TRASH 
SEE DETAIL nus SHEET 

NOTE 2) 
I I (SEt 
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PLAN VIE\,/ 
TOP REMO\/ED 

~ OUT1.£T OIA "O• 
IN CONC. 90)( 
(S£E NOTE 2) 

REBAR CAGE DETAIL 
ND SCALE 

OUTLET BOX DIMENSIDNIS 

OOllET ELEVATIONS 

81\SN SlRUC. ~A. 
HO. HO. "D" INVERT TOP 

~~-- 08 " 
5 IN. 81.()() 88-50 

B Oii f2 3 IN. 91.00 st7.12 
c ·~" 3 \H. 69.IQO 04.60 
D '"" 4 IN. 71. 77.63 

NOTES: 1. TEMPORARY DEWATEMIQ OUlLET IS TO BE IHSTAUED MILE SllE IS utU 
CONSTRUCllCIH, ANO REMOVED 'Mel Silt JS STA8IUZEID. 

2. LOW Ln£L OUTLET IS TO REMAIN a.osm ~ CXJHSlRUCllON. AF1ER 
SllE 1$ STABIUZED. lHE 'TEUPC:lAARY DEWATER:t!G D£VllCE SHALL BE R£MOVED 
1HE LOW lE\"EL OUl\.ET OPO£D, AHO lRASH RA.Ck INSTALL.ED. 

r'°• REBAR 1JRASH RACK 
17 CROSSNO 2 E.W. '#IEl.D 0 AU. 
OJSED 12~ ~INTO WALL 
TO AHGl.E f:RAME. AHO "" """ BOLT 
TO TOP ~ STRUCTURE.. 

HO SCALE 

OOv.NSPOUT 

--'---l,-.-J.--L,.1'="-1.....J°"":C:::.-""N~l!!!HED GRADE 

1/8 PVC BENO 

;:i-;; ____ PVC (SCHEDULE 40) 
LINE. LENGTH 
TO surr 

'ITPICAL ROOF DRAIN 
.& DOWNSPOUT DETAIL 

NO SCALE 

SUMMARY PONO 
DRAINAGE AREA 
STORAGE TYPE 
CLEAN OUT 
WET STORAGE 
TOTAL STORAGE 

'""p" 
= 11.5 AC. 

REO'D(cy) 
380 
770 
1,540 

PROVIOED(cy) 
380 
834 
3,611 '" ._ ____________________ ...J 

~" "'0 IDI"' 0 ()".,....: 
<O,...... r--. 
co a..> 

Cl:J<RETt" BRIO< VITI! 
1/4' >t:RTM COAT 
~ INSII£ AND EXPOSED 
OUTSIDE fACZS DR PRECAST COC. 
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LOW IEVEL CUTI.ET 
TRASH RACK SEE 
DET ,t: il lHIS SHEET 

(S£E NOTE 2) 

1EMPOltARY 
DEWA TER!NG OUllET 
SEE DETAIL 1HIS 
SHEET. 
(SEE NOTE 1) 

001\..ET DIA \>" 
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(SEt HOlE 2) 
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~~f':Y' 

rs 
I. . . : 

<;'<,, t'.:O: 
_L_ 

~ 

ex h::?: 

.. •, . 

SECTION A-A FRONT VIEl<I 

FINAL BASIN OUTLET BOX DETAIL 
ND SCALE 

INVERT' ELEVATION 

. I 

8 0 TOP \\IDTH TOP OF DAM = 80.20 

75 

66'-36"RC 
@ 0.50% 

__ EMER. SPILLWAY= 78.75 = 
HIGH WATER-(25)i. STORM)-
TOP RISER = 77.63 
TOTAL STORAGE = 3,611 cy. 

--lt---"~~ DEWATE ING WET STORAGE = 834 cy. 
DEVICE DEWATERING ELEV. = 73.42 

CLEANOUT ELEV. = 72.42 __ _ 
SILT STORAGE 380 cy. -

----··· ···----
BOTIOM ELEV. = 71.0D 

----- 1 + QQ IMPERVIOUS a.AV COOE 
-· . .... ~ COMPACTED TO 95X 

--j ~· MJN. ~~'; MIN.(ALT\IAL DEPTH 

POND "D" TD BE DETERMINED IN AELD BY 
GEOTECHINCAL ENl";!NEER) 

SCALE: HOR. ·1 • = 50' 
VER. 1• = 5' 

80 1---t-+-: 
24'-48"RCP 

@ 0.30% 

75 
( 

I 

--j 
SELECT. BAa<FILL 

TOE Df\AIH COMPlm> TO 95': 

(S£E DETAIL T>llS SHEET)! 

RISER DETAILS 

IMPERWlt.IS 
COMPACTED 

"'t--..rn- TRENCH 
TH • 3' MIH.(AL 

TO BE DElERMINED I 
GE TECHINCAL ENGIN 

70~---'------'-----L---.L---_JL_ __ _ 

O+DO 

.... 
"' ... "'0 
CD~ 0 
0 .-........: 

0 """ 
• T"l-1-l--l '° a.. > 

1+00 

POND "A" 
SCALE: HOR. 1• = 50' 

VER. 1" = 5' 

2+00 

10 MIN. TOP 'MIJ ... I ! .± g ~ 
100 ,--,-,-------r~=~="=-=T4==='i====,T""O"-P_o._,.F___.,,D=AM -~ 100.2.Q___ 

85 

EMER. SPILLWAY 97.85 

"-rr----,1----l~TO~P"7BJSER 97.12 = HIGH _\'IA~R {25 '!'"· STORM) 
TOT AL STORAGE = 1290 cy. 

EX. GRADE 

'--.. 
SEE 
RISER DETAILS 

DEWA TERI NG ELEV. = 93.50 
1 LEANOUT ELEV. = 92.42 
: SILT STORAGE - 195 cy" 

SUMMARY PONO "B" 
DRAINAGE AREA = 5.9 AC. 
STORAGE TYPE REO'D(cy.) PROVIDED(cy.) 

WET STORAGE 
TOTAL STORAGE 12" #57 STONt: 

WRAPPED IN FILTER 
FABRIC 

TOE DRAIN DETAIL 

TOP OF DAM = 98.20 -·"--"--"---+-----1~'-=--==-=== 

N.T.S. 

·-- DEWATERING ELEV. = 9L28_WET STORAGE = 

90f----+-++--~lft-.-!,L.,<'.,t:::,llll~~====l========f.C~L~EA~N~O~U~T,,,-,!E~LE":::"'V.~=~9~0~.2~8,__ 
SILT STORAGE = 168 cy. 

418 cy. 

EX. GRADE 

y TRE>ICH 
DEPTH - 3' MIN.(Al TUAL DEPTH 
TO BE DETERMINED IN FlELO BY 
GEOiECHINCAl.. ENGINEER) 

BOTTOM ELEV. = 89.00 

SUMMARY PONO •c• 
DRAINAGE AREA = 5.1 AC. 
STORAGE TYPE REQ'D(cy.) 
CLEAN OUT 168 
WET STORAGE 342 
TOTAL STORAGE 684 

PROVIDEQ(cy.) 
168 
418 
1,541 

CLEANOUT 195 195 75 OJ? ANTl-SfIP 
I ~ •.5' ••.•. 

IM.PERVIOUS a.AY CORE 
COMPACTCD TO 96X 

'1-.o<i';v 1R£NCH I 
·-+-----I-DEPTH • 3' MJN.(AL lUAL DEPlH 

TO BE DElERMINED IN FlELD BY 
GEOTECHINCAL ENGINEER) 

I 
-::.'EL£CT BACl<FllL 
COMPAC'llED TO 95X 

24'-30"RC 
0 0.40% 

w-r-f---TOE DRHM 

I 

70 '--""~-.l__-'--~(SEE""'-~D~ET~AIL"'-"'1IHl"""S~SH""El'.'~1)>___L._L. __ ~_L.-~~---' 

o+oo 1+00 

POND "8" 
SCALE: HOR. 1" = 50' 

VER. 1• = 5' 

2+00 

WET STORAGE 395 451 
TOTAL STORAGE 790 1,290 

-

65 

SELECT BACllfli 
COMPACTED TO 9!l'5 

60 '----...L....l....l... ___ .L._ ___ .J....... ___ L_ __ --' 

o+oo 1+00 

POND "c" 
SCALE: HOR. 1 " = 50' 

VER. 1" = 5' 

2+00 
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1. ALL MElER VAULT DESIGNS, DIMENSIONS AND LAYOUTS SHALL BE SUBMITlED TO THE 

AUTHORITY FOR APPROVAL 

2. ALL MElER VAULT DESIGNS SHALL BE PREPARED BY A PROFESSIONAL ENGINEER LICENSED 
IN THE COMMONWEALTH OF VIRGINA. THE DESIGN SHALL BE BASED ON SOIL CONDITIONS 
WAlER TABLE, EARTH LOADS, LOADING, SIZE OF VAULT, FLOATATION, ETC. 

3. METER VAULTS MA'f BE CAST IN PLACE, OR PRE-CAST. 

4. METER VAULTS SHALL BE DESIGNED TO DRAIN TO ATMOSPHERE \\HEN POSSIBLE. \\HEN 
DRAJNAGE TO ATMOSPHERE IS NOT POSSIBLE, A 12 INCH x 12 INCH x 6 INCH SUMP 
SHALL BE PROVIDED. 

5. VAULTS SHALL BE DESIGNED TO ALLOW MINIMUM DIMENSIONS AS INDICAlED ON THE 
STANDARDS DETAILS. WALL SLEEVES SHALL BE CAST IN DURING FABRICATION. 

6. VAULTS SHALL BE DESIGNED TO BE WAlER TIGHT. 

7. INlERIOR CONCRElE WALLS SHALL BE PAINlED \\HllE WITH AN APPROVED CONCRElE PAINT 
SYSlEM. EXlERIOR CONCRElE WALLS SHALL BE PAINlED WllH AN APPROVED WAlER PROORNG 
COATING SYSlEM. 

8. ALL VAULTS SHALL BE DESIGNED USING A 36"x36" ALUMINUM ACCESS HATCH CENTERED 
OVER THE MElER OR DElECTOR CHECK. ACCESS HATCH SHALL INCLUDE A COMPRESSION 
SPRING OPERATOR, FOR EASY DOOR OPERATIONS, STAINLESS STEEL PINS AND HARDWARE, 
DOOR LEAF SHALL BE A POSITIVE HOLD OPEN ARM AND EASY RELEASE FOR THE HOLD OPEN 
DEVICE. ACCESS HATl'HES SHALL BE AS MANUFACTURED BY BILCO OR APPROVED EQUAL 

9. GROUND SHALL BE SLOPED AWAY FROM THE VAULT AND POSITIVE DRAINAGE PROVIDED TO 
PREVENT SURFACE RUNOFF FROM ENTERING THE VAULT. 

10. INTERIOR PIPING, VALVES AND METERS SHALL BE FIELD PAINlED WITH A PAINT SYSTEM 
APPROVED BY THE AUTHORITY. 

Addendum No. 5 

James City Service Authority 

General Notes - Sanitary Sewer Force Main 

1. All materials and construction of the sewage force main system shall be installed in 
accordonce with the latest edition of the James City Service Authority Standards and 
Specifications for water distribution systems. Testing shall be in accordance with Sectl n 
1.63 of the James City Service Authority Standards and Specifications for the Sanitary 
sewer system. 

2. The developer's representative shall submit o list of materials for approval to the Jame 
City Service Authority prior to commencement of construction. 

3. Force mains shall be installed ofter grading to 6-ir.cr·, of final grade and prior 
of bose material. 

4. AU approved erosion and sediment control requirements shall be observed during water 
main construction. 

< 

5. After testing Is complete and ell components of the force main system are acceptable to the 
James City Service Authority, as-built drawings shall be submitted to the service authority. 
Any discrepancies notes during the as-built inspection shall be corrected by the developer's 
representatives within 30 days. 

6. Routine periodic inspections during constnuctlon will be provided by the James City 
Service Authority. These Inspections do not relieve the developer from his obligation and 
responsibility for constructing a water distribution system in strict occordonce with the 
standards and specifications of the James City Service Authority. 

7. Any changes to the final plans shall be approved by the James City Service Authority and 
shall be accurately indicated on the as-built drawings. 

8. All lots shall be provided with sanitary sewer service connections. The connections shall 
be extended from the main to the property line or easement line, and shall terminate with o 
connection in a meter box set at final grade. 

9. The developer is required to submit sewer data sheets and shall acquire a Certificate to 
Construct prior to commencement of construction. 

10. Any required easements, permits, and approvals shall be acquired by the developer prior to 
the comr(loncement of water main construction. 

11. The sawer main contractor shall comply with all applicable laws, ordinances, rules, 
regulations and orders of any public body having jurisdiction. He shall erect and maintain, 
as required by the conditions and progress of the work, all necessary safeguard for safety 
and protection. He shall also notify "Miss Utility" prior to performing any underground 
excavation. 

12. Minimum size force mains shall be not less than four inches in diameter except for grinder 
S)Stems. 

13. At pumping capacity. a m1n1mum self-scouring velocity of two feet per second shall be 
maintained unless flushing facilities are provided. A velocity of eight feet per second 
ohould not be exceeded. 

14_ Force mains shall be sufficiently anchored within the pump station and throughout the line 
length. The number of bends shall be as few as possible. Thrust blocks, restrained joints 
and/or tie rods shall be provided where restraint Is needed. 

15. Air release valves shall be placed at high points in the force moln to relieve air locking. 

JCSA - Sanitary Sewer Force Main Page 2 
General Notes 

James City Service Authority 

General Notes - Water Distribution Mains 

1. All components of the water distribution system shall be installed and tested in accordance 
with the latest edition of the James City Service Authority Standards and Specifications far 
water distribution systems and the Virginia Waterworks Regulations. 

2. The developer's representative shall submit a list of materials fer approval to the James 
City Service Authority prior to commencement of construction. 

3. Water mains shall be installed ofter grading to 6-inch of final grade and prior to placement 
of base material. 

~-. All approved erosion and sediment control requirements shall be observed during water 
mc!n construction. 

5. All water mains shrJll be disinfected and pressure tested atld satisfactory bacteriological 
samples obtained, in accordance with Jomes City Service Authority standards. 

6. After testing is complete and all components of the water system are acceptable to the 
James City Service Authority, as-built drawings shall be submitted to the Service 
Authority. No water meters will be Installed until as-built drawings ore received and 
checked for accuracy by \he James City Service Authority. Any discrepancies noted 
during the as-built inspection shall be corrected by the developer's representatives with:n 
30 days. 

7. Routine periodic inspections during construction will be provided by the James City 
Service Authority. These inspections do not relieve the developer from his obligation and 
responsibility for constructing a water distribution system in strict accordance with the 
standards and specifications of the James City Service Authority. 

8. Any changes to the final plans shall be approved by the James City Service Authority and 
shall be accurately indicated on t.he as-built. drawings. 

9. Ail lots shall be provided with water service connections. The connections shall be 
extended from the main to the property line or easement line, and shall terminate with a 
yoke in a meter box set at final finished grade. Meters for all lots (units) shall be paid for 
by the developer or builder and installed by the JCSA. 

10. The developer is required to submit water data sheets and shall acquire a Certificate to 
Construct prior to commencement of constr uctlon. 

11. Any required easements, permits and approvals shall be acquired by the developer prior to 
commencement of water main construction. 

12. The water main contractor shall comply with all applicable laws, ordinances, rules, 
regulations and orders of any public body having jurisdiction. He shall erect and maintain, 
as required by the conditions and progress of the work, ail necessary safeguards for safety 
and protection. He shall also notify "Miss Utility" prior to performing ony underground 
excavation. 

JCSA - Water Distribution Mains Page 2 
General Notes 

• 
"' " 

• m • 

• .., 
"' 

NOTES: 
(3) 3" SOCKETS 
SEE NOTE #2 

_m 1. ~lROL PANEL MAY BE MOUNTED EITHER REMOTE FROM WET YELL OR ON OPTIONAL 
PEDESTAL OIRECTL Y ON TOP OF 'A£T YELL --

~ 

2. SOCKETS MAY BE USED INlERCHANGABLY FOR EIU-IER VENT PIPE MOUNTING. 

- DUPLEX CENTRAL CONTROL 
OPTIONAL PORTABlE JB HOIST MOUNTING, OR OPTIONAL PED£STAL MOUNTING 
OF CONTROL PANEL 

PANE~ SEE NOJE fl 
3. lEE "Mm VALVE & s· SlUB • CAP FOR EMER. PORTABLE PUMP CCWNECTION. CONTROL PAHfl 

SHAU HAYE A 4. FLOAT, POViER, AND CONTROL CABL£S MAY BE RUN TO PANEL THROUGH CONDUIT CONNECllOO FOR OR THROUGH OPTIONAL PEDESTAL PANEL MOUNT ATTACHED DIRECTLY TO ~T 
Hoet< UP Cf v.ElL TOP. EMERGENCY 

5. PUMPS SHALL BE DUPLEX. Al lERNATING OPERATION. CENERATM HYDROMATIC MODEL SPGH-500 SUBMERSIBLE GRINDER PUMP W/ 5.0 hp MOTOR 
3" PVC VENT DUCT \ OR APPRO~ EQUAL, CAPABLE OF PUMPING 60 gpm D 86' TOH. AND 

WITH BIRD SCREEN~ 20 GPM 0 93' TDH. 

"D" Elevation 

"C" Elevation I 11 _J 
-·,-i,1ioklf~~'~1 :lrc1!11'll'e ill I if,;;I · 

~ j'-.__ FLOAT BRA~ET 
3" REMOVEABLE il~i'!'fil", ""~' CAP 

SEE NOlE #+ 

II 
3• - E ~3 " +• D.l.P. DRAJN . 

PIPE WITI-1 4" - VALVE 

~ 
} 

{ 7 
FLAP VALVE. • ,__ -,__,_ 

'- m - - -
/ Ill I Ill ~·" 111 I - -

w 3•\ -
E 0: ~· ~ 

v w - w 

INTERMEDtAlE GUID\ - CHECK (2) 
RAIL SUPPORT •A- - • 

v- - I .. -

u \ \ L , :n :: :~ :: :~ :;;;:;:; :: :; :: ;;:: :; :n :: ~ :; :: :;:: :; ::< 
~ 

PIPE SUPPORT UNDER 

'"E"' Elevation h I \ 90 DEGREE ELBOW 

'"F" Elevollon ~ >- MINIMUM OF 6" COMPACTED STONE 
~ evat1on I 

QIME~SIO~AL 
"H'" Elevation I L sn!flllL DfSCBIPTIQN 

\ I I A STA llON HEIGHT 
".f EleVGtlon _, 

" 

DATA 

14.0 

( l I lT • 'DI. 18" x 4- "" 6.0' INTERMEDIATE RISER HEIGHT. I RISERS REQ 

'"K'" Elevation 

"L'" Elevation I I -i I 
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• . B O DIAMETER 

SECTION 

TINDALLCAST 6' DIAMETER 
SUBMERSIBLE LIFT STATION 

N.T.S. 

TYPlCAl. SERVICE---1 
CONNECTION SiD. 
w12.o CoPPER SERVICE LINE TO 8.E 

O.:!f (1.11N) 9El.OW WATER MAIN 
AT EDGE Of SHOULDER. 

p...,ALL~~f'ING 

""l;;;•VEMENl---11 Sl<OULOER j- r CITCH 

,,,.--rt-

TYPIC>.L SER'VICE---•r;r::~::~~1~.2!S"~•:•~N=~JL CONNECTION sro. ~ 
Wl2.0 coPPEft SERVICE LINE TO 0£ 

1.25' EIELOW WATER: MMN AT 
CENTER LINE Of DITCH. 

FUlL WIDTH GRADING 

c ANISHED GRADE El.EVA TION 105.00 

D TOP OF WET WELL ELEVATION 105.50 

E INVERT Of INFLUENT ELEVATION 96.30 

F HIGH WA1ER ALARM ELEVATION 96.30 

G LAG PUMP ON ELEVA llON 95.30 

H LEAD PUMP ON ELEVA TlON 94.59 

J P\JMPS OFF El.EVA TlOtl 91.75 

K \llt:T YIELL FLOOR ELEVATION 91.50 

L BOTTOM ELEVATION 90.63 

M PIPE AND VAL~ SIZE 
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SECTION A-A 

Til'ICAI. SE!MCE---t(J'\o;;;;;;;;;;;;;;;;;:;;;;;:;;::~1.~2'S~')! 
CONHECTIOI< ST'D. 
Wl2.0 COPPEA SERVJcr LIME TO BE 

1.25' BELOW WA1£R MAI~ AT 
CENT£R LINE OF' OITCH. 

NOTES: .PARTIAL WIQTH GAAQING 

1. CONTRACTOR SHALL USE APPR<M:D BENDING TOOl.S WHEN 
INSTALLING 1 1/2• A!ND 2'" COPPER PIPE. 

2. WATER SERVICE CONNECTIONS BY 00/El.OPER/CONTRACTOR 
SHALL INCWOE METER BOX ANO COVER. METER SETTER 
ANO ALL PIP\NG. 

REVISION DA TE COMMENT 

SP...CE:,..0.5"" MINIMUM 
TO 2"" MAXIMUM 

9.S" MIN 
48" MAX 

TO TOP OF 
OPERATING NUT 

TY!'ICAL WATER SERVICE 
LINE CONNECTIONS 

llWC NO. WI! .O SCAi..E' NON( 
OWN BY: RED OAT!;1 l-23-

6" NO. 57 STONE 

:i.LASTIC C°"TED 10 GAUGE SOUO~~~=tlt-;;:4~ 
:OPPER TRACER WIRE 1'0 BE ATIN:Hm 
NfTH PLASTIC STRAPPING EVCRY 1 00 FEET 
::W LENGTW. WIRE TO BE LOOPED 'JHROUGH 
l/ALV£ 90>C .u.10 EXTEND 12 INCHES AB0V£ 
='INISHEO GfW>E ANO COILED BN;K 

12· PVC C900 PIPE 
SET ~ f57 STONE} 
CENTER ON VAL\'£ STEM) 

NTO THE VM..V(. BOX. 

MECHANfCAl.. JOINT W/ ~ 
RETAINER GlHIO (TYP.) •• 1IOC£R WIRE [M>) 

"A" 

i8-1 16" 

•• 

TOP VIEW 

18-1/4- ----< 
1•-1/8" ----i 
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DWG NO. W22.0 SCALE: NONE 
OWN SY: RED OATE:l 1-23-97 

eonOM SUPPORT RING 
TO 8( NOTCHED OIRECTL Y 
UNDER PICK HOLE ON 
BOTH SIDES. NOTCHES TO 
BE CENTERED BEIWt(N 
SUPPORT RIBS. 

BOTTOM VIEW 
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PLAN VIEW 
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SECTION A-A 

Jjgli:i; 
1. All. CONCRErE 10 et 3000 pg 

2. BUTTRESS OIMfNSIOHS SHOWN ARE MINIMUM. 
OlMENSIONS ~ Qt.SEO ON SOil BEARING PRESSURE 
OF" J000 PSF JH0 STATIC WATER PRESSUR£ OF 
150 PSt IF' SOIL CONOO'IONS DO NOT ME£T 3000 PSF 
OR F WAT£R PRESSUAE EXCE!OS 1~ PSI. SPECW.. 
aurme:ss OESIOH WILL BE A(QuftEO. 

REVISION DATt COMMENT 

----·----

8\ITTRESS FOR 
HORl?ONTAL BENDS 

owe NO. W21 .o SCALE: NONE 
OWN BY: RED DATE: 11-2J.-9i 

HYDRN#T TO 9E PLUMB 

3' MINIMUM TO ~ 
1 D' MAXIMUM OR 

AS APPRCMD BY JCS'-

6" OF' STONE ~ DRIP OP£NING 

WATER M.'llN ,.. 
2-1/•" 1-11·· 

CASTINGS SHALL BE CRAY CAST 
IRON. (SEE GENERAL NOTES) 
APPROXIMATE WEIGHTS 

•• 

iore 
I. ff OPERATING NIJT IS CRfAT£R TtWf 49• BEtOW TOP OF VN..\IE. BOX 

FRAME, Ii. VAl.VE STEM EXTENSION Sl-W..l 8£ IHSTA.U.EO. THE EXTENSION 
SHALL. REPLACE. OR 8£ SECURELY ATIACHED TO THE NORJiW. 2 INCH ~--JQ&-~~------1 
SOUARC CPEAATINC NUT, SHALL BE AT I.EAST AS STRONG AS THE VALVE 
STEM AND SKAU. BE COATID IN .tCCOROANCE WITH AWWA C~. 

RE\llSION DATE COMMENT TYPICAL VALVE SETTING 
DETAIL 

OWG. NO. W2.0 SCALE: NONE 
OWN BY: RED DATE:11-23-SI? 

·- -·- .. -----·-···-···--· -- ---- -----

15-1/8"' 
1-------22·· ______ ..., 

SECTION A-A 

FRAM[ - 80:1: LBS. 
COVElt - 38% LBS. 

AS SUPPLIED BY' 
CAPITOL FOUNDRY OF VlRGINIA, INC. 

ITEM NO. VB-NPN-15 
WOMACK FOUNDRY, INC. 

ITEM NO. CW-9 
OR N'PROVED EQUAL 

OWN BY: REO OATE:11-2J-97 

---- ··--·-·-- ---··---·-----------
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MIH. 1 /J "'l'NllO 
OF HO. 5? STONE 

,_ _______ """""'~""""' 
r W/RETAINER GI.MOS --------

....., 
H'tDRNn5 TO at LOCAm> fl:5 ~ 111' THI: JMIES CRY COUNTt 
nRE D(PNO\IEN'f. 

FftE H't'DfWftS St'.MJ. ec THE ORV BMAtL T1P£ AHO Stw..L COHFOR1i1 TO RN/A 
C&OZ. HYtlRNf1S Siil'll !It PAINTED wmt HGH Gl.OSS. MJ('l1) JNllUSTAW. OW.W.. 
n4t l..llPOt STJ.NOP!?E: SloWJ. 8£ P.-n'ED OSW. R£D AND 1HE DOut ~ 
NOZZLE CM'S SffALL 8E PAINTED CLOSS wt11Tt. 

M'l'ORAHT $>w.L SE lllUEU.£R CEHTI.IRION-M2J. AMERICN'f FLOW CONTRa.S 
DMl.N',; .... ktNHEDr GtJAROwl K-81 ~ US, PtP£ METRQ:IQUTAN 250 
¥OO£L 9-4 OR N'PRCMD EO\.IM.. 

REVISION DATE OOMM£NT 
rJR( HYDRANT SETTING 

OW<;. NO. W5.0 SCAfX HOOE 
OWN BY: RED DAT£: 1 t-.2J-!i 

• .. 

NON-RISINC STEM 
C.-.TE VM.Vf 

(NP. l Rt:OVIREO) 

12" -· 

ITTTINGS AS REOUIRE:O 
(T"t'P.} COUPUNG 

PLAN VIEW 

'• ·.: 
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2· OW' ....... 

SECTION VIEW 
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ALUMINUM AtCESS HA.TCH 
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DWG NO. Wt$.O SCALE: NONE 
OWN BY: RED DATE:11/2"J/97 

DOUBLE CHECK OE.TECTOR A'SS£MBLY 

36" • 36" N..Ut.I. 
ACCESS HATCH 

2·-0· 

PLAN VIEW 

e· . ·:~:··- ,_. ... ,,. .... 
..!....-'-"+-

NOT£, 

.- OIA. 
81..0CKOUT 
F'OR OMN 

1. SEE METER VMJLT GENERAL NOTES. 

RE'olSKJN DATE COMMENT 

SEC!JON VIEW 

(FOR --""""' AREAS) 

9 2 98 OIMENS NS REVISED 

4" II: 2 1/2" x 2 1;2· 
SIAMESE CONNf:CTION 

S.000 PSI 
REJNFOACEO 
COHCRm: 

S!EEl. PIP£ 
SUPPORTS 

,.1 •. 
•• 

DOUBl.E GAJE. OOUlll.£ CHECK 
DETECTOR CHECK VAUl.T, 

ASSEMBLY ANO ACCESSORIES 
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BUTTRESSES AND .INO<ORAGES 
FOR VERTICAl. BENOS 

CWC NO. W23.0 SCALE: NONE 
OWN SY: RED DATE: 11-23-9· 
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EROSION &: SEDIMENT CONTROL NARRATIVE 

PROJECT DESCRIPTION: THIS PROJECT CONSISTS OF SITE PREPARATION FOR A 228,000 SF 
MANUFACTURING PLANT, \\1TH A 32,000 SF OFFICE, AND ASSOCIATED PARKING, DRIVES, 
LOADING AND STORAGE AREAS AND UTILITY EXTENSIONS. THE PROJECT \\1LL INCLUDE 
CONSlRUCTION OF FOUR STORMWATER MANAGEMENT BASINS. 

EXISTING SITE CONDITIONS: THE MAJORITY OF THE 74 ACRE lRACT IS WOODED, \\1TH STEEP 

--i 

PIPE OUTLET CONDJTIONS 
A A 

I 
SLOPES. DEVELOPMENT \\1LL BE OCCURING MAINLY ON lHE HIGH AREA OF THE SITE, 1\1 lH 
STORMWATER MANAGEMENT BASINS ARE BEING CONSTRUCTED IN lHE MAJOR DRAINAGE WAYS. lHERE 
ARE WETLAND AREAS IDENTIAED IN lHREE OF lHE RAVINES. DEVELOPMENT HAS BEEN 
SITUATED TO AVOID lHESE AREAS. 

PLAN VIEW 

?JPE OUT1£T TO F.LAT 
.l.RlA. "1TH NO D~'1N£D 
CHANNEL 

SOILS: PREDOMINANT SOIL TYPES ON THE SITE INCLUDE KEMPSVlu.E ANE SANDY LOAM, 
SI.AGLE ANE SANDY LOAM, CRAVEN-UCHEE COMPLEX, EMPORIA ANE SANDY LOAM, AND IN 
lHE LOW AREAS JOHNSTON SOILS ARE PRESENT. THERE IS ALSO AN AREA IN lHE NORTHWEST 
PORTION OF lHE SITE THAT WAS A PREVIOUS BORROW AREA. GENERAL DESCRIPTIONS OF lHE 
SOILS ARE: 

KEMPSVlu.E IS A ANE SANDY LOAM, 'MilCH IS DEEP AND WELL DRAINED. SLOPES GENERALLY 
RANGE 2 TO 6 PERCENT. KEMPSVlu.E HAS AN ERODIBIUTY INDEX OF 0.24. 

SLAGLE IS A FINE SANDY LOAM AND ARE DEEP AND MODERATELY WELL DRAINED. SLOPES RANGE 
FROM 1 TO 6 PERCENT, THE EROOIBILIY INDEX FOR SI.AGLE IS 0.24. A 

CRAVEN-UCHEE COMPLEX ARE SANDY CLAY LOAM, AND SlRONGLY ACIDIC. SLOPES FROM 6 TO 10 
PERCENT. lHEY HAVE AN ERODIBILITY INDEX OF 0.29. 

A 3do {MUi.) 

I EMPORIA IS CLOSELY RELATED TO KEMPSVILLE, AND IS A ANE SANDY LOAM 'MilCH IS DEEP AND 
YELL DRAINED. SLOPES RANGE FROM 2 TO 50 PERCENT. THE ERODIBILITY INDEX IS 0.28. PIPE OUTLET TO 1'£LL 

DEFINED CHANNEL 

CRITICAL EROSION CONTROL. AREAS: CRITICAL AREAS ON THE SITE INCLUDE ALL OF THE CRA\IEN-
UCHEE SOILS DUE lHEIR HIGH ERODIBILITY. THERE ALSO EXJSTS ON THE SITE AN AREA \\HERE 
PREVIOUSLY ERODED CHANNEL HAS BEEN REPAIRED \\11H A STORM DRAIN PIPE AND DROP INLET. 
CARE WILL HAVE TO BE TAKEN ON ALL OF lHE STEEP SLOPES TO PROTECT THEM FROM CONCENlRATED 
RUNOFF. M:TLAND AREA.~ \\1LL HAVE TO BE PROTECTED. 

EROSION AND SEDIMENT CONTROL MEASURES: ALL VEGETATIVE STRUCTURAL EROSION AND SEDIMENT 
CONTROL. MEASURES \\1LL BE CONSTUCTED AND MAINTAINED ACCORDING TO THE MINIMUM STANDARDS 
AND SPECIFICATIONS CONTAINED IN lHE VIRGINIA EROSION AND SEDIMENT CONlROL HANDBOOK, 
LATEST EDITION, AND THE JAMES CITY COUNTY EROSION AND SEDIMENT CONTROL NOTES, LATEST 
REVISION. 

STRUCTURAL PRACTICES: 

PLAN VIEW 

:SECTION A-A 

Soorcc: Va. DSWC Plate 3.13-l -------
1. TEMPORARY CONSTRUCTION ENTRANCE, 3.02. TEMPORARY CONSTRUCTION ENTRANCES SHALL BE 
CONSTRUCTED AT lHE END OF lHE EXISTING PAVEMENT OF MEADOWVIEW CIRCLE, AND AT THE 
DRIVEWAY ENTRANCE OFF OF MEADOWVIEW CIRCLE. 

Revised 4/7 /97 

James Chty County 
----· ···--.. -------· ---

2. SILT FENCE BARRIERS, 3.05 SILT FENCING SHALL BE INSTAu.ED AT THE TOE OF ALL SLOPES 
AND AREAS 'MilCH SHEET FLOW TO OFF SITE PROPERTY. 

3. INLET PROTECTION. 3.D7. ALL STORM DRAIN STRUCTURES SHALL BE PROTECTED \\11H INLET 
PROTECTION. THESE MEASURES CAN INCLUDE SILT FENCING, GRAVEL AND WIRE MESH, GRAVEL 
CURB INLET PROTECTION OR GRA \/EL AND BLOCK. ALL INLETS \\1LL BE PROTECTED UNTIL lHE 
AREA 'MilCH DRAINS TO THEM IS STABAUZED. 

4. TEMPORARY SEDIMENT lRAPS. 3.13. TEMPORARY SEDIMENT TRAPS SHALL BE INSTALLED IN ALL 
AREAS 'MiERE CONCENTRATED FLOW \\1LL BE LEAVING lHE PROPERTY. THEY SHALL BE USED \\11H 
Al.L DIVERSIONS AND DIVERSION DIKES TO DIRECT WATER INTO THE TRAPS. 7i :E OUTLET OF 
THE TRAPS \\1LL CONSIST OF GRAVEL AND RIPRAP. lHESE lRAPS MAY BE ,.,~;AVATED. 

5. OUTLET PROTECTION, 3.18. CLASS I, DRY RIP RAP SHALL BE INSTALLED AT ALL STORM DRAIN 
OUTI'ALLS. 

6. TEMPORARY SEEDING, 3.31. AMY DISTURBED AREA ~ICH \\1LL NOT BE RE-GRADED FOR A PERIOD 
OF MORE THAN 30 DAYS SHALL RECIEVE TEMPORARY SEEDING TO PREVENT EROSION. 

7. i'ERMANANT SEEDING, 3.32. ALL DISTURBED AREAS \\1LL RECIEVE PERMANENT SEEDING ONCE FINAL 
GRADING HAS BEEN COMPLETED. 

CONSTRUCTION SEQUENCE: 

1. FLAG LIMITS OF CLEARING. INSTALL SILT FENCE AT LIMITS OF DISlURBED AREAS WHERE FLOW 
IS DIRECTED OFFSITE. INST ALL TREE PRO '~CTION AS NECESSARY. 

2. INSTALL GRAVEL CONSlRUCTION ENTRANCE AT MEADOWVIEW CIRCLE. 

3. CONSTtlUCT TEMPORARY SEDIMENT TRAPS AND DIVERSIONS AT lHE LIMITS OF CONSlRUCTION AS 
SHOWN ON lHE EROSION AND SEDIMENT CONTROL PLAN. 

4. CLEAR AND STRIP ONLY PORTIONS OF THE SITE NECESSARY TO INSTALL lHE EROSION AND 
SEDIMENT CONTROL MEASURES AS SHOWN ON lHE PLAN. 

5. CONSTRUCTION OF THE STORMWATER MANAGEMENT BASINS ~HAUL BE THE FIRST ITEM OF 
CONSlRUCTION. lHE EMBANKMENT \\1LL BE CONSTRUClED AND TEMPORARY SLOPE DRAINS AND 
DIVERSION DIKES INSTALLED TO PREVENT RUNOFF FROM FL0\\1NG DOWN THE EMBAN~'.MENT. AS 
THE GRADE IS BROUGHT UP, THESE SEDIMENT 111APS \\1LL BE MAINTAINED AT THE TOP OF 
THE SLOPE. 

6. ONCE TI-if. EMBANKM~WfS FOR THE SEDIMENT BASINS ARE CONSlRUCTED AND IN PLACE, THE 
REMAINDER Of" lHE SlTE CAN BE CLEARED AND GRADED. AS THE SITE IS BROUGHT UP, THE SEDIMENT 
BASIN EMBANKMENT'J SHALL BE RAISED AND MAINTAINED. 

Erosion OJnd Sediment Control Notes 

The purp<ose of the erosion control measures shown on these pl<:tns sholl be to preclude the 
transport: of oil waterborne sediments resultlng from construction activities from entering onto 
adjacent properties or State wotero. If field inspection revecls the Inadequacy of the pion to 
confine sr:ediment to the project site, opproprlote modifications will be made to correct any pion 
deflcienc~es. In addition to these notes. o1l provisions of the Virginia Erosion and Sediment 
Control Regulations shall apply to this project. 

1. All erC>slon and sediment control measures i;;holl be installed and mointolned In accordance 
with the •virginlo Erosion and Sedlmenl Control Handbook.• The contractor sholl be 
thOf'Ough•y famlflor wfth oll applicable measures contolned therein which moy be pertinent 
i:o this p.ro}ect. 

2. All poltnts of construction Ingress and egress shall be protected by a temporary construction 
entranc~ to prevent tracking of mud onto public right-of-ways. An entrance permit from 
WOT Is 1requlred prior to any construcllon activities within Sate right-of-ways. Yrtiere 
sediment Is transported onl<."I c public rood surface., the road shall be thoroughly cleaned at 
the end ,of each day. 

.3. A preconatructlon meeting shall be held on site between the County. the De\l'eloper, the 
Project Engineer, and the Contractor prior to Issuance of the Land Disturbing Permil The 
ControctlOr 5holl submit o Sequence of Construction to the County for approvol prior to tho 
preconstl"Uctlon meeting. The Contractor wUI supply the Environmental Division with the 
name of the individual who will be responsible for ensuring maintenance of installed 
meosureSJ on a dolly basis. 

4. Sedlm,ent basins and traps. perimeter dlkes. sediment barriers and other measures Intended 
to trap !Sediment on-site must be constructed as a first step in grading and be mode 
functiono1I before upslope land disturbance tokes place. Earthen structures such as dams, 
dikes. on1d diversions must be seeded and mulched immediately ofler Installation. Periodic 
lnspectlorns of the erosion control measures shall be mode to assess their condition. Any 
necessor:y maintenance of the measures shall be accomplished immediately upon 
notlflcotlion by the County and shall Include the repair of measures damoged by any 
subcontrcoclor Including thoae of the public utUity companies. 

5. Surface flows over cut and fill slopes shall be controlled by either redirecting flows from 
tronsveralng the slopes 0t by installing mechanical devices to safely lower water downs1ope 
without oousing erosion. A temporary tnl diversion (Std. & Spec. J.10) shalt be installed 
prior to ·the end of each working day. 

6. Sedfm,ent control measures may require minor field adj..istments at a time of construction to 
Insure th1elr Intended purpose Is occompllshed. Environmental Division approval wUI be 
required for other deviations from the approved plans. 

7. TEMPORARY SILT TRAPS ANO SEDIMENT BASINS SHALL BE MAINTAINED AND CLEANED OUT AS 
NECESSARY. SILT FEMCING SHALL BE INSPECTED ON A WEEKLY BASIS, AND AFTER ANY STORM EVENT 
GREATER THAN 1/2 INCH OF RAIN. SEDIMENT lRAPS AND BASINS SHALL BE CLEANED OUT 'MiEN SEDIMENT 
ACCUMULATES TO 1/2 OF lHEIR CAPACITY. SILT FENCING SHALL BE REPLACED AS NECESSARY, AND 
SEDIMENT ACCUMULATED SHALL BE REMOVED 'MiEN IT EXCEEDS A DEPTH OF 6 INCHES. 

7. The e<ontroctor shall place soil stockpUes at the locations shown on this pion or as directed 
by L1e e1ngi11cer. Scl! stoc:Mplles shall be stob!l!zed or protected with sedtment trapping 
rneosures. Off-site 'i¥oste or borrow areas shall be approved by the Environmental Division 
prior to the import of any borrow or export of any wa3te to o< from the project !lite. 

8. The oonlractor shall complete drainage focllitles within 30 days following completlon of 
roogh gr•ading at any point within the project. The installation of drainage focllltles shell 
toke preccedence over oil underground utilities. Outfall ditche~ from drainage structures 
shall be stobUlzed lmmedlotely after construction of some. This Includes lnstollotlon of 
erosion Qontrol stone or paved ditches where required. Any drainage outfolls required for o 
street m1ust be completed before street grading or utility installation begins. 

8. STORM DRAINAGE SHALL BE INSTAu.ED AND INLET PROTECTION PLACED AS SOON AS lHE GRADE 
IS BROUGHT UP TO ELEVATIONS 'MiERE sumclENT COVER CAN BE PLACED OVER THE PIPE. 

9. UTILITIES SHALL BE INSTAu.ED WHEN THE SITE IS BROUGHT TO FINAL GRADE. lRENCHING 
OPERATIONS \\1LL BE PROTECTED \\1TH SlLT FENCING AND DIVERSIONS AS NECESSARY. AFTER 
BACKFJLL!NG, DISTURBED AREAS SHALL BE SEEDED \\11H TEMPORARY OR PERMANENT SEEDING AS 
APPROPRIAT:. 

10. COMPLETE Sl1E GRADING OPERATIONS. INSTALL PAVEMENT BASE AS SOON AS POSSIBLE TO 
STABILIZE DRIVES AND TO REDUCE EROSION FROM THE PARKING LOT AREAS. 

11. COMPLETE BUILDING CONSTRUCTION. INSTALL ROOF DRAIN COLLECTION SYSTEM AS SOON 
AS POSSIBLE TO MINIMIZE THE RUNOFo' FROM THE ROOF AREA ONTO DISTURBED EARTH. 

12. PAVING, PERMANENT SEEDING AND LANDSCAPING. REMOVE ACCUMULATED SEDIMENT FROM 
TEMPORARY SILT TRAPS AND SEDIMENT BASINS. REGR~.DE TO REQUIRED CONFIGURATION AND 
COMPLETE PERMANENT SEEDING. 

13. SILT FENCING AND INLET PROTECTION IS TO REMAIN IN PLACE UNTIL THE A GOOD STAND OF 
GRASS IS OBTAINED AND ALL AREAS ARE STABILIZED. AN"' ERODED AREAS SHALL BE REGRADED AS 
NECSSARY AND RESEEDED. 

9. PermG'.lnent or temporary soil stobfllzatlon must be applied to all denuded areas within 7 
days oftcer flnol grade Is reached on any portion of the site. Soll stabilization must also be 
applied t~o denuded areas which may not be at final grade but will remain dormant 
(undisturtbed) for longer than 30 doys. Soil stobillzotlon meosures Include vegetative 
establlstuma:it, mulching and the early opplleotlon of grovel base material on oreos to be 
paved. 

10. No nnore than 300 feet of sanitary sewer, storm sewer, waterlines, or underground utility 
lines ore tt:> be open ot one time. Fol.lowing installation of any portion of these items. all 
disturbed areas are to be Immediately stoblllzed (I.e., the SC1me day). 

11. If dlsiturbed area stoblllzotlon is to be accomplished during the months of December, 
January, or February, s-tobi\lzotlon shall consist of mulching ln occordonce wlth 
Specifico·tion .3.35. Seeding will then toke place os soon as the season permits. 

12. The ~erm Seeding, Flnol Vegetative Cover or Stabilization, on this pion shall mean the 
auecessflut germination ond establishment of a stable gross cover from a property prepared 
seedbed contotnlng tlie specified amounts of seed, lime, and fertO!zer In accordance with 
Speclflco'tJon 3.JZ Permanent Seeding. Irrigation shall be required as necessary to ensure 
estobllsh1ment of grass cover. 

13. All sbopes steeper than 3:1 shall require the use of erosion control blankets such os excelsior 
blankets to aid in tlie establishment of a vegetative cover. Installation shall be in 
occordon1ce with Speclflcatton 3.35. Mulching and Manufacturer'& Instructions. No slQpes 
shall be created steeper than 2: 1. 

14. Inlet protection In accordance with Speciflcatlon 3.07 shall be provided for all storm dr(lln 
Inlets oa soon as practlcol following construction of some. 

15. Ternp:iorary liners. such as poJ)"'th)tene sheets. shall be provided for all paved ditches until 
the permanent concrete linor is Installed. 

16. Pove•d ditches shcill be required wherovor erosion Is evident. Particular ottentlon sholl be 
pold to those areas where grades exceed 3 percent. 

17. Temi:>orory erosion control measures ore not to be removed until all disturbed areas ore 
atobUlzed. After stoblllzatlon la complete, all measures aholl be remo~ within 30 days. 
Trapped sediment shall be spread and seeded. 

18. As-bullt drawings must be provided for ell detentlon/BMP focllltles. Ahro upon 
completlcon, the construction of ..,11 detentlo.i/BMP facllltles shall be certified by a 
professloinol engineer who Inspected the structure during construction. The certiflcotlon 
shall ato·te that to the besl of his/her )Jdgment, knowled9e. and beUef, the structure was 
construclt.ed Jn accordance 1Ylth the approval plans and spectflcattons. 

TABLE J.32..D ...--------------------
SITE SPECIFIC SEEDING MIXTIJRES FOR COASTAL PL\JN AREA 

Mjnjmum Care: IJIWO 
- Commen:iaJ or Residential 

• Kentucky 31 or Turf·Type Tall f'escue ... 
• OJmmon Bermudagrass • • 

Hjvh.Maj11tep11are Lawn 
~ntucky 31 or Turf-Type 1'all Fescue 

or 
Hybrid Bermudagniss (seed) •• 

or 
Hybrid Bermudagra.~ (by other vegetative 
establishmenl method, see Std. & Spec. 3.34) 

~:JLSlooe Q•l or !ey;) 
• Kentucky 31 Fcscuc 
- Red Top Grass 
- Sc;c;onaJ Nurse Crop • 

· I,.ow Maintcnanrr; Slope <Stccner d;;n 3·Jl 
• KcnttKky 31 Tall Fesc:ue 
- Common BermuciaJrass • • 
• Red Top Grass 
• Seasonal Nune Crop • 
• Sericea Lespedeza • • 

Total Lbs. 
Ps:r Am; 

175-200 lbs. 

15 lbs. 

2<J0.250lbs. 

4.0 I°'. (urihul!e<l) 
30 lbs. (hulled) 

128 lbs. 
2 lbs. 

.lllJI&. 
150 lbs. 

93-108 lbs. 
0-15 lbs. 

2 lbs. 
2Q lbs. 
.zl!JbJ;, 

ISO lbs. 

• Use seasonal nurse crop in accordance with seeding dates as ~tated below: 
February, March through April . . . . . . . Annual Rye 
May 1st through August , •• , .•. , • , ••••.•.•.. Foxtail Millet 
September, Oc1ober through November lSth . _ ... Annual Rye 
November 16th through January .•.••.•.•.• _ . . Winter Rye 

•• May through October, use hulled seed. All other seeding periods, use 
unhull-ed seed. Wr;eplng Love.grass may be add!d to any slope 01 low· 
mainler.ance mix during warmer seeding periods; adJ IQ..20 lbs./acre in mixC$. 

--··- ---···---

TABLEJ-1-5-A 

ORCANIC MULCH MATERIALS A! 1!) APPLliCATION RATES 

RAlES: 
MULCHES: Per 1000 sq. fl. 

NOTES: 
Per Acre 

S1raw or }lay 1li·2ton5 70-90 lbs. Free: rrom weeW and c:oaisc 

(Minimum 2 mattter. Mus1 be anchored. 
tDm £or Spr<ead with mulch blower 

winter oover) or by hand. 

Fiber Mulch Minimum 35 lbs. Do not use a~ mulch for 
1500 !bs. win~er cover or during hot, 

dry periods.• Apply as. 
sluriry. 

Com Stalks 4·6tons lSS • 275 lbs. Cul. or shredded in 4-6• 
lengths. Air-dried. Do not 
U5C in fine turf areas. Apply 
wittl) mulch blower or by 
hallld . 

Wood Chips 4·6tons 185 • 275 lbs. Free of ~nc matter. Air· 
driC!d. Treat with 12 lbs 
nitrrogen per ton. Do not 
use· in fine turf areas. Apply 
witfti mulch blower, chip 
handler, or by hand. 

Bark Chi1>5 50· 70 (11, 1·2 cu. yds. Fre:e of coarse matter. Air· 
or yds. dri~d. Do not use in fine 

Shredded rurf areas. Apply wit~ 
Bark mulch b1ower, chip handler. 

or by hand. 

• When fiber mulch is the only available mulch durinig periods when straw 
should Mused, apply at a minimum rate of 2000 lbs./fac. or 4!i lbs./1000 sq. ft. 

Source: Va. DSWC --- ·-----·------·----·· .. ··-·-
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SILT F'ENCE' DROP INLET 
PROTECTION 

11 I I 
I I I I 

v v 
PERSPECTIVE VIEWS 

ELEVATION OF STAKE AND 
FABRIC ORIENTATION DETAIL A 

SPECIFIC APPUCATlON 

THIS METHOD 01'" INLC'f PROTECTION IS APPLICABLE: WHE;RE THE 
[NI.ET DRAINS A RELATIVELY FlAT AREA (SLOPl~ NOi GREATER 
THAN 5:1::) WHERE THE INLET SHEEr OR OVERLAND FLOWS (NOT 
EXCEEDING 1 C.F.S.} ARE TYPl~.._ THE MET.HOD SHAU. NOT 
APPLY TO INLETS RECEIVING CONCENTRATED FLOWS, SUCH AS 
IN srREET DR HIGH'fAY MEDI.ANS. 

Source: N.C. Em<jnn and Wjment Control 
Pbnnjns and Prnji" Manual 1988 Plate 3.07-1 

' L_ 

BLOCK & GRAVEL CURB INLET 
SED!lvfE1VT FILTER 

I 
l'llm,; SCR(f.N 

SPECIAL APPLICATION 

'l'H{S METUOD OF INLET PROTf.CTJON IS Al'PUCJABLE AT 

CURB INLETS WHF.R8'. AN OVERF'l.Oll' CAPABJLITY IS Nf;CESSARY 

TO PRZVEr\T EXCESSIVE POSDING IN FRO~T 'IF' THIE STRUCTURE 

• GRAVEL. SHALL BE VOOT /13. 1357 OR 15 c...-,\Rs:e AGGREGAT& 

···--·---- ____ , 
Source: Va. DSWC Pla1e 3.07-8 --·-- ---··-- ···------ --~ -· .J' 

TEMPORARY SLOP£ DRAIN 

I 

6 

Source: Va. DSWC 

SECTION VIEW 

SECTION fl - A 

' • 
l 

0 • . ' 
---'----··-1. 

Plate 3.15·1 ----------

CONSTRUCTION OPERATIONS RELATIVE 

TO THE LOCATION OF PROTECTED TREES 

Source: pybUs Fasiljties Manna! Vol. lll, Fairfu Co., Va. 1976 Plate 3.)8..I 
-- ·--·-·--------- --. -

TEN!PORARY D!VERSJON DTKE 

Compoc·led Soil 

CONSTRUCTION OF A SILT FENCE 
{WITHOUT WIRE SUPPORT) 

l. SET THE STAKES. 2. EXCAVATE A 4"X 4" TRENCH. 
UPSLOPI: ALONG THE LJNF. Of 
STAKES. 

3. STAPLE TILTER MATERIAL 
'TO STAKES AND EXTI:ND 
IT l.HTO THE TRENCH. 

4. BACKFIU. AND COMPACT 
THE EXCAVATED SOIL 

:;;:,:;:; Ill 
· SHEET FLOW INSTALLATION 

{PERSPf,CT!VE VIEW) 

POINTS A SHOULD BE HIGHER THAN rOlNT B. 

DRAlNAGEWAY !NSTAl.LATTON 
(fRONT ELEVATION) 

Sourw; Adap'ed from Imtf!llatjon of Straw and fabric Riter 
Baqirn for Sm!®cnt Control Shen\IOOd and Wyant Plate 3.05-2 -· 

CURB INLET PROTECTION 
WITH 2-INCH X 4-INCH 

WOODEN WEIR 

PERSPECTIVE VIEW 

SIDE ELEVATION 

SPECIFIC ,i.P?LICAllOH 

THIS Me:TliOO or INlEl PROTECTION IS .A.PPUCJ.eu: 
TO CURii 1Nl£fS WHERE A !>t'UROY, COM,ACT INSTAUATIOH 
IS DESIR£0. EMf:RGEMCY OVERrtOW C>iPABIUT1£$ AR( 
MINlr.IAL SO IEXPtt':T SICNlnuNT P~~~ WITH TlllS 
-..tAS\ll'!t, 

• OIU.Yn. SHAU. 9[ 'IOOT CO~RS.£ AGG1£GATt 

#3-. f3S7 OR 16 

.... 

'""' l TO 
Pll'C 

I 

Source: 1983 Marylarul Standards and snmfiqtiom for 
Soil BrMjM and Sediment Coptro~ and USDA..SCS Plate 3.07-7 

EXCAVATED EARTH SPILLJYAY 

""'- "'""" 

,_.,.,.. _ _,_,_ 

! 

PLAN VIEW 

"" ...... 
ALONG CENTERLINE 

' 
• 

CROSS-SECTION AT CONTROL SECTION 

Source: USDA-SCS "ate 3.14-9 ·--···--·------· -·-·--·-

" CA.CH Llfl or Tllt F\ll IS COMPllCT£0, lltlf Tl« OlJTER F4C( 
Of THE SLOPE IS .AllOWW TO REMAIN LOOS( SO THAT TliE 
ROCKS, CLOPS, £ll;. REACH THE NATURAL AHGt.£ Of REPOSt. 

}'ILL SLOPE TREATMENT 

D0Z£A Tf!£AOS CR(AlE 
GfWOVtS PE"RPt'40ICULA~ 
ro Tli( SLOf'(, 

TRACKING 

Source: Michigan Soil Er®ion and f>eili!Df!ntaljon Gujdc 

-···-·-~ 3.29-3 

Plate 3.29-4 

STONl!," CONSTRUCTION ENTRAlVCE 

SIDE ELEVATION 

PLAN VIEW 

:Dlltr.IN SP..0: 

SECTION B-B 

Source: Adapted from 19&3 Marvland 5'1™'a'* fur SO'jl Plate 3.02-1 
Erosjon and Sedjment Control and Va DSWC 

GRAVEL CURB INLET SEDIMENT 
FILTER 

W!l/t UESH 

~lla..!'.:,.C:::f11.TfllED WAfEF{ 

-· 
~ CURfl 1"1lET 

SPECIFIC APPUCllTION 

TRIS METHOD OF IHIET PROfEC!'ION tS APPUCAb:t..£ AT CURB lNl.El'S 
WHERE P'ONDJNG llf FRONT OF TI-It STRUCTURE !:;) Nor UKELY TO CA.USE 
INCONVDllENCE OR DAMAGE TO ADJACENT STRUC'l!URES ANO UNPROTECTED . ..... 
• GJU.VBL SHAU. Bl! VDO'I' 13-. f357 OR 0 CU.\?.SB AGGREC.A'fE. 

Source: Va. DSWC Plate 3.'11-6 

---~------·--·-----------~-------- -------------
TEMPOilARY SEDilJENT TRAP 

-'""""" ""'· 

CROSS SECTION OF OUTLET 

"COARSC AGGR£aA.T£ SHM.L BE VOOT ,fl. #357 DR #5 

>.¢ 

OUTLET (PERSPECTIVE VIEW) 

Source: Va. DSWC - --·-"- ~·----

--· 
I 
~ 

""""' Elt.V. 

Plate 3.13-2 

~~~~~R-O_C_K~C-H_E_C_K~D-A-M~~--~··1 

2 ACRES OR LESS Or- DRAINAGE A.RBAo 

(DOWNSTREAM VIEW'} 

2- I 0 ACRES OF DRAINAGE AREAo 

VDOT #1 
COARSE AC<iRECATE 

,. 
I 

CUSS I IUPflAP 

Plato 3.20-1 
--·- - ---· ----

~----------·--~·~----------

CONSTRUCTION OF A SILT FElVCE 
( WJTH WIRE SUPPORT) 

:i;n POS"- ANtl rxc.w..r<'. ~ ('~4" 
rqtrlCH IJP"AOP£ -"•OrtG ll<f LISf 
~ POSTS. 

). AIVICI< lHE Alf[R f"11RIC TO 1'1£ WI~[ 

FlN\:( RfQ [XT[!'() ll ,..;() Utt iR(lil:~ 

L 

4. OACKl"IL!. MIO COMPACT llif 
f'.XO.Vo'ITfO SOit 

Souri:e: Adapted from Installation of Straw and flhric filter 
Barrier:; for Sedjmen1 Con!ml Sherwood and Wyant Plate 3.05-l 
··- ------

GRAVEL AND WIRE MESH 
DROP INLET SEDIMENT 

FTLTFR 

I oe· M•N. 
GRAVEL • (~ 2•MIN. DEPTH) 

RUNOFF WATER 
WITH SEDIMENT 

'"'11§1111111 ¥I 
SED!M(NT ' 

SPECIFIC APPLICATION 

HLTlREO 
WATER 

THIS METHOD OF INLET PROTECTION IS APPLICABLE 
WHERE HEAVY CONCENTRATED FLOWS ARE EXPECTED, 
BUT NOT WHERE PONDING AROUND THE STRUCTURE 
MIGHT CAUSE EXCESSIVE INCONVENIENCE OR DAMAGE 
TO ADJACENT STRUCTURES AND UNPROTECTED AREAS. 

• GRAVEL SHALL BE VDOT V3, #357 OR #5 COARSE 
AGGRECATE . 

I 
------------·~-·--·--·----------_J 

Source: Va. DSWC Plate 3.00·2 .. --------·-· -- - -- ~- ·-----·-------- -------
~-- ·----·---------------------

SILT FE'f\!CE CULVERT INLET 
PROTECTION 

-------3---~~=-----·----- ---""i--1-"' 
TOI!: (/I f"IU. ) ' (ll.l/tflT 

' 

OPTIONAL STONE COMBINATION 

I "' I . .. 

..... ........ 

** 

Source: Adapted .from VDOT Standard 
Sbec:l5 and V.a. DSWC Plate 3.0S-1 --- .. ------·------

FENCING AND ARMORING 

CORRECT METHODS OF TREE FENCING 

CORRECT TRUNK ARMORING ... 
TRIANGULAR BOARD FENCE 

Source: Va. DSWC 
----· ·----- ·------ -·~··---
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TANK FARM CONTAJNM~ 
(UNDER SEPERA TE PLAN) 

TANK FARM 
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S€E DETAIL 
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SECTION C-C 

TA~~K FARM UNL.01AOIN PAD DETAIL & SECTIONS 
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SC.ALE: N.T.S. 
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TANK FARM UNLOADING PAD 
CATCH BASIN DETAIL 
NO SCALE 

OPERATIONAL NOTES: 
1. VAJ...Vf. SHALL BE NORMALLY 
OPEN. 
2. 'llHILE UNLOADING, VALl/E SHALL 
BE CLOSED. 
3. BEFOAE OPENING VALl/E, 
BOX SHALL BE INSPECTED. 
IF THERE IS ANY PRESENCE 
OF OIL. IT SHALL BE REMOVED 
AND DISPOSED Of JN ACCORDANCE 
'Mlli APPLICABLE REGULATIONS. 
4. OWNER IS RESPONSIBLE FOR 
PREPARING A SPIU. PREVENTION 
PLAN AND MONITORING ACCUMULATED 
STORMWATER PRIOR ro RELEASE. 
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